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List of Workshop Manual Repair Groups

Repai r  Group
00 - General, Technical Data

Technical information should always be available to the foremen and mechanics, because their
careful and constant adherence to the instructions is essential to ensure vehicle road-worthiness and
safety. In addition, the normal basic safety precautions for working on motor vehicles must, as a
matter of course, be observed.

Service
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00 – General, Technical Data
1 Symbol Explanations
(Edition 10.2014)
⇒ “1.1 Sanding”, page 1
⇒ “1.2 Weld Sealant”, page 1
⇒ “1.3 Cavity Sealants”, page 3

1.1 Sanding
Avoid Sanded Through Areas
– It is recommended, to sand the marked areas by hand, to avoid

“sanding through” the KTL primer.

1.2 Weld Sealant
Sealing
– Apply sealant.

Fine Seam Sealant
– For fine seam sealing, the projection of the sealant must be

least 3 mm in diameter and a height of 0.5 mm must be en‐
sured.

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
Paint - Edition 10.2014
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Coarse Seam Sealant
– For coarse seam sealing, the projection of the sealant must

be a total 20 mm in diameter and a height of 2 mm must be
ensured.

Smoothing the Seal
– After applying the sealant the designated area must be

smoothed.

Note

When smoothing the sealed seam pay attention that the protected
areas do not become uncovered. Enough PVC layer must cover
the area.

Spreading the Seal
– After applying the sealant in the designated area it must be

spread.

Note

When spreading the sealed seam pay attention that the protected
areas do not become uncovered and that enough PVC layer cov‐
ers the area.

Sealing the Folded Loop
– After applying the sealant to a folded loop these marked areas

must be closed.

Note

When spreading the sealed seam pay attention that the protected
areas do not become uncovered. Enough PVC layer must cover
the area, so that the folded loop remains closed.

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
Paint - Edition 10.2014
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1.3 Cavity Sealants
Sealing Cavities
– After body repairs these marked areas must be protected from

corrosion.
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2 Paint System
⇒ “2.1 Factory Paint Paint Structure, KTL Primer”, page 4
⇒ “2.2 Factory Paint Paint Structure, Filler”, page 6
⇒ “2.3 Factory Paint Paint Structure, Base Paint”, page 8
⇒ “2.4 Factory Paint Paint Structure, Clear Lacquer”, page 10

2.1 Factory Paint Paint Structure, KTL Primer
KTL-Primer 2-Door

- Cathodic Electrophoretic
Painting

KTL-Primer 4-Door

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
Paint - Edition 10.2014
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- Cathodic Electrophoretic
Painting
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2.2 Factory Paint Paint Structure, Filler
Filler 2-Door

- Filler
❑ Only apply filler to the

colored areas of the
body.

Filler 4-Door

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
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- Filler
❑ Only apply filler to the

colored areas of the
body.
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2.3 Factory Paint Paint Structure, Base Paint
Base Paint 2-Door

- Base Paint
❑ Only the colored body

areas will be painted
with base paint.

Base Paint 4-Door

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
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- Base Paint
❑ Only the colored body

areas will be painted
with base paint.
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2.4 Factory Paint Paint Structure, Clear Lacquer
Clear Lacquer 2-Door

- Clear Lacquer
❑ Only the colored body

areas will be painted
with clear lacquer.

Clear Lacquer 4-Door
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- Clear Lacquer
❑ Only the colored body

areas will be painted
with clear lacquer.
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3 Stone Impact Vulnerable Areas
⇒ “3.1 Stone Impact Vulnerable Areas on the Body”, page 12

3.1 Stone Impact Vulnerable Areas on the Body

Note

♦ The marked areas are stone impact vulnerable areas.
♦ When sanding these areas pay attention to the paint area thickness to avoid sanding through. The corrosion

protection can only be ensured this way.

– It is recommended, to sand the marked areas by hand, to avoid
“sanding through” the KTL primer.

Body Overview 2-Door

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
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Note

♦ The marked areas are stone impact vulnerable areas.
♦ When sanding these areas pay attention to the paint area thickness to avoid sanding through. The corrosion

protection can only be ensured this way.

– It is recommended, to sand the marked areas by hand, to avoid
“sanding through” the KTL primer.

Body Overview 4-Door
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4 Cover Points
⇒ “4.1 Front Body Cover Points”, page 14
⇒ “4.2 Rear Body Cover Points”, page 22
⇒ “4.3 Body Cover Points, Also on CNG Vehicles (Gasoline Ve‐
hicles)”, page 29

4.1 Front Body Cover Points
Cover Points in the Area of the Plenum Chamber

A - Threads and Contact Sur‐
faces Free of Sealant
C - Threads and Contact Sur‐
faces Free of KTL Filler and
Top Coat
D - Threads Free of Filler and
Top Coat (Contact Surfaces
can be Painted)

Cover Points in the Left of the Engine Compartment

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
Paint - Edition 10.2014
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A - Threads and Contact Sur‐
faces Free of Sealant
B - Waxed Threads
C - Threads and Contact Sur‐
faces Free of KTL Filler and
Top Coat

Cover Points in the Right of the Engine Compartment, LHD

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
Paint - Edition 10.2014
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A - Threads and Contact Sur‐
faces Free of Sealant
C - Threads and Contact Sur‐
faces Free of KTL Filler and
Top Coat

Cover Points in the Area of the Front Right Wheel Housing

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
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A - Threads and Contact Sur‐
faces Free of Sealant
B - Waxed Threads
C - Threads and Contact Sur‐
faces Free of KTL Filler and
Top Coat

Cover Points in the Area of the Front Left Wheel Housing

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
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A - Threads and Contact Sur‐
faces free of Sealant
B - Waxed Threads

Fender and Front Wheel Housing Cover Points
Left side shown, right side is similar.
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A - Threads and Contact Sur‐
faces Free of Sealant
D - Threads Free of Filler and
Top Coat (Contact Surfaces
can be Painted)

Center Underbody, Right Side Cover Points
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A - Threads and Contact Sur‐
faces Free of Sealant

Center Underbody, Left Side Cover Points
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A - Threads and Contact Sur‐
faces Free of Sealant
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4.2 Rear Body Cover Points
Rear Underbody Cover Points

A - Threads and Contact Sur‐
faces Free of Sealant
B - Waxed Threads
D - Threads Free of Filler and
Top Coat (Contact Surfaces
can be Painted)
E - Threads Free of PVC-Ac‐
cumulation
F - Contact Surfaces Free of
PVC-Accumulation

Rear Underbody, Additionally Multi-Link Suspension Cover
Points

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
Paint - Edition 10.2014
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A - Threads and Contact Sur‐
faces Free of Sealant
B - Waxed Threads
E - Threads Free of PVC-Ac‐
cumulation

Rear Underbody, Additionally 4motion Cover Points
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A - Threads and Contact Sur‐
faces Free of Sealant
F - Contact Surfaces Free of
PVC-Accumulation

Rear Underbody, Additionally Torsion Beam Axle Cover Points
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A - Threads and Contact Sur‐
faces Free of Sealant

Rear Left and Right Wheel Housing Cover Points
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A - Threads and contact surfa‐
ces Free of Sealant
B - Waxed threads

Rear Area Cover Points
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A - Threads and Contact Sur‐
faces Free of Sealant
D - Threads Free of Filler and
Top Coat (Contact Surfaces
can be Painted)

Rear Lid Cover Points
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A - Threads and Contact Sur‐
faces free of sealant
D - Threads Free of Filler and
Top Coat (Contact Surfaces
can be Painted)
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4.3 Body Cover Points, Also on CNG Vehicles (Gasoline Vehicles)
Cover Points on the Rear Underbody, also on CNG Vehicles
(Gasoline Vehicles)

A - Threads and Contact Sur‐
faces Free of Sealant
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5 Weld Sealant
⇒ “5.1 Front Body Weld Sealant”, page 30
⇒ “5.2 Body Center Weld Sealant”, page 39
⇒ “5.3 Rear Body Weld Sealant”, page 45
⇒ “5.4 Body Weld Sealant, Also on CNG Vehicles (Gasoline Ve‐
hicles)”, page 58
⇒ “5.5 Body Weld Sealant, Additionally e-Golf”, page 59
⇒ “5.6 Body Weld Sealant, Also on Hybrid Vehicles”, page 62

5.1 Front Body Weld Sealant

Note

♦ When repairing, the seam sealant is to be returned to replicate
stock visual appearance and layer thickness.

♦ In order to avoid damage and malfunctions, sealing seams in
the area of attached components must be applied smoothly.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all

other pins and contact surfaces for the assembly must be
functional after the sealant application.

♦ The sealing material cannot be applied on blank but rather on
filled surfaces.

Weld Sealant in the Left Suspension Strut Tower Mount Area
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Weld Sealant in the Right Suspension Strut Tower Mount Area
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Weld Sealant on the Left Side of the Engine Compartment
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Weld Sealant on the Right Side of the Engine Compartment
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Paint - Edition 10.2014

5. Weld Sealant    33



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Weld Sealant Center Engine Compartment
Upper illustration, LHD view
Lower illustration, RHD view
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Left Wheel Housing Liner Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

1 - Water Drain Holes free from
Sealing Material

Right Wheel Housing Liner Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

1 - Water Drain Holes free from
Sealing Material

Hood Weld Sealant
Left side shown, right side is similar.
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Smoothing the Seal
❑ After applying the seal‐

ant the designated area
must be smoothed.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

♦ When spreading/smoothing the
sealed seam pay attention that
the protected areas do not be‐
come uncovered and that
enough PVC layer covers the
area.

♦ From MY 2014, the areas to be
smoothed are identified in the il‐
lustration.

Weld Sealant in the A-Pillar Area
Left side shown, right side is similar.
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Smoothing the Seal
❑ After applying the seal‐

ant the designated area
must be smoothed.

Note

When smoothing the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

5.2 Body Center Weld Sealant

Note

♦ When repairing, the seam sealant is to be returned to replicate
stock visual appearance and layer thickness.

♦ In order to avoid damage and malfunctions, sealing seams in
the area of attached components must be applied smoothly.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all

other pins and contact surfaces for the assembly must be
functional after the sealant application.

♦ The sealing material cannot be applied on blank but rather on
filled surfaces.

Roof Without Sunroof Weld Sealant
Left side shown, right side is similar.
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Smoothing the Seal
❑ After applying the seal‐

ant the designated area
must be smoothed.

Note

When smoothing the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Roof with Sunroof Weld Sealant
In the magnified views the left side is shown, the right side is sim‐
ilar.
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Smoothing the Seal
❑ After applying the seal‐

ant the designated area
must be smoothed.

Note

When smoothing the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Front Door Weld Sealant, 2-Door
In the illustration the left door is shown, the right side is similar.
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Sealing the Folded Loop
❑ After applying the seal‐

ant to a folded loop
these marked areas
must be closed.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area. The fold loop must remain
closed.

Front Door Weld Sealant, 4-Door
In the illustration the left door is shown, the right side is similar.

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
Paint - Edition 10.2014

42     Rep. Gr.00 - General, Technical Data



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Sealing the Folded Loop
❑ After applying the seal‐

ant to a folded loop
these marked areas
must be closed.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area. The fold loop must remain
closed.

Rear Door Weld Sealant, 4-Door
In the illustration the left door is shown, the right side is similar.
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Sealing the Folded Loop
❑ After applying the seal‐

ant to a folded loop
these marked areas
must be closed.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area. The fold loop must remain
closed.

Center Underbody Weld Sealant
In the upper magnified view the bottom part area and the left un‐
derbody area are apparent, the right side is similar.
In the lower magnified view the right tunnel subframe reinforce‐
ment area is apparent, the left side is similar.
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

5.3 Rear Body Weld Sealant

Note

♦ When repairing, the seam sealant is to be returned to replicate
stock visual appearance and layer thickness.

♦ In order to avoid damage and malfunctions, sealing seams in
the area of attached components must be applied smoothly.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all

other pins and contact surfaces for the assembly must be
functional after the sealant application.

♦ The sealing material cannot be applied on blank but rather on
filled surfaces.

Weld Sealant in the Tail Lamp Area
Left side shown, right side is similar.
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Smoothing the Seal
❑ After applying the seal‐

ant the designated area
must be smoothed.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading/smoothing the
sealed seam pay attention that the
protected areas do not become un‐
covered and that enough PVC layer
covers the area.

Rear Lid End Piece Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Smoothing the Seal
❑ After applying the seal‐

ant the designated area
must be smoothed.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading/smoothing the
sealed seam pay attention that the
protected areas do not become un‐
covered and that enough PVC layer
covers the area.

Right Side Panel, Fuel Filler Tube Weld Sealant
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Rear Left Wheel Housing Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Rear Right Wheel Housing Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Rear Wheel Housing Inside Surrounding Weld Sealant
Left side shown, right side is similar
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Rear Lid Interior View with Spoiler Plastic Foot Weld Sealant
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Smoothing the Seal
❑ After applying the seal‐

ant the designated area
must be smoothed.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading/smoothing the
sealed seam pay attention that the
protected areas do not become un‐
covered and that enough PVC layer
covers the area.

Rear Lid Interior View without Spoiler Plastic Foot Weld Sealant
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Smoothing the Seal
❑ After applying the seal‐

ant the designated area
must be smoothed.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading/smoothing the
sealed seam pay attention that the
protected areas do not become un‐
covered and that enough PVC layer
covers the area.

Rear Lid Exterior View Weld Sealant
Left side shown, right side is similar.
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- Fine Seam Sealant
❑ For fine seam sealing,

the projection of the
sealant must be least 3
mm in diameter and a
height of 0.5 mm must
be ensured.

- Smoothing the Seal
❑ After applying the seal‐

ant the designated area
must be smoothed.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading/smoothing the
sealed seam pay attention that the
protected areas do not become un‐
covered and that enough PVC layer
covers the area.

Rear Underbody Weld Sealant
In the magnified view the area of the left tunnel side bottom part,
is apparent, the right side is similar.
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

Rear Underbody, Additionally Multi-Link Suspension Weld Seal‐
ant
All detailed views are shown as magnified, apply to the right and
left side.

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
Paint - Edition 10.2014

5. Weld Sealant    55



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Underbody, Additionally Torsion Beam Axle Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Underbody, Additionally 4motion Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

5.4 Body Weld Sealant, Also on CNG Vehi‐
cles (Gasoline Vehicles)

Note

♦ When repairing, the seam sealant is to be returned to replicate
stock visual appearance and layer thickness.

♦ In order to avoid damage and malfunctions, sealing seams in
the area of attached components must be applied smoothly.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all

other pins and contact surfaces for the assembly must be
functional after the sealant application.

♦ The sealing material cannot be applied on blank but rather on
filled surfaces.

Rear Underbody Additionally CNG (Gasoline Vehicles) Weld
Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

5.5 Body Weld Sealant, Additionally e-Golf

Note

♦ When repairing, the seam sealant is to be returned to replicate
stock visual appearance and layer thickness.

♦ In order to avoid damage and malfunctions, sealing seams in
the area of attached components must be applied smoothly.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all

other pins and contact surfaces for the assembly must be
functional after the sealant application.

♦ The sealing material cannot be applied on blank but rather on
filled surfaces.

Front Underbody Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

Center Underbody Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Rear Underbody Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

5.6 Body Weld Sealant, Also on Hybrid Ve‐
hicles

Note

♦ When repairing, the seam sealant is to be returned to replicate
stock visual appearance and layer thickness.

♦ In order to avoid damage and malfunctions, sealing seams in
the area of attached components must be applied smoothly.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all

other pins and contact surfaces for the assembly must be
functional after the sealant application.

♦ The sealing material cannot be applied on blank but rather on
filled surfaces.

Center Underbody Weld Sealant
The left side is shown in the magnified view, the right side is sim‐
ilar.
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.

Rear Underbody Weld Sealant
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- Coarse Seam Sealant
❑ For course seam seal‐

ing, the projection must
be a total 20 mm and a
height of 2 mm must be
ensured.

- Spreading the Seal
❑ After applying the seal‐

ant in the designated
area it must be spread.

Note

When spreading the sealed seam
pay attention that the protected
areas do not become uncovered
and that enough PVC layer covers
the area.
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6 Underbody Protection
⇒ “6.1 Underbody Protection Protected Areas, Body Overview
with different Coating Densities”, page 65
⇒ “6.2 Underbody Protection Protected Areas”, page 66
⇒ “6.3 Underbody Protection Areas, Also On CNG Vehicles (Gas‐
oline Vehicles)”, page 71
⇒ “6.4 Underbody Protection Areas, Also on eGolf”, page 72
⇒ “6.5 Underbody Protection Areas, Also On Hybrid Vehicles”,
page 75

6.1 Underbody Protection Protected Areas, Body Overview with different Coat‐
ing Densities

Note

♦ The underbody protection (stone impact protection) must be repaired back to its original visual appearance
and layer thickness.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all other pins and contact surfaces for the as‐

sembly must be functional underbody protection application.

Underbody Protection Overview
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a - Underbody Protection
❑ Layer thickness 0.3 mm

b - Underbody Protection
❑ Layer thickness 0.5 mm

c - Underbody Protection
❑ Layer thickness 1.2 mm

6.2 Underbody Protection Protected Areas

Note

♦ The underbody protection (stone impact protection) must be repaired back to its original visual appearance
and layer thickness.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all other pins and contact surfaces for the as‐

sembly must be functional underbody protection application.
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Front Body Underbody Protection Detailed View

a - Underbody Protection
❑ Layer thickness 0.3 mm

Note

♦ The underbody protection (stone impact protection) must be repaired back to its original visual appearance
and layer thickness.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all other pins and contact surfaces for the as‐

sembly must be functional underbody protection application.

Rear Body Underbody Protection Detailed View
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a - Underbody Protection
❑ Layer thickness 0.3 mm

b - Underbody Protection
❑ Layer thickness 0.5 mm

Note

♦ The underbody protection (stone impact protection) must be repaired back to its original visual appearance
and layer thickness.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all other pins and contact surfaces for the as‐

sembly must be functional underbody protection application.

Sill Panel with Sectional View Underbody Protection
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1 - Inner Sill Panel
2 - Bottom Part
3 - Outer Side Panel
b - Underbody Protection

❑ Layer thickness 0.5 mm
❑ Height -x- = 35 mm

equals 0.5 mm layer
thickness

❑ Height -y- = 10 mm ap‐
proximately 0.3 mm lay‐
er thickness tapering off

c - Underbody Protection
❑ Layer thickness 1.2 mm

Note

♦ The underbody protection (stone impact protection) must be repaired back to its original visual appearance
and layer thickness.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all other pins and contact surfaces for the as‐

sembly must be functional underbody protection application.

Rear Body Underbody Protection, Front Wheel Drive (FWD)
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1 - Rear Longitudinal Member
Wheel Housing, Torsion Beam
Axle View
2 - Rear Longitudinal Member
Wheel Housing, Multi-Link
Suspension View
a - Underbody Protection

❑ Layer thickness 0.3 mm
b - Underbody Protection

❑ Layer thickness 0.5 mm

Note

♦ The underbody protection (stone impact protection) must be repaired back to its original visual appearance
and layer thickness.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all other pins and contact surfaces for the as‐

sembly must be functional underbody protection application.

Rear Body Underbody Sealant, Additionally 4motion
In the magnified view the rear left longitudinal member wheel
housing is shown the right side is similar.
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a - Underbody Protection
❑ Layer thickness 0.3 mm

b - Underbody Protection
❑ Layer thickness 0.5 mm

6.3 Underbody Protection Areas, Also On CNG Vehicles (Gasoline Vehicles)

Note

♦ The underbody protection (stone impact protection) must be repaired back to its original visual appearance
and layer thickness.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all other pins and contact surfaces for the as‐

sembly must be functional underbody protection application.
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Rear Body Underbody Protection, Additionally CNG (Gasoline
Vehicles)

a - Underbody Protection
❑ Layer thickness 0.3 mm

b - Underbody Protection
❑ Layer thickness 0.5 mm

6.4 Underbody Protection Areas, Also on eGolf

Note

♦ The underbody protection (stone impact protection) must be repaired back to its original visual appearance
and layer thickness.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all other pins and contact surfaces for the as‐

sembly must be functional underbody protection application.
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Center Body Underbody Protection e-Golf

a - Underbody Protection
❑ Layer thickness 0.3 mm

Note

♦ The underbody protection (stone impact protection) must be repaired back to its original visual appearance
and layer thickness.

♦ Water drain holes must remain free.
♦ All threaded pins and weld nuts with M-threads, as well as all other pins and contact surfaces for the as‐

sembly must be functional underbody protection application.

Rear Body Underbody Protection e-Golf
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a - Underbody Protection
❑ Layer thickness 0.3 mm

b - Underbody Protection
❑ Layer thickness 0.5 mm
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6.5 Underbody Protection Areas, Also On Hybrid Vehicles
Underbody Protection on the Rear Body, also on Hybrid Vehicles

a - Underbody Protection
❑ Layer thickness 0.3 mm

b - Underbody Protection
❑ Layer thickness 0.5 mm
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7 Cavity Sealants
⇒ “7.1 Cavity Sealants, Overall Body View”, page 76
⇒ “7.2 Cavity Sealants, Front and Center Body”, page 77
⇒ “7.3 Cavity Sealants, Body Rear”, page 79
⇒ “7.4 Cavity Sealants, Body General View, eGolf”, page 82
⇒ “7.5 Cavity Sealants, Body General View, Hybrid Vehicle”, page
84

7.1 Cavity Sealants, Overall Body View
Cavity Sealants, Overview Underneath Body

Note

The displayed areas are cavity-sealed and must be sealed again after completing the repair work.

Cavity Sealants Body Side View
Left side shown, right side is similar.
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Note

The displayed areas are cavity-sealed and must be sealed again after completing the repair work.

7.2 Cavity Sealants, Front and Center Body
Cavity Sealants Door, 2-door
Left side shown, right side is similar.
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Note

The displayed areas are cavity-sealed and must be sealed again after completing the repair work.

Cavity Sealants Door, 4-Door
Left side shown, right side is similar.

Note

The displayed areas are cavity-sealed and must be sealed again after completing the repair work.
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1 - Front Door
2 - Rear Door

7.3 Cavity Sealants, Body Rear
Cavity Sealants in the Area of the Wheel Housing and the Rear
Underbody, 4motion
Left side shown, right side is similar.
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Note

The displayed areas are cavity-sealed and must be sealed again after completing the repair work.

Cavity Sealants in the area of the Wheel Housing and the Rear
Underbody, Torsion Beam Axle
Left side shown, right side is similar

Note

The displayed areas are cavity-sealed and must be sealed again after completing the repair work.

Golf 2013 ➤ , Golf 2015 ➤ , e-Golf 2014 ➤
Paint - Edition 10.2014

80     Rep. Gr.00 - General, Technical Data



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

Cavity Sealants in the area of the Wheel Housing and the Rear
Underbody, Multi-Link Suspension
Left side shown, right side is similar

Note

The displayed areas are cavity-sealed and must be sealed again after completing the repair work.
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7.4 Cavity Sealants, Body General View,
eGolf

General Body View of Cavity Sealants on the eGolf

Note

The displayed areas are cavity-sealed and must be sealed again after completing the repair work.
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7.5 Cavity Sealants, Body General View, Hybrid Vehicle
Cavity Sealants, Body General View, Hybrid Vehicle

Note

The displayed areas are cavity-sealed and must be sealed again after completing the repair work.
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Cautions & Warnings 

Page 1 of 3 
© 2002 Volkswagen of America, Inc. 
All rights reserved.  Information contained in this document is based on the latest information available at the time of printing and is subject to the copyright and other intellectual property rights of 
Volkswagen of America, Inc., its affiliated companies and its licensors. All rights are reserved to make changes at any time without notice.  No part of this document may be reproduced, stored in a 
retrieval system, or transmitted in any form or by any means, electronic, mechanical, photocopying, recording, or otherwise, nor may these materials be modified or reposted to other sites, without 
the prior expressed written permission of the publisher. 
Version 1.0 

Please read these WARNINGS and CAUTIONS before proceeding with maintenance 
and repair work.  You must answer that you have read and you understand these 
WARNINGS and CAUTIONS before you will be allowed to view this information. 
 
•= If you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we 

suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge 
you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered 
wholly or in part by any of the extensive warranties issued by Volkswagen. 
   

•= Disconnect the battery negative terminal (ground strap) whenever you work on the fuel system or the electrical 
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy.  
   

•= Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications, 
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always 
check with your authorized Volkswagen retailer parts department for the latest information.  
   

•= Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish Transmission Control Module (TCM) basic settings using the VAG 1551 Scan Tool (ST).  
   

•= Never work under a lifted vehicle unless it is solidly supported on stands designed for the purpose. Do not support 
a vehicle on cinder blocks, hollow tiles or other props that may crumble under continuous load. Never work under a 
vehicle that is supported solely by a jack. Never work under the vehicle while the engine is running.  
   

•= For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting the 
battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock up and 
become inoperable, even if the correct code is used in a later attempt.  
   

•= If you are going to work under a vehicle on the ground, make sure that the ground is level. Block the wheels to 
keep the vehicle from rolling. Disconnect the battery negative terminal (ground strap) to prevent others from 
starting the vehicle while you are under it.  
   

•= Do not attempt to work on your vehicle if you do not feel well. You increase the danger of injury to yourself and 
others if you are tired, upset or have taken medicine or any other substances that may impair you or keep you from 
being fully alert.  
   

•= Never run the engine unless the work area is well ventilated. Carbon monoxide (CO) kills.  
 
•= Always observe good workshop practices. Wear goggles when you operate machine tools or work with acid. Wear 

goggles, gloves and other protective clothing whenever the job requires working with harmful substances.  
   

•= Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work near 
machine tools or running engines. If your hair, clothing, or jewelry were to get caught in the machinery, severe 
injury could result.  
   

•= Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips and cotter pins. Always follow the recommendations in this manual - replace these fasteners with 
new parts where indicated, and any other time it is deemed necessary by inspection.  
   



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

Cautions & Warnings 
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•= Illuminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle. 
Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can ignite spilled 
fuel or oil.  
   

•= Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by 
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death.  
   

•= Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be 
crushed by heavy parts.  
   

•= Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the 
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only 
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good 
repairs.  
   

•= Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills at 
once, but do not store the oily rags, which can ignite and burn spontaneously.  
   

•= Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten 
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening torque 
listed.  
   

•= Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignite gas trapped in the cells and cause the battery to explode.  

 
•= Be mindful of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose of 

the oil. Do not pour oil onto the ground, down a drain, or into a stream, pond, or lake. Consult local ordinances that 
govern the disposal of wastes.  
   

•= The air-conditioning (A/C) system is filled with a chemical refrigerant that is hazardous. The A/C system should be 
serviced only by trained automotive service technicians using approved refrigerant recovery/recycling equipment, 
trained in related safety precautions, and familiar with regulations governing the discharging and disposal of 
automotive chemical refrigerants.  
   

•= Before doing any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the battery 
negative terminal (ground strap) and the ABS control module connector.  
   

•= Do not expose any part of the A/C system to high temperatures such as open flame. Excessive heat will increase 
system pressure and may cause the system to burst.  
   

•= When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Control Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these 
components is not separately fused, disconnect the control module connector(s).  
   

•= Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device. 
Handled improperly or without adequate safeguards, it can be accidentally activated and cause serious personal 
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians 
should test, disassemble or service the airbag system.  
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•= Do not quick-charge the battery (for boost starting) for longer than one minute, and do not exceed 16.5 volts at the 
battery with the boosting cables attached. Wait at least one minute before boosting the battery a second time.  
   

•= Never use a test light to conduct electrical tests of the airbag system. The system must only be tested by trained 
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or an approved equivalent. The airbag unit 
must never be electrically tested while it is not installed in the vehicle.  
   

•= Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have been 
inflated using an aerosol tire inflator. Keep sparks, open flame or other sources of ignition away from the tire repair 
area. Inflate and deflate the tire at least four times before breaking the bead from the rim. Completely remove the 
tire from the rim before attempting any repair.  
   

•= When driving or riding in an airbag-equipped vehicle, never hold test equipment in your hands or lap while the 
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident. 

 

I have read and I understand these Cautions and Warnings. 
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