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00 — General, Technical Data

1 Safety Precautions
(Edition 07.2015)

)

1. Safety Precautions 1
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= “1.1 Start/Stop System Safety Precautions”, page 2

> “1.2 Pyrotechnic Components Safety Precautions”, page 3

= “1.3 Airbag, Belt Tensioner and Battery Cut-Out Units, Storing,
Transporting and Disposing”, page 5

= “1.4 Side Airbag Additional Safety Precautions”; page 6

= “1.5 Head Curtain Airbag Additional Safety Precautions”, page
7

= “1.6 Front Side Airbag Crash Sensors (Pressure Sensors)
Safety Precautions”, page 7

> “1.7 Passenger Occupant Detection System Deactivation Ad-
ditional Safety Precautions, Market-Specific”, page 8

= “1.8 Passenger Safety System Pyrotechnical, Electric and Me-
chanical Components, Replacing After a Collision”, page 9

> “1.9-Airbag Fasteners, Checking After a Collision”, page 10

= “1.40 Collision without Airbag Deployment”, page 11

= “1.91 Seat Belts, Checking”, page 11
= “1.42 Seat Belt Webbing, Checking”’, page 12
= “1.13 Automatic Belt Retractor, Checking”, page 13

> “1.14 Seat Belt Latch, Inspecting Visually”, page 13

= “1.158eat Belt Latch Function Test”, page 13

> “1.16 Seat Belt Relays and Latch Tongue, Checking”,
page 14

= “1.17 Attachments and Attaching Points, Checking After a Col-
lision”, page 14 @

= “1.18 Seat Belt for'€hild Seat, Checking Ch| eat Restraint
Function, Market-Specifi¢’; page 14 ho: k)

= “1.19 Child Seat Anchors, Checking After a Callision”,

page 15

= “1.20 Automatic Dimming Interior Rearview Mirror Safety Pre-
cautions”, page 15

1.1 Start/Stop System Safety Precautions

Pay Attention to the Following when Working on a Vehicle with
Stop/Start System:

A WARNING

There is a risk of injury if the engine starts automatically in ve-
hicles with the Start/Stop System.

¢ For vehicles with an activated Start/Stop system (recog-
nized by a signal in the instrument cluster), the engine can
be started aufomatically if needed.

¢ Make sure that the Start/Sfop System is disabled when
working on the vehicle (furn off ignition, if needed, turn the
ignition back on).
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1.2 Pyrotechnic Components Safety Pre-

cautions
@ Note

Pyrotechnic components:

¢ Airbag units

¢ Belt tensioner

4 Belt force limiter (depending on equipment)

4 Battery cut-off components (depending on equipment)
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General

A Caution

¢ Testing, assembly, and repair work may only be per-
formed by qualified personnel.

¢ There is no change interval for airbag units.
¢ Never test with a test light, volt meter or ohm mefer.

¢ The pyrotechnic components may be check only when
they areinstalled and with a Volkswagen approved vehicle
diagnosis, testing and information system.

¢ When working on pyrotechnic components and on the Air-
bag Control Module - J234- , the batfery ground cable
must be disconnected when the ignition is switched on.
Then cover the negaftive terminal.

¢ Wait for ‘10 seconds after disconnecting the baftery.

¢ The ignition must be SWITCHED ON when connecting the
battery. Nobody should be inside the vehicle with doing
this.

¢ [fthe ignition is’not switched on after the battery is recon-
nected - ‘indicafor lamps in the instrument cluster do not
light up” - the ignition (key/button) may only be switched
on when the driver seat is positioned all the wa y%k.

¢ Follow the steps after connécting the batfery. Refet.to >
Electrical Equipment; Rep. Gr. ' 275 Battery,; Battery, Dis*
connecting and Connecting .

¢ Before handling pyrotechnic components of the restraint
system, for example, before disconnecting the electrical
harness connector, the relevant person must discharge
static electricity. Touching grounded melal parts, for ex-
ample, touching the door striker, will discharge the static
electricity.

¢ Wash hands after touching ignited restraint system pyro-
technic components.

¢ Pyrotechnic components may not be opened nor repaired;
only use new parts (risk of injury).

¢ Pyrotechnic components that have fallen onfo a hard sur-
face or show signs of damage must not be installed in
vehicle.

¢ Pyrotechnic components should be installed immediately
upon removal from shipping package.

¢ [fthe work must be stopped for awhile, put the pyrotechnic
component back into its shipping package.

¢ Do not leave the pyrotechnic component out unatfended.

¢ When connecting the passenger safely system pyrotech-
nic components, only the person performing the work
should be in the vehicle.

¢ Do not use any grease or cleaning solutions on pyrotech-
nic components.

¢ Replace the airbag unit if any contaminants such as oll,
grease, paint, dye or cleaning solution have penetrated
the fabric.

¢ Pyrotechnic components must not be exposed fo temper-
atures over 100 °C (212 °F), even for a short time.
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Special Information Regarding the Driver and Front Passenger
Airbags

¢ Store the driver and front passenger airbag units in the unin-
stalled state so that the cushioned side faces upward.

When replacing airbag units, following sequence must be fol-
lowed exactly:

1- Remove the old airbag unit and store with the upholstered
side facing up.

2 - Remove the new airbag unit from the transport container
and store it with the upholstered side facing up.

3 - Place the old airbag unit in the transport container immedi-
ately.

4 - Install the new airbag unit in the vehicle.
Belt Tensioner Special Instructions

¢ Use extreme care when removing and installing belt tensioner
units. Handling belt tensioner units improperly is very danger-
ous and could result in serious personal injury.

¢ Belt tensioner units that are mechanically damaged (dents,
cracks) must be replaced.

¢ The open end of the belt tensioner should never be pointed at
anyone.

¢ When connecting a belt tensioner, all mechanical parts, in-
cluding those in the three-point seat belt, must be secured
correctly. If it is not possible to connect the belt tensioner be-
cause of insufficient space, the seat belt must be rolled up
completely prior to connection. In this case there is no in-
creased safety risk, if all other safety instructions are followed.
In particular, this includes the notes regarding the disconnec-
tion of the battery and the static discharging-of the technician
prior to connection of the belt'teénsioner.

¢ Even after a crash, itds possible that the belt tensioner ignited;
but the belt force dimiter did NOT. Treat these components as
if they had notdgnited!

1.3 Airbag, Belt Tensioner and Battery Cut-
Out Units, Storing, Transporting and
Disposing

¢ Storage must conform to national legislation.

¢ Transport must conform to national and international guide-
lines, whereby packaging, identification and shipping docu-
ments are controlled to the greatest detail.

¢ Undeployed pyrotechnic components must be disposed of in
an orderly manner, conforming to national legislation, in their
original packaging! Direct questions to your importer.

¢ Onlypyrotechnic components, which have been ignited com-
pletely, may be disposed in industrial waste.

)
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A WARNING

4

14

This does not apply fo belt fensioners that function ac-
cording to the Wankel pretensioner principle. These are fo
be treated like undeployed pyrotechnic components (such
as airbags, seat belts, pyrotechnic batfery components).

Workshop-equipment cannot defermine if Wankel belt ten-
sioners have deployed all pyrotechnic materials.

1.4

Side Airbag Additional Safety Precau-
tions

A Caution

14

Seat covers or extra covers that are not approved spe-
cially for use.on Volkswagen seats with side airbags must
not be used.

Do noft cut the backrest cushion in side airbag area.

When installing, seam in side airbag region must run
straight. e

=
All cushion clips have fo'be replaced (metal and ,dﬁtic
clips). S

During installation, all upholstery clips must be placed in
the same place they were when they were removed.

If cover is damaged (with rips, burned holes, efc.) in side
airbag region, it must be replaced for safety reasons so
that airbag deploys correctly.

Do not repair the backrest cover in the side airbag area
(because of special materials and strictly defined seams).

Replace the backrest cushion if the side airbag deploys.

After an accident, all damaged parts must be replaced. If
no airbag unit damage is detected, the unit can still be
used.

If thorax airbag units are replaced, the new thorax airbag
number sticker should be removed and placed over the
old sticker on the seat pan.

Do not poke the cover with an upholstery needle or other
sharp objects near the airbag, the Front Passenger Oc-
cupant Detection Sensor - G128- or the passenger occu-
pant defection system mat.
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1.5

Head Curtain Airbag Additional Safety
Precautions

14
14
4
14

14

A Caution

Visually check trim for damage before installing.
Always replace damaged pillar trim panels, never repair.
Ensure secure trim seating when installing.

Replace entire module when making repairs behind side
curtain airbag.

Handle head curtain airbag modules with great care when
removing and installing them fo prevent causing any dam-
age.

Place any removed head curtain airbag modules back in
their transport containers or on a clean and even surface
with a cloth underneath.

After servicing the bady in the vicinity of the head curtain
airbag, check the body for welding beads, deformation
and chafe marks (compare with opposite side of vehicle if
necessary).

As long as the gas generator.is NOT affached, hold it se-
curely when lransporting, remoying, installing, efc.

Never rotate, coil, knof, throw, slide;push, hang, squeeze,
press, pinch or clamp head curtain airbag module.

They may be folded as long as this does not damage
them, especially the profective sleeve.

1.6

Crash sensors for side airbags react to changes in pressure and
therefore must be handled extremely carefully. Note the following

Front Side Airbag Crash Sensors (Pres-

sure Sensors) Safety Precautions

points:
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A Caution

¢ Always nofte the correct installation position and only in-
stall in the component location intended in the door.

¢ Protect the crash sensor from impact. Do not use a crash
sensor if it has fallen on the floor. When doing body work
on the door, the crash sensor should be removed.

¢ The crash sensor is calibrated fto the volume of air inside
the door. If the door is deformed resulting in a reduced air
space inside the door, the function of the crash sensor will
be affected.

¢ Avoid contaminating the crash sensor. Do nof use com-
pressed air in the area surrounding the crash sensor.
Protect crash sensor fromilings or shavings (for example,
when installing door speakers later). Do not use'cavity
sealant or spray lubricant in the area of the crash sensor.

¢ Profect against heat and cold. Avoid heating, for example
when painting or doing other body work. Crash sensors
should not be subjected fo temperatures below -40°C (for
example, in non-climate-controlled airplane cargo holds).

¢ Profect the crash sensor from moisture when storing or
installing it.

For failure-free crash sensor function, effective door seal must be
guaranteed after installation. Note the following points:

4= All components (for example, cover, speaker, door trim) must
be installed correctly.

42 The door trim clips seal the system. If necessary, replace re-
taining clips.

1.7 Passenger Occupant Detection System
Deactivation Additional Safety Precau-
tions, Market-Specific

¢ Afterevery repair on the passenger seat in which the seat
cover,for example, was “replaced”, a basic setting for the
Passenger Occupant Detection System Control Module -
J706- mustbe performed using the Vehi@}%‘ﬁDiagnostic Tester

¢ Passenger occupant detection system t not come in"con-
tact with grease. ==

¢ There is the danger that the passenger occupant detection
system components may be damaged by sharp objects when
working on the seat. It is necessary to avoid this danger.

¢ Make sure the seat cushion and the seat cover are installed
correctly.

¢ Replace all upholstery clips. Make sure the seat cushion is
positioned correctly.

¢ Basic setting of the system is only possible between temper-
atures of 0 °C and +40 °C (32 °F and 104 °F).

¢ Make sure that no objects are placed on seat when performing
basic setting.

¢ Using a seat cover or placing a cushion on the seat will impair
the passenger occupant detection system as well as the ef-
fectiveness of the airbag system.
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1.8 Passenger Safety System Pyrotechni-
cal, Electric and Mechanical Compo-
nents, Replacing After a Collision

Special tools and workshop equipment required

¢ Vehicle Diagnostic Tester

@ Note

® The airbag control module can be used for up fo two deploy-
ments of the side, driver and passenger airbag and/or belt
tensioner with airbag generation 8.* »not 8.R«.

& The airbag control module can be used for up fo two side,
driver and passenger airbag and/or belt tensioner deploy-
ments with airbag generation 9. 10.* and 8.R.

& After the third deployment, the malfunction display “Control
moaqule defect” appears.
Airbag Control Modulé ‘must be Replaced:

¢ with driver-and passenger airbag deployment “butnot with air-
bag generation 9.%, 10.* and 8.R”. Refer to = page 9

¢ after three side, driver, and passenger airbag or belt tensioner
deployments

¢ if housing is damaged

¢ if there is deformation on tunnel in 200 mm circumference
around control module

Always Replace the Following:

¢ All triggered airbag units

4 The Battery Interrupt Igniter - N253-

Also with Front Passenger Airbag Deployment:
¢ Instrument Panel

¢ Deformed supports of the front passenger airbag unit (cannot
be reformed).

4 all sensors for front airbag on front end

4. Remaining cross acceleration sensors if anchorage point is
deformed in sensor region

Also'with Driver Airbag Deployment:
¢ Coil connector with slip ring ':hﬁ
¢ all sensors for front airbag on fro d

4 Remaining cross acceleration sensors if anchorage point is
deformed in sensor region

Also with Side Airbag Deployment:
¢ Pressure sensors on deployed side

¢ Cross acceleration sensors on deployed side

*

Cover

*

Cushion

*

with a folding rear seat backrest: side cushion (if equipped)
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¢ Remaining cross acceleration sensors if anchorage point is
deformed in sensor region

In Addition:
¢ All automatic belt retractors with deployed belt tensioners.

¢ All automatic belt retractors with deployed seat belt force lim-
iters’(depending on vehicle equipment).

¢ Seat belt latches for all automatic belt retractors with deployed
seat belt tensioners with the belt on

¢ Seat belt height adjuster (manual and power) for all automatic
belt retractors with deployed seat belt tensioners with the belt
on

— Connect the Vehicle Diagnostic Tester if there is a chance the
belt tensioner and/or seat belt force limiter deployed.

— In%»guided fault finding« under “15 - Airbag”, check whether
there is a crash entry in the airbag control module.

— Alsoxcheck if the “Resistance too large” error is stored for the
belt tensioner and/or belt force limiter. Deployed belt tension-
ers and/or belt force limiters must fulfill both conditions. “Pre-
requisitexthe airbag control module was not replaced yet”.

(7] voe g
& The ‘Resistance foo large’error may also be storeddfthere is
an open circuit. Then there is'fio crash entry.

¢ Depending on the crash, the belt tensioner may have deployed
while the belt force limiter did »NOT«. Follow the disposal in-
formation for pyrotechnic components. Refer to
= “1.3 Airbag, Belt Tensioner and Battery Cut-Out Units, Stor-
ing, Transporting and Disposing’, page 5 .

¢ Also check the seat belts. Refer to = -
> “1.11 Seat Belts, Checking”, page 11 . A=

¢ Deployed belt force limiters can be recognized by the following
characteristics:

& The pin -1- and tab -3- are protruding out of the belt force lim-
fter housing on the automatic belt retractor.

(e

& The tab -2- is no longer vertical but is diagonal foward the out-

side.

— If parts of the seat belt system are removed due to an accident,
replace the belt system bolts.

— If needed (visual inspection), the following must also be re-
placed: all faulty components.

— After replacing the airbag units or the control module, affix
stickers (only tear-off strips) to the registration card and return
the registration card to the relevant Sales Center or to the Im-
porter for registration.

1.9 Airbag Fasteners, Checking After a Col-
lision

All Damaged Securing Pieces Must be Replaced, You Cannot

Reshape Components or »make them fit«

The following components must be checked after every airbag
deployment.
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¢ Instrument panel central tube, passenger airbag supports and
passenger airbag must be installed free of tension. Replace
central tube.

With a Front Passenger Airbag Deployment:

¢ Check the glove compartment for damage. Replace the glove
compartment if damaged.

With a Driver Airbag Deployment:

¢ Steering wheel: Remove the steering wheel and place it with
the rim on a flat surface. The entire steering wheel rim must
rest on the surface. Otherwise, steering wheel should be re-
placed.

¢ Check steering wheel for smoke residue. If smoke residue is
present, replace steering wheel.

1.10 Collision without Airbag Deployment

¢ [f the Airbag Indicator Lamp - K75- does not indicate a mal-
function, then it is not necessary to replace the pyrotechnic
components. Seat belts must be inspected separately.

1.11 Seat Belts, Checking

A WARNING

After every accident the seat belf system must be inspected
systematically! If damage is defermined when inspecting the
check points, customer must be informed regarding necessity
of changing belts.

Inspection Points

¢ Check the belt webbing. Refer to
= “1.12 Seat Belt Webbing, Checking”, page 12 .

¢ Check the automatic belt retractor (locking function). Refer to
=> “1.13 Automatic Belt Retractor, Checking”spage 13 .

¢ Visual inspection of belt buckle. Refer to
=> “1.14 Seat Belt Latch, Inspecting Visually”, page 13 .

4 Belt latch function test. Refer to
= “1.15 Seat Belt Latch Function Test”, page 13 .

¢ Check the seat belt relays and latch tongue. Refer to
= “1.16 Seat Belt Relays and Latch Tongue, Checking”, page
14 .

4 Check securing components and anchorage points. Refer to
> “1.17 Attachments and Attaching Points, Checking After a
Collision”, page 14 .

¢ Check the function of the child seat anchorage for additional
child seats (not for the driver safety belt). Refer to
= “1.18 Seat Belt for Child Seat, Ghecking Child Seat Restraint
Function, Market-Specific’, page“14 .

A Caution

If customer refuses fo have a damaged seat belt replaced, ap-
propriate note should be made in the customer Mainfenance
bookiet.
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1.12 Seat Belt Webbing, Checking

Procedure

— Pull the belt completely out of the automatic belt retractor or
lap belt adjustment tongue.

— Check belt webbing for soiling, wash with mild soap solution if
necessary. Refer to the Operating Instructions.

» If one of the types of damage (1 and 2) shown in the following
is detected on a vehicle which has been in an accident - seat
belt must be replaced completely with belt buckle.

» If one kind of damage under points 1, 2, 3 and 4 is detected
on a vehicle which has not been in an accident, only the dam-
aged seat belt needs to be replaced.

» 1 - Belt webbing cut, torn or chafed.
* 2 -Webbing loops on belt edge torn.

» 3 - Burn marks from cigarettes or the like.
+ 4-One side of belt edge deformed or area of belt edge is wavy.
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1

13 Automatic Belt Retractor, Checking

The automatic belt retractor has two locking functions.

¢ The first locking function is initiated by the belt being jerked

out of the automatic belt retractor (belt extraction accelera-
tion).

Test 1

Pull the belt webbing out of the belt retractor with a firm jerk.
No locking effect - replace seat belt complete with belt buckle.

If difficulties are experienced when pulling out or retracting
belt, first check whether position of the automatic belt retractor
has been altered.

The second locking function is initiated by change in vehicle
velocity (vehicle-dependent locking function).

Test 2

A WARNING

For safety reasons, road test should be carried out on traffic-
free strefch to ensure that other motorists/pedestrians efc. are
noft endangered.

1

1

Fasten seat belt.

Accelerate vehicle to 20 km/h (12 mph) and then perform a full
braking maneuver with foot brake.

Replace seat belt complete with seat belt latch if seat belt is
not locked by locking mechanism during braking procedure.

14 Seat Belt Latch, Inspecting Visually

Inspect belt buckle for cracks and fracturing.
If damaged, replace seat belt complete with belt buckle.

15 Seat Belt Latch Function Test

Checking Belt Buckle

Insert belt tongue into belt buckle until it clicks into place.
Check whether the locking mechanism is properly engaged by
giving the belt webbing a firm jerk.

Replace seat belt complete with seat belt latch if belt tongue
fails even only once to engage properly in seat belt latch during
at least five tests.

Check Release Mechanism

Press the seat belt latch to release the seat belt. With the seat
belt relaxed, the lock tongue must spring out of seat belt latch
without assistance.

Perform the test at least five times. Replace the seat belt com-
pletely together with the seat belt latch if the lock tongue fails
to spring out even once.

Under no circumstances may grease be used fo eliminate
noise or stiffness af seat belf latch butfons.

A WARNING

)
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1.16 Seat Belt Relays and Latch Tongue,
Checking

The plastic-covered guides show fine parallel scoring after strain-
ing of the belt system (belt was fastened during accident). (Wear
which has been brought about by frequent belt use can be rec-
ognized by smooth signs of wear which are free of scoring).

— Check plastic for deformation, rupture and tearing.

» For groove build-up and/or damage, replace seat belt com-
pletely with lock.

1.17 Attachments and Attaching Points,
Checking After a Collision

¢ Buckle latch deformed (stretched).

¢ Height adjustment not functional.

¢ Anchorage points (seat, pillar, vehicle floor) distorted or
threads damaged.

» If damage is found at components, replace the seat belt com-
pletely with lock.

» If parts of the seat belt system are removed due to an accident,
replace the belt system mounting bolts.

* Replace anchorage points.

@ Note

In damage is discovered that is not accident-related, for.example,
wear, replace the particular part which is damaged.

1.18 Seat Belt for Child Seat, Checking Child
Seat Restraint Function, Market-Specif-
ic

To check function, you must install the entire belt system, includ-
ing the side trim panel.

Switching Hold Function On

¢ Pull out seat belt as far as the stop.
Correct Function

¢ Belt must retract with a chattering sound.

¢ If retracting process is stopped, belt cannot be pulled out any-
more.

Deactivating
¢ Belt retraction to about 100 mm remaining.

¢ Hold function must switch off with a remainder of 100 mm/at
the latest. Belt functions normally again.

)

If the seat belt child seat anchorage does not work, replace the
seat belt
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1

19 Child Seat Anchors, Checking After a
Collision

Inspection Points

*
*
*

¢

1

Child seat anchors must be checked for damage or deforma-
tion after a collision.

Child seat anchors welded or bolted into the body or the seat
or backrest must not be repaired or straightened.

Child seat anchors bolted into the body or the seat or backrest
must be replaced if damaged or deformed.

Child seat anchors securing screws should be replaced if
bracket is damaged.

.20 Automatic Dimming Interior Rearview
Mirror Safety Precautions

A WARNING

¢ Toproduce its unique properties, the interior rearview mir-
ror glass is composed of several layers and contains an
electrolyte. Be careful of electrolyte leaking from a broken
mirror.

¢ The liquid electrolylte can cause irritation fo the skin, eyes
and respiratory system.

¢ [f liquid electrolyte comes info contact with the eyes or
skin, flush thoroughly with plenty of water. If irritation con-
tinues, see a docfor.

A Caution

Electrolyte leaking from a broken mirror will damage all plastic
surfaces it comes in contact with. Remove spilled-electrolyfe
immediately using clean water and a sponge.

)
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2 Repair Information

> “2.1 Contact Corrosion”, page 16

> “2.2 Wire Routing and Securing”, page 16

2.1 Contact Corrosion

Contact corrosion can occur if incorrect fasteners (bolts, nuts,
washers, etc.) are used.

For this reason, only fasteners with a special surface coating are
installed.

In addition, rubber or plastic parts and adhesives are'made of
non-conductive materials.

If there are doubts as to whether parts can be reused or not, use
new parts. Refer to the Parts Catalog.

@ Note

¢ We recommend only using original replacement parts. They
have been tested and are compatible with aluminum.

& The use of VW accessories is recommended.

¢ Damage due to contract corrosion is not eovered under war-
ranty!

2.2 Wire Routing and Securing
When loosing or removing and installing hydraulic; pneumatic or

electrical lines, draw sketches or take pictures. This ensures in-
stallation is the same as the original.
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3 Special Tools
Special tools and workshop equipment required

¢ Vehicle Diagnostic Tester
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68 — Interior Equipment

1 Storage Compartments and Covers

= “1.1 Component Location Overview - Storage Compartment/
Covers”, page 18

> “1.2 Overview - Driver Side Footwell Cover”, page 20

= “1.3 Overview - Driver Side Instrument Panel Cover”,
page 21

= “1.4 Overview - Steering Column Trim Panel”, page 22

= “1.5 Overview - Glove Compartment”, page 23

> “1.6 Overview - Headliner Compartment”, page 24

= “1.7 Driver Side Footwell Cover, Removing and Installing”, page

= “1.8 Driver Side Storage Compartment, Removing and Instal-
ling”, page 26

= “1.9 Driver Side Instrument Panel Cover, Removing and Instal-
ling”, page 26

= “1.10 Instrument Cluster Gap Cover, Removing and Installing”,
page 28

= “1.11 Upper Steering Column Trim Panel, Removing and In-
stalling”, page 28

= “1.12 Lower Steering Column Trim Panel, Removingsnd In-
stalling”, page 29

= “1.13 Front Passenger Side Footwell Cover, Removing and In-
stalling”, page 31

= “1.14 Glove Compartment Handle, Removing’and Installing”,
page 31

= “1.15 Glove Compartment Lid Service Position”, page 33

= “1.16 Glove Compartment Lid Dampening:Mechanism, Re-
moving and Installing”, page 33

= “1.17 Glove Compartment, Removing anddnstalling”,

page 34

= “1.18 Glove Compartment Lid, Removing and Installing”, page

35

= “1.19 Headliner Storage Compartment, Remoeving and Instal-

ling”, page 36

1.1 Component Location Overview - Storage Compartment/Covers
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1 - Instrument Panel

1 Overview. Refer to
= “3.1 Overview - Instru-
ment Panel”

page 235 .
2 - Glove Compartment

Q Overview. Refer to
= “1.5 Overview - Glove

Compartment”,
page 23 .

3 - Center Console

Q Overview. Refer to
= “3.1 Overview - Cen-
ter Console”

page 53 .
4 - Steering Column Trim

Q Overview. Refer to
= “1.4 Overview - Steer-
ing Column Trim Panel”,

page 22 .

4 Upper steering column
trim panel, removing
and installing. Refer to
= “1.11 Upper Steering
Column Trim Panel, Re-
moving and Installing”,
page 28 .

O Lower steering column
trim panel, removing
and installing. Refer to
= “1.12 Lower Steering
Column Trim Panel, Re-
moving and Installing”,

page 29 .
5 - Driver Side Instrument Pan-

el Cover
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MOO-00a0o

1 Overview. Refer to = “1.3 Overview - Driver Side Instrument Panel Cover”, page 21 .
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1.2 Overview - Driver Side Footwell Cover

1 - Driver Side Footwell Cover

0 Removing and instal-
ling. Refer to
= “1.7 Driver Side Foot-
well Cover, Removing
and Installing”,
page 24 .

2 - Bracket

3 - Bolt
a 1.5Nm
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1.3 Overview - Driver Side Instrument Panel Cover

1-Bolt
a 1.5Nm

2 - Bolt

aQ 1.5Nm
3 - Driver Side Instrument Pan-
el Cover

Q Removing and instal-
ling. Refer to
= “1.9 Driver Side In-
strument Panel Cover,
Removing and Instal-

ling”, page 26 .
4 - Bolt
a 1.5Nm
O Quantity: 2

5 - Bolt
a 1.5Nm

(C.\a\pu(poses, inpart orin Who,
o -

28

NES-10650
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1.4 Overview - Steering Column Trim Panel

1 - Instrument Panel

Q Overview. Refer to
= “3.1 Overview - Instru-
ment Panel”

page 235 .
2 - Gap Cover

O Removing and instal-
ling. Refer to
= “1.10 Instrument
Cluster Gap Cover, Re-
moving and Installing”,

page 28 .

3 - Upper Steering Column
Trim Panel

Q Removing and instal-
ling. Refer to
= “1.11 Upper Steering
Column Trim Panel, Re-
moving and Installing”,

page 28 .
Q Presson untilitengages

audibly.
4 - Bolt
Q 2.5Nm
O Quantity: 2

5 - Bolt
a 2.5Nm

6 - Lower Steering Column
Trim Panel

0 Removing and instal-

ling. Refer to
> “1.12 Lower Steering

Column Trim Panel, Re- MOD-00000

moving and Installing”,
page 29 .
7 - Steering Column Switch Module

Q Overview. Refer to = Electrical Equipment; Rep. Gr. 94 ; Steering Column Switch Module; Overview -
Steering Column Switch Module .

22 Rep. Gr.68 - Interior Equipment



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

1.5

1 - Glove Compartment

Q Removing and instal-
ling. Refer to

= “1.17 Glove Compart-

Overview - Glove Compartment

ment, Removing and In-

stalling”, page 34 .
2 - Brake Component

4 For the glove compart-

ment lid

Q With Glove Compart-

ment Lamp Switch -
E26-

0 Removing and instal-
ling. Refer to

= “1.16 Glove Compart-

ment Lid Dampening
Mechanism, Removing
and Installing”,

page 33 .

3 - Bolt
Q 1.5Nm
O Quantity: 7

4 - Glove Compartment Cover

Q Removing and instal-
ling. Refer to

ment Lid, Removing and
Installing”, page 35. &

=
5 - Glove Compartment Opc’)e‘n-
er

0 Removing and instal§
ling. Refer to %
> “1.14 Glove Compart-
ment Handle, Removing

-
O

= “1.18 Glove Compart<

and Installing”,
page 31.

asor W

=
U)901100 OU OV

MOooooooo
[@]
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1.6 Overview - Headliner Compartment

1 - Storage Compartment

0 Removing and instal-
ling. Refer to
= “1.19 Headliner Stor-
age Compartment, Re-
moving and Installing”,

page 36 .
2 - Cover

3 - Bolt
Q 1.5Nm
O Quantity: 4

4 - Front Interior Lamp - WX1-

Q Component location
overview. Refer to =
Electrical Equipment;
Rep. Gr. 96 ; Lamps;
Component Location
Overview - Roof Trim
Panel Lamps .

MO0 00000

1.7 Driver Side Footwell Cover, Removing
and Installing

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
Removing
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- Remove the bolt -3-.6\@@

— Pull the footwell cqs'%r -1- on the driver side out of the bracket
-2- and remove. §

Installing

E] Note

S
<
2
@
'
s
£
i

(0]

wagen AG. VolkswagenAG do

NS

(S}
2%, NOo 00000
)

Check all the fa§z‘eners for damage and replace if necessary.

c

Install in reversé order of removal.
[}
Tightening Spec‘%’ﬂcations

¢ Referto
> “1.2 Overvi

1. Storage Compartments and Covers 25



@ Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015
1.8 Driver Side Storage Compartment, Removing and Installing

Removing

— Loosen the storage compartﬁ@ﬂagn the driver sﬁ%@eﬁg\\

the upper retainers and remove it fr the instrument panel

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

1.9 Driver Side Instrument Panel Cover, Re-
moving and Installing

Special tools and workshop equipment required
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¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
Removing

Remove the side cover from the instrument panel on the driver
side. Refer to
= “3.2 Instrument Panel Side Cover, Removing and Installing”,

page 236 .

olkswa

N
Remove the footwell cover on the drig(@w@&?&ﬁgefer fo - AGaogg,

= “1.7 Driver Side Footwell CovemFéemovinq and Installing”,
page 24 . ©

®
AN
Remove the center consg%@ cover on the driver side. Refer to
= “3.7 Center Console €over, Removing and Installing”, page
62 . &
S

Remove the driversside storage compartment. Refer to
= “1.8 Driver Side'Storage Compartment, Removing and In-
stalling”, page 2

o

/

Of
g"@rso
%,

MOO-00a0o

Remove the side screw -2-.
Remove the lower screw -3-.
Remove the screws -4- and -5-.
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— Unclip the driver side instrument panel cover -1- from the in-
strument panel in direction of -arrows- and remove.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
Tightening Specifications

¢ Referto
= “1.3 Overview - Driver Side Instrument Panel Cover”,

page 21

1.10 Instrument Cluster Gap Cover, Remov-
ing and Installing

Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-

Removing

— Release the steering wheel adjustment lever.

— Pull out the steering wheel completely, push it downward and
lock it.

— Loosen the instrument cluster gap cover=2- off the mounts on
the instrument cluster -1- using the Trim Removal Wedge -
3409- -A arrows-.

— Loosen the instrument cluster gap cover -2- off the mounts on
the upper steering column trim panel -3- -B arrows- and re-
move.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

1.11 Upper Steering Column Trim Panel, Re-
moving and‘nstalling

Special tools and workshop equipment required

¢ Trim Removal Wedge - 3409-

Removing

— Release the steering wheel adjustment lever.

— Pull out the steering wheel completely, pushoit downward and
lock it.

— Loosen the instrument cluster gap cover off the mounts on the
instrument cluster using the Trim Removal Wedge - 3409-
-A arrows-.

— Loosen the upper steering column trim panel -1- off the lower
steering column trim panel mounts -arrow B- and -arrow C-.
To do so, turn the steering wheel accordingly.

) @,@
— D
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— Disengage the upper steering column trim panel from the low-
er steering column trim panel and remove it with the instrument
cluster gap cover.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

1.12 Lower Steering Column Trim Panel, Re-
moving and Installing

Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
Removing

Remove the upper steering column trim. Refer to

= “1.11 Upper Steering Column Trim Panel, Removing and
Installing”, page 28 .
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\°2J
=

os oy

.

S
- _@o

Migs- 10561

— Remove the screws -1- from the lower steering column trim
panel. To do so, turn the steering wheel accordingly.

— Remove the lower steering column trim panel -2- from the
steering column.

— For vehicles with keyless locking and starting system, discon-
nect the connector for the Anti-Theft Immobilizer Reader Coil
-D2-.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
Tightening Specifications

¢ Referto
= “1.4 Overview - Steering Column Trim Panel’, page 22
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1.13 Front Passenger Side Footwell Cover,
Removing and Installing

Removing

— Remove the bolts -1-.

— Guide the front passenger side footwell cover -2- out of the
instrument panel and center console and remove it.

Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

& The screws -1- are installed hand-tight.

Install in reverse order of removal.

1.14 Glove Compartment Handle, Removing
and Installing

Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Open the glove compartment.

— Remove the bolt -1- and the unlock button -2- from the glove
compartment lid.

)

Gretberstat | L
A Sy
—i D i
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MGE-100 85

Installing
Install in reverse order of removal.

Tightening Specifications

Component Tightening specification

Release button to glove com- 1.5 Nm
partment lid
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1.15 Glove Compartment Lid Serviceé Posi-

tion

Service Position, Implementing

Open the glove compartment lid =2-.

Push the stops -1- for the glovée compartment lid -2- upward
-A arrows-.

At the same time, open the.glove compartment lid further -2-
-arrow B-. While doing so, femove the steering rack for the
braking component carefully from the insulation component.

Service Position, Resetting

Slowly close the glove compartment lid. While doing so, insert
the steering rack for the braking component carefully into the
insulation component.

Close the glove compartment lid further and lock behind the
end stops.

1.16 Glove Compartment Lid Dampening

Mechanism, Removing and Installing

Removing

Move the glove compartment lid into’the service position. Re-
fer to
= “1.15 Glove Compartment Lid Service Position”, page 33 .

Disconnect the connector for the Glove Compartment,Lamp
Switch - E26- from the insulation component -1-.

Turn the insulation component -1- 90° (1/4 of a turn) clockwise
-arrow- and remove it from the glove compartment -2-.

‘ — E MNES-10735
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— Move/release the steering rack -1- in direction of the -arrow-
and remove it from the glove compartment lid.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal,

1.17 Glove Compartment, Removing and In-
stalling

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
Removing

— Remove the side cover from the instrument panel on the pas-
senger side. Refer to
= “3.2 Instrument Panel Side Cover, Removing and Installing”,

page 236 .
— Remove the footwell cover on the front passenger side. Refer
to

= “1.13 Front Passénger Side Footwell Cover, Regaying and
Installing”, page 31 . L=/

er side,

— Remove the center console coyer on the front pas
Refer to
> “3.7 Center Console Cover, Removing and Installing”, page
62 .

— If equipped, remove the Information Electronics Control Mod-
ule 1 -J794- . Refer to = Communication; Rep. Gr. 91 ;
Infotainment System; Information Electronics Control Module
1-J794- , Removing and Installing .
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— Remove the side screw -arrow 1-.

— Open the glove compartment lid and remove the screws
-2 arrows-.

— Unclip the glove compartment from the instrument panel and
remove it just far enough until the hose for the glove compart-
ment cooling is accessible.

— Remove the glove compartment cooling hose from the glove
compartment.

— Disconnect any connectors from the glove compartment, free
up the wiring guides and remove the glove compartment.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
Tightening Specifications
¢ Referto = “1.5 Overview - Glove Compartment”, page 23

1.18 Glove Compartment Lid, Removing and
Installing
Removing

— Remove the_glove compartment. Refer to
=> “1.17 Glove Compartment, Removing and Installing?,

page 34°.
— Place the glove compartment on a soft surface.

— Move the glove compartment lid into the service position. Re-
fer to
= “1.15 Glove Compartment Lid Service Position”, page 33 .

=~ Drive out the left and right hinge bolts -1- with a punch in di-
rection of the -arrow B-.

— Remove the glove compartment lid from the glove compart-
ment.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
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1.19 Headliner Storage Compartment, Re-
moving and Installing

Removing
— Turn off the ignition.

— Unclip the cover -1- from the headliner storage compartment
-3- and remove it.

— Remove the Front Interior Lamp - WX1- -2-. Refer to = Elec-
trical Equipment; Rep. Gr. 96 ; Lamps; Component Location
Overview - Roof Trim Panel Lamps .

— If necessary, remove the covers for the interior rearview mir-
ror. Refer to
> “5.1 Overview - Interior Rearview Mirror”, page 78 .

— Remove the bolts -1-.
— Remove the headliner storage compartment -2- from the re-
inforcement frame in the headliner -3-.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
Tightening Specifications

¢ Referto
= “1.6 Overview - Headliner Compartment”, page 24

Gratbwersstst |
B ) ;ﬂ N
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2 Equipment

= “2.1 Overview - Screen Separator”, page 37

= “2.2 Overview - Sun Visors”, page 39

= “2.3 Overview - Roof Grab Handle”, page 40

= “2.4 Screen Separator, Removing and Installing”, page 40

= “2.5 Screen Separator Mount, Removing and Installing”,
page 41

= “2.6 Screen Separator Bracket, Removing and Installing”, page
1

= “2.7 Screen Separator Mount, Removing and Installing”,
page 42

= “2.8 Sun Visor, Removing and Installing”, page 43

= “2.9 Sun Visor Center Support, Removing and Installing”, page

> “2.10 Roof Grab Handle, Removing and Installing”, page 46

= “2.11 Roof Grab Handle Bracket, Removing and Installing”,
page 51

2.1 Overview - Screen Separator
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1 - Screen Separator Wall

Q Removing and instal-
ling. Refer to 4—
> “2.4 Screen Separa-
tor, Removing and In-
stalling”, page 40 . 3—

2 - Bolt = AG. VolkswagenAG 2—
Q 4.5Nm NG 20 o
0 s,

3 - Mount Trim K\oi\%

O Allocation oR}efer to the
Parts Cgfalog

a RemQ&nng and instal-
ling.‘Refer to
> ‘2.7 Screen Separator
Mount, Removing and
Lﬁstallinq”, page 42 .

4- Sé%en Separator Mount

<
Q4 5 Removing and instal-
= ling. Refer to
2= "2.7 Screen Separator
"; Mount, Removing and
% Installing”, page 42 .

Q

5 - Bolt

9
Q 4.
Q Q

%
@@O
S

5N

uantlt 2
S y:
6 - Bolt%

a 15‘Bglm

7 - Mount Brﬁgket

Q AIIocatlom,Refer to the
Parts Catafyag

0 Removing %}M

il
o =
— Remove the headlme?psl . gw_mwe’\\
Refer to = “7.3.2 Headliner, Removing and Installing, Wagon”, page 332 .

— Remove the screws -5- and the mount bracket.

8 - Bolt
 Referto = “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101

9 - Screen Separator Bracket

Q Removing and installing. Refer to
> “2.6 Screen Separator Bracket, Removing and Installing”, page 41 .

10 - Rubber Grommet

Q Slide over the screen separator bracket and insert into the luggage compartment side trim panel
11 - Mount

Q On the right 2/3 rear seat backrest

Q0 Removing and installing. Refer to
> “2.5 Screen Separator Mount, Removing and Installing”, page 41 .

12 - Selector

Q0 Removing and installing. Refer to
> “2.5 Screen Separator Mount, Removing and Installing”, page 41 .

13 - Bolt
Q 8Nm
O Quantity: 2
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i] Note

& Remove locking compound from
the bolt threads using a wire
brush. Then insert the bolts with
locking compound. Refer to the
Parts Catalog.

¢ Remove locking compound from
the bolt holes, for example using
a thread tap.

2.2 Overview - Sun Visors

@ Note

The overview illustration shows the driver side. The front passenger side is identical.

1 - Sun Visor

Q Removing and instal-
ling. Refer to
> “2.8 Sun Visor, Re-
moving and Installing”,
page 43 .

2 - Sun Visor Mount

QO Cannot be removed <
from the sun viscég@!\‘

((})

&)
3 - Center Suppor;bwo‘\
Q Forthe g&ﬁ visor
Q Remo@f’hg and instal-
ling. Refer to
> gg Sun Visor Center
§@pport, Removing and
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2.3 Overview - Roof Grab Handle

@ Note

The overview illustration shows the left front roof grab handle. The illustration for the remaining roof grab handles
/s identical.

1 - Grab Handle Bracket

O Removing and instal-
ling. Refer to
> “2.11 Roof Grab Han-
dle Bracket, Removing
and Installing”,
page 51 .

2 - Spacer
Q Clipped to the roof grab
handle

Q Before reinstalling, en-
sure the correct installa-
tion position, and cor-
rect if necessary.

O Removing the spacer is
not permitted

3 - Headliner

O Removing and instal-
ling. Refer to
= “7.3 Headliner, Re-
moving and Installing”,

page 330 .
4 - Roof Grab Handle

0 Removing and instal-
ling. Refer to
= “2.10 Roof Grab Han-
dle, Removing and In-
stalling”, page 46 .

5 - Bolt
Q 4.5Nm
Q Quantity: 2
24 Screen Separator, Removing and Instal-
ling
Removing

— Fold both rear seat backrests forward.
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— Remove the screen separator -1- to the right from out of the
mounts -2- on the right 2/3 of the rear seat backrest.

Installing

— Position the screen separator -1- with the guides into the
mounts -2- on the right 2/3 of the rear seat backrest.

— Press the screen separator all the way to the left into the
mounts -2- on the right 2/3 of the rear seat backrest.

25 Screen Separator Mount, Removing
and Installing

Removing

— Remove the screen separator. Refer to
= “2.4 Screen Separator, Removing and Installing”, page 40 .

— Remove the bolts -2-.

— Remove the insert -3- and mount -1- from the right 2/3 rear
seat backrest.

Installing

Install in reverse order of removal. Note the followin
(5]
\10\\&5\1\@9

66‘0\5
Note P
’b\g\\(\

& Nofe the installation positiog@gf the insert -1- and the mount

-2- S
&

¢ Secure the mount -2- /@76 left threaded holes.
N
& Insert the guide tab o@@ the insert -1- info the mount opening

- ©

¢ Remove locking c?%pound from the bolt threads using a wire
brush. Then insertihe bolts with locking compound. Refer to
the Parts Catalog.©

¢ Remove locking c%mpound from the bolt holes, for example
using a thread tap;
(]

Tightening Speciﬁcatl‘oéns
o

¢ Refer to = “2.1 Ovétview - Screen Separator”, page 37
B

<
2.6 Screen Separator Bracket, Removing
and Installing
Removing 7{'%0

= “6.12.2 Luggage Compartmerit Side Trim Panel, Removi

and Installing, Wagon”, page 321 ?’@J,f%

4
DS‘IDSJOJC/

“6
— Remove the luggage compar‘fment side trim. Refer to f?

QAG.VoIkswagenAG |

MES-10765

MES-1076E

]

MEBS-10768
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— Pull the seat belt webbing to the side and remove the screws

— Pull the screen separator bracket -1- out of the seat belt guide
-3- -arrow- and remove it.

Installing
Install in reverse order of removal.
Tightening Specifications

¢ Referto
= “1.3 Overview - Rear Outer Three-Point Seat Belt”,

page 101

2.7 Screen Separator Mount, Removing
and Installing

Special tools and workshop equipment required

¢ TimR | Wedge - 3409-
rim Removal Wedge ageﬂ%%_vOlkswagenAG e

: oW n
Removing (@q %g,

. Q-
Screen Sep%gatfier Mount without Rear Reading Lamp ‘9%@0
[ 7

)

=)
N g
Note
§

$
Th@remo val and installation of the left rear screen separator
méunt is described. The removal and installation of the other
.s‘;ié‘reen separator mounts is identical.

o
5\— Remove the bolt -2-.
S~ Loosen the trim -1- with the screen separator mount from the
& headliner at the bottom using the Trim Removal Wedge -
i 3409- in direction of -arrow A-.
9”;— Then slightly guide the trim -1- with the screen separator
2 mount downward out of the headliner in direction of
Z -arrow B-.
%e Then guide the screen separator mount with the trim upward [— A
goout of the headliner and remove it. K
S
% N
(a\.
@Note &
% &@

O,
For veh/@eﬁ with a sunroof, the retaining tabs are turned 180° and
attached to'the rear trim -1-. The removi nd installing p@&a—
dure for z‘hese“@zggeen separator mounts &jdentical. @\p\\
oo

O, o
9ps N
JOS]OJd ‘9\1 Ua@'@N\

42 Rep. Gr.68 - Interior Equipment



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

Screen Separator Mount with Rear Reading Lamp

@ Note

The removal and installation of the left screen separator mount is
described. Removing and installing the right screen separator
mount is identical.

— Remove the Left Rear Reading Lamp - W1\Q&gwd§@fé9tgozlﬁswage”AG
Electrical Equipment; Rep. Gr. 96 ; L%rgmﬁ .
e
- Remove the bolt -2-. \;«\0‘\6
K
— Release the retaining tabs -3<on the trim -1- and loosen the
trim from the headliner using the Trim Removal Wedge - 3409-
in direction of -arrow A-. N
— The guide the trim -1- with the screen separator mount forward
out of the headliner in direction of -arrow B- and remove it.

b
8
=

Installing ~

o
Install in reverse order:of removal. Note the following:

E] Note

Make sure that the gu/%e tab -arrow- on the screen separator
bracket is resting propetly in the opening for the screen separator

-7- 12
mount -1-. 3

urposes, inp

(@)
[&]
Tightening Specifications 6%

& Refer to = “2.1 Overview “Screen Separator”, page 37
(o)

2,
2.8 Sun Visor, Remgvjr/lg and Installing

6/
7P
OOO/r

0
@ Note S0,

The removal and installation of the driver side sun visor is descri-
bed. The removal and installation for the front passenger side is
performed in the same manner.

Special tools and workshop equipment required
¢ Release Pliers - VAS6427-

Removing

— Pivot the sun visor forward.

— Using a flat-head screwdriver, carefully pry out the vanity mir-
ror lighting -1- at the opening -arrow-.

— Disconnect the connector.

ABE-10778

o
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— Disengage the sun visor -2- at the center support -1-.

— Open the caps -3- in the sun visor mount.

i] Note

For the following steps, make sure that the Release Pliers -
VAS6427- are positioned in the center of the retainers.

MEBS-10735

oweW ¢
N\ Y,
R 6/7/
) (S
S
> o
& e
& %
S e
& <
N 2
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< 2
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— Using the Release Pliers - VAS6427- , loosen the front retainer
-3- in the sun visor mount -1- from the body mount.

— Keep tension on the sun visor to prevent the retainer from un-
intentionally locking again.

— Using the Release Pliers - VAS6427- , loosen the rear retainer
-3- in the sun visor mount -1- from the body mount.

— Carefully remove the sun visor -2- with the sun visor mount
-3- downward from the body mount and remove the transpor-
tation safeguard.

— Pull the wiring harness bonded to the headliner forward. Dis-
connect the connector and remove the sun visor.

@ Note

If the wiring harness is torn off when »pulling forward«, lower the
headliner. To service the wiring harness, use the Wiring Harness
Repair Set - VAS1978 B- .

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

— Tape around the connector with a layer of foam tape,

— Using a finger, reach into the vanity mirrordighting opening.
Slightly pull the headliner downward:

— Slide the connector approximately 6 cm toward the rear be-
tween the headliner and the:roof crossmember.

— Engage the front retainer:in the sun visor mount into the body
mount.

— Engage the rear retainer in the sun visor mount into the body
mount.

— Make sure both retainers are completely engaged in the ve-
hicle body.

Install in reverse order of removal.

2.9 Sun Visor Center Support, Removing
and Installing

@ Note

The removal and installation of the driver side sun visor center
support is described. The“removal and installation for the front
passenger side is identical.

Removing

— Disengage the sun visor at the sunivisor center mount and Ty
to the side.

— Turn the sun visor center support -1- approximately 90° (1/4 of
a turn) counter-clockwise in direction of -arrow-.
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— Remove the sun visor center support -1- downward.

Installing
Install in reverse order of removal.

2.10 Roof Grab Handle, Removing and In-

stalling
Volk
= “2.10.1 Roof Grab Handle, Removing and Installing, 2 gmja& pn AC- 50 SwagenAGd
Door Vehicles”, page 46 e@""
\O'

= “2.10.2 Roof Grab Handle, Removing and Insta Tlng, Wagon
throuqh 01/2014”, page 48 g%

= “2.10.3 Roof Grab Handle, Removing aﬁj Installing, Wagon
from 02/2014”, page 50 §\

2.10.1  Roof Grab Handleg‘Removing and In-
stalling, 2- and 4-Door Vehicles
@ Note

The removal and installation for the left front roof grab handle is
described. The removal and /nstag/at/on of the other roof grab
handles is identical.

art orin Who

purpos

Special tools and workshop equipngent required

4 Release Tool - T10517- ‘%%
Removing %o
— Fold the roof grab handle -1- down %?;/ remove the caps -2-.
o
i)
2
5
%
Oy, .
QDSIOS\IOJd

MES-10741
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— Fold the roof grab handle -1- downward and push the Release
Tool - T10517- all the way into the left retainer -arrow-.

— Carefully pull on the roof grab handle -1- near the left retainer.
— Unclip the right retainer as described.

MES-10747

— The retainers -2- of the roof grab handle -1- are thus loosened
from the mounts in the roof grab handle bracket.

z] Note

& The next step is only required if the roof grab handle is fo be
removed.

& 7o remove the headliner, the roof grab handle only needs fo
loosened from the body mounts.

— Loosen the side retaining tab -2- on both sides.

- Rem%y% the roof grab handle -1- downward from the spacer
-3-.F
&

Instaolﬁbng

<
A spacer is installed under the roof grab handle, between the
headliner and the roof grab handle bracket. Before installing,
check the installation position of the spacer and correct it if nec-
eoSsary. Removing the spacer is not permitted.

+—
-

@ Note

O

Check all the fasteners for damage and replace if necessary.
>
[oR

In%tall in reverse order of removal and note the following:
[

— Make sure both retainers are completely engaged in the roof
grab handle bracket.

[

O

)
/@ |
%, |
£
@)
"2,
%, -
2. &600
e, o
IOOO h()\’(
A oh )
QDSIOSJOJCI o ue@eN\S\)\\ 2. Equipment 47
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2.10.2 Roof Grab Handle, Removing and In-
stalling, Wagon through 01/2014

@ Note

The removal and installation for the left front roof grab handle is
described. The removal and installation of the other roof grab
handles is identical.

Special tools and workshop equipment required
¢ Release Tool - T10518-
Removing

— Fold the roof grab handle -1- downward and unclip the caps
-2- using the Release Tool - T10518- .

MEBS-10741

S
— Fold the roof grab handle -1- downward §1d push the Release
Tool - T10518- all the way into the left retainer -arrow-.

— Using the inserted Release Tool - T10 18-, carefully pull on
the roof grab handle -1- near the left retainer.

— Unclip the right retainer as described. 9»;
[oB
- The retainers -2- of the roof grab handle=1- are thus loosened
from the mounts in the roof grab handlef%)racket.

— Remove the roof grab handle from the m%mts.

O
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— Place the two caps in the roof grab handle, but do not lock in

place.
ks
wagenAG-Volkswagenag
Nok® ®Snoz
oy 9,
e Q-
& )
o s
> O~
& %
@ %
éo‘\ %
&
&
<
S
<
@
<
g
N
£
=
o
@
(o}
C
3
%Installing
[oR
5

@ Note

0.
Check all the fasteners for damage and replace if necessary.
[

2 2
. Rg’ojo grab handle -2- folded down during the assembly. §o°Q

¥,
- Both caps -1- inserted in the roof grab_handle -2-, but not d\\‘@

locked irvplace. (&
6 O
U WX
%, o N
N\S

MNES-10763

9p
SJOQJOJCI O\d Ue@e

— Press the folded down roof grab handle -1- into the appropriate
installation opening in the vehicle roof using both retainers

MNES-10742

2. Equipment 49



@ Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

— Fold up the roof grab handle -1-. As a result, the caps -2- en-
gage audibly into the locking position.

— Fold the roof grab handle down and check if both caps are
completely engaged in the roof grab handle. This is the case

if the caps and the respective roof grab handle base form a
flat surface.

MES-10741

2.10.3 Roof Grab Handle, Removing and In-
stalling, Wagon from 02/2014

z] Note

The removal and installation for the left front roof grab handle is

described. The removal and installation of the other roof grab
handles is identical.

Special tools and workshop equipment required
¢ Release Tool - T10517-
Removing

Fold the roof grab handle -1- down and remove the caps -2-.

Tool - T10517- all the way into the left retainer in direction of
-arrow-.

tor

— Carefully pull on the roof gr% handle -1- near the left retainer.
— Unclip the right retainer as dg,éscribed.
o

MEBS-10747
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— The retainers -2- of the roof grab handle -1- are thus loosened
from the mounts in the roof grab handle bracket.

@ Note

¢ The next step is only reqéuggqs/@ £’79 roof grab handle is to be
removed. 00 e age” Oss,,
Of

¢ TJoremo g@%e headliner, the roof grab hand/éf) ‘(m,{g needs to

/ooseﬁéd from the body mounts.
O/-
% NS
O@
- gs%osen the side retaining tab -2- on both sides. <
& %
& .
Q Z
Z
3
@
[}
e}
4
[

— Remove the roof grab handle -1- downward from the spacer
-3-.

Installing

)
o)
@
<
s
IS
°
g
g
(o]
g
=]
Z  Aspacer is installed under the roof grab handle, between the
> headliner and the roof grab handle bracket. Before installing,
“’% check the installation position of the spacer and correct it if nec-

”o

@ Note §o°Q

Checf(’@// the fasteners for damage gad replace if necessg

"gr
Install in revéfs(% order of removal a Adhote the Ece\llQan.

— Make sure both ré‘ﬁélmgrs are comp&g’u@?@ngaged in the roof
grab handle bracket.

2.1 Roof Grab Handle Bracket, Removing
and Installing

@ Note

The removal and installation for the left front roof grab handle
bracket is described. The removal and installation of the other roof
grab handle brackets is identical.

Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Remove the headliner. Refer to
= “7.3 Headliner, Removing and Installing”, page 330 .

— If equipped, unclip the wiring guide -1- from the roof grab han-
dle bracket -3-.

E
9
g
, essary. Removing the spacer is not permitted. $
3
&
S

MES-10743
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— Remove the screws -2- and remove the roof grab handle

bracket -3-.
Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

Tightening Specifications

¢ Refer to = “2.3 Overview - Roof . Grab Handle”, page 40

LU

T

Foar]__
e S e

.....
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3 Center Console

= “3.1 Overview - Center Console”, page 53

= “3.2 Front Ashtray, Removing and Installing”, page 60

= “3.3 Center Console Rear Trim, Removing and Installing”, page
60

> “3.4 Footwell Center Console Trim Panel, Removing and In-
stalling”, page 60

= “3.5 Display and Control Unit Trim, Removing and Installing”,
page 62

> “3.6 Front Center Console Storage Compartment, Removing
and Installing”, page 62

= “3.7 Center Console Cover, Removiag’and Installing”,
page 62

> “3.8 Center Console Insert, Removing and Installing”,
page 63

= “3.9 Center Console, Reémoving and Installing”, page 65

= “3.10 Mounting Plate with Securing Strap, Removing and In-
stalling”, page 71

= “3.11 Center Console Bracket, Removing and Installing”, page
71

3.1 Overview - Center Console

= “3.1.1 Overview - Center Console, Basic Equipment Level”,
page 53

= “3.1.2 Overview - Eenter Console, Convenience Equipment
Level”, page 56

= “3.1.3 Overview - Cénter Console, e-Golf’, page 58

3.1.1 Overview. - Center Console, Basic Equipment Level
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1 - Front Bracket

O For the footwell center 2
console trim panel |

Q Left and right

U0 Removing and instal-
ling. Refer to
= “3.11 Center Console
Bracket, Removing and
Installing”, page 71 .

2 - Footwell Center Console
Trim Panel

Q Left and right

Q0 Removing and instal-
ling. Refer to
> “3.4 Footwell Center
Console Trim Panel,
Removing and Instal-

ling”, page 60 .
3 - Bolt
Q 1.5Nm
Q Quantity: 2

4 - Bolt
Q 1.5Nm
O Quantity: 2

5 - Center Console Insert

0 Removing and instal-
ling. Refer to
> “3.8 Center Console
Insert, Removing and
Installing”, page 63 .

6 - Front Center Console Stor-
age Compartment

Q0 Removing and instal-

NES-10758

ling. Refer to &

= “3.6 Front Center %&nsole Storage Compartment, Removing and Installing”, page @; .
7 - Bolt S %
%) e
Q 1.5Nm o %(%
b °
Q Quantity: 2 Cg %
8 - Center Console Cover S
Q Leftandright = 3
Q Removing and iﬁstalling. Refer to = “3.7 Center Console Cover, Removing and Installing”, @aqe 62 .
9 - Bolt 2 H
QO 1.5Nm 5 S
Q Quantity: 2 % §
® 3
10 - Front Ashtray 3 &
Q Equipment levels O%o s

o

4 Removing and installi?ag. Refer to = “3.2 Front Ashtray, Removing and Installing”, pagg6
Z Qo

11 - Bolt %, S

O 6 Nm “, 0’\0

. OO . 60
Q Quantity: 2 % o
’“4%0 o

12 - Cap A

O Left and right
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Q Push in the center console

13 - Center Console
0 Removing and installing. Refer to = “3.9 Center Console, Removing and Installing”, page 65 .

14 - Bracket Behind Shifting Mechanism
O For the center console

Q0 Removing and installing. Refer to
= “3.11 Center Console Bracket, Removing and Installing”, page 71 .

15 - Gearshift Mechanism Noise Insulation

16 - Bracket in Front of Gearshift Mechanism
Q For the center console
Q Left and right

0 Removing and installing. Refer to
= “3.11 Center Console Bracket, Removing and Installing”, page 71 .

17 - Bolt
d 1.5Nm
Q Quantity: 2
18 - Mounting Bracket
Q For the center console

Q Removing and installing. Refer to
= “3.11 Center Console:Bracket, Removing and Installing”, page 71 .

19 - Display and Control Unit Trim

Q1 Removihg and installing. Refer to
> “35 Display and Control Unit Trim, Removing andnstalling”, page 62 .

20 - Bolt
@ 1.5Nm
Q Quantity: 2
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3.1.2

Overview - Center Console, Convenience Equipment Level

1 - Front Bracket
O For the footwell center
console trim panel
Q Left and right

Q Removing and instal-
ling. Refer to
= “3.11 Center Console
Bracket, Removing and
Installing”, page 71 .

2 - Footwell Center Console
Trim Panel
Q Left and right

O Removing and instal-
ling. Refer to
> “3.4 Footwell Center
Console Trim Panel,
Removing and Instal-

ling”, page 60 .
3 - Bolt
Q 1.5Nm
O Quantity: 2

4 - Bolt
Q 1.5Nm
Q Quantity: 2

5 - Center Console Insert

0 Removing and instal-
ling. Refer to
= “3.8 Center Console
Insert, Removing and
Installing”, page 63 .

6 - Front Center Console Stor-
age Compartment

"\—10

I |
HiVolkswa
| g ge”AGd"eS/ /
0+
: U3,

S= ’7/@@
-
|

0 Removing and instal-
ling. Refer to <
= “3.6 Front Center Console Storage Comri%rtment, Removing and Installing”, page 62 .
7 - Bolt %,
Q 1.5Nm %,
o 0
O Quantity: 2 /@%y &
8 - Center Console Cover %, &>
. %, o
Q Left and right 1%, ‘\w\“
0 Removing and installing. Refer to = “3.7 Center Console Cove?r?ﬁa_fg}g\cllinq and Instgﬁigﬂiéh@ﬁ\ae 62 .
9 - Bolt
Q 1.5Nm
O Quantity: 2

10 - Front Ashtray
QO Equipment levels

Q0 Removing and installing. Refer to = “3.2 Front Ashtray, Removing and Installing”, page 60 .

11 - Bolt
Q 6Nm
O Quantity: 2
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12 - Cap
O Left and right
Q Push in the center console

13 - Center Console Rear Trim

QO Removing and installing. Refer to
= “3.3 Center Console Rear Trim, Removing and Installing”, page 60 .

14 - Bolt

Q 6 Nm

Q Quantity: 2
15 - Center Console

QO Mounting plate with securing strap in storage compartment.under the center armrest, removing and
installing. Refer to = “3.10 Mounting Plate with Securing Strép, Removing and Installing”, page 71 .

Q0 Removing and installing. Refer to = “3.9 Center Console, Reméyving and Installing”, page 65 .
16 - Bracket Behind Shifting Mechanism
Q. For the center console

& Removing and installing. Refer to
> “3.11 Center Console Bracket, Removing and Installing”, page 71 .

17- Gearshift Mechanism Noise Insulation

18 - Bracket in Front of Gearshift Mechanism
1 For the center console

O Removing and installing. Refer to
> “3.11 Center Console Bracket, Removing and Installing”, page 71 .

19= Bolt
@ 1.5Nm
O ©Quantity: 2

20 - Mounting Bracket
O Forthe center console

Q Removing and installing. Refer to :
= “3.11 Center Console Bracket, Reé_fia/inq and Installing™, page 71 .

21 - Display and Control Unit Trim

QO Removing and installingoRefer to
= “3.5 Display and Control Unit Trim, Removing and Installing”, page 62 .

22 - Bolt

a 1.5Nm
O Quantity: 2
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3.1.3 Overview - Center Console, e-Golf

1 - Display and Control Unit
Trim
U Removing and instal-

ling. Refer to
= “3.5 Display and Con-
trol Unit Trim, Removing
and Installing”,
page 62 .

2 - Bolts
Q 1.5Nm
Q Quantity: 2

3 - Front Ashtray
U Equipment levels

0 Removing and instal-
ling. Refer to
= “3.2 Front Ashtray,
Removing and Instal-

ling”, page 60 .
4 - Center Console Insert

0 Removing and instal-
ling. Refer to
> “3.8 Center Console
Insert, Removing and
Installing”, page 63%

5 - Center Console Cover
Q Left and right

O Removing and instal-
ling. Refer to
> “3.7 Center €onsole
Cover, Removing and
Installing”, page 62 .

6 - Front Bracket

Q For the footwelbcenter
console trim panel

Q Left and right
0 Removing and installing. Refer to
= “3.11.2 Center Cansole Bracket, Mounting Bracket and Shifting Mechanism Insulatioh, Removing and
Installing, Only e-Golf’, page 73 .
7 - Bolts
Q 1.5Nm

QO Quantity: 2
8 - Footwell Center Console Trim Panel

Q Left and right

0 Removing and installing. Refer to
= “3.4 Footwell Center Console Trim Panel, Removing and Installing”, page 60 .

9 - Bolt

d 1.5Nm

Q Quantity: 2
10 - Center Console

Q4 Mounting plate with securing strap in storage compartment under the center armrest, removing and
installing. Refer to = “3.10 Mounting Plate with Securing Strap, Removing and Installing”, page 71 .

QO Removing and installing. Refer to = “3.9 Center Console, Removing and Installing”, page 65 .
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11 - Cap
O Left and right
Q Push in the center console

12 - Bolts
Q 6Nm
Q Quantity: 2

13 - Center Console Rear Trim

Q Removing and installing. Refer to
= “3.3 Center Console Rear Trim, Removing and Installing”, page 60 .

14 - Nuts
d 6Nm
Q Quantity: 2
15% Nuts
QO 8Nm
Q Quantity: 4
16 - Gearshift Mechanism Noise Insulation

Q0 Removing and installing. Refer to
= “3.11.2 Center Console Bracket, Mounting Bracket and Shifting Mechanism Insulation, Removing and

Installing, Only e-Golf’, page 73 .

17 - Mounting Bracket
U For the center console

Q1 Removing and installing. Refer to
= “3.11.2 Center Console Bracket, Mounting Bracket and Shifting Mechanism Insulation, Removing and

Installing, Only e-Golf’, page 73 .

18 - Bolt
O Only position

19 - Front Center Console Storage Compartment

QO Removing and installing. Refer to
> “3.6 Front Center Console Storage Compartment, Removing and Installing”, page 62 .

W For the footwell center console trim panel
Q“Left and right &

(=]
20 - Bolts '
Q 1.5Nm
Q Quantity: 2
21 - Bolts
Q 1.5Nm
Q Quantity: 2
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3.2 Front Ashtray, Removing and Installing
Removing
— Remove the front ashtray -1- upward from the center console

Installing

Install in reverse order of removal.

3.3 Center Console Rear Trim, Removing
and Installing

Special tools and workshop equipment required

¢ Backrest Panel Tool - 3370-

Removing

— Move the front seats, all-the way forward.

— Place the Backrest Panel Tool - 3370- on the lower énd of the
trim -1-.

— Remave the trim -1- using the Backrest Panel Tool - 3370- in
the direction of the-arrow- upward from the center console

A Caution

To prevent possible damage it is necessary fo unclip the trim
only a few centimelers foward the rear.

— Remove the trim -1- toward the rear from the center console
-2-.

— Loosen the upper trim -1- in the area of the opening for the
center armrest and remove.

Installing

@ Note

Checkall the fasteners for damage and replace if necessary.

. [ -
Install in reverse order of removal. (=T

34 Footwell Center Consote TrimPanel,
Removing and Installing
@ Note

The removal and installation of the driver footwell center console
trim panel is described. The removal and installation for the front
passenger side is performed in the same manner.

Dy B
i e
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Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing
— Remove the bolt -3-. - \Nager\AG.Vo\ksvvagen AGq, .
. \|O o,
— Pull the footwell center console trim panel -1- downward off of ! 79
the mounts for the center console -2- and {gefﬁove. Q%@
O (o)
> 7
& %,

. nQses.inpart ar;

i | ,

| ) Explosico?”

MOO-00a0a

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
Tightening Specifications
4 Referto = “3.1 Overview - Center Console”, page 53
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3.5 Display and Control Unit Trim, Remov-
ing and Installing
Removing

— Unclip the display and control unit trim == from the*display and
control unit -2- starting at the bottom and remove.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

3.6 Front Center Console Storage Compart-
ment, Removing and Installing

Removing

— Remove the display and control head trim. Refer to
= “3.5 Blisplay and Control Unit Trim, Removing and Instal-

ling”, page 62 .

— Unclip thefront storage compartment -1- from the center con-
sole -2- -A arrows-.

— Remove the front storage compartment -1- from the center
console -2- toward the rear -arrow B-.

— If equipped, disconnect the connectors from thé‘:?ﬁ:nt storage
compartment.

) L,
Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

& Make sure the guide tab on the front storage compartment is
seated correctly in the center console hole.

Install in reverse order of removal.

@ Note

When installing, position the storage compartment at a slight an-
gle in order to insert it into the rear guide. Then press the sforage
compartment downward and lock in place.

3.7 Center Console Cover, Removing and

Installing
@ Note

The removal and installation of the center console cover on the
driver side is described. The removal and installation for the front
passenger side is performed in the same manner.
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Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG4783+
Removing

— Remove the display and control head trim. Refer to
> “3.5 Display and Gontrol Unit Trim, Removing and Instal-

ling”, page 62 .
— Remove the bolf-2-.

— First remove the center console cover -1- from the center con-
sole -3- nearsthe display and control head in direction of the
-arrow A-.

— Unclip thecenter console cover -1- from the center console
-3- -B arrows- and remove it.

Installing

@ Note

Check all the Tfasteners for damage and replace if necessary.

Install in reverse-order of removal.
Tightening Specifications
¢ Referto = “3.1 Overview - Center Console”, page 53

3.8 Center Console Insert, Removirgand
Installing

Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— For vehicles with a DSG transmission, move the selector lever
into “D/S”.
— Turn off the ignition.

— Carefully unclip the selector lever/shift lever boot from the
center console and fold it upward.

— Remove the front storage compartment. Refer to
> “3.6 Front Center Console Storage Compartment, Remov-
ing and Installing”, page 62 .

— Remove the left and right center console covers. Refer to
= “3.7 Center Console Cover, Removing and Installing”, page
62.
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MOO 00000

— Remove the bolts -2-.

— Remove the centerconsole insert -1- upward from the center
console.

@ Note

The center console insert can only be unclipped from the center console by exerting a relatively high amount
of force.

— Carefully lift the center console insert and disconnect the con-
nectors.

— Pull the centerconsole insert forward until the guide tab -3- is
free and carefully remove it over the selector lever/gearshift
lever.

Installing

@ Note

Check all the fasteners for damage and replace if necess.

)

Install in reverse order of removal.
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¢ Referto = “3.1 Overview - Center Console”, page 53

Tightening Specifications

3.9 Center Console, Removing and Instal-
ling

= “3.9.1 Center Console, Remoying. and Installing, All Vehicles
Except e-Golf ”, page 65

= “3.9.2 Center Console, Removing and Installing, @nly e-Golf”,
page 67

3.9:1 Center Console, Removing and Instal-
ling, All Vehicles Except e-Golf

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

Vehicles with Convenience Center Console

— Remove the center console rear trim. Refer to
= “3.3 Center Console Rear Trim, Removing and Installing”,

page 60 .
Continuation for all Vehicles

— Remove the center console insert. Refer to
= “3.8 Center Console Insert, Removing and Installing”, page
63 .

— Remove the left and right footwell center console trim panels.
Refer to
= “3.4 Footwell Center Console Trim Panel, Removing and
Iastalling”, page 60 .

Ventilation and Air Conditioning; R&p. Gr. 87 ; Display and
Control Head; Display and ContralHead, Removing and In-
stalling .

— Remove the display and control '-. Refer to = Heating,

Vehicles with Convenience Center Console

— Remove the screws -1- for the center console -2-. £ 5}.—;;

. cﬂ uh. ] ‘_

atecthy
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Continuation for all Vehicles

— Remove the left and right cap -1- from the center console

-3-.

— Remove the screw -2- for the center console -3- on the left and

right sides.

— Remove the screw -1- for the center console -2- on the left and

right side.

— Remove the screws -2- for the center console -1-.

A _g s
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— Lift the center console -1- at the rear and remove it from the
instrument panel toward the rear.

— Carefully remove the center console -1- over the selector lev-
er/gearshift lever.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
Tightening Specifications
¢ Refer to = “3.1 Overview - Center Console”, page 53

3.9.2 Center Console, Removing and Instal-
ling, Only e-Golf

Speciabtools and workshop equip t required
¢ Torque Wrench 1783 - 2-10N AG1783-
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Removing

— Remove the display and control unit. Refer to = Heating,
Ventilation and Air Conditioning; Rep. Gr. 87 ; Display and
Control Head; Display and Control Head, Removing and In-
stalling .

— Remove the left and right footwell center console trim panels.
Refer to
= “3.4 Footwell Center Console Trim Panel, Removing and
Installing”, page 60 .

— For vehicles with a DSG transmission, move the selector lever
into “D/S”.

— Turn off the ignition.

— Carefully unclip the selector lever/shift lever boot from the
center console and fold it upward.

— Remove the front storage compartment. Refer to
= “3.6 Front Center Console Storage Compartment, Remov-
ing and Installing”, page 62 .

— Remove the left and right center console covers. Refer to
= “3.7 Center Console Cover, Removing and Installing”, page
62.

— Remove the center console insert. Refer to
= “3.8 Center Console Insert, Removing and Installing”, page
63 .

— Remove the center console rear trim. Refer to

= “3.3 Center Console Rear Trgm, Rem'm@&ggelnstalling”,

page 60 . Lo eH Oes )
) %
- Remove the air guidé duct -1-. 3,
%,
N ®
%‘b

MNEB8-10790
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Remove the two nuts -1-.

AG. Volkswagenld
\Nagen
oS

@
Remove the left and ri@t cap -1- from the center console
-3-.
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Remove the screw -1- for the Eenter console -2- on the left and
right side. g,
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Remove the screws -2- for the center console -1-.
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MOO 00000

— Lift the center console -1- at the rear and remove it from the
instrument panel toward the rear.

— Carefully remove the center console -1- over the selector lev-
er.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

Tightening Specifications
¢ Referto

= “3.1.3 Overview - Center Console, e-Golf’, page 58
Component Tightening specification
Screw in front of shifting mech-|6 Nm
anism
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3.10 Mounting Plate with Securing Strap, Re-
moving and Installing

Special tools and workshop equipment required

¢ Trim Removal Wedge - 3409-

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Open the front center armrest.

— Unclip the cover strip -1- using.the Trim Removal Wedge -
3409- in direction of the -arrow’ A- and remove it.

— Remove the bolts -2-.

— Carefully remove the mounting plate with the securing strap
-3- in direction of the -arrow-B- until the connectors are ac-
cessible.

— Disconnect the connectors ©6n the mounting plate with the se-
curing strap -3- and remove:the mounting plate with the se-
curing strap.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

Tightening Specifications

Component Tightening Specification
Mounting plate with securing |1.5 Nm

strap to center console

3.11 Center Console Bracket, Removing and

Installing

> “3.11.1 Center Console Bracket, Removing and Installing, All
Vehicles Except e-Golf’, page 71

= “3.11.2 Center Console Bracket, Mounting Bracket and Shifting
Mechanism Insulation, Removing and Installing, Only e-Golf”,

page 73
3.11.1

Center Console Bracket, Removing and
Installing, All Vehicles Except e-Golf

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

MBE-10776
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Removing

Front Bracket

@ Note

The removal and installation for the front bracket on the driver
side is described. The removal and installation for the front pas-
senger side is performed in the same manner.

Remove the footwell center console trim panel on the driver

side. Refer to
= “3.4 Footwell Center Console Trim Panel, Removing and

Installing”, page 60 .
Push the carpet near the front bracket -2- to the side.

Loosen the cover -1- on the front bracket -2- and remove it.

Remove the front bracket -2- upward from the toinnel -3-.

Mounting Bracket

Remove the center console. Refer to
> “3.9 Center Console, Removing and Installing”, page 65 .

Remove the screw -1- on the left and right:

Remove the bracket -2- upward from the shifting mechanism
insulation -3-.

Bracket in Front of Gearshift Mechanism

@ Note

The removal and installation for the bracket in front of the shifting
mechanism on the driver side is described. The removal and in-
stallation for the front passenger side is performed in the same
manner.

Remove the center console. Refer to
> “3.9 Center Console, Removing and Installing”, page 65 .

Remove the bracket -1- upward from the shifting mechanism
insulation -2-.
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Bracket behind Shifting Mechanism

— Remove the center console. Refer to
= “3.9 Center Console, Removing and Installing”, page 65 .

— Push the retaining tabs -2- outward.

— Remove the bracket -1- upward from the shifting mechanism
insulation -3-.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.
Install in reverse order of removal.

Bracket in Front of Gearshift Mechanism

Insert the bracket in front of the shifting mechanism -1- at the rear
mount for the shifting mechanism insulation -2-.

Tightening Specifications
¢ Referto = “3.1 Overview - Center Console”, page 53

3.11.2  Center Console Bracket, Mounting
Bracket and Shifting Mechanism Insula-
tion, Removing and Installing, Only e-
Golf

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm -»VAG1783-
Removing

Front Bracket

@ Note

The removal and installation for the front bracket on the driver
side is described. The removal and installation for the front pas-
senger side is performed in the same manner.

— Remove the footwell center console trim panel on the driver
side. Refer to
> “3.4 Footwell Center Console Trim Panel, Removing and
Installing”, page 60 :

— Push the carpet nearithe front bracket -2- to the side.

— Loosen the cover -1- on the front bracket -2- and remove it.
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— Remove the front bracket -2- upward from the tunnel -3-.
Mounting Bracket and Shifting Mechanism Insulation

— Remove the center console. Refer to
= “3.9 Center Console, Removing and Installing”, Daqg\dﬁﬁAG.Volks
oxsV

— Remove the bolt -1-.

— Remove the bracket -2- up\gard from the shifting mechanism
insulation -3-.

— Remove the rear center c%wsole vent air guide duct. Refer to
= Heating, Ventilation and-Air Conditioning; Rep. Gr. 87 ; Air

Routing; Overview - Air Routing and Air Distribution in Pas-
senger Compartment . 3

— Remove the four nuts -1-.

— Remove the shifting mechanlsnei’gg%nsulatlon -2-.
Installing VO@

0?%
©
2
@ Note 9@%

Check all the fasteners for damage and replace if nez@%sa@/d

Install in reverse order of removal.
Tightening Specifications

¢ Referto
= “3.1.3 Overview - Center Console, e-Golf’, page 58
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= q,
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4 Front Center Armrest %
7
= “4.1 Overview - Front Center Armrest”ﬁpaqe 75 %
.
= “4.2 Front Center Armrest, Remowr@_and Installing”, %_
page 75 L 2
~ %
4.1 Overview - Front Center Armrest %
= k)
: 3
1 - Front Center Armrest i
Q Removing and instal- ‘-
ling. Refer to I:
= “4.2 Front Center l
Armrest, Removing and
Installing”, page 75 . ’

NGS-10762

4.2 Front Center Armrest, Removing and In-
stalling
» Front seats in the forward-most seat position

Removing

— Remove the center console rear trim. Refer to
= “3.3 Center Console Rear Trim, Removing and Installing”,

page 60 .

4. Front Center Armrest 75
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— Remove the air guide duct -1-.

— Carefully loosen the center console side trim panels from the
retainers in the rear area and push them slightly outward.

— Using suitable pliers, press the tabs -1- outward in direction of
-arrow A and B-.

— Remove the front center armrest -2- upward from the center
console -arrow-.

HEE-10761

Installing

— Bend the tabs -1- into their original position.
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— Engage the front center armrest -2- into the corresponding

center console mounts.

Install in reverse order of removal.
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5 Interior Rearview Mirror

= “5.1 Overview - Interior Rearview Mirror”, page 78

= “5.2 Interior Rearview Mirror, Removing and Installing”,
page 82

= “5.3 Baseplate, Removing and Installing”, page 84

5.1 Overview - Interior Rearview Mirror

= “5.1.1 Overview - Interior Rearview Mirror with Manual Dim-
ming, without Rain/Light Recognition Sensor G397 and Driver
Assistance Systems Front Camera R242 ”, page 78

= “5.1.2 Overview - Interior Rearview Mirror with Manual or Au-
tomatic Dimming, with Rain/Light Recognition Sensor G397 and
without Driver Assistance Systems Front Camera R242 ”,

page 80
= “5.1.3 Overview - Interior Rearview Mirror with Automatic Dim-

ming, with Rain/Light Recognition Sensor G397 and Driver As-
sistance Systems Front Camera R242 ”, page 81

5.1.1 Overview - Interior Rearview Mirror with Manual Dimming, without Rain/
Light Recognition Sensor - G397- and Driver Assistance Systems Front
Camera - R242-
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1 - Retaining Plate

Q Mirror base retaining
plate

O Glued to the windshield

U Removing and instal-
ling. Refer to
= “5.3 Baseplate, Re-
moving and Installing”,

page 84 .
2 - Interior Rearview Mirror

Q Manual dimming func-
tion

Q Removing and instal-
ling. Refer to
= “5.2 Interior Rearview
Mirror, Removing and
Installing”, page 82 .
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5.1.2 Overview - Interior Rearview Mirror with Manual or Automatic Dimming, with

Rain/Light Recognition Sensor - G397- and without Driver Assistance Sys-
tems Front Camera - R242-

1 - Front Cover
Q For the mirror base

2 - Automatic High Beam As-
sist Control Module - J844-

Q Equipment levels N

N
Q Not available individual-
ly S

Q

3 - Retaining Plate g“Q

Q For the interior rearview

mirror S

Q bonded to the-wind-
shield §

Q Removing and instal-
ling. Refer to=
> “5.3 Baseplate, Re-
moving and IAstalling’,

page 84 . *—é
4 - Trim B
Q Clipped intothe%geadlin-

er frame

O,
[&]
Q To remove, first remove
the rear cover e
<
%
5 - Rear Cover %

Q for the mirror base

6 - Interior Rearview Mirror

Q Allocation. Refer to the
Parts Catalog.

O Removing and instal-
ling. Refer to

> “5.2 Interior Rearview
Mirror, Removing and

nstalling”, page 82 . "
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5.1.3 Overview - Interior Rearview Mirror with Automatic Dimming, with Rain/
Light Recognition Sensor - G397- and Driver Assistance Systems Front
Camera - R242-

1 - Front Cover
Q For the mirror base

2 - Retaining Plate

Q For the interior rearview
mirror

1 Bonded to the wind-
shield

3 - Rear Cover
Q For the mirror base

4 - Interior Rearview Mirror

Q Removing and instal-
ling. Refer to
> “5.2 Interior Rearview
Mirror, Removing and
Installing”, page 82 .

i
Hohfg prinst
RN

MOB-00o0o0
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Interior Rearview Mirror, Removing and
agen AG.Volkswagen AG
Bk dog, 85 nos
Q"Q/-e/)
f@@o,

\l 0\\(\

5.2
Installing
mming Interior Rearview W?or Removing and
ensor G397 and Driv-
S
32‘

> “5.2.1 Manual Di
Installing, without Rain/Light Recognitio
er Assistance Systems Front Camera R242 ”, page 82
N
i °nq nterior Rearview Mirror

Recognition Sensor

“5.2.2 Manual or Automatic Di
ing, with Rs%ﬁ‘ /Light
i e Systems Front Camera R242

= 0.
Removing and Installing
G397 and without Driver Assist: ar
55
nterior Rearview Mirror, Removmq

”, page 83
¢ Dimming Interi
ghtRecognition Sensor G397 and Driv-
R242 ", page 83
Manual Dlramlng Interior Rearview Mirror, Removing and Installing, wgthout
3

> “5.2.3 Automati
and Installing, with Rain/L
er Assistance Systems Fro Camera

Rain/Light Recognltlon Sensor - G397- and Driver Assistance System

5.2.1
Front Cam@ra R242-

Removing

G- 10003

— Turn interior rearview mirror -2- 90° (/4 rotation) counter-

clockwise -arrow-
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— Remove the interior rearview mirror -2- from the retaining plate

Installing

@ Note

Check all the fasteners for damage and'replace if necessary.

Install in reverse order of removal;

5.2.2 Manual or Automatic Dimming Interior
Rearview Mirror, Removing and Instal-
ling, with Rain/Light Recognition Sensor
- G397- and without Driver Assistance
Systems Front Camera - R242-

Removing

— Pivot the interior review mirror downward until stop, approxi-
mately 25°.

— Pull the cover -2- rearward and downward -arrow- and at the
same time release the catches -1- with a small screwdriver.

— Disengage the cover from.the mirror base and remove.

— Carefully disengage the tabs -arrows- andremove the front
cover -1- downward out of the guide rods on therearview mir-
ror base -2-.

J['I-*rﬁnli =2

! | ljf ABB-10646

— Turn the interior rearview mirror -1- 20° counter-clockwise
-arrow- and remove it downward.

— If equipped, disconnect the connector from the interior rear-
view mirror.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

5.2.3 Automatic Dimming Interior Rearview
Mirror, Removing and Installing, with
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Rain/Light Recognition Sensor - G397-
and Driver Assistance Systems Front
Camera - R242-

Removing

— Unclip the front cover -1- from the Front Interior Lamp - W1-
and pull it downward approximately 10 mm in direction of
-A arrows-.

— Release the retaining tabs’-3- using a small screwdriver.

— Pull the front cover -1- forward off of the Front Interior Lamp -
W1- and the retaining plate:in direction of -arrow B- and
remove.

— Remove the rear cover -2- toward the rear.

— Using a 13 mm open-end wrench -3-, turn the interior rearview
mirror -2- 20° counter-clockwise -arrow- and remove it down-
ward from the retaining plate -1-.

— Disconnect the connector from the interior rearview mirror.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

5.3 Baseplate, Removing and Installing

= “5.3.1 Manual or Automatic Dimming Interior Rearview Mirror
Baseplate, Removing and Installing, without Rain/Light Recogni-
tion Sensor G397 and Driver Assistance Systems Front Camera

R242 ", page 84

= “5.3.2 Manual Dimming Interior Rearview Mirror Baseplate,
Removing and Installing, with Rain/Light Recognition Sensor
G397 and without Driver Assistance Systems Front Camera R242

”, page 86

5.3.1 Manual or Automatic Dimming Interior
Rearview Mirror Baseplate, Removing
and Installing, without Rain/Light Rec-
ognition Sensor - G397- and Driver As-
sistance Systems Front Camera - R242-

Materials

¢ Glass-Metal Adhesive Set - D 000 703 A1-
Special tools and workshop equipment required
¢ Window scraper (commercially available) -1-
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¢ Blade (commercially available) -2-
Attaching

Remove the retaining plate -1- from the mirror base -2- in di-
rection of -arrow-.

Remove the PUR adhesive sealant from the retaining plate
-1- with a wire brush.

Sand off the 3 spacers -arrows- on the adhesive surface. Use
360 - 400 grain sand paper on the flat surface.

Keep sanded surface free of dirt and grease.

Remove the PUR adhesive sealant as well as the old glass/
paint primer up to the ceramic layer from the windshield with
a scraper.

MES-10010

A Caution

Do not damage ceramic layer. Scratches always remain visi-
ble.

MES-10011

Clean the adhesive surface with Adhesive Remover - D 002
000 10- or Cleaning Solution - D 009 401 04- .

Cut the nylon mesh -3-, taken from the Glass/Metal Adhesive
Set - D 000 703 A1-, to the exact size of the baseplate -2-.

@ Note

Protective gloves (rubber gloves) should be worn.

Apply adhesive -1- from the Glass/Metal Adhesive Set - D 000
703 A1- evenly over the baseplate -2-.

Place the nylon mesh -3- on the retaining plate -2-.

Dab more adhesive -1- onto the nylon mesh -3-.

@ Note

& Pay attention to the adhesive working time.

¢ 30 seconds are available from laying the nylon mesh on the

adhesive to pressing on the windshield.

MEgs-10012
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— Press the retaining plate -1- onto the windshield -2- and hold
for 15 seconds (without using force).

@ Note

The interior rearview mirror can be installed after 15 minutes.

5.3.2 Manual Dimming Interior Rearview Mir-
ror Baseplate, Removing and Installing,
with Rain/Light Recognition Sensor -
G397- and without Driver Assistance
Systems Front Camera - R242-

@ Note

& Removal of windshield is no longer necessary, as with previ-
ous repair procedure.

& Afthe same time, it is possible fo use the old, detached mirror
base.
Windshield, Preparing

— All adhesive and primer residue must be removed up to ce-
ramic coating.

— Clean the adhesive surface using Cleaning Selution - D 009
401 04- .

— Letit “dry” for at least 10 minutes.

— Apply the Glass/Paint Primer - D 009 200 02- on the ceramic
coating.

— Letit dry for 10 minutes to maximum one hour.
Preparing the Removed Retaining/Plate
— Removing the remaining adhesive:

¢ Prepare the adhesive surface by “wet-sanding” with fine em-
ery paper (800-1200 grit) until-water coats the entire adhesive
surface.

¢ Then clean using Cleaning Solution - D 009 401 04- .
¢ Letit “dry” for at least 10 minutes.
Putting Adhesive on the Retaining:Plate

— Apply the Two-Part Polyurethane Adhesive - D 180 KD2 A1-
directly onto the sanded and cleaned adhesive surface -1- on
the baseplate.

Adhesive bead diameter: approximately2,5 mm to 3.0 mm.

— Press the baseplate onto the prepared windshield -2- imme-
diately after applying the adhesive.

— Align the baseplate in its designated position on the.ceramic
coating and secure using adhesive tape.

MES-10013
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Excess Adhesive, Cleaning and Removing

— Carefully remove adhesive tape 0.5 to™ hours after attaching
the mirror base.

— Carefully remove excess soft adhesive all around using spat-
ula.

— Then remove any remainingsexcess adhesive using a primer
applicator or rag, saturated with Cleaning Solution - D 009 401
04- .

@ Note

The interior rearview mirror can be installed 2.5 hours after gluing
on the retaining plate.
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6 Special Tools

Special tools and workshop equipment required

¢ Release Tool - T10547-

¢ Tofque Wrench 1783 - 2-10Nm - VAG1783-

¢ Release Pliers - VAS6427-

4 Backrest Panel Tool - 3370-

T10517

VAS 6427
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69 — Passenger Protection, Airbags, Seat Belts

1 Seat Belts

= “1.1 Component Location Overview - Seat Belts and Attaching
Points”, page 89

= “1.2 Overview - Front Three-Point Seat Belt”, page 96

= “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101

= “1.4 Overview - Rear Center Three-Point Seat Belt”,
page 107

= “1.5 Overview - Front Seat Belt Latch’;page 108

= “1.6 Overview - Rear Seat Belt Latch”, page 110

= “1.7 Front Three-Point Seat Belt, Removing and Installing”,
page 111

= “1.8 Rear Three-Point Seat Belt, Removing and Installing”,
page 118

= “1.9 Front Seat Belt Guide, Removing and Installing”,
page 126

= “1.11 Front Belt End Fitting, Removing and Installing”,
page 128

= “1.12 Rear Outer Belt End Fitting, Removing and Installing”,
page 130

= “1.13 Seat Belt Height Adjuster, Removing and Installing”, page
130

= “1.14 Front Seat Belt Latch, Removing and Installing”,
page 133

= “1.15 Rear Seat Belt Latch, Removing and Installing”,
page 136

1.1 Component Location Overview - Seat
Belts and Attaching Points

ing Points, 2-Door”, page 89

= “1.1.2 Component Location Overview - Seat Belts’and Attach-
ing Points, 4-Door”, page 92

= “1.1.3 Component Location Overview - Seat Belts and Attach-
ing Points, Wagon”, page 94

1.1.1 Component Location Overview - Seat Belts and Attaching Points, 2-Door
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1 - Front Seat Belt Latches

O Overview. Refer to 5 szage“ /—\G-Volkswagﬁn AGaog
= “1.5.1 Overview -

N O¢
Front Seat Belt Latch, 2- | |{ A | | 9,

Door”, page 108 .

0 Removing and instal-
ling. Refer to
= “1.14.1 Front Seat
Belt Latch, Removing
and Installing, 2-Door
Vehicles”, page 133 .

2 - Front Belt End Fitting

Q Overview. Refer to
= “1.2.1 Overview -
Front Three-Point Seat
Belt, 2-Door”
page 96 .

O Removing and instal-
ling. Refer to
= “1.11.1 Front Belt End
Fitting, Removing and
Installing, 2-Door”, page
128 .

3 - Front Three-Point Seat Belt

O  With Front Passenger
Seat Belt Tensioner Ig-
niter 1 - N154- and Right |
Front Seat Belt Tension- |
er Control Module -
J855-

 Overview. Refer to
= “1.2.1 Overview -
Front Three-Point Seat

Belt, 2-Door”
page 96 .

0 Removing and instal-
ling. Refer to

> “1.7.1 Front Three-Point Seat Belt, Removing and Installing, 2-Door”, page 111 .

4 - Seat Belt Height Adjuster

Q Overview. Refer to = “1.2.1 Overview - Front Three-Point Seat Belt, 2-Door”, page 96 .

0 Removing and installing. Refer to
= “1.13.1 Seat Belt Height Adjuster, Removing and Installing, 2-Door”, page 130 .

5 - Outer Rear Belt End Fitting
Q Overview. Refer to = “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101 .

Q Removing and installing. Refer to
= “1.12 Rear Outer Belt End Fitting, Removing and Installing”, page 130 .

6 - Center Rear Belt End Fitting
 Overview. Refer to = “1.4 Overview - Rear Center Three-Point Seat Belt”, page 107 .

0 Removing and installing. Refer to = “1.15 Rear Seat Belt Latch, Removing and Installing”, page 136 .

7 - Automatic Belt Retractor
U For rear outer three-point seat belt
Q Overview. Refer to = “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101 .

Q Removing and installing. Refer to
= “1.8 Rear Three-Point Seat Belt, Removing and Installing”, page 118 .

8 - Automatic Belt Retractor
Q For the rear three-point seat belt in the center
Q Overview. Refer to = “1.4 Overview - Rear Center Three-Point Seat Belt”, page 107 .
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0 Removing and installing. Refer to

= “1.8.7 Rear Three Point Seat Belt in Center Seating Position, Removing and Installing”, page 125 .

9 - Automatic Belt Retractor
Q For rear outer three-point seat belt
Q Overview. Refer to = “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101 .

O Removing and installing. Referdo
> “1.8 Rear Three-Poift'Seat Belt, Removing atid-lnstalling”, page 118 .

10 - Seat Belt Height;Adjuster
Q Overview,.Refer to = “1.2.1 Overview - Front Three-Point Seat Belt, 2-Door”, page 96 .

Q Removing and installing. Refer to
= “1.18.1 Seat Belt Height Adjuster, Removing and Installing, 2-Door”, page 130 .

11 - Outer'Rear Belt End Fitting
 Overview. Refer to = “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101 .

Q Removing and installing. Refer to
= “1.11.1 Front Belt End Fitting, Removing and Installing, 2-Door”, pagez128 .

12 - Automatic Belt Retractor
Qs For the front three-point seat belt

with Driver Seat Belt Tensioner Igniter 1 - N153- and Left Front Seat Belt Tensioner Control Module -
J854-

Q
Q2 Overview. Refer to = “1.2.1 Overview - Front Three-Point Seat Belt, 2-Dabr”, page 96 .
Q

Removing and installing. Refer to
> “1.7.1 Front Three-Point Seat Belt, Removing and Installing, 2-Door”, page 111 .

13 - Front Belt End Fitting
Q Overview. Refer to = “1.2.1 Overview - Front Three-Point Seat Belt, 2-Door”, page 96 .

O Remogving and installing. Refer to
= “1.14.1 Front Belt End Fitting, Removing and Installing, 2-Door’; page 128 .

14 - Rear Seat Belt Latch
Q Overview. Refer to = “1.6 Overview - Réeg¥ Seat Belt Latch®; page 110 .
Q0 Removing and installing. Refer to = “1. ear SeatBelt Latch, Removing and Installing”, page 136 .
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1.1.2 Component Location Overview - Seat Belts and Attaching Points, 4-Door

1 - Front Seat Belt Latches

Q Overview. Refer to 6 7 8 9
> “1.5.2 Overview - | | | |
Front Seat Belt Latch, 4-
Door and Wagon”, page
109.

0 Removing and instal-
ling. Refer to
= “1.14.2 Front Seat
Belt Latch, Removing
and Installing, 4-Door
Vehicles and Wagon”,

page 134 .
2 - Front Belt End Fitting

 Overview. Refer to
= “1.2.2 Overview -
Front Three-Point Seat
Belt, 4-Door and Wag-
on”, page 98 .

O Removing and instal-
ling. Refer to
> “1.11.2 Front Belt End
Fitting, Removing and
Installing, 4-Door and
Wagon”, page 128 . - _

3 - Front Three-Point Seat Belt

O  With Front Passenger
Seat Belt Tensioner Ig- i\ '
niter 1 - N154- and Right ’ =
Front Seat Belt Tension- L . ;
er Control Module -
J855-

O Overview. Refer to
= “1.2.2 Overview -
Front Three-Point Seat
Belt, 4-Door and Wag-

HEQ-1055%

on”, page 98 .

Q0 Removing and installing. Refer to §
= “1.7.2 Front Three-Point Seat Belt,g?emovinq and Installing, 4-Door and Wagon”, page 113 .

4 - Seat Belt Height Adjuster
 Overview. Refer to = “1.2.2 Overwev% Front Three-Point Seat Belt, 4-Door and Wagon”, page 98 .

Q Removing and installing. Referto 2.
= “1.13.2 Seat Belt Height Adjuster, @;movinq and Installing, 4-Door and Wagon”, page 132 .
5 - Outer Rear Belt End Fitting %
QO Overview. Refer to = “1.3 Overview - Re%qr Outer Three-Point Seat Belt”, page 101 .

Q0 Removing and installing. Refer to
= “1.12 Rear Outer Belt End Fitting, Removinq and Installing”, page 130 .

O

6 - Center Rear Belt End Fitting g, &
Q Overview. Refer to = “1.4 Overview - Rear Centef’O'Ehree Point Seat Belt”, pa 7. @00
U Removing and installing. Refer to = “1.15 Rear Seat @e}td_atch, Removing andfistalling”, 136
TR, \\
7 - Automatic Belt Retractor q"@zo@lojd "o yoben® o

O For rear outer three-point seat belt
O Overview. Refer to = “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101 .

Q0 Removing and installing. Refer to
> “1.8 Rear Three-Point Seat Belt, Removing and Installing”, page 118 .
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8 - Automatic Belt Retractor
O For the rear three-point seat belt in the center
Q Overview. Refer to = “1.4 Overview - Rear Center Three-Point Seat Belt”, page 107 .

QO Removing and installing. Refer to
> “1.8.7 Rear Three Point Seat Belt in Center Seating Position, Removing and Installing”, page 125 .

9 - Automatic Belt Retractor
O For rear outer three-point seat belt
Q0 Overview. Refer to = “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101 .
0 Removing and installing. Refer to
> “1.8 Rear Three-Point Seat Belt, Removing and Installing”, page 118 .
10 - Seat Belt Height Adjuster
Q Overview. Refer to = “1.2.2'Overview - Front Three-Point;Seat Belt, 4-Door and Wagon”, page 98 .

QO Removing and installing. Refer to
> “1.13.2 Seat Belt Height Adjuster, Removing and Installing, 4-Boor and Wagon”, page 132 .

11 - Outer Rear Belt'End Fitting
Q Overview.Refer to = “1.3 Overview - Rear Outer Three-Point Seat Belt” page 101 .

QO Removing and installing. Refer to
> “1.12:Rear Outer Belt End Fitting, Removing and Installing”, page 130 .

12 - Automatic Belt Retractor
Q For the front three-point seat belt
(] X\éléz Driver Seat Belt Tensioner Igniter 1 - N153- and Left Front Seat Belt Tensioner Control Module -
d Overview. Refer to = “1.2.2 Overview - Front Three-Point Seat Belt, 4-Door and Wagon”, page 98 .
Q Removing and installing. Refer to

= “R7.2 Front Three-Point Seat Belt, Removing and Installing, 4-Door and Wagon”, page 113 .

13 - Front Belt End Fitting
Q Overview. Refer to = “1.2.2 Overview - Front Three-Point Seat Belt, 4-Door afid \WWagon”, page 98 .

0 Removing and installing. Refer to
=> “1.11<2 Front Belt End Fitting, Removing and Installing, 4-Door and Wagon”, page 128 .
14 - Rear Seat Belt Latch
Qa Overview. Refer to = “1.6 Overview - Rear Seat Belt Latch”, page 110<
Q0 Removing and‘ipstalling. Refer to = “1.15 Rear, Seat Belt Latch, Remioving and Installing”, page 136 .
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1.1.3

1 - Front Seat Belt Latches

Q

Overview. Refer to

= “1.5.2 Overview -
Front Seat Belt Latch, 4-
Door and Wagon”, page
109.

Removing and instal-
ling. Refer to

= “1.14.2 Front Seat
Belt Latch, Removing
and Installing, 4-Door
Vehicles and Wagon”,

page 134 .

2 - Front Belt End Fitting

Q

Overview. Refer to

= “1.2.2 Overview -
Front Three-Point Seat
Belt, 4-Door and Wag-
on”, page 98 .

Removing and instal-
ling. Refer to

= “1.11.2 Front Belt End
Fitting, Removing and
Installing, 4-Door and
Wagon”, page 128 .

3 - Front Three-Point Seat Belt

Q

Q

With Front Passenger
Seat Belt Tensioner Ig-
niter 1 - N154- and Right
Front Seat Belt Tension-
er Control Module -
J855-

Overview. Refer to
= “1.2.2 Overview -
Front Three-Point Seat
Belt, 4-Door and Wag-

on”, page 98 .

= “1.7.2 Front Three-Point Seat BeltzRemoving and Installing, 4-Door and Wagon”, page 113 .

Component Location Overview - Seat Belts and Attaching Points, Wagon

HE9-10662

4 - Seat Belt Height Adjuster

1 Overview. Refer to = “1.2.2 Overview - %gont Three-Point Seat Belt, 4-Door and Wagon”, page 98 .

O.
[&]
)

.
5
<k
S
Q
S
N
§
2
K
N
N

Q0 Removing and installing. Refer to CSO
=> “1.13.2 Seat Belt Height Adjuster, Removfﬁg and Installing, 4-Door and Waqon page 132. ¥
5 - Outer Rear Belt End Fitting Oo ! \\\\600
Q Overview. Refer to = “1.3 Overview - Rear Outer Thf’é:eﬁPomt Seat Belt”, pa j;; 101 ‘\&\Q\“ '
O Removing and installing. Refer to qp%s ‘\OVUe@eP@‘\

= “1.12 Rear Outer Belt End Fitting, Removing and Installing”, paqe 130.

6 - Center Rear Belt End Fitting
O Overview. Refer to = “1.4 Overview - Rear Center Three-Point Seat Belt”, page 107 .
O Removing and installing. Refer to = “1.15 Rear Seat Belt Latch, Removing and Installing”, page 136 .

7 - Automatic Belt Retractor
For rear outer three-point seat belt
Overview. Refer to = “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101 .

a
a
a

Removing and installing.

Refer to

= “1.8 Rear Three-Point Seat Belt, Removing and Installing”, page 118 .
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8 - Automatic Belt Retractor
O For the rear three-point seat belt in the center
Q Overview. Refer to = “1.4 Overview - Rear Center Three-Point Seat Belt”, page 107 .

QO Removing and installing. Refer to
> “1.8.7 Rear Three Point Seat Belt in Center Seating Position, Removing and Installing”, page 125 .

9 - Automatic Belt Retractor
O For rear outer three-point seat belt
Q0 Overview. Refer to = “1.3 Overview - Rear Outer Three-Point Seat Belt”, page 101 .
0 Removing and installing. Refer to
> “1.8 Rear Three-Point Seat Belt, Removing and Installing”, page 118 .
10 - Seat Belt Height Adjuster
O Overview. Refer to = “1.2.2 Overview - Front Three-Point Seat Belt, 4-Door and Wagon”, page 98 .

Q0 Removing and installing. Refer to
> “1.13.2 Seat Belt Height Adjuster, Removing and Installing, 4-Door and Wagon”, page 132 .

11 - Outer Rear Belt End Fitting
Q Overview. Refer to = “1.3 Overview - Rear Outer Three=Point Seat Belt”, page 101 .

Q Removing and installing®Refer to
= “1.12 Rear Outer.Belt End Fitting, Removing and Installing”, page 130 .

12 - Automatic Belt Retractor
Q For the front three-point seat belt
O With Driver:Seat Belt Tensioner Igniter 1 - N153- and Left Front Seat Belt Tensioner Control Module -
J854-
O Overview. Refer to = “1.2.2 Overview - Front Three-Point Seat Belt, 4-Door and Wagon”, page 98 .
Q

Removing and installing. Refer to
= “1.7:2 Front Three-Point Seat Belt, Removing and Installing, 4-Door and Wagén”, page 113 .
13 - Front Belt End Fitting
d Overview. Refer to = “1.2.2 Overview - Front Three-Point Seat Belt, 4-Door and ¥Vagon”, page 98 .

0 Removing and installing. Refer to
=> “1.%1.2 Front Belt End Fitting, Removing and Installing, 4-Door and Wagon”, page 128 .
14 - Rear Seat Belt Latch
Qa Overview. Refer to = “1.6 Overview - Rear Seat Belt Latch”, page 110 .
Q0 Removing and installing. Refer to = “1.15 Rear Seat Belt Latch, Removing and Installing”, page 136 .
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1.2 Overview - Front Three-Point Seat Belt
= “1.2.1 Overview - Front Three-Point Seat Belt, 2-Door”,
page 96

> “1.2.2 Overview - Front Three-Point Seat Belt, 4-Door and
Wagon”, page 98

= “1.2.3 Overview - FrontThree-Point Seat Belt, with Belt End
Fitting Tensioner”, page 99

1.21 Overview - Front Three-Point Seat Belt, 2-Door

1 - Bolt
0 20 Nm

O Replace the balt if it was
removed becatise of an
accident when-the seat
belt was buckled.

2 - Belt End Fitting

0 Removing and instal-
ling. Refer to
= “1.11.1 Front BelttEnd
Fitting, Removing and
Installing, 2-Door”, page
128 .

3 - Bolt
0 40 Nm

QO Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

4 - Automatic Belt Retractor

Q Driver side: with Driver
Seat Belt Tensioner Ig-
niter 1 - N153- and Left
Front Seat Belt Tension-
er Control Module -
J854-

Q Front passenger side:
with Front Passenger
Seat Belt Tensioner Ig-
niter 1 - N154- and Right
Front Seat Belt Tension-
er Control Module -

J855-
U Removing and instal- 1— i
ling. Refer to 13 12 11

= “1.7.1 Front Three-
Point Seat Belt, Removing and Installing, 2-Door”, page 111 .

Q Forvehicles with Left Front Seat Belt Tensioner Control Module - J854- or Right Front Seat Belt Tensioner
Control Module - J855- , the components must be adapted to the Airbag Control Module - J234- after
replacing the seat belt. Refer to Guided Fault Finding. If the Guided Fault Finding has already started,
update the test plan “15 - Airbag”.

5 - Bolts
Q 4.5Nm

Q Quantity: 2

6 - Front Seat Belt Guide

Q0 Removing and installing. Refer to
> “1.9.1 Front Seat Belt Guide, Removing and Installing, 2-Door”, page 126 .
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U When installing, note the correct installation position
7 - Bolt

Q 40 Nm

4 Replace the bolt if it was removed because of an accident when the seat belt was buckled.
8 - Seat Belt Guide

O Must swing into vertical position or carrier direction by itself after tightening screw.
9 - Bolt

Q 20 Nm

O Replace the bolt if it was removed because of an accident when the seat belt was buckled.
10 - Seat Belt Height Adjuster

Q Removing and installing. Refer to
= “1.13.1 Seat Belt Height Adjuster, Removing and Installing, 2-Door”, page 130 .

Q Always replaced if the belt tensioner has deployed with the belt on
11 - Washer
12 - Bolt

0 40 Nm

O Replace the bolt if it was removed because of an accident when the seat belt was buckled.
O Position by hand when installing

13 - Retaining Loop
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1.2.2 Overview - Front Three-Point Seat Belt, 4-Door and Wagon

1-Bolt
0 40 Nm

Q Replace the bolt if it was
removed becauseof an
accident when the seat
belt was buckled:

2 - Belt End Fitting

Q0 Removing and instal-
ling. Refer to
= “1.11.2 Front Belt End
Fitting, Removing and
Installing, 4-Dootand
Wagon”, page 128 .

3 - Bolts

Q 4.5Nm
O Quantity: 2

4 - Front Seat Belt Guide

U Removing and instal-
ling. Refer to
= “1.9.2 Front Seat Belt
Guide, Removing and
Installing, 4-Door and
Wagon”, page 127 .

O When installing, note
the correct installation
position

5 - Bolt
Q 40 Nm

Q0 Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

6 - Seat Belt Guide 10
O Must swing into vertical
position or carrier direction by itself after tightening screw.
7 - Bolt
Q 20 Nm
O Replace the bolt if it was removed because of an accident when the seat belt was buckled.

8 - Seat Belt Height Adjuster

Q0 Removing and installing. Refer to
= “1.13.2 Seat Belt Height Adjuster, Removing and Installing, 4-Door and Wagon”, page 132 .

O Always replaced if the belt tensioner has deployed with the belt on

9 - Automatic Belt Retractor

Q Driver side: with Driver Seat Belt Tensioner Igniter 1 - N153- and Left Front Seat Belt Tensioner Control
Module - J854-

Q Front passenger side: with Front Passenger Seat Belt Tensioner Igniter 1 - N154- and Right Front Seat
Belt Tensioner Control Module - J855-

O Removing and installing. Refer to
> “1.7.2 Front Three-Point Seat Belt, Removing and Installing, 4-Door and Wagon”, page 113 .

Q Forvehicles with Left Front Seat Belt Tensioner Control Module - J854- or Right Front Seat Belt Tensioner
Control Module - J855- , the components must be adapted to the Airbag Control Module - J234- after
replacing the seat belt. Refer to Guided Fault Finding. If the Guided Fault Finding has already started,
update the test plan “15 - Airbag”.
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10 - Bolt
Q 40 Nm
O Replace the bolt if it was removed because of an accident when the seat belt was buckled.

1.2.3 Overview - Front Three-Point Seat Belt, with Belt End Fitting Tensioner

1 - Seat Belt Height Adjuster

U Removing and instal-
ling. Refer to
= “1.13.2 Seat Belt
Height Adjuster, Re-
moving and Installing, 4-
Door and Wagon”, page
132.

Q Always replaced if the
belt tensioner has de-
ployed with the belt on

2 - Bolt
Q 20 Nm

Q Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

3 - Seat Belt Guide

QO Must swing into vertical
position or carrier direc-
tion by itself after tight-
ening the screw.

4 - Bolt
Q 40 Nm

O Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

5 - Front Seat Belt Guide

U Removing and instal-
ling. Refer to
= “1.9.2 Front Seat Belt |
Guide, Removing and

Installing, 4-Door and . . _ s _
Wagon”, page 127 . .

Q When installing, pay attention to the correct installation position

6 - Bolts
Q 45Nm
O Quantity: 2

7 - Bolt
Q 4.5Nm

8 - Automatic Belt Retractor

Q Driver side: with Driver Seat Belt Tensioner Igniter 1 - N153- and Left Front Seat Belt Tensioner Control
Module - J854-

Q Front passenger side: with Front Passenger Seat Belt Tensioner Igniter 1 - N154- and Right Front Seat
Belt Tensioner Control Module - J855-

Q Removing and installing. Refer to
= “1.7.3 Front Three-Point Seat Belt, Removing and Installing, with Belt End Fitting Tensioner”,
page 115 .
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9 - Bolt
Q 40 Nm
O Replace the bolt if it was removed because of an accident when the seat'belt was buckled.

10 - Belt End Fitting

U Removing and installing. Refer to
=5“1.11.3 Front Belt End Fitting, Removing and Installing, with Belt End Fitting Tensioner”, page 129 .

11 - Bolt
Q 20 Nm
Q0 Replace the bolt if it was removed because of an accident when the seat belt was buckled.

12 - Bolt

Q 40:Nm

Q Quantity: 2

O Replace the bolt if it was removed because of an accident when the seat belt was buckled.
13 - Belt End Fitting Tensioner

O Driver side: with Driver Seat Belt Tensioner Igniter 2 - N297-

Q Front passenger side: with Front PassengerSeat Belt Tensioner Igniter 2 - N298-

QO Removing =

— Remove the belt end fitting tensioner rele able from the belt end fitting. Refer to
=> “1.11.3 Front Belt End Fitting~Removing andfstalling, with Belt End Fitting Tensioner”, page 129 .

— Remove the bolts -12-.
— Release and disconnect the connector for the belt end fitting tensioner.

— Pull the belt end fitting tensioner forward from the sill and remove it.
Q Installing

Install in reverse order of removal.
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1.3 Overview - Rear ‘Eer Three-Point Seat KON
O
Belt &QJ%% Qoo%

= “1.3.1 Overview - Three- Péitﬁt Seat Belt, 2-Door without Belt

Ten3|oner” page 101 S
Q

A

= “1.3.2 Overview - Threé-Point Seat Belt, 2-Door with Belt Ten-
sioner”, page 102 %’

= “1.3.3 Overview - Ttgee -Point Seat Belt, 4-Door without Belt
Ten3|oner” page 103 <

= “1.3.4 Overview - TEree-Point Seat Belt, 4-Door with Belt Ten-
sioner”, page 104 =

> “1,3.5 Overview - Three-Point Seat Belt, Wagon without Belt
Tensioner”, page 105o

= “1.3.6 Overview - Tr%ee -Point Seat Belt, Wagon with Belt Ten-

=

sioner”, page 106 ‘g

1.3.1

o
%

1 - Automatic Belt Retractor% 1

Q Removing and instal-
ling. Refer to %,
> “1.8.1 Rear Three- Ok
Point Seat Belt, Remov-

ng and Installing, 2-

Door without Belt Ten-

sioner”, page 118 .

2 - Bolt
d 40 Nm

O Replace the boltif it was
removed because of an
accident when the seat
belt was buckled.

3 - Bolt
0 40 Nm

Q Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

4 - Outer Rear Belt End Fitting & 7

Q Removing and instal-
ling. Refer to
= “1.12 Rear Outer Belt
End Fitting, Removing
and Installing”,
page 130 .

NE9-10607
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1.3.2 Overview - Three-Point Seat Belt, 2-Door with Belt Tensioner

Aamlalicoiag
VST )

1 - Automatic Belt Retractor

0 Removing and instal-
ling. Refer to
> “1.8.2 Rear Three-
Point Seat Belt, Remov-
ing and Installing, 2-
Door with Belt Tension- | 4 w L . :
er”, page 119 . [ L i A %
2 - Wiring Harness '

3 - Bolt
d 40 Nm

QO Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

4 - Bolt
Q0 40 Nm

O Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

5 - Outer Rear Belt End Fitting

0 Removing and instal-
ling. Refer to
> “1.12 Rear Outer Belt
End Fitting, Removing
and Installing”,
page 130 .

alcTo
(S /701‘9
(/e/_
(S)

NE9-10608
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1.3.3 Overview

1 - Automatic Belt Retractor
Q Removing and instal-

ling. Refer to

= “1.8.3 Rear Three-

- Three-Point Seat Belt, 4-Door without Belt Tensioner

Point Seat Belt, Remov-

ing and Installing, 4-

Door without Belt Ten- S

sioner”, page 121 .
2 - Bolt
Q 40 Nm

removed because

O Replace the bolt if i’g;as

accident when the seat
belt was buckled. ©

3 - Bolt
0 40Nm

es,inpa

Q Replace the bolt if (ﬁwas
removed because of an
accident when the seat

belt was buckled. ~

2 by L=
4 - Quter Rear Belt End Fitt?%g T
Q Removing and instal-

ling. Refer to

= “1.12 Rear Outer Belt

q,)§
N
N
N2}

an

)
P

1)

End Fitting, Removing

and Installing”,
page 130 .

Ly,

S [ H5S-10609
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1.34 Overview - Three-Point Seat Belt, 4-Door with Belt Tensioner

1 - Automatic Belt Retractor 3

0 Removing and instal-
ling. Refer to
= “1.8.4 Rear Three- [~
i
I

Point Seat Belt, Remov-
ing and Installing, 4-
Door with Belt Tension-

er’, page 121.
2 - Wiring Harness 2—

3 - Bolt
Qd 40 Nm

Q Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

4 - Bolt
Q0 40 Nm

O Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

5 - Outer Rear Belt End Fitting

0 Removing and instal-
ling. Refer to
= “1.12 Rear Outer Belt
End Fitting, Removing

and Installing”,
page 130 .
>
\‘1&0%6
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1.3.5 Overview - Three-Point Seat Belt, Wagon without Belt Tensioner

1 - Belt Guide

Q Removing and instal-
ling. Refer to
= “1.10 Rear Seat Belt
Guide, Removing and
Installing”, page 127 .

2 - Automatic Belt Retractor

QO Removing and instal-
ling. Refer to
> “1.8.5 Rear Three-
Point Seat Belt, Remov-
ing and Installing, Wag-
on without Belt Tension-

er’, page 123 .
3 - Bolt
0 40 Nm 20
Q Replace the ba(iléifﬁ was
removed because of an
accident when the seat
belt was bugﬁled.
4 - Bolts 2
Q 8Nm o
O Quantity: 2
5 - Bolt for Outer Rear Belt End
Fitting =X
Q 40Nmy

a Replacéthe bolt if it was
removed because of an
accidentawhen the seat
belt was buckled.

2
6 - Outer Rear B%ot End Fitting
Q Removing and instal-

0

NES-10653

ling. Refer to .
= .12 Rear Outer Belt ! - =
End Fitting, Remayving and Installing”, page 130 . OQ,&
<’///‘% N
?9@
.J/fo,oo/r

DSJOGIOJCI
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1.3.6 Overview - Three-Pgim*\geat Belt, Wagon with "I%‘éf{% ensioner

X
RO
N >

1 - Belt Guide

O Removing and instal-g\Qb
ling. Refer to N
= “1.10 Rear Seat Belt
Guide, Removing and
Installing”, page 127 .

2 - Automatic Belt Retrﬁoctor

c
U Removing and instal-
ling. Referto =
> “1.8.6 Rear 'I‘E?aree-
Point Seat Belt,_Remov-
ing and Installing, Wag-
on with Belt Tefsioner”,

page 124 . 2
s
3 - Wiring Harness %2
4 - Bolt <,
Q 40Nm )

Q Replace the bolt if it was
removed because of ar’%
accident when the seat
belt was buckled.

5 - Bolts

Q 8Nm

O Quantity: 2
6 - Bolt for Outer Rear Belt End
Fitting

Q 40 Nm

Q Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

7 - Outer Rear Belt End Fitting

O Removing and instal-
ling. Refer to
= “1.12 Rear Outer Belt End Fitting, Removing and Installing”, page 130 .

NEO-10663
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1.4

1 - Seat Belt Latch

Q

a

a

a

2 - Nut

Q

3 - Nut

a
Q

4 - Automatic Belt Retractor

a

5 - Rear Center Belt'‘Guide

Q

Q

Q

6 - Right 2/3 Rear Seat Backrest

Overview - Rear Center Three-Point Seat Belt

With Passenger Side
Rear Seat Belt Switch -
E259-

Removing and instal-
ling. Refer to

= “1.15 Rear Seat Belt
Latch, Removing and
Installing”, page 136 .

Always replaced if the
belt tensioner has der
ployed with the belt on

Must lie on stop’when
tightening the nut.

40 Nm

40 Nm

Replace the bolt if it was
removed because of an
accident when the seat
belt was buckled.

Removing and instal-
ling. Refer to

> “1.8% Rear Three
Point Seat Beltin Center
Seating Position, Re-
moving and Installing”,
page 125 .

Replace the entire belt
guide if damaged.

To remove, press the

ﬁ AED-10827

two side tabs inward and remove, the seat belraaide
When installing, press on until it engages audibly.

7 - Center Rear Belt End Fitting
4 Removing and installing. Refer to = “1.15 Rear Seat Belt Latch, Removing and Installing”, page 136 .

1. Seat Belts 1 07
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1.5 Overview - Front Seat Belt Latch
= “1.5.1 Overview - Front Seat Belt Latch, 2-Door”, page 108

= “1.5.2 Overview - Front Seat Belt Latch, 4-Door and Wagon”,
page 109

1.5.1 Overview - Front Seat Belt Latch, 2-Door

1 - Front Seat Belt Latch

2 - Front Seat

Q Driver side: with Driver
Seat Belt Switch - E24-

O Front passenger side:
with Front Passenger
Seat Belt Switch - E25-

Q0 Removing and instal-
ling. Refer to
= “1.14.1 Front Seat
Belt Latch, Removing
and Installing, 2-Door
Vehicles”, page 133 .

O Always replaced if the
belt tensioner has de-
ployed with the belt on

3 - Bolt
Q 40 Nm

U Replace every time it is
loosened

OikSWagen AG %,
(S}

NE9-1 0605

Sn,
(o)
fg"are
7,
()

%
Q

© 3

o2
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1.5.2 Overview - Front Seat Belt Latch, 4-Door and Wagon

1 - Front Seat Belt Latch

2 - Front Seat

Q Driver side: with Driver
Seat Belt Switch - E24-

Q Front passenger side:
with Front Passenger
Seat Belt Switch - E25-

0 Removing and instal-
S

I|ng Refer to 2
= “1.14.2 Front Seagb
Belt Latch, Remo
and Installing, 4:
Vehicles and V&"aqon”
page 134 . 8

Q Always replébed if the
belt tensnorter has de-
ployed with the belt on

3 - Bolt
0 40 Nm

O Replace ¢ esvery time it is
loosened

npart orjp,

176,
/J/faoo
A
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=
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1.6 Overview - Rear Seat Belt Latch

1 - Left Dual Seat Belt Latch

Q With Driver Side Rear
Seat Belt Switch - E258-

0 Removing and instal-
ling. Refer to
> “1.15 Rear Seat Belt
Latch, Removing and
Installing”, page 136 .

O Always replaced if the
belt tensioner has de-
ployed with the belt on

0 When tightening push
the belt latch assembly
against the stop.

O Must make contact with
the stop.

2 - Center Seat Belt Latch

With Center Rear Seat
Belt Switch - E609-

0 Removing and instal-
ling. Refer to
> “1.15 Rear Seat Belt
Latch, Removing and
Installing”, page 136 .

O Always replaced if the
belt tensioner has de-
ployed with the belt on

Q0 When tightening push
the belt latch assembly
against the stop.

QO Must make contact with
the stop.

3 - Right Seat Belt Latch with
Rear Center Belt End Fitting

=

ABI-10525

Q With Passenger Side

Rear Seat Belt Switch - E259-
Q Removing and installing. Refer to = “1.15 Rear Seat Belt Latch, Removing and Installing”, page 136 .
Q Always replaced if the belttensioner has deployed with the belt on
Q0 Must lie on stop when tightening the nut.
4 - Nut
0 40Nm
U Replace the bolt if it was removed because of an accident when the seat belt was buckled.

5

5 - Connector

Q For Passenger Side Rear Seat Belt Switch -'E259-
6 - Nut

Q 40 Nm

Q Replace the bolt if it was removed because of an accident when the seat belt was buckled.

7 - Connector
Q For Driver Side Rear Seat Belt Switch - E258- and Center Rear Seat Belt Switch - E609- .

1 1 0 Rep. Gr.69 - Passenger Protection, Airbags, Seat Belts
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1.7 Front Three-Point Seat Belt, Removing
and Installing

= “1.7.1 Front Three-Point Seat Belt, Removing and Installing, 2-
Door”, page 111

= “1.7.2 Front Three-Point Seat Belt, Removing and Installing, 4-
Door and Wagon®, page 113

= “1.7.3 Front Three-Point Seat Belt, Removing and Installing,
with Belt End Fitting Tensioner”, page 115

1.7.1 Front Three-Point Seat Belt, Removing
and Installing, 2-Door

Removing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to > “1 Safety Precautions”, page 1 .

¢ Observe the disposal regulations for pyrotechnical com-
ponents. Refer fo
> “1.3 Airbag, Belt Tensioner and Bafttery Cut-Out Units,
Storing, Transporting and Disposing”, page 5 .

— On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

— Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

— Remove the side trim panel. Refer to
= “5.16 Side Trim Panel, RWWMMQ@QJ@L

page 294 . ; \!\1<>\V\‘5‘Ww
o) (¥
- Remove the\(so‘??t belt end fitting for 2-door. Refer to %%

= “1.11.1 Eront Belt End Fitting, Removing and Installing, f%
Door’, Qgﬁe 128 . Q

D
- Fronggeat belt guide, removing and installing, 2-door. Refer to
= “1:9.1 Front Seat Belt Guide, Removing and Installing, 2-
Dg%r”, page 126 .
<

Ole,

Wh

Remove the bolt -1-.

indart orin

’ Remove the seat belt relay -2- and seat belt.

~1irng Seé

WARNING
B

@fore handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
chaAge static electricity”. This can be done by touching the door
stril er, for example.

AB9-10852
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— Release the connector lock with a small screw driver in direc-
tion of -arrow-, and remove the connector for the seat belt
tensioner igniter 1 -item 1-.

— Remove the bolt -3- and the automatic belt retractor=2- from
the mount.

Installing

A WARNING

¢ Observe the safety precautions for pyratechnical compo-
nents. Refer to > “1 Safety Precautions”, page 1 .

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person-handling it must
“discharge static electricity”. This can be done by fouching
the door striker, for example.

AGI-10854 |

Install in reverse order of removal. Note the following:

— If parts of the seat belt system are removed'due to an accident,
replace the belt system bolts.

@ Note

Make sure the electrical connectors are pushed in as far:as the
stop and that they engage audibly.

— Insert the automatic belt retractor with the anti-twist mecha-
nism -1- in the mount -2- in direction of -arrow- and tighten the
bolt.

— Attach the connector -1- to the igniter in direction of
-arrow A-.

— Install the connector locking mechanism -2- in direction of
-arrow B-. While doing this, the connector is pushed into the
igniter and locks into place.

A WARNING

Ignition must be on when connecting battery. If pyrotechnic
components (for example, airbag, belt tensioner) are not re-
paired correctly, they may deploy unintentionally after con-
necting bafttery. There must not be anyone inside the vehicle
when connecfing the balfery.

=
s
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— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- .

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

Tightening Specifications

4 Referto
= “1.2.1 Overview - Front Three-Point Seat Belt, 2-Door”, page
96

For vehicles with Left Front Seat Belt Tensioner Control Module
- J854- or Right Front Seat Belt Tensioner Control Module -
J855- , the components must be adapted to the Airbag C
Module - J234- after replacing the seat belt. Refer to Gg(i)«ma Fault
Finding. If the Guided Fault Finding has already stgjit%d, update
the test plan “15 - Airbag”. >

1.7.2 Front Three-Point Seagzﬁelt, Removing
and Installing, 4-Door'and Wagon

()
Removing 2

<
A WARNING H

o
¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to > "1 Safely Precautions”, page 1 .

¢ Observe the disposal regulations for pyrotechnical com-
ponents. Refer fo 2
> “1.3 Airbag, Belt Tensioner and Battery Cut-Out Units,
Storing, Transporting and Dispesing’, page 5 .

Q)

2

<
— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Conne@or - TW-.

)

— Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; RerS},éGr. 27 ; Battery;
Battery, Disconnecting and Connecting . 7,

0.
— Remove the lower B-pillar trim panel. Refer too»"g@
> “5.13.2 B-Pillar Trim Panel, Removing and Instaffing, 2-
Door”, page 289 .

— Remove the front belt end fitting for 4-door and Wagon. Refer
to
= “1.11.2 Front Belt End Fitting, Removing and Installing, 4-
Door and Wagon”, page 128 .

— Front seat belt guide, removing and installing, 4-door and
Wagon. Refer to
= “1.9.2 Front Seat Belt Guide, Removing and Installing, 4-
Door and Wagon”, page 127 .

.Volkswa
trofoo G

Noy

IOS’IOSJOJCI
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— Remove the bolt -1-.

— Remove the seat belt relay -2- and seat belt.

A WARNING

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity’. This can be done by fouching the door
striker, for example.

— Release the connector lock with a small screw driver -arrow-,
and remove the connector for the seat belt tensioner igniter 1
in direction of -item 1-.

— Remove the bolt -3- and the automatic belt retractor -2- from
the mount.

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nentfs. Refer to = “1 Safety Precautions”, page 1 .

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”’. This can be done by touching
the door striker, for example.

AGI-10854 |

Install.in reverse order of removal. Note the following:

— If parts of the seat belt system are removed due to an accident,
replace the belt system bolts.

@ Note

Make sure the electrical connegtors are pushedin as far as the
stop and that they engage audibly.

— Insert the automatic belt retractor with the anti-twist mecha-
nism -1- in the mount -2- in direction of -arrow- and tighten the
bolt.

1 1 4 Rep. Gr.69 - Passenger Protection, Airbags, Seat Belts
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— Attach the connector -1- to the igniter in direction of
-arrow A-.

— Install the connector locking mechanism -2- in direction of
-arrow B-. While doing this, the connector is pushed into the
igniter and locks into place.

A WARNING

Ignition must be on when connecting battery. If pyrotechnic
components (for example, airbag, belf tensioner) are not re-
paired correctly, they may deploy uninfentionally after con-
necting battery. There must not be anyone inside the vehicle
when connecting the battery.

ZA
¢

— On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

— Connect the battery ground cable with the ignition turned on.
Refer to > Electrical Equipment; Rep. Gr. 27 ; Battery; Bat:
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the batlery is reconnected
- ‘indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

Tightening Specifications

¢ Referto
= “1.2.2 Overview - Front Thre&-Point Seat Belt, 4-Door and
Wagon”, page 98

For vehicles with Left Front Seat Belt Tensioner Control Module
- J854- or Right Front Seat Belt Tensioner Control Module -
J855- , the components must be adapted to the Airbag Control
Module - J234- after replacing the seat belt. Refer to Guided Fault
Finding. If the Guided Fault Finding has already started, update
the test plan “15 - Airbag”.

1.7.3 Front Three-Point Seat Belt, Removing
and Installing, with BeltEnd Fitting Ten-
sioner

Removing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to
= “1.2 Pyrotechnic Components Safely Precautions”,

page 3.

¢ Observe the disposal regulations for pyrotechnical com-
ponents. Refer fo
= “1.3 Airbag, Belf Tensioner and Battery Cut-Out Units,

Storing, Transporting and Disposing”, page 5 .

1. Seat Belts 1 1 5
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Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

Remove the upper and lower B-pillar trim panel. Refer to
= “5.13.1 B-Pillar Trim Panel, Removing and Installing, 4-Door
and Wagon”, page 286 .

Sill panel strip, removing and installing. Refer to
= “5.10.2 Sill Panel Strip, Removing and Installing, 4-Door”,

page 279 .

Remove the front belt end fitting. Refer to
= “1.11.3 Front Belt End Fitting, Removing and Installing, with
Belt End Fitting Tensioner”, page 129 .

Remove the front seat belt guide.
Remove the bolt -1-.

Remove the seat belt guide -2- and seat belt webbing.

A WARNING

Before handling pyrotechnic components-(for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity”. This can be done by briefly fouching

the door striker pin, for example.

Vehicles without Reversible Belt Tensioner

Release the connector lock with a small screwdriver -arrow-,
and remove the connector for the belt tensioner igniter 1
-item 1-.

If equipped, release and remove the second connectopfrom
the front automatic belt retractor -2- in the same way.

Remove the bolt -3- and the automatic belt retractor -2- from
the mount.

ABS-10852

ABB-10854 |
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Vehicles with Reversible Belt Tensioner
— Release and disconnect the connectors -2 and 5-.

— Remove the bolts -1 and 4- and then remove the_automatic
belt retractor -3- from the mount.

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nenfts. Refer fo
= “1.2 Pyrotechnic ComponentssSafely Precautions”’,

page 3.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”. This can be done by briefly
fouching the door striker pin, for example.

Install in reverse order of removal and>note the following:

— If parts of the seat belt system are removed due to an accident,
replace the belt system bolts.

@ Note

Make sure the connectors are pushed in all the way,and that they
engage audibly.

— Insert the automatic belt retractor with the anti-twist mecha-
nism -1- in the mount -2- -arrow- and tighten the bolt.

A WARNING

The ignition must be on when connecting the battery. If pyro-
technic components (for example, airbag, belt tensioner) are
not repaired correctly, they may deploy unintentionally after
connecting battery. There must not be anyone in the vehicle
interior when connecting the baftery.

— Connect the battery ground cable with the ignition turned on.
Refer to > Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

Tightening Specifications

¢ Referto
= “1.2.3 Overview - Front Three-Point Seat Belt, with Belt End
Fitting Tensioner”, page 99
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1.8 Rear Three-Point Seat Belt, Removing
and Installing

> “1.8.1 Rear Three-Point Seat Belt, Removing and Installing, 2-
Door without Belt Tensioner”, page 118

= “1.8.2 Rear Three-Point Seat Belt, Removing and Installing, 2-
Door with Belt Tensioner”, page 119

> “1.8.3 Rear Three-Point Seat Belt, Removing and Installing, 4- enAG. Volkswagen 4
Door without Belt Tensioner”, page 121 \‘0\\«6“39 “

\%)
= “1.8.4 Rear Three-Point Seat Belt, Removing and Installinq“ﬁd
Door with Belt Tensioner’, page 121 §°

= “1.8.5 Rear Three-Point Seat Belt, Removing and Ing@%lllnq
Wagon without Belt Tensioner”, page 123 &

X

= “1.8.6 Rear Three-Point Seat Belt, Removing angflnstalllnq
Waqon with Belt Tensioner”, page 124 $

= “1.8.7 Rear Three Point Seat Belt in Center Sé)atlnq Position,
Removmq and Installing”, page 125 §
1.8.1 Rear Three-Point Seat Belt, Removing
and Installing, 2-Door wﬂEout Belt Ten-
sioner

Urposes |

Removing

— Remove the rear shelf compartment. Refer %

> “6.9 Rear Shelf Compartment, Removing sand Installing”,

page 316 . %

- Remove the rear outer belt end fitting. Refer to
= “1.12 Rear Outer Belt End Fitting, Removing é’&]d Installing”,

page 130 . 7/,0
— Remove the bolt -1-. “%(/

/

— Remove the automatic belt retractor -2- from the mouniyO

Installing
Install in reverse order of removal. Note the following:

— If parts of the seat belt system are removed due to an accident,
replace the belt system bolts.

Tightening Specifications

¢ Referto
= “1.3.1 Overview - Three-Point Seat Belt, 2-Door without Belt
Tensioner”, page 101
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1.8.2 Rear Three-Point Seat Belt, Removing
and Installing, 2-Door with Belt Tension-
er

Removing

AG. VOIRSWagen A
wage" Go
A WARNING %85 s
. edb 91/,3,@

° Z
14 Obser%&“%e safety precautions for pyrotechnical con"?ﬂg—
nents: Refer to = "1 Safely Precautions”, page 1 . %,

Q S
14 Qﬁserve the disposal regulations for pyrotechnical com-
sponents. Refer fo
¢ = “1.3 Airbag, Belt Tensioner and Battery Cut-Out Units,
Storing, Transporting and Disposing”, page 5 .

S
<
2

On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

Remove the rear shelf compartment. Refer to
> “6.9 Rear Shelf Compartment, Removing and Installing”,
page 316 .

Remove the rear outer belt end fitting. Refer to
o> “1.12 Rear Outer Belt End Fitting, Removing and Installing”,

. oses,inpart or;
em\a\purﬁ) pl Or’”WhO/e

PR

-, WARNING

the airbag. T/i@,cﬁfore the technician mugt:
tricity from the body, before separating the
wiring. This is done, forexample, by bfiegggmsﬁ
sis or door striker.

/:qnit‘i01;1>\7 ground
ing the chas-

— Disconnect the wiring harness and unclip the connector -1-.

— Remove the bolt -2-.

1. Seat Belts 1 1 9
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Remove the automatic belt retractor -3- from the mount.

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to > “1 Safety Precautions”, page 1.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”. This can be done by fouching

the door striker, for example.

MEG-10612

Install in reverse order of removal. Note the following:

If parts of the seat belt system are removed due to an accident,
replace the belt system bolts.

@ Note

Make sure the electrical connectors are pushed in as far as the
stop and that they engage audibly.

A WARNING

Ignition must be on when connecting battery. If pyrotechnic
components (for example, airbag, belt tensioner) are not re-
paired correctly, they may deploy unintentionally after con-
necting battery. There must not be anyone inside the vehicle

when connecting the balfery.

On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- . (ewage” AG.
\

— Connect the battery ground cable with the i Tt\)lr? turned on.
Refer to = Electrical Equipment; Rep. G\\(o‘\ ; Battery; Bat-
tery, Disconnecting and Connecting _%%%0

\)(\
A WARNING &
&

Q

Ifthe ignition is not switched on after the battery is reconnected
- ‘indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only-be switched on when the driver

seal is positioned all the wa ygg)ack.

=
Tightening Specifications

¢ Referto ’
= “1.3.2 Overview - ThreezPoint Seat Belt, 2-Door with Belt

Tensioner”, page 102

[®]
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1.8.3 Rear Three-Point Seat Belt, Removing
and Installing, 4-Door without Belt Ten-
sioner

Removing

— Remove the rear shelf compartment. Refer to
> “6.9 Rear Shelf Compartment, Removing and Installing”,

page 316 .

— Remove the rear outer belt end fitting. Refer to
= “1.12 Rear Outer Belt End Fitting, Removing and Installing”,

page 130 .
— Remove the bolt -1-.

— Remove the automatic belt retractor -2- from the mount.
Installing
Install in reverse order of removal. Note the following:

— If parts of the seat belt system are removed due to an accident,
replace the belt system bolts.

Tightening Specifications

¢ Referto
= “1.3.3 Overview - Three-Point Seat Belt, 4-Door without Belt
Tensioner”, page 103

1.8.4 Rear Three-Point Seat Belt, Removing
and Installing, 4-Door with Belt Tension-
er

Removing

A WARNING

¢ Observe the-safely precautions for pyrotechnical compo-
nents, Refer.fo > “1 Safely Precautions”, page 1.

¢ Observe the disposal regulations for pyrotechnical com-
ponents. Refer fo
= “1.3 Airbag, Belt Tensioner and Battery Cut-Out Units,

Storing, Transporting and Disposing’, page 5 .

1. Seat Belts 1 21
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— On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

— Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

— Remove the rear shelf compartment. Refer to
= “6.9 Rear Shelf Compartment, Removing and Installing”,
page 316 .

— Remove the rear outer belt end fitting. Refer to
= “1.12 Rear Outer Belt End Fitting, Removing and Installing”,

page 130 .

A WARNING

Electrostatic discharges can lead to unintended deployment of
the airbag. Therefore the technician must discharge static elec-
tricity from the bodly before separating the ignition and ground
wiring. This is done, for example, by briefly grasping the chas-
sis or door striker.

oW
— Disconnect the wiring harness and unclip the connegtﬁ?lo1-
N
- Remove the bolt -2-. ,&\\‘\0K

Q;%%
— Remove the automatic belt retractor -3- fr@?n the mount.

Installing g}@

(@)
A WARNING f
[e)

¢ Observe the safely precautions é%r pyrotechnical compo-
nents. Refer to > "1 Safely Precautions”, page 1.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the;person handling it must
“discharge static electricity’. This can be done by fouching
the door striker, for example. ©

agen AG. VoIkswagenAG %
es

/70,9

)

"

P,
%

12\ pyrPos

Install in reverse order of removal. No‘{@ the following:

— If parts of the seat belt system are rer%oved due to an accident,

replace the belt system bolts. %
9@
2
(°s
@ Note ) 2,
//,-

Make sure the electrical connectors are pushed /ﬁba?s‘ far as the
stop and that they engage audibly. "Ma

OO/rqD.:n

A WARNING

Ignition must be on when connecting baftery. If pyrotechnic
components (for example, airbag, belt tensioner) are not re-
paired correctly, they may deploy unintentionally after con-
necting battery. There must not be anyone inside the vehicle
when connecting the battery.

g

JOJd
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— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- .

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

Tightening Specifications

4 Referto
= “1.3.4 Overview - Three-Point Seat Belt, 4-Door with Belt
Tensioner”, page 104

1.8.5 Rear Three-Point Seat Belt, Removing
and Installing, Wagon without Belt Ten-
sioner

Removing

— Remove the bench seat. Refer to
= “3.7 Seat Bench/Single Seat, Removing and Installing”,

age 424. o\\kswage“ AU'VOIKbWage”AGdoesnOf
— Remove the rear seat backre%ngbfer to 90%
> “3.8 Rear Seat Backrest,[Reémoving and Installing”, LN
page 426 . &> Yo
Q (&)
- Remove the D-piIIargﬁ?\n panel. Refer to %@
= “5.15 D-Pillar Trin¥ Panel, Removing and Installing”, Z,
page 293 . S %,
Q Z

— Luggage compartment side trim panel, removing and instal-
ling, Wagon. Réfer to
> “6.12.2 Luggage Compartment Side Trim Panel, Removing
and InstallianWaqon”, page 321 .

— Remove the §ear outer belt end fitting. Refer to
= “1.12 ReariOuter Belt End Fitting, Removing and Installing”,
page 130 . <

— Remove the%olt -1-.

— Pullthe seat%elt -3- under the seat belt guide -4- forward.

— Remove the é‘%ltomatic belt retractor -2- from the mount.

Installing ?f%
[&]
Install in reverse order of removal. Note the following:
F7.

— If parts of the seat g@g system are removed due to an accident,
replace the belt systé@g\ bolts.
7

Tightening Specifications

¢ Referto O
= “1.3.5 Overview - Three-Point %’é&t,Belt, Wagon with
Tensioner”, page 105 T80,

NB9-10659
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Volkswa

1.8.6  Rear Three-Point Seat Belt;'Removi
and Installing, Wag,@ﬁ*with Belt Tension-
er S

Removing éé*@%

(%)

nAGdo@sn
O,

&
A WARNING ¢

Qo

<
¢ Observe the safg?’y precautions for pyrotechnical compo-
nents. Refer fo = “1 Safety Precautions”, page 1 .

=
¢ Observe the disposal regulations for pyrotechnical com-
ponents. Refer fo
> “1.3 Airbag,Belt Tensioner and Battery Cut-Out Units,

Storing, Transporting and Disposing’, page 5 .

0S

— On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage Sys%@m Maintenance Connector - TW- .

— Disconnect the baﬁery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

- Remove the bench sé%,;. Refer to
= “3.7 Seat Bench/Single Seat, Removing and Installing”,
page 424 . %;/

.

— Remove the rear seat backre(éb.Refer to

> “3.8 Rear Seat Backrest, Ren‘?‘@;@q and Installing”,

page 426 . %,

— Remove the D-pillar trim panel. Refer to
= “5.15 D-Pillar Trim Panel, Removing and Installing”,

page 293 .
— Luggage compartment side trim panel, removing and instal-

ling, Wagon. Refer to
> “6.12.2 Luggage Compartment Side Trim Panel, Removing

DS‘IOSJOJd

9y,
QU
PN,
@)
©

%
%
(&)

Q,
%

and Installing, Wagon”, page 321 .

— Remove the rear outer belt end fitting. Refer to
= “1.12 Rear Outer Belt End Fitting, Removing and Installing”,

page 130 .

A WARNING

Electrostatic discharges can lead to unintended deployment of
the airbag. Therefore the technician must discharge static elec-
tricity from the bodly before separating the ignition and ground
wiring. This is done, for example, by briefly grasping the chas-
sis or door striker.

— Disconnect the wiring harness and unclip the connector -1-.
— Pull the seat belt -4- under the seat belt guide -5- forward.
— Remove the bolt -2-.

'l. N93-10682
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— Remove the automatic belt retractor -3- from the mount.

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to > “1 Safety Precautions”, page 1 .

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”. This can be done by fouching
the door striker, for example.

Install in reverse order of removal. Note the following:

— If parts of the seat belt system are removed due to an accident,
replace the belt system bolts.

@ Note

Make sure the electrical connectors are pushed in as far as the
stop and that they engage audibly.

LW

agen AG_VolkswagenAG do
es

6‘0\) N
A WARNING +°
‘b\i\\(\

=]
Ignition must be on when connecting battery. If pyrotechnic
components (for eﬁmp/e, airbag, belt tensioner) are not re-
paired correctly, they may deploy uninfentionally after con-
necting battery. $here must not be anyone inside the vehicle
when connecting the balttery.

Olg,

<
- On “eGoIf_§ehicIes” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- .

— Connect t§e battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disc@nnecting and Connecting .

/N warninG

Q
Ifthe ignition /%not switched on after the battery is reconnected
- ‘indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

~
%

Tightening Speciﬁcation%%o

¢ Refer to O
> “1.3.6 Overview - Three-PdiitSeat Belt, Wagon haf
Tensioner”, page 106 o, oy uet®

1.8.7 Rear Three Point Seat Belt in Center
Seating Position, Removing and Instal-
ling

Removing

— Remove the backrest cover and backrest cushion from the
rear seat backrest. Refer to

[\&

> [MBe-10661
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= “2.4 Rear Seat Backrest Cover and Cushion, Removing and
Installing”, page 463 .

— Remove the nut -1-.
— Disengage the three-point seat belt -2- and remove it.

— Guide out the seat belt -3-.

Installing

— If parts of the seat belt system are removed due to an accident,
replace the belt system mounting bolts.

— Insert the three-point seat belt with the anti-twist mechanism
in the mount and tighten the nut.

Install in reverse order of removal.

Tightening Specifications

¢ Refer to

= “1.4 Qverview - Rear Center Three-Point Seat Belt”, Wag

page 107 o o¥®
o‘\66
1.9 Front Seat Belt Guide, Removc;ni; and
Installing @60

= “1.9.1 Front Seat Belt Guide, Removing and mstalllnq 2-Door”,

page 126 <

S
= “1.9.2 Front Seat Belt Guide, Removing. énd Installing, 4-Door
and Wagon”, page 127

1.9.1 Front Seat Belt Gmd@% Removing and

Installing, 2-Door

Removing

- Remove the side trim panel. Refer toqé
= “5.16 Side Trim Panel, Removing ﬁwd Installing”,

page 294 . =1

— Remove the two bolts -2- and then the‘ageat belt guide -1-.
<

@ ?2/
Note S
7
%

<

For vehicles that have the seat belf guides /nser?eg’ into the body,

the two bolts -2- do not apply. ,4

%,
. /
Installing Dt
, e
Install in reverse order of removal. Pojog,

@ Note

When installing, note the correct installation position of the seat
belt guide.

Tightening Specifications

4 Referto
= “1.2.1 Overview - Front Three-Point Seat Belt, 2-Door”, page

96

MNES-10602
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1.9.2 Front Seat Belt Guide, Removing and
Installing, 4-Door and Wagon

agen AG.Volkswagen AG do
Oss

ot
g"k?rQ
g

Removing qos™?

— Remove the upper B-pillar trim panel. Refer ;@w
= “5.13.1 B-Pillar Trim Panel, Removing am@\lnstalllnq 4-Door
and Wagon”, page 286 . 6%

— Remove the two bolts -2- and then®$h°e seat belt guide -1-.

RNy

&8
$
S

9

For vehicles that have the seat &/t guides inserted info the body,
the two bolts -2- do not apply. =

<

S
Installing £

Q
Install in reverse order of remgval

=
@ Note 2

3
When installing, note the correct installation position of the seat
belt guide. %o

o
Tightening Specifications O?/@
Z
¢ Refer to KA
= “1.2.2 Overview - Front Three- Pon‘@Seat Belt, 4-Door and
Wagon”, page 98 %
/(/@
1.10 Rear Seat Belt Guide, Remoﬂngggond In-
stalling SHoig

Removing

— Luggage compartment side trim panel, removing and instal-
ling, Wagon. Refer to
= "6.12.2 Luggage Compartment Side Trim Panel, Removing
and Installing, Wagon”, page 321 .

— Remove the two bolts -1- and then the seat belt guide -2-.
Installing
Install in reverse order of removal.

E] Note

When installing, note the correct installation position of the seat
belt guide.

Tightening Specifications ' " [Weaioes0 |
¢ Refer to

= “1.3.5 Overview - Three-Point Seat Belt, Wagon without Belt
Tensioner”, page 105

¢ Referto
> “1.3.6 Overview - Three-Point Seat Belt, Wagon with Belt
Tensioner”, page 106
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1.11 Front Belt End Fitting, Removing and In-
stalling

= “1.11.1 Front Belt End Fitting, Removing and Installing, 2-Door”,

page 128

= “1.11.2 Front Belt End Fitting, Removing and Installing, 4-Door
and Wagon”, page 128

= “1.11.3 Front Belt End Fitting, Removing and Installing, with Belt

End Fitting Tensioner”, page 129

1.11.1  Front Belt End Fitting, Removing and In-
stalling, 2-Door qoxs™

agen AG.Volkswagen AG d

Removing

— Remove the sill panel strip. Refer to
= “5.10 Sill Panel Strip, Removing and Installuﬁb page 278 .

ey
— Remove the bolt -3-. N

’\
— Remove the bolt -2- and remove with thes%/asher 1-.

— Remove the seat belt loop from the belgend fitting -4-.
Installing

e(c.\a\purposes, inpart orin Whe,
o
(00

— Guide the belt end fitting -4- through the se’gt belt loop.
— Attach the belt end fitting with the washer -1- é%d the bolt -2-.
— Install the belt end fitting with the bolt -3-. /4%0

Q/J,f
A WARNING %1,

Follow the bolt sequence exactly.

Tightening Specifications

¢ Referto
= “1.2.1 Overview - Front Three-Point Seat Belt, 2-Door”, page
96

1.11.2  Front Belt End Fitting, Removing and In-
stalling, 4-Door and Wagon

Removing

« Front seat positioned all the forward and raised all the way up.

— Fold the service door in the sill panel strip near the belt end
fitting inward.
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Remove the bolt -1- and detach the belt end fitting -2- from the

body.
Installing

Install in reverse order of removal.
Tightening Specifications

4 Referto

> “1.2.2 Overview - Front Three-Point Seat Belt, 4-Door and
Wagon”, page 98

\ [ Nes-10444 |
agen AG. VolkswagenAGd
oS

1.11.3  Front BelLEﬁd Fitting, Removing ancfofﬁc% ”
stallmgﬂwth Belt End Fitting Tensioner

& !
Removing c§ %f@
2,
— Remove the SI|| panel. Refer to %‘
> “5.10.2&ill Panel Strip, Removing and Installing, 4-Door”, %
Qage 279 “
2 =
— Open téhe cover for the coupling point -1- -arrow-.

- Guidéthe release cable -2- out of the coupling point -1-.

— Remove t%‘é,bolt -1- and detach the belt end fitting -2- from the

body. 2,
",
Installing .4%
Install in reverse order éioyemoval
Tightening Specifications 4%%91
Old
¢ Referto

= “1.2.3 Overview - Front Three-Point Seat Belt, with Belt End
Fitting Tensioner”, page 99

1. Seat Belts 1 29



wagen AG. VolkswagenAG do
oxs

es
e@b\l noj‘%@r@
Golf 2013 > , Golf Variant 2014 > g}@olf 2014 > KON

Body Interior - Edition 07.2015 =

00
1.12 Rear Outer Belt EncﬁFitting, Removing
and Installing &
N
Removing 5
— Remove the bolt -1- on the bel §O nd fitting -2-.

Installing

IS
A
o]
t
©
o
c
[72]
(0]
(2]
o
Q.
o
=)
[eR
)
Li
()
B
OO
6@
?
3

[

* The anti-twist mechanism -arrow- on ﬁg@ floor panel must rest
in the belt end fitting opening -2-.

(”/f
— Tighten the belt end fitting -2- with the bolt
Tightening Specifications

Loy,
¢ Referto SHoig
= “1.3 Overview - Rear Outer Three-Point Seat Belt”,
page 101

_G]> 3 %,
1 %,

1.13 Seat Belt Height Adjuster, Removing
and Installing

= “1.13.1 Seat Belt Height Adjuster, Removing and Installing, 2-
Door”, page 130

= “1.13.2 Seat Belt Height Adjuster, Removing and Installing, 4-
Door and Wagon”, page 132

1.13.1  Seat Belt Height Adjuster, Removing
and Installing, 2-Door

Removing

— Press the seat belt height adjustment button and move the
slide for seat belt height adjustment into the lowest position.

— Loosen the upper B-pillar trim panel. Refer to
= “5.13.2 B-Pillar Trim Panel, Removing and Installing, 2-
Door”, page 289 .

— Set aside the B-pillar trim with the seat belt still threaded
through it.

— Remove the bolt -4-.

— Remove the seat belt guide -1- with the seat belt webbing.
— Remove the bolt -3-.
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— Remove the seat belt height adjuster -2- upward from the B-
pillar.

Installing
Install in reverse order of removal. Note the following:

— If parts of the seat belt system are removed due to an accident,
replace the belt system bolts.

E] Note

& Replacement seat belt height adjusters are delivered with the
slide in the lowest position (installation position).

¢ /fremoved seat belt height adjusters are reinstalled, these
should be placed in the lowest position (installation position).

— Engage the seat belt height adjuster -2- into the B-pillar. ! .
— Tighten,the bolt -3-.

— Install thecseat belt height adjuster -1- and tighten the bolt
-4-.
&)

@ Note

The seat belt height adjuster button must not be pressed when
installing the B-pillar trim panel.

— First, insert the B-pillar trim panel -3- upward into the mount
on the roof.

*  The mount -2- for the sliding piece of the B-pillar trim must
engage in the retaining pin -1- on the seat belt height adjuster
-arrow-.

— Seat belt height adjuster replacement part: after installing the
B-pillar trim, push the slide all the way up.

» This unlocks the seat belt height adjuster assembly anchor-
age.

— When checking function, the following conditions must be ful- '
filled: T

» The seat belt height adjuster must audibly engage in each of
the three possible positions (and also in the highest position).

* Belt height adjuster button must return to upper position by
itself after being pressed.

« Belt relay must swing into vertical position or carrier direction
by itself after tightening screw.

If any functions did not work, the seat belt height adjuster assem-
bly must be checked; the height adjuster may need to be re-
placed.

Tightening Specifications

¢ Referto
= “1.2.1 Overview - Front Three-Point Seat Belt, 2-Door”, page
96
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1.13.2 Seat Belt Height Adjuster, Removing
and Installing, 4-Door and Wagon
Removing

— Press the seat belt height adjustment button and move the
slide for seat belt height adjustment into the lowest position.

— Loosen the upper B-pillaritrim panel. Refer to
= “5.13.1 B-Pillar Trim Panel, Removing and Installing, 4-Door
and Wagon”, page 286<

— Set aside the B-pillar trim with the seat belt still threaded
through it.

— Remove the bolt -4-.
— Remove the seat belt guide -1- with the seat belt webbing.
— Remove the bolt -3-.

— Remove the seat belt height adjuster -2- upward from the B-
pillar.

Installing
Install in reverse order of removal. Note the following:

— If parts of the seat belt system ate removed due to an accident,
replace the belt system bolts.

@ Note

& Replacement seat belt height adjusters are delivered with the
slide in the lowest position (installation position).

& /fremoved seat belf height adjusters are reinstalled, these
should be placed in the lowest position (installation position,).

— Engage the seat belt height adjuster -2- into the B-pillar.

— Tighten the bolt -3-.

— Install the seat belt height adjuster -1- and tighten the bolt
-4-,

@ Note

The seat belf height adjuster button must not be pressed when
installing the B-pillar trim panel.

AfS-10364
7
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— First, insert the B-pillar trim panel -3- upward into the mount
on the roof.

* The mount -2- for the sliding piece of the B-pillar trim must
engage in the retaining pin -1- on the seat belt height adjuster
-arrow-.

— Seat belt height adjuster replacement part: after installing the
B-pillar trim, push the slide all the way up.

» This unlocks the seat belt height adjuster assembly anchor-
age.

— When checking function, the following conditions must be ful-
filled:

* The seat belt height adjuster must audibly engage in each of
the three possible positions (and also in the highest position).

» Belt height adjuster button must return to upper position by
itself after being pressed.

« Belt relay must swing into vertical position or carrier direction
by itself after tightening screw.

If any functions did not work, the seat belt height adjuster assem-
bly must be checked; the height adjusteramay need to be re-
placed.

Tightening Specifications

¢ Referto
> “1.2.2 Overview - Fronf Three-Point Seat Belt, 4-Door and
Wagon”, page 98

1.14 Front Seat Belt Latch, Removing and In-
stalling

= “1.14.1 Front Seat Belt Latch, Removing and Installing, 2-Door
Vehicles”, page 133

= “1.14.2 Front Seat Belt Latch, Removing and Installing, 4-Door
Vehicles and Wagon”, page 134

1.14.1 Front Seat Belt Latch, Removing and In-
stalling, 2-Door Vehicles

Removing

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

- Disconnect the seat belt latch“eonnector from the connector

station underneath the seat frame,
— Loosen the wire from the seat frame.

— Remove the bolt -3- and then remove the seat’belt latch -1-
from the seat -2-.

PE b
A70-11688
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Installing 05, . po
. , TP85016 Lefens?
Install in reverse order of removal. Note the following: o "oV

— Position the seat belt latch -2- so that the cut-out -arrow B-
lines up with the hole -arrow A- on the seat pan -1-.

Tightening Specifications

4 Referto
= “1.5.1 Overview - Front Seat Belt Latch, 2-Door”,
page 108

1.14.2  Front Seat Belt Latch, Removing and In-
stalling, 4-Door Vehicles and Wagon

Removing

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

ABS-10356
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Disconnect the seat belt latch connector from the connector
station underneath the seat frame.

Loosen the wire from the seat frame.
swag

Volk
Remove the bolt -3- and then remov\?o\t@e@@@‘é@%elt latch -1 G coe
from the seat -2-. o

NES-10606

Installing
Install in reverse order of removal. Note the following:

— Position the seat belt latch -2- so that the cut-out -arrow B-
lines up with the hole -arrow A- on the seat pan -1-.

Tightening Specifications

4 Referto
= “1.5.2 Overview - Front Seat Belt Latch, 4-Door and Wagon”,

page 109

ABS-10856
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1.15 Rear Seat Belt Latch, Removing and In-
stalling

Removing

— Remove the bench seat / single seats: Refer to
= “3.7 Seat Bench/Single Seat)'Removing and Installing”,

page 424 .
Right: Seat Belt Latch with Belt End Fitting

@ Note

The seat belt latch with belt end fitting is a component of the rear
center seat belt,

— Disconnectthe seat belt switch connector -2-.
— Remove the nut -1-.
— Remove the seat belt latch -3- with the belt end fitting.

Left: Dual Seat Belt Latch
— Disconnect the seat belt'switch connector -3-.

— Remove the nut -2-.

— Remove the dual seat belt latch -1-.
Installing

Install in reverse order of removal.
Tightening Specifications

¢ Referto = “1.6 Overview - Rear Seat Belt Latch”, page 110
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2 Child Seat Anchors
= “2.1 Overview - Rear Child Seat Anchors”, page 137

= “2.2 LATCH Child Seat Anchor Guide, Removing and Instal-

ling”, page 138
= “2.3 Top Tether Cover, Removing and Installing”, page 138

2.1 Overview - Rear Child Seat Anchors

1 - LATCH Child Seat Anchor
U Quantity: 4

Q Welded to the under-
body

2 - Guide

Q For the LATCH child
seat anchor

Q Quantity: 4

U Removing and instal-
ling. Refer to
= “2.2 LATCH Child
Seat Anchor Guide, Re-
moving and Installing”,
page 138 .

O Must be secure on the
anchor

3 - Cover

Q For the LATCH child
seat anchor

Q Quantity: 4

0 Removing and instal-
ling. Refer to
> “2.2 LATCH Child
Seat Anchor Guide, Re-
moving and Installing”,
page 138 .

O Must be secure on the
anchor

4 - Child Seat Anchor Top
Tether

144 2 Y=V

Q Quantity: 2 é
U Welded to the backrest =
frame. B
5 - Cover 8 g
D
4 For Top Tether child see&;— anchor g’,’
Q Quantity: 2 % 5
0 Removing and installing. Refer to = “2.3 Top Tether Cover, Removing and Installing”, page 138 §
Q Insert in the anchor and press on it until it engages audibly 53
Q Can only be pushed in one Eagsition in the rear seat backrest \g
k7. >
6 - Rear Seat Backrest 677/,0 OOQ(O
V?@ @&Q
2 ~
{O’o 00
O;, (&
%, O
Oa/f
st
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2.2 LATCH Child Seat Anchor Guide, Re-
moving and Installing
Removing

— Unclip and remove the cover -1- from the LATCH child seat
anchor in direction of -arrow-.

— Push the guide -1-, corresponding to cut-out, downward and
disengage it from the LATCH child seat anchor -2-.

— Remove the guide forward -arrow-.
Installing

Install in reverse order of removal.
Tightening Specifications

¢ Referto
= “2.1 Overview - Rear Child Seat Anchors”, page 137

2.3 Top Tether Cover, I&e?novmg and Instal-
ling @\*\\

Special tools and workshop equ@ent required
o;

¢ Wedge Set - T10383- o
Removing §
<

— Fold the rear seat backrest%orward

— Release the retaining tabs Gsmg the Wedge Set - Wedge 1 -
T10383/1- in direction of -agrows-

— Prythe Top Tether child se%anchor cover -2- off upward from
the rear seat backrest. 5

— Carefully pull off the cover fo%the Top Tether child seat anchor
from the anchor -1- and remqye it.

Installing ‘g
Install in reverse order of removal. 0%7/
Tightening Specifications @%
¢ Refer to (/’”f
= “2.1 Overview - Rear Child Seat Ancho?s szqe 137
0o

T1038311
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3 Airbag System

= “3.1 Component Location Overview - Airbag System”,

page 139

3.1 Component Location Overview - Airbag System

1 - Airbag Control Module -
J234-

 Overview. Refer to
= “4.1 Overview - Airbag

Control Module”,
page 141 .

2 - Airbag Indicator Lamp -
K75-

Q Integrated in the instfu-
ment cluster.

O Cannot be replaced
separately

Q Instrument Cluster, re-
moving.and installing.
Refer to = Electrical
Equipment; Rep. Gr.
90 ; Instrument Cluster;
Overview - Instrument
Cluster .

3 - Front Passenger Airbag -
Disabled- Indicator Lamp -
K145-

O Cannot be replaced
separately

0 Removing and instal-
ling. Refer to = Electri-
cal Equipment; Rep. Gr.
96 ; Controls; Compo-
nent Location Overview
- Instrument Panel Con-
trols .

4 - Front Passenger Airbag De-
activation Key Switch - E224-
Q Not for North American
Market.

5 - Front Passenger Airbag

Q With Front Passenger Airbag Igniter 1 - N131-

A

NES-10613

O Overview. Refer to = “6.1 Overview - Front Passenger Airbag”, page 153 .

6 - Front Passenger Front Side Airbag
O With Front Passenger Thorax Airbag Igniter - N200-

 Overview. Refer to = “7.1 Overview - Front Side Airbag”, page 158 .

7 - Front Passenger Head Curtain Airbag
Q With Front Passenger Head Curtain Airbag Igniter - N252-

 Overview. Refer to = “8.1 Overview - Head Curtain Airbaq”, page 163 .

8 - Rear Side Airbag, Front Passenger Side
O With Passenger Side Rear Thorax Airbag Igniter - N202-

Q Overview. Refer to = “7.2 Overview - Rear Side Airbag”, page 159 .
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9 - Driver Side Head Curtain Airbag
Q With Driver Head Curtain Airbag Igniter - N251-
QO Overview. Refer to = “8.1 Overview - Head Curtain Airbag”, page 163 .

10 - Rear Side Airbag on Driver Side

Q With Driver Side Rear Thorax Airbag Igniter - N201-

O Overview. Refer to = “7.2 Overview - Rear Side Airbag”, page 159 .
11 - Front Side Airbag on Driver Side

Q With Driver Thorax Airbag Igniter - N199-

Q Overview. Refer to = “7.1 Overview - Front Side Airbag”, page 158 .
12 - Driver Side Airbag

O With Driver Airbag Igniter - N95-

O Overview. Refer to = “5.1 Overview - Driver Side Airbag”, page 145 .

13 - Steering Column Electronics Control Module - J527-
Q With Airbag Spiral Spring/Return Spring with Slip Ring - F138-
Q Overview. Refer to = Electrical Equipment; Rep. Gr. 94 ; Steering Column Switch Module; Overview -
Steering Column Switch Module .
14 - Driver Side Knee Airbag Bracket
Q Overview. Referto = Suspension, Wheels, Steering; Rep. Gr. 48 ; Steering Column; Overview - Steering
Column .
15 - Driver Side Knee Airbag
Q With the Driver Knee Airbag Igniter - N295-
Q Overview. Refer to = “9.4°Overview - Knee Airbag”, page 172 .
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Airbag Control Module
= “4.1 Overview - Airbag Control Modulé’y page 141

=> “4.2 Airbag Control Module J234 , Removmq and Installing”,

page 141

4.1

Overview - Airbag

1 - Airbag Control Module -

J234-
Q

Removing and instal-
ling. Refer to
= "4.2 Airbag Control

Module J234 , Remov-

ing and Installing”, page

§
IS

‘Control Module

S
%
S

(8]

e‘c\a\ P

141.

Control module is
grounded via the hous-
ing with the body.

2 - Nut

a
a

a

9 Nm

Nut and ground bolt
serve as a ground con-
nection for the control
module

The threads must be
free of paint and dirt

3 - Nut

a
a
a

a

9 Nm
Quantity: 2

Nut and ground bolt
serve as a ground con-
nection for the control
module

The threads must be
free of paint and dirt

4 - Connector

4.2

posed fn pari

\
=

ABI-10631

Airbag Control Module - J234- , Remov-

ing and Installing

Removing

A WARNING

Observe the safely precautions for pyrotechnical components.
Refer fo > “1 Safety Precautions”, page 1 .

4. Airbag Control Module 1 41
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— On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

— Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

— Remove the footwell center console trim panel. Refer to
= “3.4 Footwell Center Console Trim Panel, Removing and
Installing”, page 60 .

— Remove the front bracket for the center console on the driver
and passenger side. Refer to
= “3.11 Center Console Bracket, Removing and Installing”,

page 71.
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— Remove the nut -3- in the front footwell.

A WARNING

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity”. This can be done by touching the door
striker, for example.

— Disconnect the connector in the front passenger footwell, by
releasing the connector safety catch and opening the locking
clip -5- on the connector in direction of -arrow-.

— Remove the nuts -1 and 4-.

— Carefully lift the airbag control module -2- from the threaded
pins and remove to the passenger side.

@ Note

For reasons of clarity, the instrumentpanel and heater and A/C
unit are not shown.

Installing

|
ABZ10922 (]

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer o > “1 Safety Precautions”, page 1.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”’. This can be done by touching
the door striker, for example.

Install in reverse order of removal. Note the following:

@ Note

Make sure the electrical connectors are pushed in as far as the
stop and that they engage audibly.

A WARNING

Ignition must be on when connecting battery. If pyrotechnic
components (for example, airbag, belf tensioner) are nof re-
paired correctly, they may deploy uninfentionally after con-
necting battery. There must not be anyone inside the vehicle
when connecting the battery.
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— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- .

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not swifched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

[ 3
1 | Note
agen AG.Volks|

N
& /fthe Airbag Indicator Lamp - K75- signals a fa after instal-
ling, check the DTC memory, erase itand ch@@ﬁ’i again. Refer
to = Vehicle diagnostic tester. x°

K
=]
¢ Code the airbag control module -J23\§9%ﬂer replacing it. Refer
to = Vehicle diagnostic tester. >
S
Tightening Specifications ¢

s

¢ Referto = “4.1 Overview - Airlgaq Control Module”, page 141
9
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5 Driver Side Airbag

= “B5.1 Overview - Driver Side Airbag”, page 145
= “5.2 Airbag Unit with Driver Airbag Igniter N95 , Removing and

Installing”, page 146

= “5.3 Airbag Connector, Replacing”, page 150
5.1 Overview - Driver Side Airbag

1 - Locking Bracket

O Torelease, use a T25
TORX ® screwdriver,
approximately 100 mm
long

2 - Steering Column Electron-
ics Control Module - J527-

Q With Airbag Spiral
Spring/Return Spring
with Slip Ring - F138-

Q Overview. Refer to >
Electrical Equipment;
Rep. Gr. 94 ; Steering
Column Switch Module;
Overview - Steering
Column Switch Module .

3 - Steering Wheel Without
Multifunction

O Equipment levels

a Overview. Refer to =
Suspension, Wheels,
Steering; Rep. Gr. 48
Steering Wheel; Over-
view - Steering-Wheel .

4 - Wiring Harnesswithout
Multifunction

U For Driver Airbag Igniter
- N95-

0 Replacing. Refer to
= “5.3-Airbag Connec-
tor, Replacing”,
page150 .

O Pressiin to secure in the
pockets on the steering
wheel.

HES-10E11

5 - Driver Side Airbag
O With Driver Airbag Igniter - N95-

A WARNING

Observe the:safety pre-
cautions for pyrotechni-
cal components:-Refer fo
> “1 Safety Precau-

tions”, page 1 .

Q0 Removing and installing. Refer to

> “5.2 Airbag Unit with Driver Airbag Igniter N95,Rémoving and Installing”, page 146 .
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6 - Bolt
Q Tightening specification. Refer to = Suspension, Wheels, Steering; Rep. Gr. 48 ; Steering Wheel;
Overview - Steering Wheel .

7 - Steering Wheel with Multifunction

QO Equipment levels
Q Overview. Refer to = Suspension, Wheels, Steering; Rep. Gr. 48 ; Steering Wheel; Overview - Steering
Wheel .

8 - Wiring Harness with Multifunction
Q For Driver Airbag Igniter - N95-
QO Replacing. Refer to = “5.3 Airbag Connector, Replacing”, page 150 .
Q Press in to secure in the pockets on the steering wheel.

9 - Driver Side Airbag
O  With Driver Airbag Igniter - N95-

A WARNING

Observe the safety pre-
cautions for pyrotechni-
cal components. Refer to
> "1 Safety Precau-

tions”, page 1.

Q0 Removing and installing. Refer to
> “5.2 Airbag Unit with Driver Airbag Igniter N95 , Removingrand Installing”, page 146 .

10 - Bolt
Q Tightening specification. Refer to = Suspension, Wheels, Steering; Rep. Gr. 48 ; Steering Wheel;
Overview - Steering Wheel .

5.2 Airbag Unit with Driver Airbag Igniter -
N95- , Removing and Installing
Special tools and workshop equipment required

¢ Commercially available TORX® screwdriver T25, approxi-
mately 100 mm long

Removing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer fo > “1 Safety Precautions”, page 1 .

¢ Observe the disposal regulations for pyrotechnical com-
ponents. Refer fo
> “1.3 Airbag, Belt Tensioner and Battery Cut-Out-lnits,

Storing, Transporting and Disposing’, page & .

— Position the steering wheel as far back and down as possible.
— Use the full adjustment range of the steering column adjuster.

— Remove the upper steering column trim. Refer to
= “1.11 Upper Steering Column Trim Panel, Removing and

Installing”, page 28 .

— Turn the steering wheel so the opening on the rear side of it
faces upward.
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- Releases the locking bracket -1- for the drgg%r side airbag -2-
-arrows- by using a T25 TORX® screwdrper approximately

100 mm long. g
o
Note S
i) g

£
Electrical wires can be damaged with asﬂat-head screwdriver.

— Turn the steering wheel 180° and repeat the procedure on the

opposite side. m

— Bring the steering wheel back into tﬁe center (wheels are
straight).

Py

K
)
[
<
%
[&]
G}
%
2
(o
"0,
/

— On “eGolf vehicles” or “Golf GTE vehicles”, dISL{ ect the
High Voltage System Maintenance Connector - T e,@

— Disconnect the battery ground cable with the ignition turn’dd
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; 810, 4 :
Battery, Disconnecting and Connecting .

A WARNING

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity’. This can be done by fouching the door
striker, for example.
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— Remove the driver side airbag -3- from the steering wheel
slightly.

— Pull out the connector lock -2- in direction of -arrow- and press
it down, disconnect the connector -1-.

— Vehicles with multifunction steering wheel: Disconnect the
connector.

A WARNING

Lay airbag unit so padding faces upward.

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer fo = “1 Safety Precautions”, page 1 .

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”. This can be done by touching
the door striker, for example.

Install in reverse order of removal. Note the following:

@ Note

& Make sure the electrical connectors are pushedsin as far as
the stop and that they engage audibly.

& Make sure the wires are not pinched.

— Connect the connector.
— Press in harness connector to secure in the pockets on the
steering wheel.

— Position the driver side airbag -1- in the steering wheel and
press on the edge with both hands until it locks into place.

MEBS-10616
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&

i) pu\'pOSeS, " part Orin Wh

Ignition must be on when connecting battery. If pyrotechnic
components (for example, airbag, belf tensioner) are nof re-
paired correctly, they may deploy unintentionally after con-
necting battery. There must not be anyone inside the vehicle
when connecting the battery.

8U1094100 9U}

NES-10633
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— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- .

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not swifched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

— Check and erase the airbag control module DTC memory so
that faults can be stored when the connectors are disconnec-
ted. Refer to = Vehicle diagnostic tester.

Tightening Specifications
¢ Refer to > “5.1 Overview - Driver Side Airbag”, page 145

5.3 Airbag Connector, Replacing
Removing (age" AG.Volkswagen 4 dog
A4 .
o T,
WARNlu(gae86 )

Observe the .géfety precautions farpyrotechn/ca/ components.
Refer to = ‘&15 Safrety Precautions”, page 1 .

Q,)\@

- Rem ’Se the driver side airbag. Refer to
= “562 Airbag Unit with Driver Airbag Igniter N95 , Removing
anddnstalling”, page 146 .

<
Equip§1ent Levels: Steering wheel without Multifunction

A WARNING

Beﬁbre handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity’. This can be done by fouching the door
striker, for example.

2
<

— Release the connector lock -2- using a small screwdriver in
direction of -arrow- and remove the connector -1- from the
Driver A%pag Igniter - N95- .

O

%,
Yy

Y/
%,

ABS-10573
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— Disconnect the connectors from the wiring harness -1-.

— Disengage the wiring harness at the brackets and remove
from the driver side airbag -2-.

Equipment Levels: Steering Wheel with Multifunction

A WARNING

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity”. This can be done by touching the door
striker, for example.

MEG-10617

— Release the connector lock -2- using a small screwdriver in
direction of -arrow- and remove the connector -1- from the
Driver Airbag Igniter - N95- .

— Disconnect the connectors from the wiring harness -1-.

— Disengage the wiring harness at the brackets and remove
from the driver side airbag -2-.

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer fo = “1 Safety Precautions”, page 1 .

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity’. This can be done by fouching
the door striker, for example.

ABS-10673

MEG-10618
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— Connect the connector -1- to the airbag igniter in direction of
-arrow A-.

— Install the connector locking mechanism -2- in direction of
-arrow B-. While doing this, the connector is pushed into the
airbag igniter and locks into place.

Installation is performed in reverse order of removal, while noting
the following:

@ Note

Make sure the electrical connectors are pushed in as far as the
stop and that they engage audibly.

Tightening Specifications
¢ Refer to = “5.1 Overview - Driver Side Airbag”, page 145

A

*
s

9
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6 Front Passenger Airbag

= “6.1 Overview - Front Passenger Airbag”, page 153

= “6.2 Front Passenger Airbag Unit with Front Passenger Airbag
Igniter 1 N131 , Removing and Installing”, page 154

> “6.4 Front Passenger Airbag -Disabled- Indicator Lamp K145,
Removing and Installing”, page 157

. . Volk
6.1 Overview - Front Passenger Al\]rgggage“‘\e ’ Swage”AGaoeSno

1 - Connector "

4 For Front Passenger
Airbag Igniter 1 - N131-

2 - Bolts
Q 8Nm
O Quantity: 2
Q Clean before reinstal- i
ling g

Q Insert with Locking Fluid
- D 197 300 A2- |

3 - Instrument Panel

Q Replace the instrument
panel after an airbag
has deployed. Refer to
= “3.6 Instrument Panel, |
Removing and Instal-

ling”, page 238 .
4 - Bolts

Q 8Nm

O Quantity: 2

O Clean before reinstal-
ling

Q Insert with Locking Fluid
- D 197 300 A2-

5 - Front Passenger Airbag

Qa With Front Passenger
Airbag Igniter 1 - N131-

A WARNING

@bserve the safety pre-
cautions for pyrotechni- -
cal components. Refer to
> “1 Safety Precautions’,

page 1.

@bserve the allocation of|
the airbag unit for the in-
strument panel. Refer fo
the Parts Catalog.

O Removing and installing. Refer to
= “6.2 Front Passenger Airbag Unit with Front Passenger Airbag Igniter 1 N131 , Removing and Instal-

ling”, page 154 .
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6.2 Front Passenger Airbag Unit with Front
Passenger Airbag Igniter 1 - N131-, Re-
moving and Installing

Removing

A WARNING
Votksvvage

¢ Observe the safety precautions for p, yrqgg&b@ﬁﬁﬁ compo-""|""C o, s
nents. Refer to = “1 Safety Preoau ,page 1. 7

¢ Observe the disposal regu/at @fis for pyrotechnical com-
ponents. Refer fo
> “1.3 Airbag, Belt Tens@ﬁer and Battery Cut-Out Units,
Stonnq Transporting i@ Disposing”, page 5 .

N

¢ Observe the a//ocatg of the airbag unit for the instrument
panel. Refer to t‘heQ rts Catalog.

@
— On “eGolf vehicles§or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .
(o]

— Disconnect the battery ground cable with the ignition turned
on. Refer to > Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnei;ting and Connecting .

- Remove the glov@compartment Refer to
= “1.17 Glove Compartment, Removing and Installing”,
page 34 . 5

Before handling pyrotec?mm components (for example, dis-
connecting the connector);-the person handling it must “dis-
charge static electricity”. Th/£gan be done by fouching the door
striker, for example. //ra

N A

— Disconnect the connector -4- from the Front Passenger Airbag
Igniter 1 - N131- .

MBG-10623

1 54 Rep. Gr.69 - Passenger Protection, Airbags, Seat Belts



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

— Release the connector lock -2- with a small screwdriver in di-
rection of -arrow- and disconnect the connector -1-.

ABS-10573

~ Remove the bolts -2- and -3-.

= Remove the front passenger airbag -1- downward.

A WARNING

Lay airbag unit so that the padding faces upward.

Installing

@ Note

Before installing the bolts)the bolt and nt hreads in the instru-
ment panel must be cleaned.

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to > “1 Safety Precautions”, page 1 .

MNES-10623

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”. This can be done by fouching
the door striker, for example.

¢ Observe the airbag allocation for the instrument panel.
Refer to the Parts Catalog.
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— Connect the connector -1- to the airbag igniter in direction of
-arrow A-.

— Install the connector locking mechanism -2- in direction of
-arrow B-. While doing this, the connector is pushed intoithe
airbag igniter and locks into place.

Install in reverse order of removal. Note the following:

@ Note

& Make sure the electrical connectors are pushed in as far as
the stop and that they engage audibly.

& Make sure the wires are ot pinched.

A WARNING

Ignition must be on when connecting battery. If pyrotechnic
components (for example, airbag, belt tensioner) are not re-
paired correctly, they may deploy unintentionally after con-
necting battery. There must not be anyone inside the vehicle
when connecting the baltery.

— On “eGolf vehicles” or “Golf. GTE vehicles”, connect the High
Voltage System Maintenance.Connector - TW- .

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment;"Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting;

A

|
| RN

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- ‘indlicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seal is positioned all the way back.

@ Note

If the Airbag Indicator Lamp - K75- signals a fault after installing,
check the DTC memory, erase it and check it again. Refer to Ve-
hicle Diagnostic Tester.

Tightening Specifications

¢ Referto
= “6.1 Overview - Front Passenger Airbag”, page 153

¢ Refer to = “3.1 Overview - Instrument Panel”, page 235

6.3 Front Passenger Airbag Deactivation
Key Switch, Removing and Installing

Removing

— Turn off the ignition.

N93-10682
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— Remove the cover from the side of the instrument panel. Refer
to
= “3.2 Instrument Panel Side Cover;yRemoving and Installing”,
page 236 .

— Press the catch -1- in the direction of the- arrow- until the con-
nector disengages.

— Disconnect the connector -2-:
— Release the springs -3- and =5-.

— Push the Front Passenger Airbag Deactivation Key Switch -
E224- -item 4- out of the key: switch housing.

Installing

Install in reverse order of removal. Note the following:

@ Note

& Make sure the electrical connectors are pushed in as far as
the stop and that they engage audibly.

5

& Make sure the wires are not pinched.

— Make sure the Front Passenger Airbag Deactivation Key
Switch - E224- clicks into the housing.

Tightening Specifications
¢ Referto = “1.5 Overview - Glove Compartment”, page 23

6.4 Front Passenger Airbag -Disabled- Indi-
cator Lamp - K145- , Removing and In-
stalling

@ Note

The Front Passenger Airbag -Disabled- Indicator Lamp - K145- /s
Infegrated in a component with several buttons. Faulty compo-
nents cannot be replaced separately.

— The Emergency Flasher Button - E229- /| ASR/ESP Button -
E256- / Parking Aid Button - E266- / Front Display Open/Close
Button - E462- / Parallel Parking Assistance Button - E581-/
Start/Stop Mode Button - E693- / Driving Profile Selection
Switch Module - E592- / Front Passenger Airbag -Disabled-
Indicator Lamp - K145- , removing and installing. Refer to >
Electrical Equipment; Rep. Gr. 96 ; Controls; Component Lo-
cation Overview - Instrument Panel Controls
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7

Side Airbags

=> “7.1 Overview - Front Side Airbag”, page 158

= “7.2 Overview - Rear Side Airbag”, page 159

= “7.3 Front Side Airbag with Driver Thorax Airbag Igniter N199 /

Front Passenger Thorax Airbag Igniter N200 , Removing and In-

stalling”, page 160

= “7.4 Rear Side Airbag with Driver/Passenger Side Rear Thorax

Airbag Igniter N201 / N202 , Removing and Installing”,

page 161

7.1

Overview - Front Side Airbag

1 - Backrest Frame
2 - Hook

a

For securing the side
airbag to the backrest
frame

3 - Front Side Airbag

Q

Q

Driver side: with the
Driver Thorax Airbag Ig-
niter - N199-

Front passenger side:
with Front Passenger
Thorax Airbag Igniter -
N200-

A WARNING

Observe the safety pre-
cautions for pyrotechni-
cal components. Refer to

> “1 Safety Precau-

tions”, page 1.

Q0 Removing and instal-

ling. Refer to

= “7.3 Front Side Airbag
with Driver Thorax Air-
bag Igniter N199 / Front
Passenger Thorax Air-

bag Igniter N200 , Re- 2
moving and Installing”, 3,
page 160 . %
4 - Bolt %
Q 8Nm 3
Q Replace after removing 8
- 3
5 - Wire o 5
Q From Driver Thorax Airbag Igniter - I\%99- / Front Passenger Thorax Airbag Igniter - N200- g’?
9
3
\_-Q;)
S
N
N
Q@
O
&L
o"’&
d\
60
Ko
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7.2 Overview - Rear Side Airbag

1 - Seat Bolster
2 - Wire
Q From Driver Side Rear
Thorax Airbag Igniter -
N201- / Passenger Side

Rear Thorax Airbag Ig-
niter - N202-

A WARNING

Observe the safety pre-
cautions for pyrotechni-
cal components. Refer fo
> “1 Safety Precau-

tions”, page 1 .

3 - Bolts
Q 8Nm
U Quantity: 2

4 - Rear Side Airbag

Q Driver side: with Driver
Side Rear Thorax Air-
bag Igniter - N201-

4 Passenger side: with
Passenger Side Rear
Thorax Airbag Igniter -
N202-

0 Removing and instal
ling. Refer to
> “7.4 Rear Side Airbag
with Driver/Passenger
Side Rear Thorax Air-
bag Igniter N201/
N202 , Removing and

Installing”, page<161 .
5 - Airbag Pocket
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7.3 Front Side Airbag with Driver Thorax Air-
bag Igniter - N199- / Front Passenger
Thorax Airbag Igniter - N200- , Remov-
ing and Installing

Removing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer fo > “1 Safety Precautions”, page 1.

¢ < Observe the additional safety precautions for the side air-
bag. Refer fo
= “1.4 Side Airbag Additional Safety Precautions’,

page 6 .
¢ Observe the disposal regulations for pyrotechnical com-

ponents. Refer fo
> “1.3 Airbag, Belt Tensioner and Battery Cut-Out Units,

Storing, Transporting and Disposing’, page 5 .

—=Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Remove the front backrest. Refer to
=>-2.13 Front Backrest, Removing and Installing”, page 386 .

— Remove the cover and the backrest cushion. Refer to
= “1.5Backrest Cover and Cushion, Removing and Installing”,

page 449 .

— Remove thebolt -2-. )
— Slide the side airbag,-1- upward and reﬁye it from,the back-
rest frame.

— Carefully loosen the wiring bracket of the side airbag wiring
harness -3- from the backrest.

Installing
— Install in reverse order of removal.

— Turn on the ignition.

A WARNING

Make sure that no persons are in the vehicle.

— Connect the battery. Refer to = Electrical Equipment; Rep.
Gr. 27 ; Battery; Battery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
sealt is positioned all the way back.

ME2-10448

Tightening Specifications
¢ Referto = “7.1 Overview - Front Side Airbag”, page 158
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7.4 Rear Side Airbag with Driver/Passenger
Side Rear Thorax Airbag Igniter -
N201- /-N202- , Removing and Instal-
ling

Removing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents, Refer fo > “1 Safely Precautions”, page 1.

¢ Observe the additional safety precautions for the side air-
bag. Refer fo
= “1.4 Side Airbag Additional Safety Precautions”,

page 6 .

¢ Observe the disposal regulations for pyrotechnical com-

ponents. Refer fo
= "1.3 Airbaqg, Belt Tensioner and Battery Cut-Out Units,

Storing, Transporting and Disposing’, page 5 .

— On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

— Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;

Battery, Disconnecting and Connecting . G
S\Nageﬂ/'\ '

— Remove the side cushion. Refer to \!\10\\’\
> “3.16 Side Cushion, Removing and Ins\@%q”, page 432 .

\(\0
— Remove the 2 screws -2-. B

)
— Unclip the connector -1- from th%§gat bolster.
)

Volkswag
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S
— Remove the side airbag -3- from the airbag pocQ{gé‘t -4-.
D
Installing &
— Install in reverse order of removal. Qe?@
— Turn on the ignition. ;O

b
A WARNING H
5

Make sure that no persons are in the vehicle.

(o}
<
@
(0]
(7]
o
=
>
o
)
Q2
[
B
>
6@
2
Z

<

— On “eGolf vehicles” or “Golf GTE vehicles”, cg/lagect the High
Voltage System Maintenance Connector - TW- 2z,

O.
— Connect the battery. Refer to > Electrical Equipmeﬂt’;/g{ep.
Gr. 27 ; Battery; Battery, Disconnecting and Connecting«,, >

nsJOa]
A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the

ignition (key/button) may only be switched on when the driver
sealt is positioned all the way back.

Tightening Specifications
¢ Refer to > “7.2 Overview - Rear Side Airbag”, page 159
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2 - Head Curtain Airbag

Q Driver side: with Driver

Head Curtain Airbag Ig-

niter - N251-

O Passenger side: with
Front Passenger Head
Curtain Airbag Igniter -
N252-

A WARNING

Observe the safety pre-
cautions for pyrotechni-
cal components. Refer fo
> “1 Safety Precau-

tions”, page 1 .

4 2- and 4-Door Vehicles
Removing and instal-
ling. Refer to
= “8.2.1 Head Curtain
Airbag with Igniter, Re-

moving and Installing, 2-

’

and 4-Door Vehicles”,
page 164

Q Wagon Vehicles, Re-
moving and installing.
Refer to
> “8.2.2 Head Curtain
Airbag with Igniter, Re-

moving and Installing,

. 5‘3(‘)\0\l s "ot Q"Qra
. . N I
Head Curtain Airbags. o,
) C
- “8.1 Overview - Head Curtain Airbag’spage 163 B
\0 7
= “8.2 Head Curtain Airbag with anite‘i?,QRemovinq and Installing”, %
page 164 5 %
. S . 4 2
8.1 Overview - Head Curtain Airbag %
1 - Anti-Rotation Protection y
Line N
Q Serves as anti-twist §
mechanism &l
QO Must be visible after in- 3’5
stallation. E

NES-10625

Wagon Vehicles”,
page 167

3 - Bolt

d 4.5Nm

4 Replace after removing
4 - Clamp

Q Quantity: 5
5 - Retaining Clip
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8.2 Head Curtain Airbag with Igniter, Re-

anoving and Installing

>“8.2.1F sad Curtain Airbag with Igniter, Removing and Instal-
ling, 2-and 4-Door Vehicles”, page 164
o

= “8.2.2°Head Curtain Airbag with Igniter, Removing and Instal-
ling, Wagon Vehicles”, page 167

8.2.1§ Head Curtain Airbag with Igniter, Re-
+ moving and Installing, 2-and 4-Door Ve-
2 hicles

Special%ools and workshop equipment required

¢ Releafge Tool Set - Extraction Tool 17 - VAS1978/17- from the
Releasg Tool Set - VAS1978/35-
o

ing ©
Removing 9

(%4
WA@%{I/ ING 9
¢ Observe the s(g’fb{%precautions for pyrotechmical compo- \@00
nents. Refer to = "1.5ately Precautions’, p4de 1 . (] S

O — o
¢ Observe the additional safety.precautions for the.head
curtain airbag. Refer to 'd 84
= “1.5 Head Curtain Airbag Additional Safety Precau-

tions”, page 7 .

¢ Observe the disposal regulations for pyrotechnical com-

ponents. Refer fo
= “1.3 Airbaqg, Belt Tensioner and Battery Cut-Out Units,

Storing, Transporting and Disposing’, page 5 .

— On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

— Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

— Remove the headliner. Refer to
= “7.3 Headliner, Removing and Installing”, page 330 .

— Disengage the clips -1-, -2-, -3-, -4- and -5- in the head curtain
airbag mounting tabs from the vehicle body.
— To do so, forcefully push the Release Tool Set - Extraction

Tool 17 - VAS1978/17- with the »spoon« -arrow- all the way
into the opening -A-, as shown in the illustration.

— Atthe same time, pull the left side of the clip out of the vehicle
body.
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— Pull the Release Tool Set - Extraction Tool 17 - VAS1978/17-
back out and make sure that the clips on the loosened side do
not re-engage.

— Turn the Release Tool Set - Extraction Tool 17 - VAS1978/17-
180°.

— Repeat the procedure on the -B- opening.

G.Volks

NG2-10625

g
o

4/5,‘04 o ,'1 R )
Before handling pyrotechnic conentgA\q(fr;r example, dis-
connecting the connector), the n° handling it must “dis-
charge static electricity’. This can be done by fouching the door
striker, for example.

4

MBS-10627
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%
— Remove the thnector lock and remove the connector -1- from
the head curtain airbag -2- -arrow-.

N o
Remove jigre bolt -3- from the head curtain airbag.

Disenga\ge the head curtain airbag -1- from the mount on the
body -arrow B- and push rearward.

Urposes, inpart orin wh

Dlsengage the rear head curtain airbag from the mount on the
body %rrow A- and remove.

Installing %

O

A WARNING

¢ Observe fhe §gfety precautions for pyratechn/ca/ campa-
nents. Refer to=."1 Safely Precautions’, page:

¢ Always follow heaj éw;ga/n airbag installatiof procedure.

\/\\O Y /
¢ Before handling pyrotechn/%sasm nents (for. -
connecting the connector), the person hand//ng it must .

“discharge static electricity”. This can be done by touching
the door striker, for example.

Engage the head curtain airbag -1- at the rear in the bracket
on the body -arrow A- and push forward.

Engage the front head curtain airbag in the bracket on the body
-arrow B-.

MES-10629

— Attach the head curtain airbag with the bolt -1-.

| MEBS-10630
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gw — Connect the battery ground cable with the ignition turned on.
= Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
'§ tery, Disconnecting and Connecting .

g

£ WARNING

3

”9; Ifthe ignition is not switched on after the battery is reconnected
2 | - ‘indicator lamps in the instrument cluster do not light up” - the
= | fgnition (key/button) may only be switched on when the driver
| seatis positioned all the way back.

<
<
5
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— Turn the rearmost clip -1- downward 90° -arrow- and clip into
the vehicle body.

— Install the remaining head curtain airbag clips until they audibly
lock into place, toward the front and rear starting from the gas
generator

— Check the clips by pulling on them and make sure they are
completely engaged.

— Connect the connector to the head curtain airbag igniter.

— Press in the connector lock. This slides the connector into the
head curtain airbag igniter as far as the stop and simultane-
ously locks it.

— Make sure the anti-rotation protection line is visible along the
entire length and it is straight. By making sure it is will ensure
that the head curtain airbag is NOT twisted.

Install in reverse order of removal.

A WARNING
onAG. Volkswagen

Ignition must be\lgms\vt?ﬁen connecting égﬁéryné!/’ pyrotechnic
components (for example, airbag, belf tensioner).are not re-
paired cc&@@’ct/y, they may deploy unintentionally §ﬂgg con-
necting-battery. There must not be anyone inside the vefgéc/e

Q
SQ@ On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
5 Voltage System Maintenance Connector - TW- .

75

7 N
If the Airbag Indicator Lamp - K75- indicates a fault, check the
DTC memory, erase it and check it a . Refer to Veh/géerDiag-
nostic Testérs, O
g 40,00 $0\\
. . . /rqfos eN\%\)‘\O‘\
Tightening Specifications > oy U

¢ Refer to > “8.1 Overview - Head Curtain Airbag”, page 163

8.2.2 Head Curtain Airbag with Igniter, Re-
moving and Installing, Wagon Vehicles
Special tools and workshop equipment required

4 Release Tool Set - Extraction Tool 17 - VAS1978/17- from the
Release Tool Set - VAS1978/35-

Note K
S

MES-10631
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Removing

. Yay.

O\\%e ‘9/7/
¢ Observe the safety precautions for pyrotechnical campa-@@c
nents. i fer to > “1 Safety Precautions”, page 1.

>
14 Obs\e?ve the additional safety precautions for the head
curtain airbag. Refer to
>$“1.5 Head Curtain Airbag Addiitional Safety Precau-

’ fions”, page 7 .

¢ 2 Observe the disposal regulations for pyrotechnical com-
< ponents. Refer fo

> “1.3 Airbaqg, Belt Tensioner and Battery Cut-Out Units,

Storing, Transporting and Disposing”, page & .

inpRrt orjn

- %On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
“High Voltage System Maintenance Connector - TW- .

- @isconnect the battery ground cable with the ignition turned
on. Refer to > Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

[
— Remove the headliner. Refer to
= “P.3.2 Headliner, Removing and Installing, Wagon”,
age332 .
_@o
)
O

;{(/6‘
/./40,00
DSJO ) OJCI

~—
= -

=

[ . :
.}' N93-10682
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NES-10661

Disengage the clips -1-, -2-, -3-, -4=@nd -5- in the head curtain
airbag mounting tabs from the vehicle body.

To do so, forcefully push the Release Tool Set - Extraction
Tool 17 - VAS1978/17- with the »spoon« -arrow- all the way
into the opening -A-, as shown in the illustration.

At the same time, pull the left side of the clip out of the vehicle
body.

Pull the Release Tool Set - Extraction Tool 17 - VAS1978/17-
back out and make sure that the clips on the loosened side do
not re-engage.

Turn the Release Tool Set - Extraction Tool 17 - VAS1978/17-
180°.

Repeat the procedure on the :B- opening.
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— Remove the clip -1- from the A-pillar.

A WARNING

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity”. This:éan be done by fouching the door
striker, for example.

— Remove the connector lock and remove the connector -1- from
the head curtain airbag -2- -arrow-.

— Remove the bolt =3- from the head curtain airbag.

— Disengage the head curtain airbag -1- from the mount on the
body -arrow B- and push rearward.

Disengage the rear head curtain airbag from the mount on the
body -arrow A- and remove. '

Installing

A WARNING

¢ Observe the safely precautions for p, yrotechn/ca/ compo-
nents. Refer to > “1 Safety Precautions”, page 1.

¢ Always follow head curtain airbag installation procedure.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”. This can be done by fouching
the door striker, for example.

— Engage the head curtain airbag -1- at the rear in the bracket
on the body -arrow A- and push forward.

— Engage the front head curtain airbag in the bracket on the body
-arrow B-.
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990 u%/z

— Attach the @éad curtain airbag with the bolt -1-. /@@of

<9

- Startln\g@?rom the gas generator and moving toward the front
and rear, install the head curtain airbag clips until they aud|bly
Iocl§‘|nto place.

Qgﬁeck the clips by pulling on them and make sure they are
§ompletely engaged.

Connect the connector to the head curtain airbag igniter.

S

4:

=
—= Press in the connector lock. This slides the connector into the
= head curtain airbag igniter as far as the stop and simultane-
& ously locks it.
c
7
8
=
=

Make sure the anti-rotation protection line is visible along the
entire length and it is straight. By making sure it is will ensure
that the head curtain airbag is NOT twisted.

[oR
nstall in reverse order of removal.

o
=

<9
2

| ME9-10630

WARNING

/gn/ﬁ“ must be on when connecting battery. If pyrotechnic
compmants (for example, airbag, belf tensioner) are not re-
paired 8@Tect/y, they may deploy unintfentionally after con-
necting b. ery. There must not be anyope.inside the Veh/c/es,'3

when connea‘/gg the battery.

lo/oo/r £

Ps, %1810, oy U yofen

— On “eGolf vehicles” or GolfdGTE vehlcles connect the High
Voltage System Maintenance Connector - TW- .

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

E] Note

If the Airbag Indicator Lamp - K75- indicates a faull, check the
DTC memory, erase it and check it again. Refer to Vehicle Diag-
nostic Tester.

Tightening Specifications

¢ Refer to > “8.1 Overview - Head Curtain Airbag”, page 163
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9 Knee Airbags

= “9.1 Overview - Knee Airbag”, page 172
= “9.2 Knee Airbag with Driver Knee Airbag Igniter N295 , Re-

moving and Installing”, page 173

9.1 Overview - Knee Airbag

NEU

agen AG. \/olkswagem\G do
e

Sn
O
‘g‘@r@
/7 Q

1 - Knee Airbag with the Driver
Knee Airbag Igniter - N295-

0 Removing and instal-
ling. Refer to
> “9.2 Knee Airbag with
Driver Knee Airbag Ig-
niter N295 , Removing

and Installing”,
page 173 .

A Caution

The risk of damaging the ¢
knee airbag surface due
fo mechanical stress is fo
be avoided.
Alfter finishing work per-
form a visual inspection if
the surface of the knee
airbag especially along
the area of the perfora-
tion is undamaged.

2 - Bolting Point
Q For knee airbag

A Caution

Avoid malfunctions due
to faulty ground connec-
fions.

Mounting thread and
contact surface must be
free of paint, coating, and
corrosion.

#he threaded connection 1
serves as a ground con-

ABI-10879

nection for the knee air-

bag.

3 - Bolt
Q 8Nm
Q Quantity: 3
4 - Connector
Q For the Driver Knee Airbag Igniter - N295-
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9.2 Knee Airbag with Driver Knee Airbag Ig-
niter - N295- , Removing and Installing

Removing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents, Refer fo > “1 Safely Precautions”, page 1.

¢ Observe the disposal regulations for pyrotechnical com-
ponents. Refer fo
= “1.3 Airbag, Belf Tensioner and Battery Cut-Out Units,
Storing, Transporting and Disposing”, page 5 .

¢ Observe the allocation of the airbag unit for the instrument
panel. Refer fo the Parts Calalog.

AY
— On “eGolf vehicles” or “Golf GTE vehicles”, disconneg;\cj,k@en .

High Voltage System Maintenance Connector - TW-'.

.\58
— Disconnect the battery ground cable with th if;nition turned
on. Refer to = Electrical Equipment; RepsGr. 27 ; Battery;
Battery, Disconnecting and Connecting}é
)

RN
Q,}\@
L
L
2
o
L
S
<
AL
o
IS
o
<
5
(0]
n
(@]
o
>
[oR
)
°Q
Q
[
— Remove the three bolts -2-. 3%

— Remove the driver side knee airba‘@@-1- rearward.

Lo

-
A WARNING 2
E2

%
Before handling pyrotechnic components (fé’n@xamp/e, dis-
connecting the connector), the person handling ft-must “dis-
charge static electricity”. This can be done by touching fhegyor
striker, for example. Slo,

— Disconnect the connector -3- from the Driver Knee Airbag Ig-
niter - N295- .

— Open the connector lock -4- with a small screwdriver in direc-
tion of -arrow- and disconnect the connector.

A WARNING

Lay airbag unit so that the padding faces upward.

‘A apo-r0ses | |

A
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Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents.Refer to > “1 Safety Precautions”, page 1.

¢ Before handling pyrotechnic components (for example,
connecting the conneclor), the person handling it must
“discharge static electricity”. This can be done by touching
the door striker, for example.

¢ Observe the airbag allocation for the instrument panel.
Refer to the Parts Catalog.

ZA
14

f;’\
W

ABES-10923

— Connectthe connector -1- to the airbag igniter in direction of
-arrow As,

— Install the connector locking mechanism -2- in direction of
-arrow B-. While doing this, the connector is pushed into the
airbag igniterzand locks into place.

Installation is performed in reverse order of removal, while noting
the following: e

0 8

& Make sure the electrical connectors are pushed in as far as
the stop and that they engage audibly.

& Make sure the wires are not pinched.

A Caution

The risk of damaging the knee airbag surface due fo mechan-
ical stress is fo be avoided.

¢ After performing work visually inspect that the surface of
the knee airbag is undamaged.

A WARNING

Ignition must be on when connecting baftery. If pyrotechnic
components (for example, airbag, belt tensioner) are not re-
paired correctly, they may deploy unintentionally after con-
necting battery. There must not be anyone inside the vehicle
when connecting the battery.
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— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- .

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

A
’i | Note S

If the Airbag Indicator Lamp - K75- S/:qnzé@%a fault after installing,
check the DTC memory, erase it and qﬁeck it again. Refer fo Ve-
hicle Diagnostic Tester. ¥

N
N
o
2
S
IS

agen AG.Volk

Tightening Specifications S
¢ Referto = “9.1 Overview - Kﬁée Airbag”, page 172
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10 Airbag Crash Sensors
= “10.1 Component Location Overview - Airbag Crash Sensors”,
page 176

= “10.2 Front Airbag €rash Sensor G190 , Removing and Instal-
ling”, page 177

= “10.3 Driver Front:Airbag Crash Sensor G283 , Removing and
Installing”, page 181

= “10.4 Passenger 8Side Front Airbag Crash Sensor G284 , Re-
moving and Installing”, page 184

= “10.5 Driver Side Aitbag Crash Sensor G179/ Front Passenger
Side Airbag Crash Sensor G180 , Removing and Installing”, page
186

= “10.6 Driver Side Redr Side Airbag Crash Sensor G256 / Pas-
senger Side Rear Side Aitbag Crash Sensor G257 , Removing
and Installing”, page 194

10.1 Component Location Overview - Airbag Crash Sensors

1 - Front Passenger Side Air-
bag Crash Sensor - G180-

Q Component location: in-
side the door

Q For the safety precau-
tions for working with
front side airbag crash
sensors (pressure sen-
sors). Refer to
= “1.6 Front Side Airbag
Crash Sensors (Pres-
sure Sensors) Safety
Precautions”, page 7 .

0 Removing and instal-
ling. Refer to
= “10.5 Driver Side Air-
bag Crash Sensor
G179/ Front Passenger
Side Airbag Crash Sen-
sor G180 , Removing

and Installing”,
page 186 .

2 - Passenger Side Rear Side
Airbag Crash Sensor - G257-

Q Component location:
under the wheel hous-
ing trim panel

Q0 Removing and instal-
ling. Refer to
= “10.6 Driver Side Rear
Side Airbag Crash Sen-
sor G256 / Passenger
Side Rear Side Airbag
Crash Sensor G257 ,
Removing and Instal-

ling”, page 194 .
3 - Bolt
d 9Nm
4 - Bolt
a 9Nm
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5 - Driver Side Rear Side Airbag Crash Sensor - G256-
Q Component location: under the wheel housing trim panel
Q0 Removing and installing. Refer to

= “10.6 Driver Side Rear Side Airbag Crash Sensor G256 / Passenger Side Rear Side Airbag Crash

Sensor G257 , Removing and Installing”, page 194 .

6 - Driver Side Airbag Crash Sensor - G179-
Q0 Component location: inside the door

O For the safety precautions for working with front side airbag crash sensors (pressure sensors). Refer to
> “1.6 Front Side Airbag Crash Sensors (Pressure Sensors) Safety Precautions”, page 7 .

0 Removing and installing. Refer to

= “10.5 Driver Side Airbag Crash Sensor G179 / Front Passenger Side Airbag Crash Sensor G180 ,

Removing and Installing”, page 186 .

7 - Driver Front Airbag Crash Sensor - G283-

Q Only installed on vehicles released in the USA or Canada
8 - Bolt

Q 9Nm

O Only installed on vehicles released in the USA or Canada

9 - Front Airbag Crash Sensor - G190-
Q Installation location: in the vehicle center on the lock carrier
O Removing and installing. Refer to

= “10.2 Front Airbag Crash Sensor G190 , Removing and Installing”, page 177 .

10 - Bolt
Q 9Nm
Q Only installed on vehicles released in the USA or Canada

11 - Passenger Side Front Airbag Crash Sensor - G284-
Q Only installed on vehicles released in the USA or Canada

12 - Bolt
d 9Nm

10.2 Front Airbag Crash Sensor - G190-, Re-
moving and Installing

Removing

A WARNING

Observe the safety precautions for pyrotechnical components.
Refer to > “1 Safety Precautions”, page 1 .

There is a risk of injury if the engine starts aufomatically in ve-
hicles with the Start/Stop System.

¢ For vehicles with an activated Start/Stop system (recog-
nized by a signal in the instrument cluster), the engine can
be started automatically if needed.

¢ Make sure that the Start/Stop System is disabled when
working on the vehicle (turn off ignition, if needed, turn the
ignition back on).

10. Airbag Crash Sensors 1 77



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

Open the hood.

Remove the bolts -1 and 3-.

AG.Volkswagen 4
\Nage“ G do
oS

Sp, 0
¢
%ed‘o\} 9 (/Q f

— Open the retainer -arrow- and remove the cover -2-.
(2]

- Free up th%i:Coolant hose -2-.
<

,inpart oriny,

mero'\a\\oumoses
N

0)

— Open the reté’ziﬁing tabs in direction of -arrows-, remove the
upper air duct <1-.

'75’0
i
¥,

%
.4‘0,
0.
O -

— Remove the bolt -arrow- on the left and right.

Unclip and remove the lower section -1- of the air duct.
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— Remove the bolt -2- and the front airbag crash sensor -3- from
the lock carrier.

A WARNING

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity’. This can be done by fouching the door
striker, for example.

— Disconnect the connector -1-.

— To do this pull out the connector lock -2- and push down in
direction of -arrow-, disconnect the connector -1- on the crash

Sensor. 2

ABG-10828
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Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to > “1 Safety Precautions”, page 1.

¢ Before handling pyrotechnic components (for example,
connecting the conneclor), the personhandling'it must
“discharge static electricity”. This‘can be done by touching
the door striker, for example.

— Connect the connector -1- to the crash sensor until it clicks into
place -arrow-.

— Push the connector lock -2- to secure the connector.

Installation is performed in reverse order of removal, while noting
the following:

@ Note

& Make sure the electrical connectors are pushed in as far as
the stop and that they engage audibly.

& Make sure>the wires are not pinched.

AES-10932

A WARNING

Ignition must be>on when connecting battery. If pyrotechnic
components (for example, airbag, belt tensioner) are not re-
paired correctly, they may deploy unintentionally after con-
necting bafttery. There.must not be anyone inside the vehicle

when connecting the battery. ™

2
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— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- .

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

@ Note

If the Airbag Indlicator Lamp - K75- indicates a fault, check the
DTC memory, erase it and check it again. Refer to Vehicle Diag-
nostic Tester.

Tightening Specifications

¢ Referto
= “10.1 Component LocatiowOverview - Airbag Crash Sen-

sors”, page 176

10.3 Driver Front Airbag Crash Sensor -
G283-, Removing and Installing

Removing

A WARNING

Observe the safely precautions for pyrotechnical components.
Refer fo
= “1.2 Pyrofechnic Eomponents Safety Precautions”, page 3 .

There is a risk of injary if the engine starts automatically in ve-
hicles with the Start/Sfop System.

¢ For vehicles with an activated Start/Stop system (recog-
nized by a signal in the instrument cluster), the engine can
be started automatically if needed.

¢ Make sure that the Start/Stop System is disabled when
working on the vehicle (turn off ignition, if needead, turn the

ignition back on).

— Disconnect the battery ground cable with’the.ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

— Open the hood.

— If necessary, remove the air filter housing. Refer to = Rep.
Gr. 23; Air Filter Housing, Removing and Installing or = Rep.
Gr. 24 ; Air Filter Housing, Removing and Installing .

— Disengage the washer fluid reservoir filler tube from the sup-
port. Refer to > Electrical Equipment; Rep. Gr. 92 ; Wind-
shield Washer System; Washer Fluid Reservoir, Removing
and Installing .
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— Remove the screw -2- and the front airbag crash sensor -1-
from the lock carrier.

A WARNING

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity”. This can be done by briefly touching
the door striker pin, for example.

— Disconnect the connector -3-.

— To do this pull out the connector lock -2-, push own -arrow-,
and disconnect the connector -1- on the crashQ nsor.

*S

AGES-10928
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Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to
= “1.2 Pyrotechnic Componenis Safely Precautions”’,

page 3.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”. This can be done by briefly

fouching the door striker pin, for example.

— Connect the connector -1- to the crash sensor until it clicks into
place -arrow-.

— Push in the connector lock -2- to secure the connector.

Installation is performed in reverse order of removal, while noting
the following:

@ Note

& Make sure the connectors are pushed in all the way and that
they engage audibly.

& Make sure the wires are not pinched.

A WARNING

The ignition must be on when connecting the battery. If pyro-
technic components (for example, airbag, belt tensioner) are
not repaired correctly, they may deploy unintentionally after
connecting baftery. There must not be anyone in the vehicle
interior when connecting the baftery.

— “Connect the battery ground cable with the ignition turned on.
Refer to > Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- ‘indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.

@ Note

If the Airbag Indicator Lamp - K75- indicates a faull, check the
DTC memory, erase it and check it again using the Vehicle Di-
agnostic Tester = Vehicle diagnostic tester;i

Tightening Specifications

¢ Referto
= “10.1 Component Location Overview - Airbag Crash Sen-
sors”, page 176

10. Airbag Crash Sensors
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10.4 Passenger Side Front Airbag Crash
Sensor - G284- , Removing and Instal-
ling

Removing

A WARNING

Observe the safety precautions for pyrotechnical components.
Refer fo
= “1.2 Pyrotechnic Components Safety Precautions’, page 3 .

There is a risk of injury if the engine starts automatically in ve-
hicles with the Start/Stop System.

¢ For vehicles with an activated Start/Stop system (recog-
nized by a signal in the instrument cluster), the engine can
be started aufomatically if needed.

¢ Make sure that the Start/Stop System is disabled when
working on the vehicle (furn off ignition, if needed, turn the

ignition back-on).

— Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

— QOpen the hood.

— “Remove the screw -2- and the front airbag crash sensor -1-
from the lock carrier.

A WARNING

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity’. This can be done by briefly fouching
the door striker pin, for example.

— Disconnect the connector -3-.

— To do this pull out the connector lock -2-, push down -arrow-,
and disconnect the connector -1- on the crash sensor.

MES-10123

ABS-10928

1 84 Rep. Gr.69 - Passenger Protection, Airbags, Seat Belts



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to
= “1.2 Pyrotechnic Componenis Safely Precautions”’,
page 3.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”. This can be done by briefly

fouching the door striker pin, for example.

— Connect the connector -1- to the crash sensor until it clicks into
place -arrow-.

— Push in the connector lock -2- to secure the connector.

Installation is performed in reverse order of removal, while noting
the following:

@ Note

& Make sure the connectors are pushed in all the way and that
they engage audibly.

& Makessure the wires are not pinched.

A WARNING

The ignition must be on when connecting the battery. If pyro-
technic components (for example, airbag, belt tensioner) are
not repaired correctly, they may deploy unintentionally after
connecting baftery. There must not be anyone in the vehicle
interior when connecting the baftery.

+ Connect the battery ground cable with the ignition turned on.
Refer to > Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition.(key/button) may only be switched on when the driver
seat is positioned all the way back. "

@ Note

If the Airbag Indicator Lamp - K75- indicates a faull, check the
DTC memory, erase it and check it again using the Vehicle Di-
agnostic Tester = Vehicle diagnostic fester.

Tightening Specifications

¢ Referto
= “10.1 Component Location Overview - Airbag Crash Sen-
sors”, page 176

10. Airbag Crash Sensors
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10.5 Driver Side Airbag Crash Sensor -
G179- / Front Passenger Side Airbag
Crash Sensor -G180- , Removing and
Installing

= “10.5.1 Driver/Front Passenger Side Airbag Crash Sensor
G179 / G180 , Removing and Installing, Vehicles without Head
Curtain Airbag”, page 186

= “10.5.2 Driver/Front Passenger Side Airbag Crash Sensor

G179/ G180 , Removing and Installing, Only Chinese Market

without Head Curtain Airbag”, page 189

10.5.1  Driver/Front Passenger Side Airbag
Crash Sensor -G179-/-G180- , Remov-
ing and Installing, Vehicles without

Head Curtain Airbag

Removing

A WARNING

¢ Observe the safety precautions for pyrotechnical compo-
nents. Refer fo > “1 Safety Precautions”, page 1 .

¢ Observe the safely precautions for front side airbag crash
sensors (pressure sensors). Refer to
> “1.6 Front Side Airbag Crash Sensors /Pres.g@@ \Sen+agtn 4
sors) Safely Precautions”, page 7 . o o Poesy,

%‘0
o‘\

— On “eGolf vehicles” or “Golf Gg@ vehicles”, disconnect the
High Voltage System Mamt@ﬁance Connector - TW- .

— Disconnect the battery und cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Dlsconnectmg?and Connecting .
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Remove the front door trim panel. Refer to
= “1.2 Front Door Trim Panel, Removing and Installing”, page
219.

A WARNING

Before _handling pyrotechnic components (for example, “djs-
connecting the connector), the person handling it must “dis-
charge static electricity”. This can be done by touching the door
striker, for example.

Pull out the connector lock -2- and push down in direction of
-arrow-, disconnect the connector -1- on the crash sensor.

Release the locking mechanism -2- and turn the retainer -1-
for the crash sensor approximately 45° counterclockwise in
direction of -arrow-.

Disengage the side airbag crash sensor -3- from the door and
remove.

Installing

ABS-10928

ABZ-10869 |
_— ]

A WARNING

For proper crash sensor (pressure sensor) funcfion, ensure
door does nof leak.

Pay attention that the seal -2- is seated correctly. Replace
crash sensor if damaged or deformed

Engage the side airbag crash sensor in the door.

Turn the locking mechanism -1- for the crash sensor clockwise
in direction of -arrow-.

The retaining tab -3- must engage audibly.

ABS-10870

10. Airbag Crash Sensors 1 87



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer fo = “1 Safely Precautions”, page 1 .

¢ Observe the safely precautions for front side airbag crash
sensors (pressure sensors). Refer to
= “1.6 Front Side Airbag Crash Sensors (Pressure Sen-
sors) Safety Precautions®, page 7 .

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity”’. This can be done by touching
the door striker, for example.

ABES-10932

— Connect the connector -1- to the crash sensor until it clicks into
place -arrow-.

— Push the connector lock -2- to secure the connector.

Installation is performed in reverse order of removal, while noting
the following:

@ Note

& Make sure the electrical connectors are pushed in as faras
the stop and that they engage audibly.

& Make sure the wires are not pinched.

A WARNING

Ignition must be on when connecting battery. If pyrotechnic
components (for example, airbag, belt tensioner) are not re-
paired correctly, they may deploy unintentionally after con-
necting bafttery. There must not be anyone inside the vehicle
when connecting the bafltery.
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— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High

Voltage System Maintenance Connector - TW+ AG.VolkSwagen 4
o) [

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipme@b:‘\cRep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Cor%mécting .

<

b‘\}
A WARNING ¢
&

Qo

Ifthe ignition is not switched on after the battery is reconnected
- “‘indicator lamps in the instrument cluster do not light up” - the
ignition (key/button)may only be switched on when the driver
seat is positioned g?/ the way back.

z] Note

If the Airbag Indicator Lamp - K75- indicates a fault, check the
DTC memory, erase-it and check it again. Refer to Vehicle Diag-

nostic Tester .

es,inpart orj

Tightening Specifications
¢ Referto %

= “10.1 Component L@pation Overview - Airbag Crash Sen-
sors”, page 176 %9
(o)

“
10.5.2  Driver/Front Pgosgenger Side Airbag
Crash Sensor -G1@/9004-G1 80-, Remoy-

ing and Installing, Onlyq Chinese Market, -*

without Head Curtain Airbag

Overview

N\%\)\\O N
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1 - Driver/Front Passenger
Side Airbag Crash Sensor -
G179- / -G180-

Q Component location: in
the front, at the bottom
of the B-pillar.

2 - Bolt

0 9Nm

oo ik

WARNING

IS
=
8
i
b

' ¢ Observe the safely precautions for pyrotechnical compo-
/ nents, Refer fo > “1 Safely Precautions”, page 1.

NE9-1 0666
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— On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

— Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Disconnecting and Connecting .

— Remove the sill panel strip for 4-door vehicle. Refer to
= “5.10.2 Sill Panel Strip, Removing and Installing, 4-Door”,
page 279 .

A WARNING

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis
charge static electricity”. This can be done by fouching the door
striker, for example.

— Pull out the connector lock -2- and push down -arrow-, dis-
connect the connector -1- on the crash sensor.
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NE9-1 0666

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents, Refer fo > “1 Safely Precautions”, page 1.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity’. This can be done by touching
the door striker, for example.

1 92 Rep. Gr.69 - Passenger Protection, Airbags, Seat Belts



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >

Body Interior - Edition 07.2015 .

— Connect the connector -1- to the crash sensor until it clicks into
place -arrow-.

— Push the connector lock -2- to secure the connector.

Installation is performed in reverse order of removal, while noting
the following:

@ Note

& Make sure the electrical connectors are pushed in as far as
the stop and that they engage audibly.

& Make sure the wires are not pinched.

ABS-10932

A WARNING

Ignition must be on when connecting battery. If pyrotechnic
components (for example, airbag, belt tensioner) are not re-
paired correctly, they may deploy uninfentionally after con-
necting battery. There must not be anyone inside the vefyg:ﬁea
when connecting the battery. qo! Qyewes

— On “eGolf vehicles” or “Golf GTE vemécfes connect the High
Voltage System Maintenance Con@ector TW- .

— Connect the battery ground cabLé with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Conn@ctmg

VolkswagenAG o
Og,

\‘Z’
A WARNING s

Ifthe ignition is not switched §n after the battery is reconnected
- ‘indicator lamps in the instrament cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seal is positioned all the way back.

rin

oxcia PureP

@ Note

If the Airbag Indicator Lamp - K75= indicates a fault, check the
DTC memory, erase it and check /P@ga/n = Vehicle diagnostic
tester. %

o‘“m

Tightening specification

¢ Overview. Refer to 4y
> “10.5.2 Driver/Front Passenger Side Alrbaq"@wsh Sensor
G179 / G180 , Removing and Installing, Only Ch|né’§®Mgrket
without Head Curtam Airbag”, page 189 .
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10.6 Driver Side Rear Side Airbag Crash

Sensor -G256- / Passenger Side Rear
Side Airbag Crash Sensor -G257- , Re-
moving and Installing

Removing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-

nents. Refer to = “1 Safely Precautions”, page 1.

¢ Before handling pyrotechnic components (for example,

disconnecting the connector), the person handling it must
“discharge static electricity’. This can be done by touching

the door striker, for example.

High Voltage System Maintenance Connector - TW- .

Battery, Disconnecting and Connecting .

oW

agen AG.Volkswagen AGqp,
es

- Remove the wheel housing trim panel. Refer to

2 “5.17 Wheel Housing Trim Panel, Removing and Installing”,

On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the

Disconnect the battery ground cable with the ignition turned
on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;

Spage 297 .

2

Remove the bolt -1- and the side airbag crash sensor -2- from

v
£ the body.

.\ qurposes, inpart or;

A WARNING

| striker, for example.

Before handling pyrotechnic components (for example, dis-
connecting the connector), the person handling it must “dis-
charge static electricity”. This can be done by fouching the door

ABG-10929
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— To do this pull out the connector lock -2- and push down in
direction of -arrow-, disconnect the connector -1- on the crash
Sensor.

Installing

ABS-10928

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to > “1 Safety Precautions”, page 1.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity’. This can be done by touching
the door striker, for example.

— Connect the connector -1- to the crash sensor until it clicks into
place in direction of -arrow-.

— Push the connector lock -2- to secure the connector.

Installation is performed in reverse order of removal, while noting
the following:

@ Note

& Make sure the electrical conpéctors are pushed in as far as
the stop and that they engage audibly.

& Make sure the wires are-not pinched.

A WARNING

Ignition must be on-when connecting battery. If pyrotechnic
components (for example, airbag, belf tensioner) are nof re-
paired correctly, they may deploy uninfentionally after con-
necting battery. There must not be anyone inside the vehicle
when connecting the battery.

ABS-10032
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— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- .

Ik
— Connect the battery ground cable with the g}:gmﬁ’?‘fﬁrneg on. A
Refer to = Electrical Equipment; Rep. (@ﬂ Battery; Bat-

tery, Disconnecting and Connectmg;,\%

A WARNING §S
&

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
lgnition (key/button) ma y%n/y be swifched on when the driver

seat is positioned all theJ way back.

[ 4

{ ) | Note
If the Airbag Indicator Lamp - K75- indicates a fault, check the
DTC memory, erase it gnd check it again. Refer to Vehicle Diag-

,inpart orin whp,

pur

nostic Tester
3

Tightening Speciﬂcatlongé
<
O.

¢ Referto X
= “10.1 Component Loc’atlon Overview - Airbag Crash Sen-
sors”, page 176 *ég
%
%
2
o
O’é/e
,
-//,‘doo/r
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11 Seat Position Sensor

= “11.1 Overview - Seat Position Sensor”, page 197

= “11.2 Seat Position Sensor, Removing and Installing”,
page 198

11.1 Overview - Seat Position Sensor

1 - Seat Pan Lower Frame

2 - Seat Position Sensor

Q Driver side: Driver Seat
Position Sensor - G553-

4 Front passenger side:
Front Passenger Seat
Position Sensor - G554-

QO Removing and instal-
ling. Refer to
= “11.2 Seat Position
Sensor, Removing and
Installing”, page 198 .

3 - Bolt
Q 1.2Nm

9
' J0ssoupoa1i000UNOW°

AG3-10408
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11.2 Seat Position Sensor, Removing and In-
stalling

Removing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nenfs. Refer fo
> “1.2 Pyrotechnic Components Safely Precautions”’,

page 3.

¢ Before handling pyrotechnic components (for example,
disconnecting the connector), the person handling it must
“discharge static electricity’. This can be done by briefly
fouching the door striker pin, for example.

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Attach the front seat to the Fixture For Seat Repair . Refer to
> “2.7 Front Seat, Removing and Installing ”, page 368 .
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— Remove the bolt -3-.

— Release the hook -arrow- of the seat position sensor -2- from
the seat pan lower frame -1-.

@ Note

It may be helpful fo make drawings or take photos of the wire
routing. This assures the wires will be reconnected correctly.

— Disconnect the wire from the seat position sensor and free it
up.

— Remove the seat position sensor with the lines from the seat
pan lower frame.

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer fo
= “1.2 Pyrotechnic Components Safely Precautions”,

page 3.

¢ Before handling pyrotechnic.components (for example,
disconnecting the conneclor), the person handling it must
“discharge static electricity’. This can be done by briefly
fouching the door striker pin, for example.

ABS-10407

Install in reverse:order of removal and note the following:

@ Note

& Make sure the connectors are pushed in all the way and that
they engage audibly.

& Make sure the wires are not pinched.

A WARNING

The ignifion must be on when connecting the battery. If pyro-
technic components (for example, airbag, belt tensioner) are
not repaired correctly, they may deploy unintentionally after
connectingbattery. There must not be anyone in the vehicle
interior wher-connecting the baftery.

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Baltery; Bat-
tery, Disconnecting and Connecting . =

=
A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
seat is positioned all the way back.
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@ Note

If the Airbag Indicator Lamp - K75- indicates a fault, check the
DTC memory, erase it and check it again using the Vehicle Di-
agnostic Tester .

Tightening Specifications

¢ Referto = “11.1 Overview - Seat Position Sensor”, page 197
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= “12.1 Front Passenger Occupant Detection Sensor G128 , Re-
moving and Installing”, page 201

12.1 Front Passenger Occupant Detection
Sensor - G128- , Removing and Instal-
ling

AG.Volkswagen
N

n
N ) ey, .
The passengér occupant detection sensor is only /ns%lged in the
front pa%sﬁ@nger seat. @%
&@6 OO%
Removing %

~
¢

S WARNING

s
2
2
>
¢ Observe the safety precautions for pyrotechnical compo- Y
nents. Refer fo = “1 Safely Precautions”, page 1 . k)
3
=
o
Q
S
>
D
&

¢ Before handling pyrotechnic components (for example,
disconnecting the connector), the person handling it must

“discharge static electricity”. This can be done by fouching
the door striker, for example.

— On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

]
-9
9
'
N
£
g
S
T
5
a
<
0
o)
]
o
[oN
=
>
o3
=
)
®
%
0.

— Disconnect the battery ground cable with the ignition turned §
> on. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; S
“o(?/ Battery, Disconnecting and Connecting . $
S o
- “Remove the front passenger seat. Refer to IS
:“%27 Front Seat, Removing and Installing ”, page 368 .

% N
— Remove the cover and cushion éu seat pan. Ref 5fb5

= “1.4'Seat Pan Cover and CushioigRemoving and Jnstalling”,
page 446 s, A o

DS’IOQJOJC/
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— Disconnect the connector for the passenger occupant detec-
tion system sensor.

— Unclip the clips -1- from the seat backrest and remove the
passenger occupant detection system sensor 2-.

Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to > “1 Safety Precautions’, page 1.

¢ Before handling pyrotechnic components (for example,
connecting the conneclor), the person handling it must
“discharge static electricity”. This caribe done by touching
the door striker, for example.

&

@m

2 ABZ-10930 |,

A Caution

The new passenger occupant detection system sensor should
be installed in the same location on the seat cushion as the old
sensor.

Install in reverse order of removal. Note the following:

— Push the clips for the passenger occupant detection system
sensor into the seat pan until they click into place.

@ Note

Make sure the electrical connectors are pushed in as far as the
stop and that they engage audibly.

A WARNING

Ignition must be on when connecting baftery. If pyrotechnic
components (for example, airbag, belt tensioner) are not re-
paired correctly, they may deploy unintentionally after con-
necting battery. There must not be anyone inside the vehicle
when connecting the battery.

202 Rep. Gr.69 - Passenger Protection, Airbags, Seat Belts
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— On “eGolf vehicles” or “Golf GTE vehicles”, connect the High
Voltage System Maintenance Connector - TW- .

— Connect the battery ground cable with the ition/turned-on,
Refer to = Electrical Equipment; Rep@\@

tery, Disconnecting and Connec’gp@

7 ; Battery; Bat- Gdogg | I

5

A WARNING
S

Ifthe ignition is not switched on after the battery is reconnecz‘ed
- “indicator lamps in the instrument cluster do not light up” - the
ignition (ke y/button):may only be switched on when the driver
seatl is positioned a‘i] the way back.

(0)

@
{ | Note

npart orjp wh

If the Airbag Indicator Lamp - K75- signals a fault after installing,
check the DTC memory, erase it and check it again. Refer to Ve-

hicle Diagnostic @ster.
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13 Passenger Occupant Detection Sys-
tem

= “13.1¢0verview - Passenger Occupant Detection System”,

page.204

> “18.2 Passenger Occupant Detection System Pressure Sensor,
Removing and Installing”, page 206

=>=13.3 Passenger Occupant Detection System Control Module
J706 , Removing and Installing”, page 212

=>“13.4 Passenger Occupant Detection System Control Module
J706 Bracket, Removing and Installing”, page 214

13.1 Overview - Passenger Occupant Detection System

@ Note

¢ The passenger occupant detection system pressure sensor automatically deactivates the front passenger
airbag when the front passenger seat is not occupied.

& The passenger occupant detection system pressure sensor and the Front Passenger Seat Heating Element
- Z8- are a shared component.

& This equipment is only installed on veh% released in the'USA.
nd appearance from the present vehicle. However the assembly

& The components pictured can vary in fo.
and functionality are identical.
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1 - Passenger Occupant De-
tection System Pressure Sen-
sor

O Must not be separated
from the front seat cush-
ion cover

Q The components are
separated from each
other; replace both com-
ponents

Q On vehicles with seat
heating, the passenger
occupant detection sys-
tem pressure sensor
and the Front Passen-
ger Seat Heating Ele-
ment - Z8- are a shared
component.

Q Itis not necessary to re-
place the Passenger

"~

L@,Volkswaopn A V
>

= 3.2 Passenger Og*
cupant Detection Sys- i
tem Pressure Sensor,
Removing and Ingtal-

ling’, page 206 .~ |
@
2 - Front Seat Cushiog

QO Must not be disconnec-
ted from the passenger
occupant detection sys-
tem pressure sensor

Q The components are |
separated from each
other; replace both com-
ponents E)

Q ltis not necességy to replace the Passenger Occupant Detection System Control Mod

Occupant Detection " e
System Control Module FoM .
- J706- . \‘\o"\6 : 4 .
0O Removing and instal- ’%’b‘> ‘. I
ling. Refer to & : |
o |
L]

Y UO/J

2
3 - Passenger Occupant Detection System Control Module - J706- _
Q [fthe Passenger O&&upant Detection System Control Module - J706- must be replaced; it is not necessary
Q

7

to replace the passenger occupant detection system pressure sensor. S
Q Removing and installing. Refer to Q,&Q
;1“21 3.3 Passenger Occ&a%ont Detection System Contro_ ' odule J706 , Reggg?ﬁnq and Installing”, page
e 4 ) o
4 - Bracket (700 ’r%s 2O ‘\k

Q Passenger Occupant Detection System‘Control Module -.glJ\ﬁ}%@-e%?acket
O Clipped to the seat frame

Q Removing and installing. Refer to
> “13.4 Passenger Occupant Detection System Control Module J706 Bracket, Removing and Installing”,

page 214 .
5 - Bolt
Q 1.5Nm
Q Screw for Passenger Occupant Detection System Control Module - J706-

6 - Connector
Q Connector for Passenger Occupant Detection System Control Module - J706-

13. Passenger Occupant Detection System 205
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7 - Front Seat Wiring Harness

O Make sure there is correct routing and fastening on the seat frame

13.2 Passenger Occupant Detection System
Pressure Sensor, Removing and Instal-
ling

@ Note

& The passenger occupant detection system pressure sensor
and the front seat cushion can only be replaced as one unit.

¢ The Passenger Occupant Detection System Control Module -
J706- may not be replaced separately.

& Removing and installing the passenger occupant detection
system pressure sensor is described for the “Comfort” front
seat with manual seaf adjustment.

& Removing and installing on the other versions of the front seat
/s identical.

Removing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to
= “1.2 Pyrotechnic Components Safely Precautions’,

page 3.

¢ Before handling pyrotechnic components (for example,
disconnecting the connector), the person handling it must
“discharge static electricity”. This can be done by briefly
fouching the door strikér pin, for example.

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Secure the seat on the fixture for seat repair. Refer to
= “1.2 Front Seat, Mounting‘en Fixture for Seat Repair”’, page
342 .

— Remove the tunnel side seat trim. Refer to
= “2.10 Tunnel-Side Seat Trim, Removing and Installing”,

page 378 .

— Remove the sill-side seat trim. Refer to
= “2.11 Sill-Side Seat Trim, Removing and4nstalling”,
page 379 .

— Remove the seat trim bracket. Refer to
= “2.12 Seat Trim Bracket, Removing and Installing”,
page 384 .

— Remove the storage compartment, if equipped. Refer to
= “2.33 Storage Compartment, Removing and Installing”,
page 413 .
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@ Note

The components pictured can vary in form and appearance from the present vehicle. However the assembly
and functionality are identical.

RGS-10132

— Remove the front seat backrest -2-. Refer to
= “2.13 Front Backrest, Removing and Installing”, page 386 .

— Disconnect the connector -5- for the passenger occupant de-
tection system pressure sensor -3- from the Passenger Oc-
cupant Detection System Control Module - J706- -3-.

— Loosen the passenger occupant detection system pressure
sensor wiring harness -5- from the seat frame.

— Remove the seat cushion with passenger occupant detection
system pressure sensor -2- and the cover from the seat frame.

— Disconnect the cover from the seat cushion with passenger
occupant detection system pressure sensor -2-. Refer to
= “1.6 Seat Pan Cover and Cushion, Separating”,

page 451 .
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A WARNING

The passenger occupant detection system pressure sensor
-2- is permanently glued to the seat cushion -1-. It is not pos-
sible fo remove and install separately. The passenger occu-

pant detection system pressure sensor must be replaced with
the seaf cushion.

On vehicles with seat heating, the passenger occupant detec-
tion system pressure sensor and thggqﬂ@@g&n}g e/ement are

a shared component.
oy
R %,
&K\O(\ge rQO/@ )
&2 iCx
(@) e -
@b” %
® To prevent any removed components from being installed again by m/%?ke the components should be
separa?ed from each other and disposed. %
2,

¢ The ;é//owmg work applies to these components. £

@
. componem‘s pictured can vary in form and appearance from the presem‘wgeh/c/e. However the assembly

nd functionality are identical.

Q.
=
.
=3
@
(]
o

QJOJCI

MES-100.33
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— Remove the wiring harness -2- for the passenger occupant
detection system pressure sensor -3- from the channel and
guide it through the seat cushion -1-.

@ Note

The components pictured can vary in form and appearance from the present vehicle. However the assembly
and functionality are identical.

<
%
©
<
=
o
T

pa

=
(v}
8
Loosen the passenger occupant detection system pressure 3
sensor -1- from the seat cushion -2- starting from direction of 2
-arrow A- in direction of - arrtgv B-. o
S
Remove the passenger occupant detection system pressure 5
sensor -1- from the seat cushmn -2-. 5
&5
&
S
&
23

'USJOQ 6?"\]\
10,
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Installing

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nents. Refer to
> “1.2 Pyrotechnic Componenis Safely Precautions”’,

page 3.

¢ Before handling pyrotechnic components (for example,
connecting the connector), the person handling it must
“discharge static electricity’. This can be done by briefly
fouching the door striker pin, for example.

@ Note

The components pictured can vary in form and appearance from the present vehicle. However the assembly
and functionality are identical.

MGS- 10034
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A WARNING

The passenger occupant detection system pressure sensor
-2- is permanently glued to the seat cushion -1-. It is not pos-
sible fo remove and install separately. The passenger occu-
pant detection system pressure sensor must be replaced with
the seat cushion.

On vehicles with seat heating, the passenger occupant detec-
tion system pressure sensor and the seaf heating-element are
a shared component.

— Connect the cover and seat cushion{o the passenger occu-
pant detection system pressure sensor -2-. Refer to
= “1.6 Seat Pan Cover and Cushigh, Separating”,

page 451 .

— Install the seat cushion with passenger occupant detection
system pressure sensor -2- and-cover on the seat frame. Refer
to
= “1.4 Seat Pan Cover and Cushion, Removing and Installing”,

page 446 .
— Route and secure the wiring harness -5- for the passenger

occupant detection system préssure sensor -2- on the seat
frame as shown.

— Connect the connector -4- on the wiring harness -5- to the
Passenger Occupant DetectionSystem Control Module -
J706- -3-.

@ Note

Make sure the connector is pushed in all the.way and that it engages aud/b{_{!é;r

Installation is performed in reverse order of removal;while noting
the following:

@ Note

& Make sure the connectors are pushed in all the way and that
they engage audibly.

& Make sure the wires are not pinched.

A WARNING

The ignition must be on when connecting the battery. If pyro-
technic components (for example, airbag, belt tensioner) are
not repaired correctly, they may deploy unintentionally after
connecting baftery. There must not be anyone in the vehicle
interior when connecting the baftery.

— Connect the battery ground cable with the ignition turned on.
Refer to > Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

13. Passenger Occupant Detection System 21 1
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A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in the instrument cluster do not light up” - the
ignition (key/button) may only be switched on when the driver
sealt is positioned all the way back.

@ Note

If the Airbag Indicator Lamp - K75- indicales a fault, check the
DTC memory, erase it and check it again using the Vehicle Di-
agnostic Tester.

13.3 Passenger Occupant Detection System
Control Module - J706- , Removing and
Installing

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

A WARNING

¢ Observe the safely precautions for pyrotechnical compo-
nenfts. Refer fo
> “1.2 Pyrotechnic Components Safely Precautions”’,

page 3.

¢ Before handling pyrotechnic compenents (for example,
disconnecting the connector), the person handling it must
“discharge static electricity’. This can be done by briefly
fouching the door striker pin, for example.

— Remove the front seat. Refer to
> “2.7 Front Seat, Removing and Installing ”, page 368 .

— Secure the seat on the fixture for seat repair. Refer to
= “1.2 Front Seat, Mounting on Fixture for Seat Repair”, page
342 .

(2) Note ﬁ

The components pictured can vary in form and appearance from thepresent vehicle, However the assembly
and functionality are identical.
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RES-10133

3
(]
@ 5
- Disconnectthe connectors -4 and 5- from the Passenger Oc- é;D
cupant Detection System Control Module - J706- -1-. <L
g
$
~
>
Q(o
&@O

Remove the bolt -2-.
— Remove the I%gssenger Occupant Detection System Control
Module - J706--1- from the bracket -3- in direction of
-arrow-.
Installing

¢ Observe the safety premdtigﬁy%@gmtechnim/
dlo)] d )

nents. Refer fo
= “1.2 Pyrotechnic Componenis Safely Precautions”’,

page 3.
¢ Before handling pyrotechnic components (for example,
connecting the conneclor), the person handling it must
“discharge static electricity”. This can be done by briefly
fouching the door striker pin, for example.

Installation is performed in reverse order of removal, while noting

the following:
13. Passenger Occupant Detection System 21 3
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@ Note

Make sure the connectors are pushed in all the way and that
they engage audibly.

& Make sure the wires are not pinched.

& /t /s necessary to perform a basic setting/coding in “Guided
Fault Finding’ if the Passenger Occupant Detection System
Control Module - J706- was replaced. Refer fo Vehicle Diag-
nostic Tester .

A WARNING

The ignifion must be on when connecting the battery. If pyro-
technic components (for example, airbag, belttensioner) are
not repaired correctly, they may deploy.\uninfentionally after
connecting battery. There must not be anyone in the vehicle
interior when connecting the battery.

— Connect the battery ground cable with the ignition turned on.
Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery; Bat-
tery, Disconnecting and Connecting .

A WARNING

Ifthe ignition is not switched on after the battery is reconnected
- “indicator lamps in‘the instrument cluster do not light up” - the
ignition (key/button)-may only be switched on when the driver
seat is positioned all the way back.

@ Note

If the Airbag Indicator Lamp - K75- indicates a fault, check the
DTC memory, erase it and check it again using the Vehicle Di-
agnostic Tester .

13.4 Passenger Occupant Detection Systergbgontrol Module- J706- Bracket,
Removing and Installing ﬁ

Removing

— Remove the Passenger Occupant Detection System Control
Module - J706- . Refer to
> “13.3 Passenger Occupant Detection System Control Mod-
ule J706 , Removing and Installing”, page 212 .

@ Note

The components pictured can vary in form and appearance from the present vehicle. However the assembly
and functionality are identical.
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-
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T Ois B

— Remove the clamping pin ongﬁe clip -1- and loosen the clip

-1- g
o
— Remove the bracket -2- from the seat frame -3- in direction of
-arrow-. 8@’
<
Installing =

Install in reverse order of removal.
(1]

13.5 Required Ifnporter Notification

[}
After installing the new cor@ponents for the passenger occupant
detection system (passenger occupant detection system pres-
sure sensor / Passenger Oc¢cupant Detection System Control
Module - J706-), attach the labels (only tear-off strips) for the new
components on the “registration tag 2 for airbag systems”. “Reg-
istration tag 2 for airbag syste%gs” should be sent to importer for
registration. 5
O,
The “registration tag 2 for airbag ?ﬁtems” can be printed from the
“Technical Service Handbook”: @9
o)
ElsaWin Y,
O.
— Technical Service Handbook (HST) ’4’@%0

- Technical Service Bulletin (TSB)

13. Passenger Occupant Detection System 21 5
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- Electrical system

- Function

— Passenger protection area

— Turning off the airbag unit/child seat, installing a set, etc.
- System 2

The “process ID” and “TPI number” for this procedure can be
found in “Technical Service Handbooek-2":“2022327/1"

21 6 Rep. Gr.69 - Passenger Protection, Airbags, Seat Belts
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&

14 Special Tools
Special tools and workshop equipment required
¢ Wedge Set - T10383-

¢ Release Tool Set - Extraction Tool 17 - VAS1978/17- from the
Release Tool Set - VAS1978/35-

T10383

Z

Woo-11251

VAS 1978/35

W00-11532

14. Special Tools 21 7
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70— Interior Trim

1 Front Door Trim Panels
= “1.1 Overview - Front Door Trim Panel”’, page 218

= “1.2 Front Door Trim Panel, Removing and Installing”,
page 219

= “1.3 Trim Molding, Removing and Installing”, page 223

= “1.4 Mirror Cover Trim, Removing and Installing”, page 225

1.1 Overview - Front Door Trim Panel

@ Note

& The overview illustration shows the driver side front door trim panel. The front passenger side is identical.
& The overview illustration applies to vehicles with 4 doors. The illustration for vehicles with 2 doors is identical.

1 - Door Trim Panel

O Removing and instal-
ling. Refer to
= “1.2 Front Door Trim
Panel, Removing and
Installing”, page 219 .

12

2 - Central Locking -Safe- Indi-
cator Lamp - K133-

Q Driver Door Only

Q Component Location
Overview. Refer to =
Electrical Equipment;
Rep. Gr. 96 ; Lamps;
Component Location
Overview - Front Door
Lamps .

3 - Sleeve

Q For Central Locking -
SAFE- Indicator Lamp -
K133-

Q Driver door only

4 - Mirror Cover Trim

O Removing and instal-
ling. Refer to
= “1.4 Mirror Cover
Trim, Removing and In-
stalling”, page 225 .

5-Clip
O Quantity: 2

Q0 Replace damaged or
deformed clips

“ PN
6 - Exterior Rearview Mirror ™, ﬁf’
Adjuster - EX11-

Q  With Driver Interior
Locking Button - E308-

HTO-11112
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Q Component Location Overview. Refer to = Electrical Equipment; Rep. Gr. 96 ; Controls; Component
Location Overview - Front Door Controls .

7 - Bolt
d 4.5Nm
Q Quantity: 2

8 - Handle Molding Upper Section

9 - Rear Reflector
Q Component Location Overview. Refer to = Electrical Equipment; Rep. Gr. 96 ; Lamps; Component
Location Overview - Front Door Lamps .
10 - Power Window Control Head in Driver Door - E512-

O Component Location Overview. Refer to = Electrical Equipment; Rep. Gr. 96 ; Controls; Component
Location Overview - Front Door Controls .

11 - Clip
Q 2-door: quantity: 7
O 4-door and Wagon: quantity: 6 (one of which is the left upper crash clip -arrow-)
Q Insert in the trim panel
0 Replace damaged or deformed clips

12 - Trim Molding
O Allocation. Refer to the Parts Catalog.
O Removing and installing. Refer to = “1.3 Trim Molding, Removing and Installing”, page 223 .

1.2 Front Door Trim Panel, Removing and

Installing
@ Note

® The removal and installation for the driver side front door trim
panel is described. Fhe removal and installation for the front
passenger side isddentical.

& The removal and installation for vehicles with 4-doors is
shown. The removal and installation for 2-door vehicles is
identical.

Special tools and workshop equipment required

¢ Trim Removal Wedge - 3409-

¢ Wedge Set-T10383-

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Turn off the ignition and all electrical equipment and remove
the key.
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— Remove the handle molding upper section -1- with the Trim
Removal Wedge - 3409- from the mounts in the door trim pan-
el.

A _g s

.....

T

— Remove the screws -1-.

- Turn/release the clip -1- 90° in direction of the -arrow- (/4 of
a turn) using the open end wrench (10 mm).

» Clip -arrow- is loosened.

N70-10918

220 Rep. Gr.70 - Interior Trim



agen AG.VoIkswaQEHAG e
66\0\! ,70[9(/‘3/;9
e,
%(b\;\x\ Golf’@Q13 >, Golf Variant 2014 > , e-Golf 2014 > @
Q)%

) Body Interior - Edltlon 07.2015

A/'
R

— Loosen the clips -2- for the door trim panel -1- out of the
mounts using the Wedge Set - T10383- . The clip -3- was al-
ready released.

@ Note

& For4-door and Wagon vehicles, the upper left clip -arrow- is designed as a crash clip. When prying out the
door trim panel, it is automatically released from the window shafft strip.

& A crash clip is not installed on 2-door vehicles. All door trim panel clips must be released as described.

A Caution

If the door trim panel is pulled vertically upward out of the win-
dow shaft strip, make sure that the door trim panel does not
bump into the mirror cover trim and become damaged.

— Remove the door trim panel -1- vertically from the window
shaft strip. While doing so, the crash clip -arrow- is automati-
cally released on 4-door and Wagon vehicles.

— Depending on the vehicle equipment level, disconnect the
connectors from the door trim panel -1-.
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— Disconnect the cable -1- from the interior door mechanism.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal and note the following:
— Insert the clips into the front door trim panel.

A Caution

Before installing the door trim panel, make sure the locking
mechanisms of all clip connections are in the -position 1-.

It is not possible to install the door trim correctly if the clips are
in the -2 position-.

M70- 105565
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Tightening Specificati 30!
ightening Specifications ‘\O(\ee
¢ Refer to = “1.1 Overview - Frongé\oor Trim Panel”, page 218
&

Trim Molding@ePiemoving and Installing %

1.3

S
&
QO
N
(o)
<
%2

@ Note
\Q)//ation of the driver side trim molding is described. The removal and in%a//aﬁon for
O,

& The removal and insta

the front passenger side is identical. 0,
& The removal and /ngta//az‘/on for vehicles with 4-doors is shown. The removal and installation for 2-door
Q

vehicles is identicals

0}

0Ses, In

Removing

— Remove the front dc?gr trim panel. Refer to
= “1.2 Front Door Trim Panel, Removing and Installing”, page
— Remove the Exterior Rearview Mirror Adjuster - EX11- with
the Driver Interior Locking Button - E308- . Refer to = Elec-
trical Equipment; Rep. Gry, 96 ; Controls; Component Location

Overview - Front Door Cor (5ols .
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— Drill out the attachment points -2- for the trim molding -1- from
the door trim panel using an appropriate drill until the trim
molding starts to loosen from the door trim panel.

A Caution

The door trim panel must not be damaged by drilling.

— Carefully loosen the attachment points -2- one after the other
and remove the trim molding -1- from the door trim panel.

Installing

Lock washers near the trim strip (4-door): 1Z mm,7.5 mm, quan-
tity: 6. Refer to the Parts Catalog fer'the correct allocation!

Lock washers near the trimstrip (2-door): 17 mm % 7.5 mm, quan-
tity: 9. Refer to the Parts'Catalog for the correct allocation.

Lock washers near the interior door mechanism: 13.4 mm x 6 mm,
quantity: 8. Referto the Parts Catalog for the correct allocation.

— Insert the new trim molding -1- into the door trim panel.

— Press thedock washers -2- all the way onto the pins -3- of the
trim molding.

— Press the remaining lock washers near the interior door mech-
anism-onto the trim molding pins as described.

— Cut back the trim molding pins -3- above the lock washers
-2- so:that the projecting end is a maximum of 2 mm.

— Installithe Exterior Rearview Mirror Adjuster - EX11- with the
Driverdnterior Locking Button - E308- . Refer to = Electrical
Equipment; Rep. Gr. 96 ; Controls; Controls; Component Lo-
cation Qverview - Front Door Controls .

— Install the front door trim panel. Refer to
= “1.2 Frent Door Trim Panel, Removing and Installing”, page
219.
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1.4 Mirror Cover Trim, Removing and Instal-
ling

B Note

& Removal and installation are described for the mirror cover
trim on the driver side. The removal and installation for the
front passenger side is performed in the same manner.

& The removal and installation for vehicles with 4 doors is
shown. The removal and installation for 2-door vehicles is
identical.
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Removing

— Remove the front door trim panel. Refer to
= “1.2 Front Door Trim Panel, Removing and Installing”, page
219.

— Remove the clips -1- for the mirror cover trim -2-.

A _g s

.....

T

— Remove the mirror cover trim -2- from the front door toward
the rear -arrow-.

Installing

(2) Note (o]

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
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2

Rear Door Trim Panels

= “2.1 Overview - Rear Door Trim Panel”, page 227

= “2.2 Rear Door Trim Panel, Removing and Installing”,

page 228
= “2.3 Trim Molding, Removing and Installing”, page 231

> “2.4 Interior Door Mechanism, Removing and Installing”,

page 233

2.1

(i)

Overview - Rear Door Trim Panel

Note

The overview illustration shows the driver side rear door trim panel The front passenger side is identical.

1 - Door Trim Panel

Q

Removing and, instal-

ling. Referdo

= “2.2 Rear Door Trim
Panel, Removing and
Ipstalling”, page 228 .

2 - Driver Side Rear Power
Window Button - E711-

@ Only on vehicles with a

Q

power window regulator

Component Location
Overview. Refer to =
Electrical Equipment;
Rep. Gr. 96 ; Controls;
Component Location
Overview - Rear Door
Controls .

3 - Bolt

a
a

4.5Nm
Quantity: 2

4 - Window Crank

a

Q

Only on vehicles with a
manual window regula-
tor

Removing and instal-
lingo Refer to > Body
Exterior; Rep. Gr. 58 ;
Door Components; Win-
dow Crank, Removing
and Installing .

5 - Handle Molding Upper Sec-

tion

6 - Rear Reflector

Q

a
a

Component Location
Overview. Refer to =

—

MOO-00a0a

Electrical Equipment; Rep. Gr. 96 ; Lamps; Component Location Overview - Rear Door Lamps .
7 - Clip

Quantity: 6
Insert in the trim panel
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Q0 Replace damaged or deformed clips

2.2 Rear Door Trim Panel, Removing and

Installing
@ Note

The removal and installation for the driver side rear door trim
panel is described. The removal and installation for the front pas-
senger side is performed in the same manner.

Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-
¢ Wedge Set - T10383-
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing
Vehicles without Power Window Regulator

— Remove the window crank. Refer to = Body Exterior; Rep.
Gr. 58 ; Door Components; Window Crank, Removing and
Installing .

Continuation for all Vehicles

— Turn off the ignition and all electric consumers and remove the
key.

— Remove the handle molding upper section -1- with the Trim
Removal Wedge - 3409- from the mounts in the door trim pan-
el.

— Remove the bolts -1-.

— Remove the rear reflector. For the component location over-
view, refer to = Electrical Equipment;Rep. Gr. 96 ; Lamps;
Component Location Overview - Rear{Door Lamps .

@ﬁ}lj ,
,. 'cﬂ
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- Turn/release the clip -1- 90° in direction of the -arrow- (1/4 of
a turn) using TORX® T30.
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— Loosen the clips -2- for the door trim panel -1- out of the
mounts using the Wedge Set - T10383- . The clip -3- was al-
ready released.
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Remove the door trim panel -1- vertically from the window

shaft strip.
Depending on the vehicle equipment level, disconnect the
connectors from the door trim panel -1-.

Disconnect the cable -1- from the interior door mechanism.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal. Note the following:

Insert the clips into the rear door trim panel.

A Caution

Before installing the door trim panel, make sure the. locking
mechanisms of all clip cannectia@@?*éggnﬁthe -1 pog‘%ag-g./g’oes s
9

oY
It is not possible fo install tge%’oor trim correctly if the clips are
in the -2 position-. ST

I

230 Rep. Gr.70 - Interior Trim



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

MF0-10586

Tightening Specifications
¢ Refer to = “2.1 Overview - Rear Door Trim Panel”, page 227

23 Trim Molding, Removing and Installing

E] Note

The removal and installation of the driver side trim molding is de-
scribed. The removal and installation for the front passenger side
/s identical.

Removing

— Remove the rear door trim panel. Refer to
= “2.2 Rear Door Trim Panel, Removing and Installing”, page
228 .

— Dirill out the attachment points -2- for the trim molding -1- from
the door trim panel using an appropriate drill until the trim
molding starts to loosen from the door trim panel.
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A Caution

The door trim panel must not be damaged by drilling.

— Carefully loosen the attachment points -2- one after the other
and remove the trim molding -1- from the door trim panel.

Installing

Lock washers near the trim strip: 17 mm x 7.5 mm, quantity: 7.
Refer to the Parts Catalog for the correct allocation.

Lock washers near the interior door mechanism: 13.4 mm x 6 mm,
quantity: 6. Refer to the Parts Catalog for the correct allocation.

— Insert the new trim molding -1- into the door trim panel.

— Press the lock washers -2- all the way onto the pins -3- of the
trim molding.

— Press the remaining lock washers near the interior door mech-
anism onto the trim molding pins as described.

— Cut back the trim molding pins -3- above the lock washers
-2- so that the projecting end is a maximum of 2 mm.
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=3
— Install the rear door trim panel. Refer t@@
= “2.2 Rear Door Trim Panel, Remo@q and Installing”, page

228 &
$
(o)
=
o
24 Interior Door Mechanism, Removing

and Installing

The interior door mechanism is clipped into the trim molding for
the door trim panel.

@ Note

The removal and installation of the driver side trim molding is de-
scribed. The removal and installation for the front passenger side
/s identical.

Removing

— Remove the rear door trim panel. Refer to
= “2.2 Rear Door Trim Panel, Removing and Installing”, page
228 .

— Remove the trim panel. Refer to
= “2.3 Trim Molding, Removing and Installing”, page 231 .
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— Carefully unclip the interior doormechanism’all'thesway
around from the retainers'in the trim molding.

Installing

Install in reversgrorder of removal.
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3 Instrument Panel

= “3.1 Overview - Instrument Panel”, page 235

= “3.2 Instrument Panel Side Cover, Removing and Installing”,

page 236

= “3.3 Instrument Panel Decorative Trim, Removing and Instal-

ling”, page 236

= “3.4 Light Switch Trim, Removing and Installing”, page 237

= “3.5 Instrument Cluster Trim, Removing and Installing”,

page 237

> “3.6 Instrument Panel, Removing and Installing”, page 238

= “3.7 Instrument Panel Vent, Removing and Installing”,

page 246

= “3.8 Side Defroster Vent, Removing and Installing”, page 249

3.1 Overview - Instrument Panel

1 - Side Defroster Vent
O Left and right
U Removing and instal-
ling. Refer to
= “3.8 Side Defroster

Vent, Removing and In-
stalling”, page 249 .

2 - Rubber Buffer
Q Quantity: 2

Q Pushed on the instru-
ment panel mount under
the windshield frame

3 - Bolt
Q 1.5Nm
N
4 - Sunlight Photo Sensor -~
G107- S

Q Removing and instal-
ling. Refer to =;Heating,
Ventilation and Air Con-
ditioning; Rep. Gr. 87 ;
Additional Gomponents
for Controland Regula-
tion; Sunlight Photo
Sensor - G107-, Re-
moving a;ﬁld Installing .

5 - Instrument Panel

Q0 Removing and instal-
ling. Referto
= “3.6 Instrument Panel,
Removing‘and Instal-

ling”, page 238 .

6 - Instrument Pan%l Decora-
tive Trim o

Q Allocation. Refer to the

1
I

I I
11 10

Parts Catalog. 5
. L e 2
Q Removing and installing. Refer to ~
= “3.3 Instrument Pané&bDecorative Trim, Removi d Installing”, %@ﬁg 236 .
%%O ‘\@@
/rq’o 9104, N\e\)\\o

o0e
N
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7 - Center Vent with Front Information Display Control Head - J685- Trim

@ Note

Always remove the Front Informa-
tion Display Control Head - J685-
trim together with the center vent.

O Removing and installing. Refer to = “3.7 Instrument Panel Vent, Removing and Installing”, page 246 .

8 - Instrument Cluster Trim
O Removing and installing. Refer to = “3.5 Instrument Cluster Trim, Removing and Installing”, page 237 .
9 - Rotary Light Switch - EX1-

U Removing and installing. Refer to = Electrical Equipment; Rep. Gr. 96 ; Controls; Component Location
Overview - Instrument Panel Controls .

10 - Light Switch Trim
O Removing and installing. Refer to = 34 light Switch Ttimy, Removing and Installing”, page 237 .

11 - Side Instrument Panel Vent
Q Left and right
Q Removing and installing. Refer to = “3.7 Instrument Panel Vent, Removing:and Installing”, page 246 .

3.2 Instrument Panel Side Cover, Removing
and Installing

@ Note

Removal and installation are described for the instrument panel
side cover on the driver side. The removal and installation for the
front passenger side is performed in the same manner.

Special tools and-workshop equipment required

¢ Trim Removal Wedge - 3409-

Removing

— Pry off the instrumént panel side cover -1- using the Trim Re-
moval Wedge - 3409 .

— Remove the cover rearward from the A-pillar gap cover.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

3.3 Instrument Panel Decorative Trim, Re-
moving and Installing

Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-
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Removing

— First loosen the trim molding -1- from the retainers using the
Trim Removal Wedge - 3409- -A arrows-.

— Then slide the trim molding -1- outward -B arrow- and remove
it.

Installing

E] Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

3.4 Light Switch Trim, Removing and Instal-
ling

Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Remove the Rotary Light Switch - EX1- . Refer to = Electrical
Equipment; Rep. Gr. 96 ; Controls; Component Location
Overview - Instrument Panel Controls .

— Remove the bolt -2-.

— Remove the light switch trim -1- from the instrument panel to-
ward the rear.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
Tightening Specifications
¢ “Refer to = “3.1 Overview - Instrument Panel’, page 235

3.5 Instrument Cluster Trim, Removing and
Installing

Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-

| oo |

g N70-11069 1
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Removing

— Remove the side instrument panel vent on the driver side. Re-
fer to
= “3.7 Instrument Panel Vent, Removing and Installing”, pade
246 .

— Loosen the center vent, but do not completely remove it. Refer
to
= “3.7 Instrument Panel Vent, Removing ang’Installing”, page
246 .

— Loosen the gap cover near the instrument cluster trim, but do
not completely remove it. Refer to
= “1.10 Instrument Cluster Gap Covery Removing and Instal-

ling”, page 28 .

— Unclip the instrument cluster trim -1- from the instrument panel
using the Trim Removal Wedge - 3409- .

— Remove the instrument cluster trim.=1- from the instrument
cluster -2-.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

3.6 Instrument Panel, Removing and Instal-
ling

Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Remove the center console. Refer to
= “3.9 Center Console, Removing and Installing”, page 65 .

— Move the front seats all the way back.

— Disconnect the battery ground cable. Refer to = Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and
Connecting .

— Remove the driver side airbag. Refer to
= “5.2 Airbag Unit with Driver Airbag Igniter N95 , Removing
and Installing”, page 146 .

— Remove the steering wheel. Refer to = Suspension, Wheels,
Steering; Rep. Gr. 48 ; Steering Wheel; Steering Wheel, Re-
moving and Installing .

— Remove the steering column switch module. Refer to > Elec-
trical Equipment; Rep. Gr. 94 ; Steering Column Switch Mod-
ule; Lock Cylinder, Removing and Installing .

— Remove the light switch trim. Refer to
= “3.4 Light Switch Trim, Removing and Installing”,

page 237 .

— Remove the instrument panel cover on the driver side. Refer
to
= “1.9 Driver Side Instrument Panel Cover, Removing and In-
stalling”, page 26 .

M70-11071
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Remove the glove compartment. Refer to
= “1.17 Glove Compartment, Removing and Installing”,

page 34 .

Remove the center vent. Refer to
= “3.7 Instrument Panel Vent, Removing and Installing”, page
246 .

Remove the instrument cluster. Refer to = Electrical Equip-
ment; Rep. Gr. 90 ; Instrument Cluster; Instrument Cluster -
KX2-, Removing and Installing .

Remove the Front Information Display Control Head - J685- .
Refer to > Communication; Rep. Gr. 91 ; Infotainment Sys-
tem; Component Location Overview - Infotainment System .

Remove the left and right triangular window trim panel. Refer
to
> “5.12 A-Pillar Trim Panel, Removing and Installing”,

page 281 .

If equipped, remove the Sunlight Photo Sensor - G107- . Refer
to > Heating, Ventilation and Air Conditioning; Rep. Gr. 87 ;
Additional Components for Control and Regulation; Sunlight

Photo Sensor - G107-, Removing and Installing .

Disconnect the connector for the front passenger airbag. Refer
to

= “6.2 Front Passenger Airbag Unit with Front Passenger Air-
bag Igniter 1 N131 , Removing and Installing”, page 154 .
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from the central tube on the front passenger side.

<
— Remove the screws -3- for securing the instrument panel -1-
frocﬁh the central tube in the center.

- Rémove the screws -4- and -5- for securing the instrument
panel -1- from the central tube on the right side.
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— Remove the screws -2-, -3- and -4- for securing the instrument
panel -1- from the central tube on the left side.

— Remove the screw -5- for securing the instrument panel -1-
from the central tube on the driver side.
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Q
— Lift the instrunsént panel -1- until the left and right guide tabs 9":
-arrow B- are free. S
< E
— Atthe same time, remove the instrument panel -1- from the 5
mounts -2- in thezwindshield transition area -arrow A-. $
o >
s
Qf'o
§O

o

6’)’@

@ Note %,
)

L g . 2

A second technician is neec?ego to remove the instrument pangl. 0‘*’
@)
. &
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NT0-110738

— Remove the instrument panel -1- from the instrument panel
central tube -2-.

— Disconnect the connector and free up the wiring harness from
the instrument panel.

— Carefully remove the instrument panel from the vehicle interior
and lay it on a soft surface.

Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

¢ Follow the bolt sequence for securing the instrument panel in
the reverse order.

Install in reverse order of removal. Note the following:

3. Instrument Panel 243



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >

= Body Interior - Edition 07.2015

Il 7oA 007

(%)
— Make sure that the mounts -1- are secured inside the body

-2- before installing the instrument panel.
o
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— Slide the instrument panel -1- into the mounts -2- in the wind-
shield transition area -arrow A-.

— Insert the left and right guide tabs into the guide holes

-arrow B-.
Tightening Specifications
¢ Refer to = “3.1 Overview - Instrument Panel”, page 235
3.7 Instrument Panel Vent, Removing and
Installing

Special tools and workshop equipment required
¢ Backrest Panel Tool - 3370-
¢ Trim Removal Wedge - 3409-
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Removing
Side Instrument Panel Vent

E] Note

The removal and installation for the side instrument panel vent on
the driver side is described. The removal and installation for the
front passenger side is performed in the same manner.

— Completely open the side instrument panel vent -1- using the
thumbwheel.

— Carefully guide the Backrest Panel Tool - 3370- -2- into the
center of the second slat from above and hook it in to the rear
of the vent -1-.

@ Note

The insertion depth of the Backrest Panel Tool - 3370-is 115 mm.
— Pull the side instrument panel vent out of the instrument panel
installation opening with a firm jerk.

Center vent with Front Information Display Control Head - J685-
trim

@ Note

The center vent is removed fogether with the#ront Information
Display Control Head - J685- trim.

P\
3 _ \'

MN70-11072

A Caution

The Front Information Display ControlHead - J685- trim cannot
be removed as an individual part without being destroyed.

» Center vent is completely open at both thumb wheels.

» The vertical slats of the center ventiare positioned in the di-
rection of travel.

— Remove the display and control head trim. Refer to
= “3.5 Display and Control Unit Trim,ZRemoving and Instal-

ling”, page 62 .

— Grab the Front Passenger Airbag -Disabled- Indicator Lamp -
K145- -1- at the side -A arrows- and pull it out of the instrument
panel.

— Disconnect the connectors.

MNEE-11058
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— Carefully guide a Backrest Panel Tool - 3370- in both the right
and left center vent -arrows-.

N70-11175

— Hook both Backrest Panel Tools - 3370- into the top end of the
corresponding fresh air duct.

@ Note

The insertion depth of the Backrest Panel Tool - 3370- is approximately 11 cm.

— Remove the center vent -1- including the installed trim -2- from
the instrument panel installation opening at the same time by
firmly tugging on the two Bagkrest Panebdools - 3370- .

— Carefully unclip the'trim -2- from the mounts in the instrument
panel -arrows-using the Trim Removal Wedge - 3409- .
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Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

3.8 Side Defroster Vent, Removing and In-
stalling

z] Note

The removal and installation for the side defroster vent on the
driver sfide is described. The removal and installation for the front
passenger side is performed in the same manner.

Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-
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Removing

— Pry the defroster vent -1- upward out of the instrument panel
installation opening using the Trim Removal Wedge - 3409-
and remove it.

Installing

Install in reverse order of removal.

N\ ot
e(\‘oﬂ s,
o )
o &S
3 ®
%'b
S
&
\50
>
9
N
Q}@
N
&
@
CBQ;
=
<
A
e}
t
©
Q.
£
173
O
(2]
o
=
3
o
)
<
)
%
)
Vo@
2
%
(°s
e,
2,
7
©.
O /9 «b\\
@./,f $0\\\X )
(¢%) 0 6"\\0 N
®log)q yebe

250 Rep. Gr.70 - Interior Trim



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

4 Instrument Panel Central Tube

= “4.1 Overview - Instrument Panel Ceritral Tube”, page 251

= “4.2 Overview - Driver Side Impact Absorber”, page 253

= “4.3 Crash Bolster, Removing and Installing”, page 254

= “4.4 Instrument Panel CentralFTube, Removing and Installing”,
page 255

= “4.5 Driver Side Impact Absorber, Removing and Installing”,
page 259

= “4.6 Front Passenger Side Impact Absorber, Removing and In-
stalling”, page 260

4.1 Overview - Instrument Panel Central Tube

E] Note

It may be helpful fo make drawings or take photos of any wires that are going fo be loosened, removed and
then installed. This assures the wires will be reconnected correctly.

1 - Mounting Bracket
Q Welded to the body

2 - Threaded Pin
Q 20 Nm
Q Quantity: 2

3 - Bolt
d 20 Nm

4 - Central Tube
O Fortheinstrument panel

Q Removing and instal-
ling. Refer to
= “4.4 Instrument Panel
Central Tube, Remov-
ing and Installing”, page
255.

4. Instrument Panel Central Tube 251



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

A Caution

Ifthe central tube is to be
replaced with a new parrt,
malfunctions due to faul-
ty ground connections
cannot be ruled out.

#he ground connections
must be free of paint,
coating, and corrosion so
that an error-free ground
connection is guaran-
feed.

Mounting threads and
contact surfaces be-
tween the central tube
and securing brackets
must also be free of paint,
coating, and corrosion.
The threaded connec-
tions serve as the ground
connection for the knee
airbag.

#he contact surfaces for
the left and right funnel
support must be free of
paint on both sides. They
serve as the main ground
path.

5 - Nut
Q 20 Nm
O Quantity: 2

A Caution

There is a risk of -mal-
functions do fo a faulty
ground connection:.

Mhe contact surface must
be free of paint, coating,
and corrosion, the threa-
ded connection serves
as the ground connection
for the knee airbag.

6 - Bolt
Q 4 Nm
Q Quantity: 3
Q If one of the screws is overtightened when installing the heater and A/C unit, use the screw “N.
911.981.01” as a replacement. e

7 - Bolt H

Q 20 Nm At
Q Quantity: 2

8 - Bolt
Q 20 Nm

9 - Crash Bolster
Q Allocation. Refer to the Parts Catalog.
Q Removing and installing. Refer to = “4.3 Crash Bolster, Removing and Installing”, page 254 .
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10 - Bolt
a 20 Nm
O Driver side only

A Caution

There is a risk of mal-
functions do fo a faulty
ground connection.

Mhe counter threaded
and contact surface must
be free of paint, coating,
and corrosion, the threa-
ded connection serves
as the ground connection
for the knee airbag.

4.2 Overview - Driver Side’Impact Absorber

1 - Left Driver Side Impact Ab-
sorber

Q Removing and instal-
ling. Refer to
= “4.5 Driver Side Im-
pact Absorber, Remov-
ing and Installing”, pagé
259.

2 - Spreader Plug
U4 Replace damaged or
deformed spreader plug
3 - Bolt
Q 4.5Nm
Q Quantity: 2

1 Also screws for Vehicle
Electrical System Con-
trol Module - J519-
bracket

4 - Bracket
U Removing

— Remove the right driver
side impact absorber.
Refer to
> “4.5 Driver Side Im-
pact Absorber, Remov-
ing and Installing”, page
259.

— Remove the screws -5-.

— Disengage the bracket
on the central tube and

remove.
Q Installing

Install in reverse order of

removal.
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5 - Bolt
a 2.5Nm
Q Quantity: 2
6 - Spreader Plug
QO Replace damaged or deformed spreader plug

7 - Right Driver Side Impact Absorber

0 Removing and installing. Refer to
> “4.5 Driver Side Impact Absorber, Removing and Installing”, page 259 .

8 - Bolt
Q 4.5Nm
4.3 Crash Bolster, Removing and Installing

Special tools and workshop equipment required
¢ Torque Wrench 1331 5-50Nm - VAG1331-
Removing

— Remove the knee airbag with igniter. Refer to
= “0.2 Knee Airbag with Driver Knee Airbag Igniter N295 , Re-
moving and Installing”, page 173 .

— Remove the footwell vent on the driver side. Refer to.=> Heat-
ing, Ventilation and Air Conditioning; Rep. Gr. 87 ;/Air Routing;
Overview - Air Routing and Air Distribution in Passenger Com-
partment .

— Remove the Data Bus on Board Diagnostic Interface - J533- .
Refer to = Electrical Equipment; Rep. Gr. 97 ; Control Mod-
ules; Component Location Overview - Control Modules .

— Remove the bolt -2-, disengage the crash bolster -1- and guide
it out.

Installing

If the crash bolster was replaced on vehicles through 11/2012, a
felt strip is to be attached to the replacement crash bolster (except
for LHD vehicles with an automatic). Refer to the Parts Catalog.

To make a smaller distance to the footwell vent.

— For manual transmission vehicles, attach:the felt strip -2- at a
distance of 7.5 mm -dimension a- to the edge of the crash
bolster -1-.
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Installation is perforn:ﬁad in reverse order of removal, while noting ‘%
®
[{})

— Engage the crash bolster -2- on the central tube -1- -arrow-
and fasten. =

L

Tightening Specigcations

¢ Referto =
= “4.1 Overview -

Instrument Panel Central Tube”, page 251

PO

35
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Q

2
>
60)
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A30-10244

¢

X
Instrumentd?anel Central Tube, Remov- ng*\@
ing and Instéﬂmg ® :
Special tools and workshop eqmpnfér@g reqmred
¢ Torque Wrench 1331 5-50Nm - VAG1§%%QJOJC,
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

4.4
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@ Note

It may be helpful fo make drawings or take photos of any wires
that are going to be loosened, removed and then installed. This
assures the wires will be reconnected correctly.

Removing

Remove the left plenum chamber cover. Refer to > Body Ex-
terior; Rep. Gr. 50 ; Bulkhead; Overview - Plenum Chamber
Cover .

Remove the bolt -1- for the brace and central tube from the
plenum chamber bulkhead.

Remove the instrument panel. Referito
= “3.6 Instrument Panel,sRemoving and Installing’s

page 238 .
Remove the knee airbag with igniter. Refer to

= “0.2 Knee’Airbag with Driver Knee Airbag Igniter N295 , Re-
moving.and Installing”, page 173 .

Remove the footwell vent on the driver side. Refer to > Heat-
ing, Yentilation and Air Conditioning; Rep. Gr. 87 ; Air Routing;
Overview - Air Routing and Air Distribution in Passenger Com-
partment .

Remove the bolts -1- and -2-.

Disengage the load distributor -3- on the instrument panel
central tube.

Unbolt the steering column from the instrument panel central
tube and place it on the underbody. Refer to = Suspension,
Wheels, Steering; Rep. Gr. 48 ; Steering Column; Steering
Column, Removing and Installing .

If:equipped, remove the Access/Start System Interface -
J965- . Refer to > Electrical Equipment; Rep. Gr. 97 ; Control
Modules; Component Location Overview - Control Modules .

Release-the expanding rivet -1- and remove it upward.

Remove the‘intermediate piece for the def talrvent -3- from

the instrument panel central tube.

Unclip and remove th&’intermediate piece for the center vent
-2- from the heater and A/C uhit.
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— Remove the nut -1- from the central tube ground connection

-2- and free up the wires.
— Remove the footwell vent on the front passenger side. Refer

to = Heating, Ventilation and Air Conditioning; Rep. Gr. 87 ;

Air Routing; Overview - Air Routing and Air Distribution in Pas-

senger Compartment .

Remove the three bolts -arrows- for the heater and A/C unit

\(\S\N age" .

— Push the carpet near the threaded connectlorgj&@!\he side and
remove the left and right bolt -2- for the |n§m§’ment panel cen-
"0

tral tube support. o
&

S
@
N
&

@ Note
Q

Q
Mark the height and side position on instrument panel central tube

for reinstallation.

@
2
L

<
N
£
A
S
=
t
<
Q
c
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o)
(2]
o
o
=

puy

@ Note

Mark the height and side posn‘/om of the central tube in the vehicle
around the left and right nut - 7- a:g well as the bolt -2- with a scrib-
er. %)

@

Remove the bolt -1- from the ms;(gument panel central tube.
Z

Remove the nut -2- for the mstrument panel central tube from
the left and right A-pillar. %5

(///f
Unclip, disengage and free up the wwes‘fvgm the instrument
%

panel central tube.
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S 3
6 o
\)\\O N

— Remove the wiring harness bracket -2- from the instrum%%s,o

S,
panel central tube -1-. 10iq oy

— Loosen the instrument panel central tube -1- and pull it slightly
to the rear.

— Carefully lift the instrument panel central tube -1- out of the
vehicle with the help of a second technician. Pay attention to
the wiring harnesses.

Installing

@ Note

® Before installing the instrument panel central tube, line it up
with the markings made before it was removed.

& Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal. Note the following:
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A Caution

If the central tube is fo be replaced with a new part, malfunc-
tions due fo faully ground connections cannot be ruled out.

¢ The ground connections must be free of paint, coating,
and corrosion so that an error-free ground connection is
guaranfeed.

¢ Mounting thread's and contact surfaces between the cen-
fral tube and securing brackets must also be free of paint,
coating, and corrosion. The threaded connections serve
as the ground connection for the knee airbag.

¢ The contact surfaces for the left and right tunnel support
must be free of paint on both sides. They serve as the main
ground path.

Tightening Specifications

¢ Referto
= “4.1 Overview - Instrument Panel Central Tube”, page 251

Component Tightening Specification

Nut to central tube ground con-{9 Nm
nection

Three load distributor screws to|4.5 Nm
central tube

4.5 Driver Side Impact Absorber, Removing
and Installing

Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Remove the instrumentpanel. Referto
= “3.6 Instrument'Panel, Removing and Installing”,

page 238 .
Left Driver Side Impact Absorber

— Remove the spreader plug -2-.
— {Remove the bolts -3-.

= Remove the left driver side impact absorber -1- from the cen-
tral tube.

4. Instrument Panel Central Tube 259



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
# Body Interior - Edition 07.2015

Right Driver Side Impact Absorber
— Remove the spreader plug -2-.

— Remove the bolt -3-.

— Remove the right driver side impact absorber -1- from the

central tube.
Installing
Install in reverse order of removal.
Tightening Specifications db\)\lo\\‘ewa
¢ Refer to &

N
=>"“4.2 Overview@gbﬁriver Side Impact Absorber”, page 253

gen AG. VoIkswagenAG %o
es

Noy

&
S

il

MT0-0120
—

Removing

— Remove the glove compartment. Refer to

= “1.17 Glove Compartment, Removing and Installing”,

page 34 .
— Remove the spreader plug -2-.
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— Pull the front passenger side impact absorber -1- out of the
instrument panel -arrow- and remove it.

Installing

Install in reverse order of removal.
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5 Passenger Compartment Trim

= “5.1 Component Location Overview - Passenger Compartment
Trim”, page 262

= “5.2 Overview - Sill Panel Strip”, page 266

= “5.3 Overview - A-Pillar Trim Panel”, page 266

> “5.4 Overview - B-Pillar Trim Panel”, page 268

= “5.5 Overview - C-Pillar Trim Panel”, page 270

= “5.6 Overview - D-Pillar Trim Panel”, page 273

= “B.7 Overview - Side Trim Panel”, page 274

= “5.8 Overview - Wheel Housing Trim Panel”, page 274

= “5.9 Overview - Foot Rest and Carpet”, page 277

> “5.10 Sill Panel Strip, Removing and Installing”, page 278

= “5.11 A-Pillar Gap Cover, Removing and Installing”,
page 280

= “5.12 A-Pillar Trim Panel, Removing and Installing”,
page 281

= “5.13 B-Pillar Trim Panel, Removing and Installing”,
page 286

= “5.14 C-Pillar Trim Panel, Removing and laistalling”,
page 291

= “5.15 D-Pillar Trim Panel, Removing and Installing”,
page 293

= “5.16 Side Trim Panel, Removing and-Installing”, page 294

= “5.17 Wheel Housing Trim Panel, Removing and Installing”,
page 297

= “5.18 Foot Rest, Removing and Installing”, page 301

= “5.19 Carpet, Removing and Installing”, page 303

5.1 Component Location‘Overview - Pas-
senger Compartment Trim

= “5.1.1 Component Location Overview - Passenger Compart-
ment Trim, 2-Door”, page 262

> “5.1.2 Component Location Overview - Passenger Compart-
ment Trim, 4-Door”, page 264

= “5.1.3 Component Location Overview - Passenger Cémpart-
ment Trim, Wagon”, page 265

5.1.1 Component Location Overview - Passenger' Compartment Trim, 2-Door
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1 - Rear Shelf

Q Clipped in the mounts
for the rear shelf com-
partment

2 - C-Pillar Trim Panel

Q Overview. Refer to
> “5.5 Overview - C-Pil-
lar Trim Panel”
page 270 .

Q Removing and instal-
ling. Refer to
> “5.14 C-Pillar Trim
Panel, Removing and
Installing”, page 291 .

3 - Side Trim Panel

Q Overview. Refer to
> “5.7 Overview - Side
Trim Panel”’, page 274 .

U Removing and instal-
ling. Refer to
= “5.16 Side Trim Panel,
Removing and Instal-

ling”, page 294 .
4 - Upper B-Pillar Trim Panel
Q Overview. Refer to
= “5.4 Overview - B-Pil-
lar Trim Panel”
page 268 .

U4 Removing and instal-
ling. Refer to
= “5.13 B-Pillar Trim
Panel, Removing and
Installing”, page 286 .

5 - Sill Panel Strip
O Overview. Refer to

= “5.2 Overview - Sill Panel Strip”, page 266 .

Q0 Removing and installing. Refer to = “5.10 Sill Panel Strip, Removing and Installing”, page 278 .

6 - Upper A-Pillar Trim Panel

Q Overview. Refer to = “5.3 Overview - A-Pillar Trim Panel”, page 266 .

Q0 Removing and installing. Refer to = “5.12 A-Pillar. Trim Panel, Removinq%lnstallinq”, page 281 .

7 - A-Pillar Gap Cover

1 Overview. Refer to = “5.3 Overview - A-Pillar Trim Panel”’, page 266 .

O Removing and installing. Refer to = “5.11 A-Pillar Gap Cover, Removing and Installing”, page 280 .

8 - Lower A-Pillar Trim Panel

Q Overview. Refer to = “5.3 Overview - A-Pillar Trim Panel”, page 266 .

Q Removing and installing. Refer to = “5.12 A-Pillar Trim Panel, Removing and Installing”, page 281 .
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51.2

Component Location Overview - Passenger Compartment Trim, 4-Door

1 - Rear Shelf

Q

Clipped in‘the mounts
for the rear shelf com-
partment

2 - C-Pillar Trim Panel

a

Overviéw. Refer to

> “5.5 Overview - C-Pil-
lar Trind Panel”

page 270 .

Removing and instal-
ling. Refer to

= “5.14 G-Pillar Trim

Panel, Réemoving and
Installing”,page 291 .

3 - Wheel Housing-Trim Panel

Q

Overview. Refer to
= “5.8 Overview=dVheel

Housing Trim PanéP,
page 274 .

Removing and instal-
ling. Refer to

> “5.17 Wheel Housing
Trim Panel, Removing
and Installing”,

page 297 .

4 - Lower B-Pillar Trim Panel

a

a

Overview. Refer to

= “5.4 Overview - B-Pil-
lar Trim Panel”

page 268 .

Removing and instal-
ling. Refer to

= “5.13 B-Pillar Trim
Panel, Removing and
Installing”, page 286 .

5 - Upper B-Pillar Trim Panel

Q Overview. Refer to = “5.4 Overview - B-Pillar Trim Panel”, page 268 .

0 Removing and installing. Refer to > “5.13 B-Pillar Trim Panel, Removing and Installing”, page 286 .

6 - Sill

 Overview. Refer to = “5.2 Overview - Sill Panel Strip”, page 266 .

Panel Strip

Q0 Removing and installing. Refer to = “5.10 Sill Panel Strip, Removing and Installing”, page 278 .

7 - Upper A-Pillar Trim Panel

Q Overview. Refer to = “5.3 Overview - A-Pillar Trim Panel”, page 266 .

U0 Removing and installing. Refer to = “5.12 A-Pillar Trim Panel, Removing and Installing”, page 281 .
8 - A-Pillar Gap Cover

 Overview. Refer to = “5.3 Overview - A-Pillar Trim Panel”’, page 266 .

0 Removing and installing. Refer to = “5.11 A-Pillar Gap Cover, Removing and Installing”, page 280 .

9 - Lower A-Pillar Trim Panel

Q Overview. Refer to = “5.3 Overview - A-Pillar Trim Panel”, page 266 .

4 Removing and installing. Refer to = “5.12 A-Pillar Trim Panel, Removing and Installing”, page 281 .
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1 - D-Pillar Trim Panel & 2
9 =
Q Overview. Referto o 3
> “5.6 Overview - D<Pil- =1
lar Trim Panel” S S,
page 273 . 5 S
Q Removing and instal- 2
ling. Refer to < 2
= “5.15 D-Pillar Trim 8
Panel, Removing and 2
Installing”, page 293 . o
o
2 - C-Pillar Trim Panel ¢
U Overview. Refer to Eg
= “5.5 Qverview - C-Pil-
lar Trim Panel” <%
page 270 . 2
0 Removing and instal-
ling. Refer to

= “5.14 C-Pillar Trim
Panel, Removing and
Installing”, page 291 .

3 - Upper B-Pillar Trim Panel

1 Overview. Refer to
= “5.4 Overview - B-Pil-
lar Trim Panel”
page 268 .

U Removing and instal-
ling. Refer to
= “5.13 B-Pillar Trim
Panel, Removing and
Installing”, page 286 .

4 - Upper A-Pillar Trim Panel

Q Overview. Refer to
= “5.3 Overview - A-Pil-
lar Trim Panel”
page 266 .

U4 Removing and instal-
ling. Refer to = “5.12 A-Pillar Trim Panel, Removing and Installing”, page 281 .

5 - Lower A-Pillar Trim Panel

Q Overview. Refer to = “5.3 Overview - A-Pillar Trim Panel”, page 266 .

Q Removing and installing. Refer to = “5.12 A-Pillar Trim Panel, Removing and Installing”, page 281 .
6 - A-Pillar Gap Cover

O Overview. Refer to = “5.3 Overview - A-Pillar Trim Panel”, page 266 .

Q Removing and installing. Refer to = “5.11 A-Pillar Gap Cover, Removing and Installing”, page 280 .
7 - Sill Panel Strip

A Overview. Refer to = “5.2 Overview - Sill Panel Strip”, page 266 .

O Removing and installing. Refer to = “5.10 Sill Panel Strip, Removing and Installing”, page 278 .
8 - Lower B-Pillar Trim Panel

Q Overview. Refer to = “5.4 Overview - B-Pillar Trim Panel”, page 268 .

0 Removing and installing. Refer to = “5.13 B-Pillar Trim Panel, Removing and Installing”, page 286 .
9 - Wheel Housing Trim Panel

Q Overview. Refer to = “5.8 Overview - Wheel Housing Trim Panel”, page 274 .
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0 Removing and inst g Refer to Q”’@

= “5.17 Wheel H@iﬁsmq Trim Panel, Removing and Installing”, paqe’%_
&\

@60 ‘9&
5.2 Ovérview - Sill Panel Strip %

S

<
52
o
@ Note S
§

I: Sill Pane@trip, 4-door
I Sill Pane@Strip, 2-door
o

ling. Refer to
= “5.10 Sill Panel Strip,

Removing@and Instal-
ling”, page %8

~/

2 - Clamp /o

Q Insertin the sill péﬁyl
strip %}M

U Remove any clips re-
maining in the body
mounting points using
the Omega Clip Tool -
T40280- . To install, in-
sert them into the sill
panel strip.

O Replace damaged or
deformed retaining clips

3 - Bracket
Q Install inside the body

4 - Expanding Clip

1 - Sill Panel Strip :
Q Remox%i and instal-

53 Overview - A-Pillar Trim Panel

The illustration shows the A-pillar trim panels on the left side. The
right side is a mirror image.
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Upper A-Pillar Trim Panel and Trlqﬁular Window Trim Panel

\5\ o,

9
1 - Triangular Window an@“”
Panel @

Q Removing and instal-
ling. Referto .=
> “5.12 A-P|Ilefr Trim
Panel, Remoying and
Installing”, @qe 281 .

2 - Clips £
a  With hook%
Q Insertin thqtrlm panel

Q Remove thg clips that
are still in the mounting
points on the body using
Omega Clip=Tool -
T40280- =

®
a Always repla (%xg the clips

o
3 - Clamp “0(9
Q Insertin the trim <[?Jn::\nel

4 Remove the clips th@g
are still in the mountlrfgr
points on the body usmg
Omega Clip Tool -
T40280-

U4 Replace damaged or
deformed retaining clips
4 - Upper A-Pillar Trim Panel

U Removing and instal-
ling. Refer to
= “5.12 A-Pillar Trim
Panel, Removing and
Installing”, page 281 .

5 - Clip

Q Remove and install to-
gether with the triangu-
lar window trim panel

Q Insert in the trim panel
O Replace damaged or deformed clip

Lower A-Pillar Trim Panel
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1 - Lower A-Pillar Trim Panel

Q Removing and instal-
ling. Refer to
> “5.12 A-Pillar Trim
Panel, Removing and
Installing”, page 281 .

2 - Expanding Clip
3 - Spreader Plug

4 - A-Pillar Gap Cover

0 Removing and instal-
ling. Refer to
= “5.11 A-Pillar Gap
Cover, Removing and
Installing”, page 280 .

NT0-1 1085

54 Overview - B-Pillar Trim Panel

[ J
2 | Note

The illustration shows the B-pillar trim panels on the left side. The
right side is a mirror image.

Upper B-Pillar Trim Panel

I: Upper B-Pillar Trim Panel, 4-Door

Il: Upper B-Pillar Trim Panel, 2-Door
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1 - Upper B-Pillar Trim Panel

Q Removing and instal-
ling. Refer to
= “5.13 B-Pillar Trim
Panel, Removing and
Installing”, page 286 .

2 - Clamp

Q Insert into the upper B-
pillar trim panel

Q Replace damaged or
deformed retaining clips

3 - Bolt
Q 1.8 Nm
4 -Cap
a  With the “Airbag” sym-
bol
5 - Clamp
Q Insert in the B-pillars

Q Replace damaged or
deformed retaining clips
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1 - Lower B-Pillar Trim Panel

Q Removing and instal-
ling. Refer to
> “5.13 B-Pillar Trim
Panel, Removing and
Installing”, page 286 .

2 - Interior Monitoring and Ve-
hicle Inclination Deactivation
Button - E616-

Q0 Removing and instal-
ling. Refer to = Electri-
cal Equipment; Rep. Gr.
96 ; Anti-Theft Alarm
System; Overview - In-
terior Monitoring .

3 - Clamp
Q Insert in the trim panel

Q0 Remove the clips that
are still in the mounting
points on the body using
Omega Clip Tool -
T40280-

O Replace damaged or
deformed retaining clips

N7 0-1 1087

55 Overview - C-Pillar Trim Panel
= “6.5.1 Overview - C-Pillar Trim Panel, Sedan”, page 270

= “5.5.2 Overview - C-Pillar Trim Panel, Wagon”, page 272

5.5.1 Overview - C-Pillar Trim Panel, Sedan

@ Note

The illustration shows the C-pillar trim panel on the left side. The right side is a mirror image.
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I: C-Pillar Trim Panel, 2-Door
Il: C-Pillar Trim Panel, 4-Door

1 - C-Pillar Trim Panel

Q Removing and instal-
ling. Refer to
= “5.14 C-Pillar Trim
Panel, Removing and
Installing”, page 291 .

2 - Clamp
Q Insert in the trim panel

d Remove the clips that
are still in the mounting
points on the body using
Omega Clip Tool -
T40280- A°

Q Replace damaged Qg@\
deformed retammgfcllps

3 - C-Pillar Trim Pang?

Q Removing aﬁd instal-
ling. Refer {o
> “5.14 C<Pillar Trim
Panel, Rémoving and
Installing”, page 291 .

I‘inW/_

4 - Clamp
a Insert?:h the trim panel

Q@ Remove the clips that
are stiJ} in the mounting
pomtsgm the body using
Omega Clip Tool -
T40286-

Q Replace&damaged or
deformed retalnlng clips

f o
S8Uj08.110T7

e,
QUOJU] Jos

N7 0-11053
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5.56.2 Overview - C-Pillar Trim Panel, Wagon

i] Note

The illustration shows the C-pillar trim panel on the left side. The right side is a mirror image.

1 - C-Pillar Trim Panel

QO Removing and instal-
ling. Refer to
= “5.14 C-Pillar Trim
Panel, Removing and
Installing”, page 291 .

2 - Clamp
Q Insert in the trim panel

U Remove the clips that
are still in the mounting
points on the body using
Omega Clip Tool -
T40280-

U0 Replace damaged or
deformed retaining clips
3 - Clamp
Q Insertin the C-pillar
O Always replace the clips
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(€%
5.6

®Snoz . Body Interior - Edltlon 07.2015 .
O 0 . Qf%f@
Ove%WTew - D-Pillar Trim Panel %
s %
® &@b
@I Note

Q

o
S
2z,
.
.
K

//
.A

The ///ust&tlon shows the D-pillar trim panel on the left side. The right side is @ mirror image.
\qf
~C

1 - D-Pillar Trim Panel

Q ‘Removing and instal-
ding. Refer to
= “5.15 D-Pillar Trim

Panel, Removing and

nstalling”’, page 293 .
2 - Clamp

Q Insert in the trim panel
a R%move the clips that

are’still in the mounting
points on the body using

Omega Clip Tool -
T40280%,

UrpRSSES,

>
-
k)
5
[ol
>
=
.
=
®
Q
o
g
=
[0}
Q
Q

U Replace <.‘F aged or
deformed ?e;‘lfqgjnlng clips
3 - Clamp

0,

7
O’oo
Q

o
Insert in the D-pillar 9ps

Q Always replace the clips

NTO-11142
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5.7 Overview - Side Trim Panel

E] Note

The illustration shows the side trim panel on the left side. The right side is a mirror image.

AG‘VOIKSWae A
1 - Side Trim Panel REL |
0 Removing aaneh‘?gtal-

ling. Refer to"
= “5.16 Side Trim Panel,
Removing and Instal-

Iing”:@age 294 .
S
2-Clip ¢
Q Insert in the trim panel

Q QRepIace damaged or
< deformed clips

o)
4'/4%
O .

5.8 Overview - Wheel Housing Trim Panel

> “5.8.1 Overview - Wheel Housing Trim Panel, Sedan”,

page 274

= “5.8.2 Overview - Wheel Housing Trim Panel, Wagon”,

page 275

5.8.1 Overview - Wheel Housing Trim Panel, Sedan

E] Note

The illustration shows the wheel housing trim panel on the left side. The right side is a mirror image.
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I: Vehicles without Side Cushion
II: Vehicles with Side Cushion

1 - Wheel Housing Trim Panel

Q Removing and instal-
ling. Refer to
= “5.17 Wheel Housing
Trim Panel, Removing
and Installing”,
page 297 .

2 - Clamp
Q Insert in the trim panel

U Remove the clips that
are still in the mounting
points on the body using
Omega Clip Tool -
T40280-

U4 Replace damaged or
deformed retaining clips

3 - Nut
Q 3.5Nm

4 - Wheel Housing Trim Panel

U4 Removing and instal-
ling. Refer to
= “5.17 Wheel Housing
Trim Panel, Removing

and Installing”,
page 297 .

5 - Clamp
Q Insert in the trim panel
U Remove the clips that
are still in the mounting
points on the body using |

Omega Clip Tool -
T40280-

d
f
=
QO Replace damaged or .
deformed retaining clips f |
Q-
=
o
)

5.8.2 Overview - Wheel Housing Trim Panel, Wagon

(2
3
Note o@,
@ 6,
z

(9)
The illustration shows the wheel housi%’g  trim panel on the left side. The right side is a mirror ing@%.
Z _ BN

[%]
(@]
Q
S
<)
3
&
8
&
N
§
2
R
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I: Vehicles without Side Cushion

II: Vehicles with Side Cushion

1 - Wheel Housing Trim Panel |

0 Removing and instal-
ling. Refer to
> “5.17 Wheel Housing
Trim Panel, Removing
and Installing”,
page 297 .

2 - Clamp
Q Insert in the trim panel

U Remove the clips that
are still in the mounti
points on the body.using
Omega Clip Togt -
T40280- éé\

Q0 Replace dg@%aged or
deformeQ etaining clips

3 - Nut S

——
=54

4-Clip -

Q For attaching the sill
panel strip

Q Insert into the wheel
housing trim panel

Q Rep%ce damaged or
defoﬁsned retaining clips

5 - Wheel H%,usmg Trim Panel

Q Removmg and instal-
ling. Refer to
> “5.17 eel Housing
Trim Panel; Removing

and Installlnﬁg,

page 297 (,//f o
% L > . :
6 - Clamp Oo, o (S O
Q Insert in the trim panef"fc/oo : =

QO Remove the clips that are s?i??ipsmjg mounting p&m@@ﬁe\fhe body using Omega Clip Tool - T40280-
O Replace damaged or deformed retaining clips
7 -Clip
O For attaching the sill panel strip
Q Insert into the wheel housing trim panel
O Replace damaged or deformed retaining clips
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5.9 Overview - Foot Rest and Carpet
= “56.9.1 Overview - Foot Rest and Carpet’, page 277

5.9.1 Overview - Foot Rest and Carpet

1 - Footrest

0 Removing and instal-
ling. Refer to
> “5.18 Foot Rest, Re-
moving and Installing”,

page 301 .
O Must engage complete-

ly in the bracket
2 - Nut
Q 2Nm
O Quantity: 3

3 - Bracket

U4 Removing and instal-
ling. Refer to
=> “5.18 Foot Rest, Re-
moving and Installing”,

page 301 .
4 - Carpet
Q One piece
Q0 Removing and instal-
ling. Refer to
= “56.19 Carpet, Remov-

ing and Installing”, page
303.
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5.9.2 Overview - Foot Rest and Carpet, RHD Vehicles

1 - Footrest
0 Removing and instal-
ling. Refer to
= “5.18 Foot Rest, Re-
moving and Installing”,
page 301 .
2 - Bolt
Q 2Nm o
R
3 - Nut &
0 2Nm S
0 Quantity:3 &
N
4 - Bracket SQQ)
Q Removingénd instal-
ling. Refer:to

= “5.18 Foot Rest, Re-
moving and Installing”,

page 309 .
5 - Carpet g
Q one piece
Q0 Removing and instal-
ling. Refer to
= “5.19 Garpet, Remov-

ing and Installing”, page

5.10 Sill Panel Strip, Removing and Installing

= “5.10.1 Sill Panel Strip, Removing and Installing, 2-Door”, page
278

= “5.10.2 Sill Panel Strip, Removing and Installing, 4-Door”, page
279

5.10.1  Sill Panel Strip, Removing and Instal-

ling, 2-Door
i] Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Wedge Set - T10383-
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Removing

— Remove the rear bench seat. Refer to
> “3.7 Seat Bench/Single Seat, Removing and Installing”,

page 424 .
— Loosen the sill panel strip -1- from the sill panel and door seal

molding using the Wedge Set - T10383- in direction of
-arrows-.

— Remove the expanding clip -1-.

— Release the sill panel strip retaining tab -3- from the side trim
panel using the Wedge Set - T10383- in direction of
-arrow A-.

— Remove the sill panel strip -2- at the same time forward from
the side trim panel in direction of -arrow B-.

— Remove the sill panel strip.
Installing

@ Note

Check all the fasteners for damage and'réplace if nécessary.

¢ Remove any remaining clipsin the body mounting points using
the Omega Clip Tool - J40280- . To install, insert into the sill
panel strip.

& Make sure that the sill panel strip is inside the door seal mold-
ing after installing.

Install in reverse order of removal.

5.10.2  Sill Panel Strip, Removing and Instal-

ling, 4-Door
E] Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Wedge Set ©T10383-

ATO-11787
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Removing

— Remove the rear bench seat. Refer to
= “3.7 Seat Bench/Single Seat, Removing and Installing”,

page 424 .
— Remove the expanding clip -1-.

— Release the sill panel strip retaining tabs -2- from the lower B-
pillar trim panel -3- using the Wedge Set - T10383- in direction
of -arrow A-.

— Loosen the sill panel strip -1- from the sill panel and door seal (@QC\

molding using the Wedge Set - T10383- -arrows-.

— Remove the sill panel strip -1- slightly forward at the sam\g
time. &Q)%

&

N
— Open the seat belt guide cover and guide the seg\t@%elt out.

Q

Lg,

— Remove the sill panel strip.

Installing

@ Note

5
& Check all the fasteners for damage and replace if necessary.
ie)

& Remove any remaining clips in the body moufg/'ng points using
the Omega Cljp Tool - T40280- . To install, insert into the sill

pOSes, inpart orin Who,
(S] /S

on AG. V?;kswagen,%(;

M70-11091

panel strip. %
& Make sure that the sill panel strip is inside the df’e,; seal mold-

ing after installing. A

"2,
Install in reverse order of removal. '4%0
Y(/@J
. . e/
5.11 A-Pillar Gap Cover, Removing and In-
stalling

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-
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Removing

— Remove the cover from the side of the instrument panel. Refer

to

= “3.2 Instrument Panel Side Cover, Removing and Installing”,

page 236 .

— Unclip the A-pillar gap cover -1- from the upper and lower A-

pillar trim panels in direction of -arrows-.

— Loosen and remove the A-pillar gap cover -1- from the door

seal molding.

Installing

z] Note

Make sure that the A-pillar gap cover is inside the door seal mold-

ing after installing.

Install in reverse order of removal.

5.12 A-Pillar Trim Panel, Removing and In-
stalling

Special tools and workshop equipment required

¢ Trim Removal Wedge - 3409-

. cQ
¢ Torque Wrench 1783 - 2-10Nm - \é@@ﬁ‘?%-
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Removing
Upper A-Pillar Trim Panel

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

— Loosen the upper A-pillar trim panel -1- from the door seal
molding.

— Starting at the top, carefully loosen the upper A-pillar trim pan-
el=1- up to the first retainer using the Trim Removal Wedge -
3409- -arrow A- and -arrow B-.

A Caution

It is theoretically possible to damage the head curtain airbag
during the following steps. Therefore proceed with great care
when bending the hooks.

- Slide a screwdriver between the body and ghead curtain
airbag near the upper twocelips.

— Using the screwdriver, bend the hooks of the upper two clips
until it is possible to remove the clips.

A Caution

Always replace the upper two clips before installing.

— Raise the upper A-pillar trim panel -1- upward out of the in-
strument panel -arrow C-.

— Disconnect the connector from the treble speaker and remove
the upper A-pillar trim panel -1-.

Triangular Window Trim Panel, Removing

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

— Remove the upper A-pillar trim panel. Refer to = page 282 .

— Remove the A-pillar gap cover. Refer to
= “5.11 A-Pillar Gap Cover, Removing and Installing”,

page 280 .

— Loosen the triangular window trim panel -2- with the clip -1- in
direction of the -arrow A- from the body mount.

— Remove the triangular window trim panel -2- with the clip -1-
upward from the instrument panel -arrow B-.

Lower A-Pillar Trim Panel on the Driver Side, Removing

— Remove the sill panel strip from the body near the lower A-
pillar trim panel. Refer to
=> “5.10 Sill Panel Strip, Removing and Installing”, page 278 .

- MNT0-11094

MNT0-11095
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agen AG.Volkswagen AGgp
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— Remove the A-pillar gap cover. Refer to
= “5.11 A-Pillar Gap Cover, Removing and Installing”,

page 280 .

A

— Remove the hood release lever -3-. Refer to = Body Exterior;
Rep. Gr. 55 ; Hood; Hood Release Lever, Removing and In-
stalling .

— Remove the clip -2-.

— Loosen the lower A-pillar trim panel -1- from the body in the
direction of the -arrow B-. Loosen the lower A-pillar trim panel
from the door seal molding.

— Remove the lower A-pillar trim panel -1- from the mount di-
rection of -arrow A-.
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enAG. V0|kSWagenAG
- Push aside the carpetin the w{g{eés“oq? %he threaded connections,
and remove the nuts arr;OQ

— Remove the bracket:~ ‘\1\ from the threaded bins and remove
under the carpet. \e?

ROX

es,In
mem\am“‘pos P orin
) is
/70[<
/O@/_
”,
/[/@

A\

Lower A-Pillar’Trim Panel on the Front Passenger Side, Remov-
ing %

(;)
- Remove the sill.panel strip from the body near the lower A-
pillar trim panel.‘Refer to
= “5.10 Sill Panel ‘o, Removing

— Remove the A-pillar ga'pépover Refer to
> “5.11 A-Pillar Gap Cove’FVoRemovmq and Installig

and Installing”p:

]
bage 280 . P66, Juedene
D

90'9’9,

MNT0-11124
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— Loosen the lower A-pillar trim panel -1- fromvthe body direction
of the -arrow A-. Loosen the lower A-pillar trim‘panel from the
door seal molding.

— Remove the lower A-pillar trim panel -1- from the A-pillar in the
direction of the -arrow B-.

Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

& Remove any remaining clips in the body mounting points using
the Omega Clip Tool - T40280- . To install, insert info the A-
pillar trim panels.

& Make sure that the A-pillar trim panels are inside the door seal
molding after installing.

Install in reverse order of removal.

Tightening Specifications

¢ Refer to = “5.3 Overview - A-Pillar Trim Panel”’, page 266

__
—
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5.13 B-Pillar Trim Panel, Removing and In-
stalling

> “5.13.1 B-Pillar Trim Panel, Removing and Installing, 4-Door
and Wagon”, page 286

= “5.13.2 B-Pillar Trim Panel, Removing and Installing, 2-Door”,
page 289

5.13.1  B-Pillar Trim Panel, Removing and In-
stalling, 4-Door and Wagon

Special tools and workshop equipment required

¢ Wedge Set - T10383-

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

Upper B-Pillar Trim Panel

@ Note

The following describes removing and installing on the left side of the vehicle. Removing and installing on the
right side is identical.

— Remove the front belt end fitting. Refer to
= “1.11 Front Belt End Fitting, Removing and Installing”, page
128 .

— Move seat belt height adjuster to the lowest position.
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Pry out the %xpanding cap -3- with the symbol “Airbag” using
a screwdriver,
o

Remove the balt -2-.
2

Starting at the bottom, disengage the upper B-pillar trim panel
-1- at the door sea@? direction of -arrow A- by placing the 9
- X

Wedge Set - T1038 “Qn the front edge of the trim panel 5
- 5 &°
Unclip the upper B-piIIaFDtﬁiﬂ,J anel -1- from the lowe®mB-pillar \\>\\
trim panel -4- in direction of - arrows- by placing _&_ edge 7\\0“@
S

Set - T10383- on the lower edge %@b@ogrci/m panel. -y oo

Remove the upper B-pillar trim panel -1- from the mount on
the body in direction of -arrow C- by moving the trim panel
inward and pulling it downward at the same time.

Guide the seat belt webbing with belt tongue out through the
slide for the seat belt height adjuster, and then remove the

upper B-pillar trim panel.
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Lower B-Pillar Trim Panel

E] Note

The following describes removing and installing on the left side of the vehicle. Removing and installing on the
right side is identical.

\purposes, inpart orin Whe,

Loosen the sill panel strip 2,’5 near the transition area to the
lower B-pillar trim panel -1-. Refer to
= “5.10 Sill Panel Strip, Remoyving and Installing”, page 278 .

— Loosen the upper B-pillar trim vanel in the transition area to
the lower B-pillar trim panel -1-. Refer to = page 286 .

— Loosen the lower B-pillar trim panelq’éa from the door seal I
molding. KA @00
— Loosen the lower B-pillar trim panel -1- nea?r%pg clips from the o \\@Q
body mounts using the Wedge Set - T10383- . O/rqp N cons
O
O\d uo

If equipped, disconnect the connector from the Interior M‘F:Snl-
toring and Vehicle Inclination Deactivation Button - E616- and

remove the lower B-pillar trim panel -1-.
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Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

& Remove any remaining clips in the body mounting points using
the Omega Clip Tool - T40280- . To install, insert into the B-
pillar trim panels.

& Make sure that the B-pillar trim panels are inside the door seal
molding after installing.

Install in reverse order of removal.

Tightening Specifications

¢ Refer to = “5.4 Overview - B-Pillar Trim Panel”, page 268

5.13.2  B-Pillar Trim Panel, Removing and In-
stalling, 2-Door

Special tools andsworkshop equipment required

¢ Wedge Set - T10383-

Removing

Upper:B-Pillar Trim Panel

@ Note

The following describes removing and installing on the left side of the vehicle. Removing and installing on the
right side is identical.

—- Remove the front belt end fitting. Refer to
= “1.11 Front Belt End Fitting, Removing and Installing”, page
128 .

—=Move seat belt height adjuster to the lowest position.
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NT 0-1 1098

O.
7
— Pry out the expanding cap -3- wilfﬂdb% symbol “Airbag” u
A

a screwdriver. 7
SJOJC/

— Remove the bolt -2-.

— Loosen the side trim panel in the transition area to the upper
B-pillar trim panel -1-. Refer to
= “5.16 Side Trim Panel, Removing and Installing”,

page 294 .

— Starting at the bottom, disengage the upper B-pillar trim panel
-1- at the door seal and loosen from the clips using the Wedge
Set - T10383- in direction of -A arrows-.

— Remove the upper B-pillar trim panel -1- from the mount on
the body in direction of -arrow C- by moving the trim panel
inward and pulling it downward at the same time.

— Guide the seat belt webbing out through the slide for the seat
belt height adjuster, and then remove the upper B-pillar trim
panel.
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Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

& Make sure that the upper B-pillar trim panel is in the door seal
molding after installing.

Install in reverse order of remoyal.

Tightening Specifications

¢ Refer to = “5.4 Overview - B=Pillar Trim Panel’, page 268

5.14 C-Pillar Trim Panel, Removing and In-
stalling

= “5.14.1 C-Pillar-Trim Panel, Removing and Installing, Sedan”,
page 291

= “5.14.2 C-Pillar-Trim Panel, Removing.and Installing, Wagon”,
page 292

5.14.1  C-Pillar-Trim Panel, Removing and In-

stalling, Sedan
E] Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Pry Lever - 80-200-
Removing

— Remove the rear shelf compartment. Refer to
= “6.9 Rear Shelf Compartment, Removing and Installing”,

page 316 .

— Remove roof end strip. Refer to
= “7.2 Roof End Strip, Removing and Installing”, page 330 .

— Unclip the C-pillar trim panel near the clips from the body
mounts using the Pry Lever - 80-200- in direction of
-A arrows-.

— Remove the C-pillar trim panel downward in direction of
-arrow B-.

Installing

E] Note

& Check all the fasteners for damage and replace if necessary.

& Remove any remaining clips in the body mounting points using
the Omega Clip Tool - T40280- . To install, insert info the C-
pillar trim panel.

& Make sure that the C-pillar trim panel is inside the rear lid seal
molding after it is installed.

Install in reverse order of removal.
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5.14.2  C-Pillar-Trim Pan%gip\'*\*’gmoving and In-
stalling, Wagon

D
@ Note ey
&

()
The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.
o

=~

o
Special tools and workshop equipment required
g
¢ Pry Lever - 80-200-
Removing

-
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— Remove the D-pillar trim panel. Refer to
= “5.15 D-Pillar Trim Panel, Removing and Installing”,

page 293 .

— Remove the wheel housing trim panel. Refer to
= “5.17 Wheel Housing Trim Panel, Removing and Installing”,
page 297 .

_ﬁ_%ﬁ

292 Rep. Gr.70 - Interior Trim



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

— Only loosen the luggage compartment side trim panel near the
C-pillar, D-pillar and rear side window (do not remove com-

pletely).

— Unclip the C-pillar trim panel+isnear the clips -2- from the
body mounts usingthe Pry Lever - 80-200-..

— Unclip the:C-pillar trim panel from the clips -3-.
— Remove the C-pillar trim panel downward -arrow-.

Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

& Remove any remaining clips in the body mounting points -2-
using the Omega Clip Tool - T40280- . To install, insert info
the C-pillar trim panel.

& Make sure that the C-pillar trim panel is inside the door seal
molding after installing.

Install in reverse order of removal.

5.15 D-Pillar Trim Panel, Removing and In-

stalling
@ Note

The following describes removing andimstalling on the left side of
the vehicle:.Removing and installing gagthe right side is\identical.

ol
Special tools and workshop equipment required

¢ Pry Lever - 80-200-
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Removing

— Remove roof end strip. Refer to
= “7.2 Roof End Strip, Removing and Installing”, page 330 .

— Loosen the D-pillar trim panel -1- near the clips -2- from the
body mounts using the Pry Lever - 80-200- .

— Loosen the D-pillar trim panel -1- from the luggage compart-
ment side trim panel.

— Unclip the D-pillar trim_panel from the clips'<3s,

— Pull the D-pillar-trim panel -1- downward out of the headliner
in direction .of -arrow- and remove it.

Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

&= Remove any remaining clips in the body mounting points -2-
using the Omega Clip Tool - T40280- . To install, insert info
the D-piflar trim panel.

¢ Make sure that the D-pillar trim panel is inside the rear lid seal
molding after it is installed.

Install in reverse order of removal.

516 Side Trim Panel, Removing and Instal-

ling
@ Note

The followingdescribes removing and instatling on the left side of
the vehicle. Removing and installing on thegight side is identical.

Special tools and workshop equipment required
¢ Wedge Set - T10383-

Removing

— Remove the rear seat backrest. Refer to
= “3.8 Rear Seat Backrest, Removing and Installing”,

page 426 .

— Remove the sill panel strip. Refer to
= “5.10 Sill Panel Strip, Removing and Installing”, page 278 .
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O
— Unclip the side trim fﬂ‘@nel -1- at the upper B-pillar tgim panel
and C-pillar trim panel .2-9 ﬁ

- Starting at the front, loosen e sside trim panel in tion of
-1- near the clips from the body ﬁﬁ@u@’@ usmg the Wedg,g@&e%
- T10383- -arrows-.

— If equipped, disconnect the connector from the Interior Moni-
toring and Vehicle Inclination Deactivation Button - E616- and
remove the side trim panel -1-.

Installing

E] Note

& Check all the fasteners for damage and replace if necessary.

& Make sure that the side trim panel is inside the door seal
molding after installing.

Install in reverse order of removal. Note the following:
— Insert the clips into the side trim panel.
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A Caution

Before installing the side trim panel, make sure the locking
mechanisms on all clip connections are in the -1 position-.

It is not possible to install the side trim panel correctly if the
clips are in the -2 position-!
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5.17 Wheel Housing Trim Panel, Removing
and Installing

= “5.17.1 Wheel Housing Trim Panel, Removing and Installing,
Sedan”, page 297

= “5.17.2 Wheel Housing Trim Panel, Removing and Installing,
Wagon”, page 299

5171  Wheel Housing Trim Panel, Removing
and Installing, Sedan
@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Wedge Set - T10383-

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
Removing

Vehicles with Side Cushion

— Remove the side cushion. Refer to
= “3.16 Side Cushion, Removing and Installing”, page 432 .
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Vehicles without Side Cushion

Remove the bench seat. Refer to
> “3.7 Seat Bench/Single Seat, Removing and Installing”,

page 424 .
Remove the nut -2-.

Continuation for all Vehicles

Loosen the sill panel strip from the body and wheel housing
trim panel in the transition area to the wheel housing trim pan-
el. Refer to

= “5.10 Sill Panel Strip, Removing and Installing”, page 278 .

Fold the rear seat backrest forward.

Loosen the wheel housing trim panel -1- from the C-pillar trim
panel using the Wedge Set - T10383- .

Loosen the wheel housing trim panel -1- near the clips from
the body mounts using the Wedge Set - T10383- .
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Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

¢ Remove any remaining clips in the body mounting points using
the Omega Clijp Tool - T40280-. To install, insert info the whee/
housing trim panel.

& Make sure that the wheel housing trim panel is inside the door
seal molding after installing.

Install in reverse order of removal.

Tightening Specifications

¢ Referto
= “5.8 Overview - Wheel Housing Trim Panel”, page 274

5.17.2 Wheel Housing Trim Panel, Removing
and Installing, Wagon
@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Wedge Set - T10383-

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
Removing

Vehicles with Side Cushion

— Remove the side cushion.Refer to
= “3.16 Side Cushion, Removing and Installing”, page 432 .
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Vehicleg without Side Cushion

- Rer@ve the bench seat. Refer to
> “3.% Seat Bench/Single Seat, Removing and Installing”,

@]
3
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- RemO\F%the nut -2-.

Contmuatloregor all Vehicles
| panel strip from the body and wheel housing

— Loosen the
trim panel in transition area to the wheel housing trim pan- ] Q@
el. Referto 7,
= “5.10 Sill Panel%mp Removing and Installg’, page 278 .\@\}}

- Fold the rear seat backré@t(fgrward [\]\5‘/\\0‘\‘\0\

— Loosen the wheel housing trim parfél -1- from tﬁé\’(\f -pillar trim
panel -4- using the Wedge Set - T10383- .

— Loosen the wheel housing trim panel -1- near the clips -3- from
the body mounts using the Wedge Set - T10383- .
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Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

& Remove any remaining clips -3- in the body mounting points
using the Omega Clip Tool - T40280- . To install, insert into
the wheel housing trim panel.

& Make sure that the wheel housing trim panel is inside the door
seal molding after installing.
Install in reverse order of removal.

Tightening Specifications

¢ Referto
= “5.8 Overview - Wheel Housing Trim Panel”, page 274
5.18 Foot Rest, Removing and Installing

= “5.18.1 Foot Rest, Removing and Installing”, page 301
5.18.1 Foot Rest, Removing and Installing

Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Remove the lower A-pillar trim panel on the driver side. Refer
to
> “5.12 A-Pillar Trim Panel, Removing and Installing”,

page 281 .

— Release the retainers -1-, unclip the foot rest -2- using the Trim
Removal Wedge - 3409- in direction of -arrows- and remove.

— Push aside the carpet in the area ofdthe threaded connections
and remove the nuts -arrows-.

_ ATO-11800 |
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— Remove the bracket -1- from the threaded bins and remove
under the carpet.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
Tightening Specifications
¢ Refer to = “5.9 Overview - Foot Rest and Carpet”, page 277

AT011801 | |

5.18.2 Foot Rest, Removing and Installing,
RHD Vehicles

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
Removing

— Remove the bolt -1-.

— Slide the foot rest -2- upward in the direction of the -arrow- and
remove it.

S
Q>@
N

— Push aside the carpet in the area of the threaded connections
and remove the nuts -arrows§

- Lift the bracket -1- from the§1readed pins and remove it.

Installing

@ Note

o
Check all the fasteners for damage and replace if necessary.
[e2

ses, inpart orin

[
Install in reverse order of removal.

Tightening Specifications %%
¢ Referto = “5.9 Overview - Fooﬁﬁest and Carpet”, page 277
7/@0
/62‘//{%
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5.19 Carpet, Removing and Installing

Removing

— Remove the front seats. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Remove the rear bench seat. Refer to
> “3.7 Seat Bench/Single Seat, Removing and Installing”,

page 424 .

— Remove the sill panel strips. Refer to
= “5.10 Sill Panel Strip, Removing and Installing”, page 278 .

— Remove the lower A-pillar trim panel. Refer to
> “5.12 A-Pillar Trim Panel, Removing and Installing”,

page 281 .
— Remove the front belt end fittings. Refer to

= “1.11 Front Belt End Fitting, Removing and Installing”, page
128 .

— Remove the center console. Refer to
> “3.9 Center Console, Removing and Installing”, page 65 .

— Remove the foot rest. Refer to
= “5.18 Foot Rest, Removing and Installing”, page 301 .

— If equipped, remove the rear air guide duct. Refer to > Heat-
ing, Ventilation and Air Conditioning; Rep. Gr. 87 ; Air Routing;
Overview - Air Routing and Air Distribution in Passenger Com-
partment .

— Remove the floor mats -1 and 2-.

— Lift the rear carpet -3- and pull rearward.

A Caution

Make sure the floor covering does not tear at the openings.

— Fold the carpet together and remove it through the front door.
Installing

Install in reverse order of removal.
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6 Luggage Compartment Trim Panels

= “6.1 Component Location Overview - Luggage Compartment
Trim Panels”, page 304

= “6.2 Overview - Rear Shelf Compartment”, page 307

= “6.3 Overview - Luggage Compartment Side Trim Panel”, page
308

= “6.4 Overview - Luggage Compartment Floor”, page 310

= “6.5 Overview - Upper Rear Lid Trim Panel”, page 313

= “6.6 Overview - Lower Rear Lid Trim Panel”, page 314

= “6.7 Luggage Compartment Cover, Removirig-and Installing”,
page 314

= “6.8 Lock Carrier Trim Panel, Removing and Installing”,
page 315

= “6.9 Rear Shelf Compartment, Removing and Installing”, page
316

= “6.10 Tie Down, Removing and Installing”, page 318

= “6.11 Luggage Compartment Floor Covering Bracket, Remov-
ing and Installing”, page 318

= “6.12 Luggage Cempartment Side Trim Panel, Removing and
Installing”, page 320

= “6.13 Upper Rear Lid Trim Panel, Removing and Installing”

page 324
> “6.14 Lower Reat Lid Trim Panel, Removing and Installing”
page 326
6.1 Component Location Overview - Lug-

gage Compartment Trim Panels

= “6.1.1 Component Location Overview - Luggage Compartment
Trim Panels, Sedan”, page 304

= “6.1.2 Component Location;:Overview - Luggage Compartment
Trim Panels, Wagon”, page 306

6.1.1 Component Location Overview - Lu cg
dan —

ge Compartment Trim Panels, Se-
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1 - Lower Rear Lid Trim Panel

O Overview. Refer to
= “6.6 Overview - Lower
Rear Lid Trim Panel”,

page 314 .

U Removing and instal-
ling. Refer to
= “6.14 Lower Rear Lid
Trim Panel, Removing
and Installing”,
page 326 .

2 - Rear Lid Upper Trim Panel

 Overview. Refer to
= “6.5 Overview - Upper
Rear Lid Trim Panel”,
page 313 .

0 Removing and instal-
ling. Refer to
= “6.13 Upper Rear.tid
Trim Panel, Rema¥ing
and Installing”,
page 324 .

3 - Rear Shelf Compartment

Q Overview. Réfer to
> “6.2 Overview - Rear
Shelf Compartment”,
page 307 .

Q Removing and instal-
ling. Refer to
> “6.9 ReaRShelf Com-
partment, Removing
and Installing”,
page 316 .

4 - Luggage Compartment
Side Trim Panel

Q Overview. Referto
> “6.3 Overview -1.ug-
gage Compartment-Side Trim Panel”’, page 308 .

Q Removing and installing, Refer to
= “6.12 Luggage Compartment Side Trim Paneﬂe;g/ingand Installing”, page 320 .
5 - Luggage Compartment Floor
O Overview - Sedan: Refer to = “6.4 Overview - Luggage.Conipartment Floor”, page 310
Q@ Overview - Golf “GTE”: Refer to
= “6.4.2 Overview - Luggage Compartment Floor, Golf GTE ”, page 311
6 - Rear Lid End Trim Panel

Q Removing and installing. Refer to
= “6.8 Lock Carrier Trim Panel, Removing and Installing”, page 315 .

7 - Luggage Compartment Floor Covering
Q Overview. Refer to = “6.4 Overview - Luggage Compartment Floor”, page 310 .
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6.1.2 Component Locatloqgmrkwgyg,, Aguggage Compartment Trim Panels, Wag-
on NG

Sho
9,
U
M

1 - Lower Rear Lid Tc;d?n Panel

Q Overview. g%fer to
=>“6.6 0 iew - Lower
Rear Lid-Trim Panel”,

page gM .

Q Rem@vlng and instal-
ling..Refer to
> “&?14 Lower Rear Lid
Trim Panel, Removing

and Installing”,
page 326 .

2- Rear'i;id Upper Trim Panel
(O]

O Overview. Refer to
> ‘6.5 Overview - Upper
Rear Lid Trim Panel”,
page 313.

U Removing and instal-
ling. Refer to
= "6.13Upper Rear Lid
Trim Panel, Removinq

and Instaﬁm
page 324 . ,/0
3 - Luggage Compa%nt
Cover %’fo
0 Removing and instal-
ling. Refer to

= “6.7 Luggage Com-
partment Cover, Re-
moving and Installing”,

page 314 .

4 - Luggage Compartment
Side Trim Panel

Q Overview. Refer to
> “6.3 Overview - Lug-
gage Compartment
Side Trim Panel”,
page 308 .

Q0 Removing and installing. Refer to
> “6.12 Luggage Compartment Side Trim Panel, Removing and Installing”, page 320 .

5 - Luggage Compartment Floor
QO Overview. Refer to = “6.4 Overview - Luggage Compartment Floor”, page 310 .

6 - Rear Lid End Trim Panel

O Removing and installing. Refer to
> “6.8 Lock Carrier Trim Panel, Removing and Installing”, page 315 .

7 - Luggage Compartment Floor Covering
QO Overview. Refer to = “6.4 Overview - Luggage Compartment Floor”, page 310 .
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6.2 Overview - Rear Shelf Compartment

i] Note

The illustration shows the rear shelf compartment on the left side. The right side is a mirror image.

1 - Rear Shelf Compartment

0 Removing and instal-
ling. Refer to
= “6.9 Rear Shelf Com-
partment, Removing
and Installing”,
page 316 .

2-Clip 5

,b\>
Q Replace dama@%or
deformed clip >

L

3 - Bolt
d 1.5Nm

4 - Clamp X
Q Insert in the rear shelf
compartment

Q Remove the clips that
are still in the mounting
points on the body using
Omega Clip Tool -
T40280-

a Replac% damaged or
deform%d retaining clips
[)

5 - Bolt
0 8Nm

N
&
Q
N
Qo
<
)
2
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6.3 Overview - Luggage Compartment Side
Trim Panel

> “6.3.1 Overview - Luggage Compartment Side Trim Panel, Se-
dan”, page 308

= “6.3.2 Overview - Luggage Compartment Side Trim Panel,
Wagon”, page 309

6.3.1 Overview - Luggage Compartment Side Trim Panel, Sedan

@ Note

The illustration shows the luggage compartment side trim panel on the left side. The right side is a mirror image.

1 - Luggage Compartment
Side Trim Panel

Q0 Removing and instal-
ling. Refer to
> “6.12 Luggage Com-
partment Side Trim
Panel, Removing and
Installing”, page 320 .

2 - Tie-Down Eye

O Removing and instal-
ling. Refer to
= “6.10 Tie Down, Re-
moving and Installing”,

page 318 .
3 - Bolt
Q 8Nm
4 -Clip
Q Quantity: 3

Q0 Replace damaged or
deformed clip

MOO-00000
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6.3.2 Overview - Luggage Compartment Side Trim Panel, Wagon

E] Note

The illustration shows the luggage compartment side trim panel on the left side. The right side is a mirror image.

1 - Luggage Compartment
Side Trim Panel

Q Removing and instal-
ling. Refer to
= "6.12 Luggage Com-
partment Side Trim
Panel, Removing and
Installing”, page 320 .
2 - Clip
U Replace damaged or
deformed clip
3 - Bolt

Q 1.5Nm

4 - Bolt

Q 7 Nm
5 - Actuator for Backrest Re-
mote Release

0 Removing and instal-
ling. Refer to
= “3.18 Actuator for
Backrest Remote Re-
lease, Removing and In-
stalling”, page 435 .

6 - Bolt
Q 7Nm
7 - Tie-Down Eye
Q Removing and instal-

ling. Refer to p
> “6.10 Tie Down, Re- «
moving and Installing”, &
page 318 . f)
8 - Bolt 2
Q 8Nm E,
9 - Clamp %

Q
Q Insertin the luggage comp‘grtment side trim panel

U4 Replace damaged or deform&i retaining clips

10 - Coat Hooks '@@@
4 Clipped into the luggage compartm(égg side trim panel -1- from thex

2
%y
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6.4 Overview - Luggage Compartment Floor
= “6.4.1 Overview - Luggage Compartment Floor, Sedan”,

page 310

> “6.4.3 Overview - Luggage Compartment Floor, Wagon”, page
312

= “6.4.2 Overview - Luggage Compartment®loor, Golf GTE ”,
page 311

6.4.1 Overview - Luggage Compartment Floor, Sedan

1 - Luggage Compartment
Floor

Q Allocation. Refer to the
Parts Catalog.

O Remove from the vehi-
cle toward the rear

2 - Bolt
Q 8Nm
O Quantity: 2

3 - Luggage Compartment
Floor Covering Bracket

Q Left and right

Q For the luggage com-
partment floor

0 Removing and instal-
ling. Refer to
> “6.11 Luggage Com-
partment Floor Cover-
ing Bracket, Removing
and Installing”,
page 318 .

4 - Luggage Compartment
Floor Covering

Q Allocation. Refer to the
Parts Catalog.

Q Remove from the vehi-
cle toward the rear

MO0 00000

31 O Rep. Gr.70 - Interior Trim



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 > @
Body Interior - Edition 07.2015

6.4.2 Overview - Luggage Compartment Floor, Golf “GTE”

1 - Luggage Compartment
Floor

O Allocation. Refer to the
Parts Catalog.

O Remove from the vehi-
cle toward the rear
2 - Luggage Compartment
Floor Support
Q Right
Qd Remove from the vehi-
cle toward the rear
3 - Luggage Compartment
Floor Support
Q Left

1 Remove from the vehi-
cle toward the rear
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6.4.3

1 - Center Luggage Compart-
ment Floor Trim

U0 Removing and instal-
ling. Refer to
= “6.11 Luggage Com-
partment Floor Cover-
ing Bracket, Removing
and Installing”,
page 318 .

2 - Trim Carrier

0 Removing and instal-
ling. Refer to
= “6.11 Luggage Com-
partment Floor Cover-
ing Bracket, Removing

and Installing”,
page 318 .

3 - Bolt R
Q 1.5Nm »°
Q Quantity: 3
4 - Support
Q0 Removing

o

- Release the mount on
the left and right side on
the luggage compart-
ment floor by it turning
90° and remove the lug-
gage compartment floor
-10- toward the rear out
of the vehicle.=

— Remove the luggage
compartment floor sup-

port upward. 3%

aga\p

5 - Longitudinal Separating El-

Overview - Luggage Compartment Floor, Wagon

Z
ement %,

. 0.
O Removing s,

“r.
- Release the mount on the left and right side on the lug
remove the luggage compartr‘f?e;;jrtdfloor -10- toward the
O,

o,
— Remove the longitudinal separating eqémemclrlpward.
6 - Transverse Separating Element

Q0 Removing
— Remove the longitudinal separating element -5-.

— Remove the transverse separating element upward.

7 - Luggage Compartment Floor Covering
Q Allocation. Refer to the Parts Catalog .
O Remove from the vehicle toward the rear

8 - Luggage Compartment Floor Trim
Q Left and right
0 Removing and installing. Refer to

= “6.11 Luggage Compartment Floor Covering Bracket, Removing and Installing”, page 318 .

N
compartment (@Br by it turning 90° and

r out of the‘\&e\ahﬁcle.
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9 - Installation Bracket
O Left and right

Q0 Removing and installing. Refer to
> “6.11 Luggage Compartment Floor Covering Bracket, Removing and Iastalling”, page 318 .

10 - Luggage Compartment Floor
Q Removing

— Release:the mount on the left and right side by it turning 90° and remove the luggage compartment floor
toward.the rear out of the vehicle.

6.5 Overview - Upper Rear Lid Trim Panel

1 - Rear Lid with Mounted Low-
er Trim Panel

Q Overview - rear lid lower
trim panel. Refer to
= “6.6 Overview - Lower
Rear Lid Trim Panel”,

page 314 -

O Rear lid lower trim pan-
el, removing and instal-
ling. Refer to
=> “6.14 Lower Rear Lid
Trim Panel, Removing
and Installing”,
page 326 .

2 - Center Window Frame

U Removing and instal-
ling. Refer to
= “6.13 Upper Rear Lid
Trim Panel, Removing

and Installing”,
page 324 .

3 - Side Window Frame
4 Left and right

0 Removing and instal-
ling. Refer to
= “6.13 Upper Rear Lid
Trim Panel, Removing
and Installing”,
page 324 .

= T
J""II'Uhft':urTf.\Eh
Mypi

-

MO0 00000
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6.6 Overview - Lower Rear Lid Trim Panel

1 - Rear Lid

2 - Bolt
Q 1.5Nm
O Quantity: 4

3 - Rear Lid Lower Trim Panel

Q Removing and instal-
ling. Refer to
= “6.14 Lower Rear Lid
Trim Panel, Removing
and Installing”,
page 326 .
4 - Clamp «®
Q Insert in the trim pqp%(i
Q Remove the cligsb?hat
are still in the mounting
points on the:body using
Omega Cliqa ool -
T40280- =

a Replaceéamaged or
deformgfd retaining clips

) ses,inpart or;
me(c\a\purpo Part oriny,
o
cO
ot
&
QO

%
¥,
‘%/4%0
<
6.7 Luggage Compartment Cover

. .9
ing and Installing ",
Removing

— Completely open the luggage compartment cover -1-.
— Fold the rear seat backrests forward.

— Push the luggage compartment cover -1- in direction of 1/ \
-arrow A-.
— Lift the luggage compartment cover -1- upward from the right

luggage compartment side trim panel at the same time
-arrow B-.

—

!

NT0-11165

— Pull the luggage compartment cover -1- out of the left luggage
compartment side trim panel and remove it.

Installing

Install in reverse order of removal.
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6.8 Lock Carrier Trim Panel, Removing and

Installing

Special tools and workshop equipment required
® Pry Lever - 80-200-
Removing

Vehicles with Trailer Hitch, Sedan

Remove the luggage compartment floor toward the rear.
Release the clip -2- from the cable bracket -1-.
Remove the cable bracket -1- upward from the cable -3-.

Vehicles with Trailer Hitch, Wagon

compartment floor by it turning 90° remove the luggage

Release the mount on the left and right side on the luggage
compartment; floor toward the rear of the vehicle:

Release the clip -1<fram the release cabledever -2- and move
it upward in direction of -arrow A-.

Remove the release cable lever -2- forward from the release
cable -3- in direction of -arrow B-.

Continuation for all Vehicles

Remove the rear lid seal -2- near the lock carrier trim panel
-1-.

Loosen the lock carrier trim panel -1- near the clips from the
body mounts using the Pry Lever - 80-200- -arrows-.

Vehicles with Trailer Hitch

Disconnect the connector from the Trailer Hitch -Locked- In-
dicator Lamp - K226- .

Continuation for all Vehicles

Remove the lock carrier trim panel -1- upward.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Remove any remaining clips in the body mounting points using
the Omega Clip Tool - T40280- . To install, insert info the lock
carrier trim panel.

Make sure the lock carrier trim panel is inside the rear lid seal
molding after it is installed.

Install in reverse order of removal.

S /f’L
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6.9 Rear Shelf Compartment, Removing

and Installing
@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Pry Lever - 80-200-

Removing

4-Door

— Remove the wheel housing trim panel. Refer to
= “5.17 Wheel Housing Trim Panel, Removing and Installing”,

page 297 .
2-Door

— Remove the side trim panel. Refer to
= “5.16 Side Trim Panel, Removing and Installing”,

page 294 .
Continuation for all Vehicles

— Remove the lock carrier trim panel. Refer to
= “6.8 Lock Carrier Trim Panel, Removing and Installing”,

page 315 .

P
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— Remove the bolts -3- and -5-. %
. [

— Remove the clip -2-. =1

o
— Loosen the rear shelf compartment -1- near the clips -4- from E3

the body mounts using the Pry Lever - 80-200- .

— If equipped, disconnect the connectors and remove the rear
shelf compartment -1-.

Installing

Q
(@]
]
S
(0]
Q
=
[0
[72)
7]
o
Q
3
IS
3
2
£
o
N
s

93 Check all the fasteners for damage and replace if necessa%

* Oﬁemo ve any remaining clips in the body mounting points u\g?hg
ﬁ’g Omega Clip Tool - T40280- . To install, insert info the rear

sh Ocompartment b00
¢ Make 5917 'he rear shelf compa nt s inside (&é@ear lid seal
molding a eMMg /nsta//ed pstOt
OV \)96

Install in reverse order of removal.
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Tightening Specifications

¢ Referto
= “6.2 Overview - Rear Shelf Compartment”, page 307

6.10 Tie Down, Removing and Installing

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.
Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Open the bracket -4- and unclip the cover -1- using a screw-
driver.

— Remove the bolt -3- and the tie-down -2-.
Installing

Install in reverse order of removal.
Tightening Specifications

¢ Referto
= “6.3 Overview - Luggage Compartment Side Trim Panel”,

page 308

6.11 Luggage Compartment Floor Covering
Bracket, Removing-and Installing

= “6.11.1 Luggage Compartment Floor Covering Bracket, Re-
moving and Installing, S8edan”, page 318

= “6.11.2 Luggage €Compartment Floor Covering Bracket, Re-
moving and Installing, Wagon”, page 319

6.11.1  Luggage Compartment Floor Covering
Bracket, Removing and Installing, Se-
dan

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.
Special tools and workshop equipment required

¢ TorquedWrench 1783 - 2-10Nm - VAG1783-

Removing

— Fold the rear seat backrests forward.

— Remove the luggage compartment floor toward the rear.

— Remove the bolts-2-.
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— Remove the luggage compartment floor covering bracket -1-.
Installing

Install in reverse order of removal.

Tightening Specifications

¢ Referto
= “6.4 Overview - Luggage Compartment Floor”, page 310

6.11.2 Luggage Compartment Floor Covering

Bracket, Removing and Installing, Wag-
on

Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Fold the rear seat backrests forward.

— Release the mount on the left and right side on the luggage
compartment floor by it turning 90° and remove the luggage
compartment floor toward the rear out of the vehicle.

— Remove the luggage compartment floor support upward. Re-
fer to -item 4- > ltem 4 (page 312) .

— Pull the sidewall -3- upward out ef\the-left and right luggage
compartment side trim_panéls and remove it.

— Turn the installation bracket -1- on the left and right side”90°
counter-clockwise and remove upward.

— Remove the luggage compartment floor trim -2- on the left and
right side upward.

— Unclip the center luggage compartment floor trim -1- upward
fromy the carrier -3-.

— Remove the bolts -2-.

Sretberesta |
= T
' Cﬂ 2 (i ’
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Installing
Install in reverse order of removal.

Tightening Specifications

*

Remove the support -3- for the center luggage compartment
trim -1- toward the rear.

Refer to
> “6.4 Overview - Luggage Compartment Floor”, page 310

M70-11158

6.12 Luggage Compartment Side Trim Pan-

el, Removing and Installing

= “6.12.1 Luggage Compartment Side Trim Panel, Removing and

Installing, Sedan”, page 320

= “6.12.2 Luggage Compartment Side Trim Panel, Removing and

Installing, Wagon”, page 321

6.12.1  Luggage Compartment Side Trim Panel, Removing and Installing, Sedan

@ Note

The following describes removing and installing on the left side of the vehicle. Removing and installing on the
right side is identical.

Removing

Remove the rear seat backrest. Refer to Volksw.
> “3.8 Rear Seat Backrest, Removing andlwmﬁl' 298N AG g,

page 426 . \l\l Snoy
C\\O 9"6®
Remove the rear shelf compartr@éht Refer to KN
= “6.9 Rear Shelf Compartment, Removing and Installing”, %,
page 316 . Q@"J %
If equipped, remove the&ggage compartment floor covering
bracket. Refer to N

> “6.11 Luggage Compartment Floor Covering Bracket, Re-
movinq and Installing”, page 318 .
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— Remove the tie-down -24:Refer to
= “6.10 Tie Down, Removing and Installing™ page 318 .

— Remove the clips -4-.

— Disengage and remove the luggage compartment side trim
panel -1-.

Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.

6.12.2 Luggage Compartment Side Trim Pan-
el, Removing and Installing, Wagon
@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.
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Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
¢ Pry Lever - 80-200-

Removing

— Remove the luggage compartment cover. Refer to
= “6.7 Luggage Compartment Cover, Removing and Instal-

ling”, page 314 .

— Remove the rear seat backrest. Refer to
= “3.8 Rear Seat Backrest, Removing and Installing”,

page 426 .
Vehicles with Side Cushion

— Remove the side cushion. Refer to
= “3.16 Side Cushion, Removing and Installing”, page 432 .

Vehicles without Side Cushion

— Remove the wheel housing, trimpanel:' Refer:to
= “5.17 Wheel Housing'Frim Panel, Removing andsinstalling”,

page 297 .
Continuation for:all Vehicles

— Remove.the D-pillar trim panel. Refer to
= “5.15D-Pillar Trim Panel, Removing and Installing”,

page293 .

— Remove the lock carrier trim panel. Refer to
>-%.8 Lock Carrier Trim Panel, Removing and Installing”,
pége 315 .

— Remove the tie-down -7-. Refer to
= “6.10 Tie Down, Removing and Installing”, page 318 .
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Remove the clip -2-.

Remove the bolts -3-. =
Fold up the coat hook -10- ara‘:p remove the bolt -4-.

Pull and hold the operating lever for the backrest remote re-
lease -5-. 5

me( c\a

Remove the bolt -6-.

<
Loosen the luggage compartment side trim panel -1- near the

clips -9- from the body mounts us@g the Pry Lever - 80-200- .
D
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Vehicles with Converter with Socket

— Release the retaining tabs on the cover -1- for the socket'with
conveérter -2-.

— Remove the socket with the converter -2- from the cover -1-.
Continuation for all Vehicles

< |If equipped, disconnect the connectors and remove the lug-
gage compartment side trim panel.

Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

¢ Remove any remaining clips in the body mounting points using
the Omega Clijp Tool - T40280- . To install, insert info the lug-
gage compartment side trim panel.

&, Make sure the luggage compartment side trim panel fits inside
the rear lid seal molding after it is installed.

Install:in reverse order of removal.

Tightening,Specifications =

¢ Referto rﬁ
= “6.3 OvervieWw rLLuggage Compa nt Side frim Panel”,
page 308

6.13 Upper Rear Lid Trim Panel, Removing
and Installing

Special tools and workshop equipment required
¢ Wedge Set - T10383-

Removing

)

M70-11159
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MOO-00a0o

Disengage the retaining cable for the rear shelf at the left and
right side window frames.

Loosen the center window frame -2- with the Wedge Set -
T10383- from the mounts in the rear lid and the side trim
panels -3-.

Remove the center window frame -2-.

Loosen the side window frame -3- with the Wedge Set -
T10383- from the retainers in the rear lid and the lower trim
panel -1-.

Remove the side window frame -3-.

Installing

@ Note

*
*

Check all the fasteners for damage and replace if necessary.

Remove any remaining clips in the rear lid mounting points
using the Omega Clip Tool - T40280- . To install, insert into
the window frame.

Install in reverse order of removal.
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6.14 Lower Rear Lid Trim Panel, Removing
and Installing

Special tools and workshop equipment required

¢ Omega Clip Tool - T40280-

— Remove the upper rear lid trim panel. Refer to
= “6.13 Upper Rear Lid Trim Panel, Removing and Installing”,

page 324 .
— Remove the emergency triangle.

Removing

MO0 00000

— Remove the bolts -2-.
— Unclip the side aceess covers in the trim panel -3-.
— Reach into the trim pangel access openings with hg.

— Loosen the trim panel -3- with a »jerky pulling motfoli« from

the rear lid mounts -1-.
— Make sure that the entire number of clips -4- is in the trim panel
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— Unclip any remaining clips in the rear lid using the Omega Clip
Tool - T40280- .

— Insert the removed clips into the trim panel -3- again.
Installing

@ Note

Check all the fasteners for damage and replace if necessary.

Install in reverse order of removal.
Tightening Specifications

¢ Referto
= “6.6 Overview - Lower Rear Lid Trim Panel”, page 314
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7 Roof Trim Panels
= “7.1 Overview - Headliner”, page 328

= “7.2 Roof End Strip, Removing and Installing”, page 330

= “7.3 Headliner, Removing and Installing”, page 330

= “7.4 Roof Reinforcement, Attaching to Body”, page 334
7.1 Overwew - Headliner. , AGa

> “7.1.1 Overvnemﬂ\ﬁeadlmer Sedan’ page 328 Ofgz,a
> “7.1.2 Ove?'?/lew Headliner, Wagon”, page 329 %@

7.1. Lf’ Overview - Headliner, Sedan

O.

&
1< o‘zHeadIiner
< A Allocation. Refer to the
Xy Parts Catalog.
< QO For certain equipment
N levels, it is necessary to
S cut openings in the new
g headliner. Refer to
c => page 332
"wu% O Removing and instal-
2 ling. Refer to
2 = “7.3 Headliner, Re-
E) moving and Installing”,
®
<
5

page 330 .

A Caution

‘We headliner bends
easl) /V
Rep/éfqe the headliner if it

/s bent. O
6,

IO’OO
¥
2 - Frame 7Po0810,

Q Only with a sunroof

3 - Roof Reinforcement
QO Not with a sunroof

Q install on the body. Re-
fer to
> “7.4 Roof Reinforce-
ment, Attaching to
Body”, page 334 .
4 - Roof Reinforcement

Q install on the body. Re-
fer to
= “7.4 Roof Reinforce-
ment, Attaching to
Body”, page 334 .

5 - Clamp

O Quantity: 7

0 Remove the clips that are still in the mounting points on the body using the Omega Clip Tool -T40280-

QO Replace damaged or deformed retaining clips

6 - Roof End Strip
0 Removing and installing. Refer to = “7.2 Roof End Strip, Removing and Installing”, page 330 .
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7 - Clamp

Only with a sunroof

Quantity: 15

Insert in the headliner

Remove any remaining clips in the frame
Replace damaged or deformed retaining clips

o000 o

7.1.2 Overview - Headliner, Wagon

1 - Headliner

O Allocation. Refer to the
Parts Catalog.

O For certain equipment
levels, it is necessary to
cut openings in the new
headliner. Refer to
=> page 334

U Removing and instal-
ling. Refer to
= “7.3 Headliner, Re-
moving and Installing”,

page 330 .

A Caution

#he headliner bends
easily.

Replace the headliner if it
/s bent.

2 - Frame
Q Only with a sunroof

3 - Roof Reinforcement
QO Not with a;sunroof

Q Install on the body. Re-
fer to
> “7.4 Roof Reinforce-
mernit, Attaching to
Body’, page 334 .

4 - RoofReinforcement

1 Not with a sunroof

Q Install on the body. Re-
fer to
="7.4 Roof Reinforce-
nment, Attaching to Body”, page 334 .

5 - Roof Reinforcement
Q Only with a sunroof
Q Install on the body. Refer to = “7.4 Roof Reinforcement, Attaching to Body”, page 334 .

6 - Clamp
4d Quantityz9
Q0 Remove the clips that are still in the mounting points on the body using the Omega Clip Tool - T40280-
0 Replace damaged or deformed retaining ¢

7 - Roof End Strip
QO Removing and installing.’Refer to = “7.2 Roof Eng:Strip, Removing and Installing”, page 330 .
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8 - Clamp

Only with a sunroof

Quantity: 23

Insert in the headliner

Remove any remaining clips in the frame
Replace damaged or deformed retaining clips

o000 u

7.2 Roof End Strip, Removing and Installing
Special tools and workshop equipment required

¢ Wedge Set - T10383-

Removing

— Loosen the roof end strip -1- near the clips from the body
mounts using the Wedge Set - T10383- .

— Remove the roof end strip -1- downward.

Installing

@ Note

& Check all the fasteners for damage and replace if necessary.

& Remove any remaining clips in the body mounting points using
the Omega Clip Tool - T40280- -, Teiinstall, insert into the roof
end strip.

& Make sure the roof end strip is inside the rear lid seal molding
after it is installed.

Install in reverse order of removal.

7.3 Headliner, Removing and Installing
= “7.3.1 Headliner, Removing and Installing, Sedan”, page 330

> “7.3.2 Headliner, Removing and Installing, Wagon”,
page 332

7.3.1 Headliner, Removing and Installing, Se-
dan

Special tools and workshop equipment required
¢ “Wedge Set - T10383-

¢ Release Pliers - VAS6427-

Remoyving

Vehicles with Sunroof

— Open the sunroof -1- all the way.

- Open the sun shade -2- about /3.

— »
ATO-12001
! -
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Loosen the sunroof frame -1- from the clips -2- using the
Wedge Set - T10383- and remove.

Continuation for all Vehicles

Remove the upper A-pillar trim panels. Refer to
= “5.12 A-Pillar Trim Panel, Removing and Installing”,

page 281 .

Remove the upper B-pillar trim panels. Refer to
> “5.13 B-Pillar Trim Panel, Removing and Installing”,
page 286 .

Remove the C-pillar trim panels. Refer to
= “5.14 C-Pillar Trim Panel, Removing and Installing”,

page 291 .

If necessary, remove the covers for the interior rearview mir-
ror. Refer to

> “5.2 Interior Rearview Mirror, Removing and Installing”,
page 82 .

Remove the sun visors. Refer to
= “2.8 Sun Visor, Removing and Installing”, page 43 .

Remove the sun visor center support. Refer to
= “2.9 Sun Visor Center Support, Removing and Installing”,

page 45 .

Remove the headliner storage compartment. Refer to
= “1.19 Headliner Storage Compartment, Removing and In-
stalling”, page 36 .

Only loosen the roof grab handles from the mounts in the roof
grab handle bracket. Do not completely remove. Refer to
> “2.10 Roof Grab Handle, Removing and Installing

page 46 .

Disconnect the headliner wiring harness-connector in the
headliner frame.

Fold the rear seat backrests forward.

Move the front backrest to a 45° angle.

A Caution

¢ The headliner bends easily.
¢ Replace the headlinerif it is bent.

@ Note

For the following steps, make sure that the Release Pliers -
VAS6427- are positioned in the center of the retainers.
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— Loosen the clips -2- in the headliner frame -1- from the body
mounts using the Release Pliers - VAS6427- .

— At the same time keep tension on the headliner -1- in direction
of -arrows- to prevent the already loosened clips -2- from re-
engaging.

— Carefully remove the headliner -1- through the rear lid opening
with the help of a second technician.

Installing
Cutting Openings in the New Headliner

For vehicles with illuminated vanity mirrors and/erRain/Light Rec-
ognition Sensor - G397\ ‘the appropriate openings must be cut
into a new headliner:

— With the help’of the markings, cut out the necessary openings
in the new headliner using a carpet knife.

If it is posSible, use the used part as a template.

There are two rectangular recesses on the inner side of the head-
liner at the markings for the vanity mirror lamps.

Make the rectangular openings in the center of the rectangular
recesses:

4 sDimensions: 20.5 mm % 59.6 mm

Installation is performed in reverse order of removal, while noting
the following:

@ Note

& Check all the fasteners for damage and replace if necessary.

*

The, yellow marking -arrow- on the frame -1- must point in the
direetion of travel.

*

Always replace the clips -2- (quantity: 15) before assembling.

Secure the sunroof frame -1- to the heagr clips -2-.

7.3.2 Headliner, Removing and Installing,
Wagon

Special tools and workshop equipment required

¢ Pry Lever - 80-200-

¢ Release Pliers - VAS6427-

7 N

) e
& NT0-11107
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Removing

Vehicles with Sunroof

Open the sunroof all the way.
Open the sun shade about 2/3.

Clean the Pry Lever - 80-200- to avoid to dirtying the headliner.

Using the Pry Lever - 80-200-, slide it along between the cover
frame -2- and headliner -1- until one of the clips -3- is touched.

Unclip the cover frame -2- all around near the clips -3- using
the Pry Lever - 80-200- in direction of -arrow-.

Continuation for all Vehicles

Unclip the upper A-pillar trim panels in the transition area to
the headliner. Refer to
> “5.12 A-Pillar Trim Panel, Removing and Installing”,

page 281 .

Remove the upper B-pillar trim panels. Refer to
= “5.13 B-Pillar Trim Panel, Removing and Installing”,

page 286 .

Remove the C-pillar trim panels, Refer to
= “5.14 C-Pillar Trim Panel,cRemoving and Installing”;

page 291 .

Remove the D-pillar trim panel. Refer to
= “5.14 C-PillaTrim Panel, Removing and Installing”,

page 291 .

If necessary, remove the covers for the interior rearview mir-
ror. Referto
= “5.2 Iaterior Rearview Mirror, Removing and Installing”,

page 82 .

Remave the sun visors. Refer to
> “2.8 Sun Visor, Removing and Installing”, page 43 .

Rempove the sun visor center support. Refer to
= “239 Sun Visor Center Support, Removing and Installing”,

page45s .

Remove the headliner storage compartment. Refer to
= “1.19 Headliner Storage Compartment, Removing and In-
stalling”, page 36 .

If installed, remove the screen separator mount bolts, but do
not remove the mounts. Refer to
= “2.7 Screen Separator Mount, Removing and Installing”,

page 42 .

Remove the“foof grab handle. Refer to
= “2.10 Roof Grab Handle, Removing and Installing”,

page 46 . o)
Remove the Luggage’Gompartment Lamp - 33 Refer to »
Electrical Equipment; Rep.iGr. 96 ; Lamps; Laggage Com*
partment Lamp - W3-, Removingoand Installing..

Fold the rear seat backrests forward.
Move the front backrest to a 45° angle.

Disconnect the headliner wiring harness connector in the
headliner frame.

AT70-10985
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A Caution

¢ The headliner bends easily.
¢ Replace the headliner if it is bent.

@ Note

For the following steps, make sure that the Release Pliers -
VAAS6427- are positioned in the center of the retainers.

— Loosen the clips -2- in the headliner frame -1- from the body
mounts using the Release Pliers - VAS6427- .

— At the same time keep tension on the headliner -1- -arrows- to
prevent the already loosened clips -2- from re-engaging.

— Carefully remove the headliner -1- through the’rear lid opening
with the help of a second technician.

Installing
Cutting Openings in the New Headliner

For vehicles with illuminated vanity mirrors and/or Rain/Light Rec-
ognition Sensor - G397~ , the appropriate openings must be cut
into a new headliner.

— With the help of the markings, cut out the necessary openings
in the new headliner using a carpet knife.

If it is possible, use the used part as a template.

There are two rectangular recesses on the inner side of the head-
liner at the markings for the vanity mirror lamps.

Make the rectangular openings in the center of the rectangular
recesses:

4 Dimensions: 20.5 mm x 59.6 mm

Installation is performed in reverse ordet.of removal, while noting
the following:

@ Note

& Check all the fasteners for damage and replace if necessary.

& Always replace the clips for the cover frame (quantity: 23) be-
fore assembling.

7.4 Roof Reinforcement, Attaching to Body

= “7.4.1 Roof Reinforcement, Attaching to Body, Sedan and Wag-
on without Sunroof”, page 334

= “7.4.2 Roof Reinforcement, Attaching to Body, Wagon with
Sunroof”, page 336

741 Roof Reinforcement, Attaching to Body,
Sedan and Wagon without Sunroof

Special tools and workshop equipment required
¢ Window Cutter - VAG1561A-

334 Rep. Gr.70 - Interior Trim
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¢ Scraper Blade - 45mm - VAG1561/20-
¢ Cartridge Gun - VAG1628-

¢ Trim Release Lever - T10039 -
Removing

— Remove the headliner. Refer to
= “7.3 Headliner, Removing and Installing”, page 330 .

— Cut the roof reinforcements -1- and -2- with a carpet knife into
strips -3- approximately 6 cm wide -broken lines-.

— Remove the strips -3- from the roof.

— Cut back any remaining adhesive using the Window Cutter -
VAG1561A- and Scraper Blade - 45mm - VAG1561/20- .

E] Note

If the paint structure was damaged while removing the roof rein-
forcements, paint damage must be repaired according to the
specifications in the Paint Repair Manual.

Installing
Note .Volk
@ o wagen AG.Volkswagen 4 doesnof
Processing /ngﬁf%tions of adhesive must be obset@f@% when in-
stalling rogﬁdsé/'nforcements. &N
" Of%
N O%
- gﬁng the Cartridge Gun - VAG1628- , apply the 1K assemb‘%
-adhesive (refer to the Parts Catalog) onto the roof reinforce-
.~ ments in adhesive beads according to the following dimen-
o sions.
5 Dimension -a- = 35 mm
§

*
4 Dimension -b- =31 mm
¢

Dimension -c- = 58 mm

o elory
U1 jo SSaU}0g1100 AU OV

I

&
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— Measure the width of the roof reinforcements -1- and -2- and
mark the center on both sides.

— Guide the roof reinforcement -1- into the vehicle.

— Position the roof reinforcement -1- according to
-dimension a- at the center of the roof and press on the entire
surface.

Dimension -a-, Sedan: 50.5 + 3 mm from the front panel edge

Dimension -a-, Wagon without sunroof: 25 + 1 mm from the front
panel edge

— Guide the roof reinforcement -2- into the vehicle.

— Position the roof reinforcement -2- according to
-dimension b- at the center of the roof and press on the entire
surface.

Dimension -b-, Sedan: 61 £ 3 mm from the rear panel edge

Dimension -b-, Wagon withétt sunroof: 25 + 1 ' mm from the rear
panel edge

7.4.2 Roof Reinforcement, Attaching to Body;
Wagon with Sunroof

Special tools and workshop equipment required
¢ Window Cutter - VAG1561A-

¢ SScraper Blade - 45mm - VAG1561/20-

¢ Cartridge Gun - VAG1628-

¢ Trim Release Lever - T10039 -

Removing

= Remove the headliner. Refer to
= “7.3 Headliner, Removing and Installing”, page 330 .

—< Cut the roof reinforcements -1- with a carpet knife into strips
-2- approximately 6 cm wide -broken lines-.

— Bull off the strips -2- from the roof.

— Cut back any remaining adhesive using the Window Cutter -
VAG1561A- and Scraper Blade - 45mm - VAG1561/20- .

@ Note

If the paint structure ‘was damaged while ov/ng theroof rein-
forcements, paint damage‘must be repaired gceording fo the
specifications in the Paint Repair Manual.

Installing

@ Note

Processing instructions of adhesive must be observed when in-
stalling roof reinforcements.

e
i W70-11110
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— Using the Cartridge Gun - VAG1628-, apply the 1K assembly
adhesive (refer to the Parts Catalog) onto the roof reinforce-

ments in adhesive beads according to the following dimen-
sions.

4 Dimension -a- = 35 mm
4 Dimension -b- = 30 mm
4 Dimension -c- = 58 mm

— Measure the width of the roof reinforcements -1- and mark the
center on both sides.

— Guide the roof reinforcement -1- into the vehicle.

— Position the roof reinforcement -1- according to
-dimension a- at the center of the roof and press on the entire
surface.

Dimension -a-: 12 £ 1 mm from the rear panel edge

MNT0-11163
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8 Special Tools

Special tools and workshop equipment required

¢ Trim Release Lever - T10039 -

¢ Wedge Set - T10383-

¢ Omega Clip Tool - T40280-

¢ Torque Wrench 1331 5-50Nm - VAG1331-

T10039
‘/,1

T10383
T40280
V.A.G 1331

WOO-11166
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4 Window Cutter - VAG1561A-

¢ Scraper Blade - 45mm - VAG1561/20-

¢ Cartridge Gunr- VAG1628-

¢ Torque Wrench 1783 - 2-10Nm -VAG1783-

VAG 1561 A

,

W0O0-11533

VAG 1561/20

)

VAG 1628
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¢ Pry Lever - 80-200-

¢ Backrest Panel Tool - 3370-

¢ Trim Removal Wedge - 3409-

80-200
3370
3409

Woo-11118

340 Rep. Gr.70 - Interior Trim




Golf'2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

72 — Seat Frames

1 Overview =Seat Versions

= “1.1 Component Locatioh Overview - Seat Versions”,

page 341

= “1.2 Front Seat, Mounting on Fixture for Seat Repair”,

page 342

1.1 Component Location Overview - Seat Versions

1 - Driver Side Front Seat

U The design depends on
vehicle equipment

Q Overview - Front Seat.
Refer to
= “2.2 Overview - Front
Seat”, page 349 .

d Overview - Front Back-
rest. Refer to
= “2.4 Overview - Front
Backrest”, page 354 .

Q Overview - Seat Pan.
Refer to
> “2.5 Overview - Seat

Pan”, page 358 .

2 - Front Passenger Side Front | " S
Seat

O The design depends on
vehicle equipment

1 Overview - Front Seat.
Refer to
= “2.2 Overview - Front

Seat”, page 349 .

Q Overview - Front Back-
rest. Refer to
= “2.4 Overview - Front
Backrest”, page 354 .

Q Overview - Seat Pan.
Refer to
> “2.5 Overview - Seat
Pan”, page 358 .
3 - Rear Seat Backrest

Q4 The design depends on
vehicle equipment

Q Overview - Rear Seat
Backrest. Refer to
> “3.2 Overview - Rear Seat Backrest”, page 419 .

4 - Side Cushion
U Installation depends on vehicle equipment
Q@ Overview - Side Cushion. Refer to = “3.5 Overview - Side Cushion”, page 423 .
5 - Bench Seat / Single Seats
Q4 The design depends on vehicle equipment
a Overview - Bench Seat/Single Seats. Refer to = “3.1 Overview - Seat Bench/Single Seat”, page 417 .
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1.2 Front Seat, Mounting on Fixture for Seat
Repair

Special tools and workshop equipment required

¢ Torque Wrench 1331 5-50Nm - VAG1331-

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

¢ Engine And Transmission Holder - VAS6095-

¢ Engine/Transmission Holder - Seat Repair Fixture - VAS6136-

Assembly

— Remove the front seats. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Attach the Engine/Transmission Holder - Seat Repair Fixture
- VAS6136- onto the Engine And Transmission Holder -
VASG6095- .

— Place the seat on the Engine/Transmission Holder - Seat Re-
pair Fixture - VAS6136- .

— Secure the front seat on the Engine/Transmission Holder -
Seat Repair Fixture - VAS6136- .

Disassembly
Disassembly is performed in reverse order.
Tightening Specifications

¢ Referto
= “2.7 Front Seat, Removing and Installing ”, page 368
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2 Front Seats
= “2.1 Component Location Overview - Electric and Electronl(ml
Components page 345 )@Oa\%

>

)
\Q?

= “2.3 Overview - Backrest Release and Entry Assi Yance”. page
353

= “2.4 Overview - Front Backrest”, page 354
= “2.5 Overview - Seat Pan”, page 358 f
= “2.6 Overview - Fire Extinguisher”, page 368
> “2.7 Front Seat, Removing and Installing””, page 368

> “2.8 Front Seat, Removing with Faulty D&ver/ Front Passenger
Seat Forward/Back Adjustment Motor V287 V31 ”, page 373

= “2.9 Airbag Adapter, Connecting and Dlé)connectlnq
page 377

= “2.10 Tunnel-Side Seat Trim, Removing &nd Installing”,

= “2.2 Overview - Front Seat”, page 349

\
Q}@
Q
s

<

page 378 %
= “2.11 Sill-Side Seat Trim, Removing and Ine& lling”,
page 379 “0(9

= “2.12 Seat Trim Bracket, Removing and Install?vg page 384
= “2.13 Front Backrest, Removing and Installing”, Da@g 386
= “2.14 Seat Depth Adjuster, Removing and Installing”,
page 387 @’4%0
A

> “2.15 Seat Angle Adjuster, Removing and Installing”,
page 391

= “2.16 Seat Height Adjuster Handle, Removing and Installing”,
page 393

> “2.17 Seat Height Adjuster, Removing and Installing”,
page 394

= “2.18 Lower Seat Frame with Driver/Front Passenger Seat For-
ward/Back Adjustment Motor V28 / V31 , Removing and Instal-

ling”, page 398
= “2.19 Backrest Adjuster, Removing and Installing”, page 399

= “2.20 Lumbar Support Adjuster, Removing and Installing”, page
400

= “2.21 Headrest, Removing and Installing”, page 401
= “2.22 Headrest Guide, Removing and Installing”, page 402

> “2.23 Backrest Release Trim, Removing and Installing”,
page 403

> “2.24 Backrest Release, Removing and Installing”, page 404

= “2.25 Connecting Cable, Removing and Installing”, page 404

> “2.26 Backrest Release Mount, Removing and Installing”, page
405

= “2.27 Backrest Release Cable, Removing and Installing”, page
406

> “2.28 Backrest Release Cable, Adjusting”, page 407

> “2.29 Entry Assistance Release Cable A, Removing and Instal-
ling”, page 409

\Nage“ AG.VolkswagenAG do
e
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= “2.30 Entry Assistance Release Cable A, Adjusting”,
page 410

= “2.31 Entry Assistance Cable B, Removing and Installing”, page
411

= “2.32 Gliding Piece, Removing and Installing”, page 412

> “2.33 Storage Compartment, Removing and Installing”,
page 413

= “2.34 Driver/Front Passenger Seat Lumbar Support Adjustment
Switch E176 / E177 , Removing and Installing”, page 414

= “2.35 Lumbar Support Adjustment Motors V125/V126 /V129 /
V130 , Removing and Installing”, page 414

= “2.37 Massage Function Control Module J740 , Removing and
Installing”, page 416

2.1 Component Location Overview - Electric
and Electronic Components

= “2.1.1 Component Locations Overview - Electric and Electronic
Components, Standard Seat ergo Active Seat”, page345

= “2.1.2 Component Locations Overview =Electric and Electronic
Components, Power Seat”, page 347.

2.1.1 Component Locations Overview - Electric and Electronic Components,

Standard Seat ergo Active Seat

2. Front Seats 345
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1 - Massage Function Control
Module - J740-
0 Removing and instal-

Q

ling. Refer to

> “2.37 Massage Func-
tion Control Module
J740 , Removing and In-
stalling”, page 416 .

Depending on the vehi-
cle equipment level

2 - Seat Heating Element

a

a

a

Driver Seat Heating ElI-
ement - Z6-

Front Passenger Seat
Heating Element - Z8-

Depending on the vehi-
cle equipment level

Removing and instal-
ling. Refer to

= “1.8 Driver and Front
Passenger Seat Heat-
ing ElementZ6/78 , Re-
moving and Installing”,

page 458 .

3 - Backrest Heating Element

Q

Q

Q

Q

Driver Backrest Heating
Element - Z7-

Front Passenger Back-
rest Heating Element -
Z9-

Depending on the vehi-
cle equipment level

Removing and instal-
ling. Refer to

= “1.9 Driver and Front
Passenger Backrest

NT 2-10630

Heating Element Z7 / Z9 , Removing and Installing”, page 459 .

4 - Lumbar Support
Driver Seat Lumbar Support Curvature Adjustment Motor - V125-

Driver Seat Lumbar Support Height Adjustment Motor - V129-

Front Passenger Seat Lumbar Support Curvature Adjustment Motor - V126-
Front Passenger Seat Lumbar Support Height Adjustment Motor - V130-

I W I I Iy Wy Ny

Equipment levels

Overview. Refer to = page 356 .

Removing and installing. Refer to
= “2.35 Lumbar Support Adjustment Motors V125 /V126 /V129 / V130, Removing and Installing”, page

414 .

5 - Massage Button
Q Driver Side Massage Function Button - E670-
4 Front Passenger Massage Function Button - E671-
0 Depending on the vehicle equipment level
Q To remove, carefully pry out of the seat trim using the Trim Removal Wedge - 3409-

6 - Lumbar Support Adjustment Switch
Q Driver Seat Lumbar Support Adjustment Switch - E176-
Q Front Passenger Seat Lumbar Support Adjustment Switch - E177-
O Depending on the vehicle equipment level
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0 Removing and installing. Refer to

> “2.34 Driver/Front Passenger Seat Lumbar Support Adjustment Switch E176 / E177 , Removing and
Installing”, page 414 .

Q Lumbar Support, removing and installing. Refer to
= “2.35 Lumbar Support Adjustment Motors V125 /V126 / V129 / V130, Removing and Installing”, page

414 .
\owad®” AG.Volkswagen ag dogg
N O Noy
o . . 9 .
21.2 Comporlg,nféLocatlons Overview - Electrl'i%qu Electronic Components,
Power Seat %,
$

6\5
<@
1 - Seat Angle Adjuster
Q Driver §Qéat Angle Ad-
justment Motor - V243-

Q Front’Passenger Seat
Angle Adjustment Motor
- V244-

Q Overview. Refer to
= page 363 .

Q Removing and instal-
ling. Refer to
= "2.15 Seat Angle Ad-
juster, Removing and

Installing”, page 391 .

2 - Seat Forward/Back Adjust- | 3 —
er Q.

[&]
Q Driver Seat Forward/
Back Adjustment Motor 4 —
- V28- ‘2’/9
Q Front Passenoggr Seat

Forward/Back Adjust-
ment Motor - V31-%, i !

Q Removing and instal- %o
ling. Refer to
> “2.18 Lower Seat
Frame with Driver/Front 92—
Passenger Seat For-
ward/Back Adjustment
Motor V28 / V31 , Re-
moving and Installing”,

page 398 .
3 - Seat Heating Element

Q Driver Seat Heating EI-
ement - Z6-

Front Passenger Seat
Heating Element - Z8-

Qa
Q Depending on the vehi-
Qa

N7 2-10630

cle equipment level

Removing and installing. Refer to
= “1.8 Driver and Front Passenger Seat Heating Element Z6 / Z8 , Removing and Installing”,
page 458 .

4 - Backrest Adjuster
Q Driver Backrest Adjustment Motor - V45-
U Front Passenger Backrest Adjustment Motor - V46-
Q0 Removing and installing. Refer to = “2.19 Backrest Adjuster, Removing and Installing”, page 399 .

5 - Backrest Heating Element
Q Driver Backrest Heating Element - Z7-
Q Front Passenger Backrest Heating Element - Z9-
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a
a

Depending on the vehicle equipment level

Removing and installing. Refer to
= “1.9 Driver and Front Passenger Backrest Heating Element Z7 / Z9 , Removing and Installing”,

page 459 .

6 - Lumbar Support

[ Wy I Iy Wy

Driver Seat Lumbar Support Curvature Adjustment Motor - V125-

Driver Seat Lumbar Support Height Adjustment Motor - V129-

Front Passenger Seat Lumbar Support Curvature Adjustment Motor - V126-
Front Passenger Seat Lumbar Support Height Adjustment Motor - V130-
Overview. Refer to = page 356 .

Removing and installing. Refer to
> “2.35 Lumbar Support Adjustment Motors V125 /V126 / V129 / V130 , Removing and Installing”, page
414 .

7 - Seat Height Adjuster

a
a
a
a

Driver Seat Height Adjustment Motor - V138-

Front Passenger Seat:Height Adjustment Motor - \V246-

Overview. Refer to;= page 361 .

Removing and ipstalling. Refer to = “2.17 Seat Height Adjuster, Removing<and Installing”, page 394 .

8 - Seat Adjustment Control Head

a
a
a

Driver SeatAdjustment Control Head - E470-
Front Passenger Seat Adjustment Control Head - E471-

Removing and installing. Refer to
= “2.36 Driver/Front Passenger Seat Adjustment Control Head E470 / E471 , Remaving and Installing”,

page 415 .

9 - Lumbar Support Adjustment Switch

a
a
a

Driver Seat Lumbar Support Adjustment Switch - E176-
Front Passenger Seat Lumbar Support Adjustment Switch - E177-

Removing and installing. Refer to
> “2.34 Driver/Front Passenger Seat Lumbar Support Adjustment Switch E176 / E177 , Removing and
Installing’gpage 414 .

Lumbar Support, removing and installing. Refer to
= “2.35 Lumbar Support Adjustment Motors V125 / V126 / V129 / V130, Removing and Installing”, page
414 .
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\\«swage‘m ' - doeg,,
2.2 Overview - Frgm%eat %,
'
= “2.2.1 Overview - Front S@at Standard Seat ergo Active Seat”, @@%
page 349 < %,
3
= “2.2.2 Overview - EFDnt Seat, Power Seat”, page 351 @&/
66
2.2.1 Oveﬁnew Front Seat, Standard Seat ergo Active Seaﬁé
\‘7) [
] I Note < =1
~ %
()

¢ The ///usz‘r@on shows the driverss side front seat. The front seaft on the front passenger er side is a mirror

image. g 8
¢ The ///ustrat/on shows the front seat for a LHD vehicle. The front seat for a RHD vehici Ij@ is a mirror image.
g
5 ‘o”
1 - Backrest E)

a Overweww Refer to
=>“2.4 Ov%'wew Front
Backrest’, Evgqe 354 .

O Removing and instal-
ling. Referto =
= “2.13 Front Backrest,
Removing and In
ling”, page 386 . Oo)

O Backrest release/entry 79
assistance for vehicles
with two doors

Q Backrest release/entry
assistance, removing
and installing. Refer to
= “2.25 Connecting Ca-
ble, Removing and In-
stalling”, page 404 .

2 - Headrest

O Removing and instal-
ling. Refer to
> “2.21 Headrest, Re-
moving and Installing”,

page 401 .
3 - Hand Wheel

U For manual backrest ad-
justment '

Q Instead of a hand wheel,
an adjusting- and re-
lease lever is installed
on vehicles with a front
passenger seat with a
pass-through

O Depending on the vehi-
cle equipment level

0 Removing and instal- .
ling. Refer to = “2.19 Backrest Adjuster, Removing and Installing”, page 399 .
4 - Bolt
Q 40 Nm
Q Quantity: 4
5 - Seat Height Adjuster

O Overview. Refer to = page 361 .
Q0 Removing and installing. Refer to = “2.17 Seat Height Adjuster, Removing and Installing”, page 394 .

2. Front Seats 349
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O Seat height adjustment handle, removing and installing. Refer to
= “2.16 Seat Height Adjuster Handle, Removing and Installing”, page 393 .

6 - Door Sill Side Seat Trim
Q0 Removing and installing. Refer to = “2.11 Sill-Side Seat Trim, Removing and Installing”, page 379 .

7 - Lumbar Support Adjustment Switch

Q Driver Seat Lumbar Support Adjustment Switch - E176-

Q Front Passenger Seat Lumbar Support Adjustment Switch - E177-

O Depending on the vehicle equipment level

0 Removing and installing. Refer to
= “2.34 Driver/Front Passenger Seat Lumbar Support Adjustment Switch E176 / E177 , Removing and
Installing”, page 414 .

Q Lumbar Support, removing and installing. Refer to

21“3.35 Lumbar Support Adjustment Motors V125 / V126 / V129 / V130 , Removing and Installing”, page
8 - Massage Button
Q Driver Side Massage Function Button - E670-
Q Front Passenger Massage Function Button - E671-
0 Depending on the vehicle equipment level
Q To remove, carefully pry out of the seat trim using the Trim Removal Wedge - 3409-

9 - Cover

For sill-side seat rail
Installed increar and front
Quantity: 2

Loosen and remove from the seat rail by carefully releasing the retaining tabs without breaking them
using a-screwdriver.

Q Carefully push onto the seat rail until it audibly latches
10 - Seat Angle Adjuster
Q Depending on the vehicle equipment level
Q Overview. Refer to = page 362 .
O Removing and installing. Refer to = “2.15 Seat Angle Adjuster, Removing and Installing”, page 391 .

Ooo00o

11 - Storage Compartment
Q4 Dependingron the vehicle equipment level
Q Overview. Refer to = page 364 .
O Removing andinstalling. Refer to = “2.33 Storage Compartment, Removing'and Installing”, page 413 .

12 - Seat Forward/Back“Adjustment Handle _
O Remove by hand or separate from the handle mgusing a rubber.or plastic mallet.

Q Hit the seat forward/back“adjustment handle all thefway back on'using a rubber mallet. Do not damage
the surface while doing so.
13 - Cover
O For tunnel side seat rail
Q Quantity: 2
Q Installed in rear and front

O Loosen and remove from the seat rail by carefully releasing the retaining tabs without breaking them
using a screwdriver.

Q Carefully push onto the seat rail until it audibly latches

14 - Seat Pan
O Dependent on vehicle equipment with seat depth adjuster. Refer to = page 365
Q Overview. Refer to = “2.5 Overview - Seat Pan”, page 358 .
O Removing and installing. Refer to = “2.14 Seat Depth Adjuster, Removing and Installing”, page 387 .
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15 - Seat Belt Latch

QO Removing and installing. Refer to = “1.14 Front Seat Belt Latch, Removing and Installing”, page 133 .

16 - Tunnel Side Seat'Trim

0 Removing and installing. Refer to
= “2.10 Tunnel-Side Seat Trim, Removing and Installing”, page 378 .

222 Overview - Front Seat, Power Seat

@ Note

¢ The illustration shows the driver's side front seat. The front seat on the front passenger side is a mirror
image.

& The illustration shows the front seat for a LHD vehicle. The front seat for a RHD vehicle is a mirror image.

1 - Backrest

 Overview. Refer to
= “2.4 Overview - Front
Backrest”, page 354 .

Q Removing and instal-
ling. Refer to
> “2.13 Front Backrest,
Removing and Instal-

ling”, page 386 .
2 - Headrest

U Removing and instal-
ling. Refer to
= “2.21 Headrest, Re-
moving and Installing”,

page 401 .
3 - Door Sill Side Seat Trim

0 Removing and instal-
ling. Refer to
> “2.11 Sill-Side Seat
Trim, Removing and In-
stalling”, page 379 .

4 - Bolt
Q 40Nm
O Quantity: 4

5 - Seat Adjustment Control
Head

Q Driver Seat Adjustment
Control Head - E470-

O Front Passenger Seat
Adjustment Control
Head - E471-

Q Removing and instal-
ling. Refer to
= “2.36 Driver/Front
Passenger Seat Adjust-
ment Control Head E470 / E471 , Removing and Installing”, page 415 .

N7 2-10651

6 - Lumbar Support Adjustment Switch
4 Driver Seat Lumbar Support Adjustment Switch - E176-
O Front Passenger Seat Lumbar Support Adjustment Switch - E177-
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a

Q

Removing and installing. Refer to
> “2.34 Driver/Front Passenger Seat Lumbar Support Adjustment Switch E176 / E177 , Removing and
Installing”, page 414 .

Lumbar Support, removing and installing. Refer to
= “2.35 Lumbar Support Adjustment Motors V125 /V126 / V129 / V130, Removing and Installing”, page
414 .

7 - Cover

o000

U

For sill-side seat rail
Installed in rear and front
Quantity: 2

Loosen and remove from the seat rail by carefully releasing the retaining tabs without breaking them
using a screwdriver.

Carefully push onto the seat rail until it audibly latches

8 - Cover

Ooo00o

a

For tunnel side seat rail
Quantity: 2
Installed in rear and front

Loosen and remove from the seat:rail by carefully releasing the retaining tabs ‘Without breaking them
using a screwdriver.

Carefully push onto the seat:rail until it audibly latches

9 - Seat Pan

Q
Q

Overview. Refer to = “255 Overview - Seat Pan”, page 358 .
Removing and installing. Refer to = “2.14 Seat Depth Adjuster, Removing and Installing”, page 387 .

10 - Seat Belt Latch

a

Removing and installing. Refer to = “1.14 Front Seat Belt Latch, Removing and Installing”, page 133 .

11 - Tunnel Side Seat Trim

Q

Removing and installing. Refer to
> “2.10 Tunnel-Side Seat Trim, Removing and Installing”, page 378 .
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agen AG.Volkswagen AG

2.3 OvewleV\é@B%ckrest Release a%d’E:@;ry Assistance

o)
(\9 W), ”
$° S

1 - Connecting Qé%le "

Q Between" the backrest 2
relea ge and backrest re- z,
lease mount 1=

a R@Pnovmg and instal-
Ilﬁfg Refer to
= “2.25 Connecting Ca-
ﬁle Removing and In-
-O%tallinq”, page 404 .

2- B@krest Release Trim

CRemovmg and instal-
mllng Refer to

o:> “2.23 Backrest Re-
Eiease Trim, Removing
@nd Installing”,

page 403 .

3-Bolt -
Q 35%\1m

4 - Backres%ReIease

a Remowﬁg and instal-
ling. Referto
> "2.24 BacKrest Re-
Iease Removingand In-
stalling”, page 404 ™., -

5 - Backrest Release Mount

4 Riveted to backrest
frame

Q Removing and instal-
ling. Refer to
> “2.26 Backrest Re-
lease Mount, Removing

and Installing”,
page 405 .

6 - Backrest Release Cable

O With arelease cable ad-
juster on each side

0 Removing and installing. Refer to
> “2.27 Backrest Release Cable, Removing and Installing”, page 406 .

Q Adjusting. Refer to = “2.28 Backrest Release Cable, Adjusting”, page 407 .

N7 2-10643

7 - Entry Assistance Release Cable A
U With a release cable adjuster

Q Removing and installing. Refer to
> “2.29 Entry Assistance Release Cable A, Removing and Installing”, page 409 .

O Adjusting. Refer to = “2.30 Entry Assistance Release Cable A, Adjusting”, page 410 .

8 - Entry Assistance Release Cable B

Q Removing and installing. Refer to
> “2.31 Entry Assistance Cable B, Removing and Installing”, page 411 .

9 - Slider
QO Removing and installing. Refer to = “2.32 Gliding Piece, Removing and Installing”, page 412 .
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2.4 Overview - Front Backrest

Front Backrest, Standard Seat, ergo Active Seat

@ Note

The illustration shows the driver side front backrest. The front backrest on the front passenger side is a mirror
image.

1 - Headrest

O Removing and instal-
ling. Refer to
> “2.21 Headrest, Re-
moving and Installing”,
page 401 .

Q Must be correctly locked
in the headrest guides

2 - Cover
Q Quantity: 2

3 - Right Headrest Guide

0 Removing and instal-
ling. Refer to
> “2.22 Headrest Guide,
Removing and Instal-

ling”, page 402 .

4 - Backrest

O Removing and instal-
ling. Refer to
> “2.13 Front Backrest,
Removing and Instal-
ling”, page 386 .

Q Backrest cover and
cushion, removing and
installing. Refer to
= “1.5 Backrest Cover
and Cushion, Removing
and Installing”,
page 449 .

O Backrest cover and
cushion, separating.
Refer to
> “1.7 Backrest Cover
and Cushion, Separat-
ing”, page 453 .

Q0 Depends on vehicle
equipment with power lumbar support; Refer to = page 356

5 - Left Headrest Guide
0 Removing and installing. Refer to = “2:22 Headrest Guide, Removing and Installing”, page 402 .

N7 2-10622

6 - Backrest Release
@ On vehicles with two doors

Backrest release trim, removing and installing. Refer to
= “2.23 Backrest Release Trim, Removing and Installing”, page 403 .

a
Q Backrest release, removing and installing. Refer to
a

= “2.24 Backrest Release, Removing and Installing”, page 404 .

Backrest release mount, removing and installing. Refer to
= “2.26 Backrest Release Mount, Removing and Installing”, page 405 .
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7 - Lever
O For manually adjusting lumbar support

Q0 Removing and installing. Refer to
= “2.20 Lumbar Support Adjuster, Removing and Installing”, page 400 .

8 - Hand Wheel
U For manual backrest adjustment

Q Instead of a hand wheel, an adjusting- and release lever is installed on vehicles with a front passenger
seat with a pass-through

4 Depending on the vehicle equipment level
0 Removing and installing. Refer to = “2.19 Backrest Adjuster, Removing and Installing”, page 399 .

9 - Bolt

34 Nm

Quantity: 4

Self-locking

Replace after removing

Threaded holes for the bolts must be cleaned, for example, with a thread tap
Pay attention to the tightening sequence when installing

10 - Seat Pan
 Overview. Refer to = “2.5 Overview - Seat Pan”, page 358 .

[ Wy Iy Wy

Front Backrest, Power Seat

@ Note

The illustration shows the driver, side'front backrest:The front backrest on the front passenger side is a mirror
image.
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1 - Headrest

Q Removing and instal-
ling. Refer to
= “2.21 Headrest, Re-
moving and Installing”,
page 401 .

Q Must be correctly locked
in the headrest guides

2 - Cover
O Quantity: 2

3 - Headrest Guide
Q Quantity: 2

U0 Removing and instal-
ling. Refer to
= “2.22 Headrest Guide,
Removing and Instal-

ling”, page 402 .
4 - Backrest

Q0 Removing and instal-
ling. Refer to
= “2.13 Front Backrest,
Removing and Instal-
ling”, page 386 .

Q Backrest cover and
cushion, removing and
installing. Refer to
> “1.5 Backrest Cover
and Cushion, Removing

and Installing”,
page 449 .

Q Backrest cover and
cushion, separating.
Refer to
= “1.7 Backrest Cover
and Cushion, Separat-

ing”, page 453 .
Q  With power lumbar support. Refer to = page 356
5 - Bolt
34 Nm
Quantity: 4
Self-locking
Replace after removing
Threaded holes for the bolts must be cleaned, for example, with a thread tap
Pay attention to the tightening sequence when installing

6 - Seat Pan
Q Overview. Refer to =2°2.5 Overview - Seat Pan”, page 358 .

(I Wy IR Wy W

Power Lumbar Support
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1 - No Replacement Part

Q The washeris molded in
the lumbar support.

2 - Lumbar Support

Q Driver side with Driver
Seat Lumbar Support
Curvature Adjustment
Motor - V125- / Driver
Seat Lumbar Support
Height Adjustment Mo-
tor - V129-

O Front passenger side
with Front Passenger
Seat Lumbar Support
Curvature Adjustment
Motor - V126- / Front
Passenger Seat Lum-
bar Support Height Ad-
justment Motor - V130-

0 Removing and instal-
ling. Refer to
= “2.35 Lumbar Support
Adjustment Motors
V125 /V126 / V129 /
V130 , Removing and
Installing”, page 414 .

3 - Backrest Frame
4 - Rivet

AT2-11483
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2.5 Overview - Seat Pan

Seat Pan, Standard Seat, ergo Active Seat

@ Note

The illustration shows the driver side seat pan. The seat pan on the front passenger side is a mirror image.

1 - Seat Cushion

Q Seat pan cover and
cushion, removing and
installing. Refer to
=> “1.4 Seat Pan Cover
and Cushion, Removing
and Installing”,
page 446 .

Q Seat pan cover and
cushion, separating.
Refer to
> “1.6 Seat Pan Cover
and Cushion, Separat-

ing”, page 451 .
2 - Seat Pan

O Dependent on vehicle
equipment:

¢ Seat angle adjuster. Refer
to > page 362

¢ Seat depth adjuster. Refer
to = page 365

¢ Seat height adjuster. Refer
to > page 361

¢ Storage compartment. Re-
fer o = page 364

3 - Bracket
Q4 5 For the sill-side seat trim

Q< The design depends on
vehicle equipment

Q¢ Removing and instal-
ling. Refer to
> “2.12.1 Seat Trim
Bracket, Removing and

fnstalling, ergo Active

Seat”, page 384 .
4 - Bolt
Q 8Nm
Q Quantity: 3

5 - Hand Wheel
Q For manual backrest adjustment

Instead of a hand Wheel, an adjusting- a
seat with a pass-through

a
Q0 Depending on the vehicle equipment level
0 Removing and installing. Refer to = “2.19 Backrest Adjuster, Removing and Installing”, page 399 .

release lever is installed on vehicles with a front passenger

358 Rep. Gr.72 - Seat Frames



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

6 - Expanding Rivet
7 - Handle

Q For seat height adjustment. Refer to = page 361
0 Removing and installing. Refer to
= “2.16 Seat Height Adjuster Handle, Remaving and Installing”, page 393 .
8 - Seat Trim
Q Door sill side
U Design depends on vehicle equipment
4 Removing and installing. Refer to ¢2.11 Sill-Side Seat Trim, Removing and Installing”, page 379 .

9 - Seat Ttrim

Q Tunnel side

0 Removing and installing. Refer to
= “2.10 Tunnel-Side Seat Trim, Removing and Installing”, page 378 .

10 - Seat Belt Latch
QO Removing and installing. Refer to = “1.14 Front Seat Belt Latch, Removing and Installing”, page 133 .

Seat Pan, Power Seat

@ Note

The illustration shows the driver side seat pan. The’seat pan on the front passengex.side Is a mirror image.
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1 - Seat Cushion

Q Seat pan cover and
cushion, removing;and
installing. Referto
= “1.4 SeatPan Cover
and Cushion, Removing

and Installing”,
page#46 .

Q Seat pan cover and
cushion, separating.
Refer to
= “1.6 Seat Pan Cover
and Cushion, Separat-

ing”, page 451 .
2 - Seat Pan

3 - Bolt
22 Nm
Quantity: 4
Self-locking
Replace after removing
Threaded holes for bolts
must be cleaned, for ex-
ample, with a thread tap
4 - Bolt

aQ 8Nm

O Quantity: 4

5 - Bracket
Q Forthe sill-side seat trim

0 Removing and instal-
ling. Refer to
= “2.12.1 Seat Trim
Bracket, Removing and
Installing, ergo Active

Seat”, page 384 .
6 - Expanding Rivet
7 - Seat Trim

U Door sill side
0 Removing and installing. Refer to = “2.11 Sill-Side Seat Trim, Removing and Installing”, page 379 .

0ouoJdo

8 - Lower Seat Frame

Driver Seat Forward/Back Adjustment Motor - V28-

Front Passenger Seat Forward/Back Adjustment Motor - V31-
Cannot be disassembled

Removing and installing. Refer to
= “2.18 Lower Seat Frame with Driver/Front Passenger Seat Forward/Back Adjustment Motor V28 /V31 ,

Uoo00o

Removing and Installing”, page 398 .
Q To replace the seat belt latch install in the new lower frame

9 - Bushing
Q Inserted in all bearing locations
Q Cannot be replaced
Q If the bushing is damaged, the lower seat frame must be replaced

10 - Seat Trim

Q Tunnel side

Q0 Removing and installing. Refer to
= “2.10 Tunnel-Side Seat Trim, Removing and Installing”, page 378 .
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11 - Bolt

Qd = “1.5 Overview - Front Seat Belt Latch”, page 108

12 - Seat Belt Latch
0 Removing and installing. Refer to = “1.14 Front Seat Belt Latch, Removing and Installing”, page 133 .

Seat Height Adjuster, Standard Seat, ergo Active Seat

1 - Bolts
Q 6.5Nm
O Quantity: 2
O Note the different bolt
length -item 8-
2 - Seat Height Adjusting Lever

4 For seat height adjust-
ment

Q Removing and instal-
ling. Referto
> “2.17 Seat Height Ad-
juster, Removing and
Installing”, page 394 .

3 - Clamp

O Make sure it is secure
4 - Seat Height Adjustment
Handle

U4 Removing and instal-
ling. Refer to
> “2.16 Seat Height Ad-
juster Handle, Remov-
ing and Installing”, page
393.
5 - Seat Pan

1 Overview. Refer to
= “2.5 Overview - Seat

Pan”, page 358 .
6 - Lock Washer
Q Replace after removing

7 - Seat Height Adjuster

Q Removing and instal-
ling. Refer to
> “2.17 Seat Height Ad-
juster, Removing and Installing”, page 394 .
8 - Bolt
ad 10 Nm

O Note the different bolt lengths -item 1-

9 - Bolts
Q 8Nm
O Quantity: 2

N7 2Z-10631

Seat Height Adjuster, Power Seat

2. Front Seats 361



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
# Body Interior - Edition 07.2015

1 - Seat Height Adjustment
Motor

Q Driver Seat Height Ad-
justment Motor - V138-

Q Front Passenger Seat
Height Adjustment Mo-
tor - V246-

U0 Removing and instal-
ling. Refer to
> “2.17 Seat Height Ad-
uster, Removing and
nstalling”, page 394 .

2 - Bolt
0 22Nm

A Caution

The bolt has a left-hand
thread.

Q Self-locking
Q Replace after removing
a

Removing and instal-
ling. Refer to

> “2.17 Seat Height Ad-
uster, Removing and
nstalling”, page 394 .

Q Clean the threaded hole
with a thread tap.
3 - Bolts
20 Nm
Quantity: 2 &
Self-locking &’Q\@ "
Replace after removing 2

ooo0o0oo

Threaded holg$ for bolts must be cleaned, for example, with a thread tap

4 - Bolts 5

10Nm &
<

Quantity: 2

Self-locking

%
Z
Z
2,
£l
®
e
[
o,
5]
g 3
Replace @fter removing 3
3
Q
5
[0
[72]
(7]
Q
S
3
2
S
S
&

U000 d

Threade%holes for bolts must be cleaned, for example, with a thread tap
5 - Bracket ‘é
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1 - Handle .
Q For seat nguami&Ga\GQ :
justment”
Qa '\?‘%oving and instal-
»ling. Refer to
&eg > “2.15 Seat Angle Ad-
S .
S uster, Removing and
& nstalling”, page 391 .

2 - Bolt

N
S
<
N
% Q 8Nm
@
'3
s
S
A

O Quantity: 2

3 - Seat Angle Adjuster

U Removing and instal-
ling. Refer to
= “2.15 Seat Angle Ad-
uster, Removing and
nstalling”, page 391 .

4 - Seat Pan

5 - Shoulder Pin
Q 6 Nm

%
6@
k7 .
%, A Caution
(s
i)

2| The bolt has a left-hand
.’/tgoread.
0.

;’VO\
Q Sel?—%g%ng
0 Replace afterremoving || . uo0?"

O Threaded hole for
shoulder pin must be
cleaned, for example,

w
b

IR

’7/,1@ .
Wy
iy 1o Ssaujoall

o
T
©
Q
=
o
o]
[0}
Q
o
=
)
o
E

s
[V
B

with thread cutter
6 - Bolt
Q 6.5Nm
Q Self-locking

O Replace after removing
O Threaded holes for bolts must be cleaned, for example, with a thread tap

Seat Angle Adjuster, Power Seat
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1 - Seat Angle Adjustment Mo- |
tor

Q Driver Seat Angle Ad-
justment Motor - V243-

Q Front Passenger Seat
Angle Adjustment Motor
- V244-

U0 Removing and instal-
ling. Refer to
> “2.15 Seat Angle Ad-
uster, Removing and
nstalling”, page 391 .

2 - Bracket
O Bolted with the seat pan

3 - Bolt

20 Nm

Self-locking

Replace after removing
Clean the threaded hole
with a thread tap.

4 - Bolts

10 Nm

Quantity: 2

Self-locking

Replace after removing

Threaded holes for bolts
must be cleaned, for ex-
ample, with a thread tap

o000

ooo0o0oo

Storage Compartment
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1 - Bolt
Q 1.5Nm
O Quantity: 2

2 - Storage Compartment

Q Depending on the vehi-
cle equipment level

QO Removing and instal-
ling. Refer to
> “2.33 Storage Com-
partment, Removing
and Installing”,
page 413 .

Q Cannot be disassem-
bled

O Allocation. Refer to the
Parts Catalog.

3 - Spring Nut
Q Quantity: 2 )

2

Q Inserted in the seat %an

QO Replace any damaged

or deformed threa@ ed

clips i~
S
4 - Seat Pan s
S
S
T
©
Q
£
3
[}
1]
o
Q.
5
[eR
©
<
[
%
%
6&
?,
%z,
Seat Depth Adjuster %, S
% o
o N
0. &
/9@ \Xb\}
.440, ‘\0\\
(o5 /rqpe 5\)\\0 N
#9910, oV ueber”
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1 - Nut
Q Quantity: 4
O Replace after removing
2 - Sport Seat

O With a seat depth ad- S
juster

3 -Trim

4 |
Q for seat depth adjust- |
ment o -

U0 Removing and instal- .
ling. Refer to 5
= “2.14 Seat Depth Ad-
uster, Removing and

nstalling”, page 387 .

Q Presson untilitengages
audibly

2 1S
Of
Psg,
Kf%f

4 - Seat Depth Adjuster

Q0 Removing and instal-
ling. Refer to
> “2.14 Seat Depth Ad-
uster, Removing and
nstalling”, page 387 .

5 - Bushing
6 - Bolt
Q 4 Nm
Q Replace after removing

Q Use locking fluid when
installing the bolt. For
the correct locking fluid,
refer to the Parts Cata-

. (DOSES, Npart or;
orci2 PP N o e

ooﬁ\m

—

(o)) 7
log. 94% y P
/
7 - Bolts Ve I IEYEEEEE
— rawn
Q 4Nm =

BeN\e\’\\oN
Q Replace after removing AR
O Use locking fluid when installing the bolt. For the correct locking fluid, refer to the Parts Catalog.
8 - Bolt
0 4 Nm

O Replace after removing

DS‘IOSJOJC/

O Use locking fluid when installing the bolt. For the correct locking fluid, refer to the Parts Catalog.
9 - Bushing

Torsion Bar
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’b\>
1®°Seat Pan
@@% Mount
@ Q For the torsion bar
s Q Slide into the guide
3 3 - Torsion Bar

Q Lubricated. For the cor-
rect grease, refer to the
Parts Catalog.

AT211223
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2.6 Overview - Fire Extinguisher

1 - Bracket
O Removing

— Remove the bracket

— Remove seat backrest
seat cover and cushion.
Refer to
= “1.4 Seat Pan Cover
and Cushion, Removing
and Installing”,
page 446 .

A WARNING

Danger of eye injury.
Wear protective eye-
wear.

I/a NPV
o

— Drill out the rivets -2- us-'
ing a drill and remove
the bracket.

2 - Rivet

Q Quantity: 3
3 - Bolt

Q 8Nm

QO Quantity: 2
4 - Bracket

0 Removing

__\ nrp0Ses, inpart o

— Remove the fire extin-
guisher -6-.

— Remove the bolts -3-
and the bracket.

N7 210660

5 - Mounting Strap

6 - Fire Extinguisher
0 Removing

— Open the mounting strap -5- and remove the fire extinguisher.

2.7 Front Seat, Removing and Installing

@ Note

& The following describes removing and installing the left seat.
Removing and installing the right seat is identical.

& The following describes removing and installing a manual
seal. Removing and installing a power seat is identical.
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A Caution

With 2-door vehicles pay aftention that that the seat outside the
vehicle is carefully moved in the end positions of the seat for-
ward/back adjustment, there is a risk of damage.

Special tools and workshop equipment required
¢ Torque Wrench 1331 5-50Nm - VAG1331-
¢ Airbag Lockout Adapter - VAS6282-

Removing

A WARNING

Follow the General Safety Precautions when working with air-
bags, belt tensioners and batfery cut-out units (pyrotechnic
components). Refer fo = “1 Safety Precautions”’ paget:

— Move the seat as far forward as possible using the forward/
back adjuster.

If the Driver Seat Forward/Back Adjustment Motor -V28- /Front
Passenger Seat Forward/Back Adjustment Motor -V31- is faulty,
it is not possible to adjust a power front seat using the Driver Seat
Adjustment Control Head -E470- / Front Passenger Seat Adjust-
ment Control Head -E471- . In this case, perform the appropriate
procedure. Refer to

= “2.8 Front Seat, Removing with Faulty Driver/Front Passenger
Seat Forward/Back Adjustment Motor V28 / V31 ”, page 373 .

— Remove the bolts -3 and 4-.

— Move the seat as far back as possible using the forward/back
adjuster.

— Remove the bolts -1 and 2-.

P
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On “e-Golf vehicles” or “Golf GTE vehicles”, disconnect the
High-Voltage System Maintenance Connector - TW- .

Disconnect the battery. Refer to = Electrical Equipment; Rep.
Gr. 27 ; Battery; Battery, Disconnecting and Connecting .

Tilt the seat back.
Open the cover in the carpet.

Depending on the vehicle equipment level, release and re-
move the wiring harnesses from the seat at the connector

station.

Connect the airbag adapter. Refer to
= “2.9 Airbag Adapter, Connecting and Disconnecting’,

page 377 .

A Caution

Ifseat is lo be lifted out or transported out of the vehicle, it must
not be grasped by the aftachments, for example, seat belf
lafch, lever for seat fore/aft adjustment, lever for seat height
adjustment or seat trim panels in order fo prevent damage.

Protect the attachments from damage using suitable materi-
als.

Reach between the backrest and seat cushion with the right
hand. Grab the front of the seat cushion with the left hand and
lift the seat out of the vehicle.

on /,\G.VolkswagenAG do
e

Installing
0\\(‘5\N 29
‘ 6@@‘@!

@
{ ] | Note
o

N Q
Before /ns%éﬁing the seats in the vehicle make sure that in both,
seat rails‘the two respective identical release buttons -1- are un=, 3
demef@}gb

§ ?
Q
- Lift seat through the front door and into the vehicle.

@)
<

—é‘? First position the front seat.

Sn
o7
g‘/ar@
7),
(S

gs Guide the seat into the centering pins.
£
S~ Attach the seat with the front bolt -1- in the vehicle.
@
c— Attach the seat with the front bolt -2- in the vehicle.

Move the seat forward as far as possible.
Attach the seat with the rear bolt -3- in the vehicle.
Attach the seat with the rear bolt -4- in the vehicle.
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A WARNING

When installing the seat, if a thread in the seat crossmember
mounting plate was damaged, a reworking of the damaged
thread is forbidden. In this case, the seat crossmember mount-
ing plate must be replaced.

If there is Damage to Threads in the Seat Crossmember Mounting
Plate:

Replace the affected seat crossmember mounting plate. Refer
to > Body Repair; Rep. Gr. 51.

Remove the Airbag Lockout Adapter - VAS6282- .

Attach the thorax airbag wiring harness to the connector sta-
tion.

Depending on the vehicle equipment level, engage the wiring
harnesses in the coupling station.

Close the cover in the carpet.

Switch the ignition on.
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A WARNING S %,
& 2,
Make sure that no persons are in the veqbfb/e. %
: J’é
%

-
- On “e-Golf vehicles” or “Golf GTE véhicles”, connect the High-
Voltage System Maintenance Connector - TW- .

IS
— Connect the battery. Refer to = Electrical Equipment; Rep.
Gr. 27 ; Battery; Battery, Disconnecting and Connecting .
o

@ Note

5
If the Airbag Indicator Lamp - K75- signals a fault after installing,
check the DTC memory, erase it and check it again use the > Ve-
hicle diagnostic tester. ¢

posesjn

IOSJOS]OJCI

2

O,
Tightening Specifications %09
¢ Referto = “2.2 Overview - Front Seat”, %gge 349

2
e
.040,004

28 Front Seat, Removing with Faulty Driv-

er/Front Passenger Seat Forward/Back
Adjustment Motor -V28- / -V31-

Driver/Front Passenger Seat Forward/Back Adjustment Motor -
V28- / -V31-, Checking

— Move the front seat all the way up.

@ Note

To avoid unnecessary repair costs, check the Driver/Front Pas-
senger Seat Forward/Back Adjustment Moftor - V28-/-V31- be-
fore removing the front seat.

— Check the Driver/Front Passenger Seat Forward/Back Adjust-
ment Motor -V28-/-V31- . Refer to Vehicle Diagnostic Tester .

— Replace the lower seat frame with the faulty Driver/Front Pas-
senger Seat Forward/Back Adjustment Motor -V28-/-V31-.
Refer to
> “2.18 Lower Seat Frame with Driver/Front Passenger Seat
Forward/Back Adjustment Motor V28 / V31 , Removing and
Installing”, page 398 .

Y

[ :
.. N93-10682

E)\d\)
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Removing with faulty Driver/Front Passenger Seat Forward/Back
Adjustment Motor -V28- / -V31-

3 2

On “eGolf vehicles” or “Golf GTE vehicles”, disconnect the
High Voltage System Maintenance Connector - TW- .

Disconnect the battery. Refer to = Electrical Equipment; Rep.
Gr. 27 ; Battery; Battery, Disconnecting and Connecting .

A Caution

¢ Loosen the bolts -3- only after checking the Driver/Front
Passenger Seat Forward/Back Adjustment Moftor -V28-/
-V31-.
S
¢ After loosening the bolts -2-, replace the lower seat frame-"
including the seat forward/back adjustment motor. K\o\\e

%
®6

— Remove the bolts -3- on both sides (quantity: 435

| - Seat Forward/Back Adjustment Motor Threaqéd Connection
on Sill Side N
Il - Seat Forward/Back Adjustment Motor Thré’aded Connection

on Tunnel-Side S
® 1)
{ I Note £
7o remove the tunnel-side bolts, reach ungfer the seat from the
front. ?é
[
=)
- Move the seat forward as far as possible.
S
®
— Remove the bolts -3- and -4-. %
O.
— Move the seat forward as back as possmleovO
()
— Remove the bolts -1- and -2-. /"7{@
k@)
2,
O %
@J,f%o
Da’l"@lo
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M72-10371

Tilt the seat backward.
Open the cover in the carpet.

Depending on the vehicle equipment level, release and re-
move the wiring harnesses from the seat at the coupling
station.

Connect the airbag adapter. Refer to
= “2.9 Airbag Adapter, Connecting and Disconnecting”,

page 377 .

A Caution

Ifseat is to be lifted out or transported out of the vehicle, it must
not be grasped by the attachments, for example, seat belt
latch, lever for seat fore/aft adjustment, lever for seat height
adjustment or seat trim panels in order fo prevent damage.

Protect the attachments from damage using suitable materi-
als.

Reach between the backrest and seat cushion with the right
hand. Grab the front of the seat cushion with the left hand and
lift the seat out of the vehicle.
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qenAG.Volkswagen a3

- Separate the lower seat frames from the seat pan. Refer to %e

ooy

> “2.18 Lower Seat Frame with Driver/Front Passenger S@

Forward/Back Adjustment Motor V28 / V31 , Re

Installing”, page 398 .

— Replace the lower seat frames together with the

back adjustment motor.

Installing

S
<

9

mow\ r@@ﬁand
600
§éat forward/

Install in reverse order of removal. Note the foII§W|ng

- Attach the lower seat frames to the seat pa;t Refer to
= “2.18 Lower Seat Frame with Driver/Front Passenger Seat

Forward/Back Adjustment Motor V28 / V3§ Removing and

Installing”, page 398 .

,'n

RT L

@
o)
®
[on
=
>
o
S
<

Q

M72-10371

— Lift seat through the front door and into the vehicle.

— First position the front seat.

— Guide the seat into the centering pins.
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G.Volkswa
A WARNING \lo\\(\gwagen/—\ 98N AG g,

oy
When installing seat, if a \(B?%?ad in mounting plafte of seat
crossmember was damaged, a reworking of the damaged
thread is forbidden. In gﬁis case, mournting plate of seaft cross-
member must be rep@ced

§

If there is Damaggoto Threads in Mounting Plate of Seat Cross-
member:

— Replace the@ffected seat crossmember mounting plate. Refer
to > Body Repair; Rep. Gr. 51.

— Remove th§ Airbag Lockout Adapter - VAS6282- .
— Attach the. g‘lde airbag wiring harness to the connector station.

- Dependlng“n’on the vehicle equipment level, engage the wiring
harnesses sm the coupling station.

— Close the cr%ver in the carpet.
— Turnon the Fénltlon

A WARNT@IG

Make sure that no pez;gons are in the vehicle.

“r
%,

— On “eGolf vehicles” or “Go’f‘?@TE vehicles”, connect g
Voltage System Maintenance @o;@nector TW- .

High

— Connect the battery. Refer to > ElectrlééﬁEqument ENé’p
Gr. 27 ; Battery; Battery, Disconnecting and Connecting .

@ Note

If the Airbag Indicator Lamp - K75- signals a fault after installing,
check the DTC memory, erase it and check it again. Refer to Ve-
hicle Diagnostic Tester .

Tightening Specifications

¢ Refer to = “2.2 Overview - Front Seat”, page 349

29 Airbag Adapter, Connecting and Dis-

connecting
Special tools and workshop equipment required
¢ Airbag Lockout Adapter - VAS6282-

&e N\S\)\\O N
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VAS 6282
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NT 210648

— Connect the Airbag Lockout Adapter - VAS6282- to the side
airbag wiring harness -1-.

A Caution

The Airbag Lockout Adapter - VAS6282- must stay connected
fo seaf until seat is installed again.

2.10 Tunnel-Side Seat Trim, Removing and

Installing
@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-
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Removing

— Remove the front seat. Refer to
> “2.7 Front Seat, Removing and Installing ”, page 368 .

— Remove the trim panel -1- expanding rivets -arrows-.

— To do so, press the clamping pins in the expanding rivets
-arrows- toward the inside.

— Pry off the expanding rivets -1- using the Trim Removal Wedge
- 3409- .

MF2-10029

— JJ

— Remove the trim panel -1- from the mounts in the seat frame.

Installing

Install in reverse order of removal. Note the following:

— Insert the expanding rivets -arrows=and push the pins in.
Tightening Specifications

¢ Refer to > “2.2 Overview - FrontSeat”, page 349

Mr2-1o022

— Jlf

2.11 Sill-Side Seat Trim, Removing and In-
stalling

= “2.11.1 Sill-Side Seat Trim, Removing and Installing, ergo Ac-
tive Seat”, page 379

= “2.11.2 Sill-Side Seat Trim, Removing and Installing, Standard
Seat”, page 381

= “2.11.3 Door Sill Side Seat Trim, Removing andnstalling, Pow-
er Seat”, page 383

2.11.1  Sill-Side Seat Trim, Removing and In~
stalling, ergo Active Seat
@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
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¢ Trim Removal Wedge - 3409- S
Removing

— Position the seat in the highest seat posﬁon.

— Remove the backrest adjuster. Refer @f\f’
= “2.19 Backrest Adjuster, Removing.and Installing”,

page 399 . £
— Remove the seat height adjustment aandle Refer to
“2 16 Seat Height Adjuster Handle; Removing and Instal-
I ng”, page 393 .

NT 210821

— Press the clamping pin -3- toward the inside.

— Pry off the expanding rivet -2- using the Trim Removal Wedge
- 3409- .

— Open the locking mechanism -arrows- on the trim panel -1-.
— Remove the trim panel forward from the bracket -5-.
— Unclip the wiring harness -4- from the trim panel -1-.

— Release and remove the connectors at the switches.
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Installing
Install in reverse order of removal.

2.11.2 Sill-Side Seat Trim, Removing and In-
stalling, Standard Seat
@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-

Removing

— Position the seat in the highest seat position.

— Remove the backrest adjuster. Refer to
= “2.19 Backrest Adjuster, Removing and:installing”,

page 399 .

— Remove the seat height adjustment handle. Refer to
> “2.16 Seat Height Adjuster Handle; Removing and Instal-

. B

ling”, page 393 .
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NT 210635

p@]osiojd

— Press the clamping pin -3- toward the inside.

— Pry off the expanding rivet -2- using the Trim Removal Wedge
- 3409- .

— Remove the bolt -arrow- from below.

— Open the bracket -4- on the trim panel -1- from below.
— Guide out the rear trim panel -1-.

— Remove the trim panel -1- forward from the bracket -5-.

Installing

Install in reverse order of removal.

Tightening Specifications

Component Tightening specification

Screw between bracket and 2 Nm
side trim panel. Refer to

= page 382
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2.11.3 Door Sill Side Seat Trim, Removing and
Installing, Power Seat
@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.
Special tools and workshop equipment required

¢ Trim Removal Wedge - 3409-

Removing

— Position the seat in the highest seat position.

9
S
L

\}fb

KN \ .
%, Y
./—//fo,oo/r ‘\0\\\)\

— Press the clamping pin -3- toward the inside. QD%QJOJCI oV yabe

— Pry off the expanding rivet -2- using the Trim Removal Wedge
- 3409- .

— Open the bracket -4- on the trim panel -1- from below.

— Guide out the rear trim panel -1-.
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— Remove the trim panel -1- forward from the bracket -5-.
Installing

Install in reverse order of removal.

212 Seat Trim Bracket, Removing and In-
stalling

= “2.12.1 Seat Trim Bracket, Removing and Installing, ergo Active

Seat”, page 384

> “2.12.2 Seat Trim Bracket, Removing and Installing, Standard
Seat”, page 384

= “2.12.3 Seat Trim Bracket, Removing and Installing, Power
Seat”, page 385

2.12.1 Seat Trim Bracket, Removing and In-
stalling, ergo Active Seat

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
Removing

— Position the seat in the highest seat position.

— Remove the sill-side seat trim. Refer to
= “2.11 Sill-Side Seat Trim, Removing and Installing”,

page 379 .
— Remove the bolts -2-.

— Remove the retaining bracket -1- from the front seat.
Installing

Install in reverse order of removal.

Tightening Specifications

¢ Refer to = “2.5 Overview - Seat Pan”, page 3568

2.12.2 Seat Trim Bracket, Removing and In-
stalling, Standard Seat

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

ATZ-11637
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Removing
— Position the seat in the highest seat position.

— Remove the sill-side seat trim. Refer to
= “2.11 Sill-Side Seat Trim, Removing and Installing”,

page 379 .
— Remove the bolts -2-.

— Guide the retaining bracket -1- out of the mount -arrow- on the
storage compartment -3-.

— Remove the retaining bracket -1- from the front seat.
Installing
Install in reverse order of removal. Note the following:

— Make sure the retaining bracket is seated correctly in the stor-
age compartment mount.

Tightening Specifications
¢ Referto = “2.5 Overview - Seat Pan”, page 358

2.12.3 Seat Trim Bracket, Removing and In-
stalling, Power Seat
@ Note

The following describes removing and installing.on the left sidé of
the vehicle. Removing and installing on the'right side is identical.
Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-40Nm - VAG1783-

Removing

— Position the seat in the highest seat position.

— Remove the sill-side seat trim. Refer to
= “2.11 Sill-Side Seat Trim, Removing and Installing”,

page 379 .
— Remove the bolts -2- and -3-.

@ Note

If necessary, carefully push the seat cover near the bolt -3- to the
side in order fo remove the bolf -3-.

— Remove the retaining bracket -1- from the front seat.
Installing

Install in reverse order of removal.

Tightening Specifications

¢ Refer to > “2.5 Overview - Seat,Pan”, page 358

G [ N72-10833

N7 2-10657
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213 Front Backrest, Removing and Installing
Special tools and workshop:equipment required

¢ Torque Wrench®t331 5-50Nm - VAG1331-

¢ Engine/Transmission Holder - Seat Repair Fixture - VAS6136-
Removing

— Remove the front seat. Refer to
=%¢2.7 Front Seat, Removing and Installing ”, page 368 .

— Secure the seat on the Engine/Transmission Holder - Seat
Repair Fixture - VAS6136- . Refer to
> “1.2 Front Seat, Mounting on Fixture for Seat Repair”, page
342

— Remove the tunnel side seat trim. Refer to
= “2.10 Tunnel-Side Seat Trim, Removing and Installing”,

page 378 .

= Remove the sill-side seat trim. Refer to
= “2.11 Sill-Side Seat Trim, Removing and Installing”,

page 379 .
—2 Disconnect the connectors from the backrest wiring harness.

— WYnclip the clips -2- and -5- from the wiring harness -1- on the
seat pan.

— Loosen the wiring harness -1- with the mesh hose from the
seat pan.

— To do soydoosen all cable ties -3- and
The wiring harnessbetween the connect ation and the'thorax
airbag is continuous.

— Guide the wiring harness to the thorax airbag out of the mesh
hose.

— To do so, loosen the cable ties -3- and -4-.

Only for Vehicles with Entry Assistance

— Disengage the cable bracket -3 and 4- for the entry assistance
release cable from the bracket on the seat pan.

— Disengage the release cable -1 and 2- for entry assistance
from the seat rail release.

— Disengage the bracket -5- for the release cable from the seat
rail.

ATZ-11638
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Continuation for All Vehicles

— Remove the bolts -2-.

— Tilt the backrest -3- forward onto the seat pan -1-.
— Move the seat pan cushion to the side.

— Carefully remove the wiring harness for the thorax airbag -4-
from the seat pan.

— Remove the backrest.

Installing

Install in reverse order of removal and note the following:

— Replace the damaged cable ties and clips.

— Route the wires in their original locations.

Tightening sequence with installing the backrest on the left seat:
¢ 1. Tunnel-side, front bolt

¢ 2. Sill-side, front bolt

¢ 3. Sill-side, rear bolt

¢ 4. Tunnel-side, rear bolt

Tightening sequence with installing the backrest on the right seat:
¢ 1. Sill-side, front bolt

¢ 2. Tunnel-side, front bolt

¢ 3. Tunnel-side, rear bolt

¢ 4. Sill-side, rear bolt

Tightening Specifications

¢ Refer to > “2.2 Overview - Eront Seat”, page 349

¢ Referto = “2.5 Overview - Seat Pan”, page 358

¢ Referto = “2.4 Overview - Front Backrest”, page 354

2.14 Seat Depth Adjuster, Removing and In-
stalling

Special tools and workshop equipment-required

¢ Trim Removal Wedge - 3409-

Removing

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Attach the front seat to the Fixture For Seat Repair . Refer to
= “1.2 Front Seat, Mounting on Fixture for Seat Repair”, page
342.

— Remove the storage compartment, if equipped. Refer to
= “2.33 Storage Compartment, Removing and Installing”,

page 413 .
— Move the seat depth adjuster all the way forward.

ATZ-10634
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Release the tabs in directionzof -arrows- on the trim -1- using
a Trim Removal Wedge -:3409- .

Remove the trim -1- from the seat depth adjuster.

— Release the retaining tabs in direction of -arrow- on the sup-
port using the Tfim Removal Wedge - 3409- from the seat
depth adjustor.

— Remove the support -1- with the seat cushion and seat cover
for the seat depth adjuster upward and toward the front.

— Disengage the tabs -arrows- at the seat depth adjuster -2-.

— Move the support with the seat cushion and seat cover up-
ward.

— To do so, remove the support -1- with seat cushion and seat
cover for the seat depth adjustor upward and forward at the
same time.

Lay the support -2- with the seat cushion and seat cover on
the front seat.

@ Note

The lower seaf frame is not illustrated.

— Disengage the seat cover retaining strips -1- and -4-.

— Remove the seat cover weather strip -3- from the seat depth
adjuster.

— Pull the weather strip forward.

A Caution

There is a risk of damaging the retaining tabs.

¢ Proceed very carefully when clipping and unclipping.
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— To do so, unclip the seat cover -1- from the retaining tabs

(agen AC- Volkewagenag
o\

2
@
Vehicles with Massage Function Control Module - J740-

— Remove the Massage Function Control Module - J740- . Refer
to

> “2.37 Massage Function Control Module J740 , Removing

and Installing”, page 416 .

— Remove the seat depth adjuster.
— Unclip the retaining tabs -1-.

= Lower the bracket for the Massage Function Control Module -
% J740- -2- near the retaining tabs -1-.
Q.

—"_Slide the bracket for the Massage Function Control Module -
%740- -2- in direction of the -arrow-.

/

— Guide the bracket for the Massage Function Control Module -
J740ﬁ},42- out of the mounts -arrows-. \\P@
e, o
&
Contlnuatlon faﬁr /PII Vehicles w\\x@*

- Slide the seat de’f;‘ltbbﬁg,luster toward the rear.-°"
— Remove the bolts -1- and -2-.

— To do so, counterhold at the nuts -3- on the seat depth ad-
juster.

— Unclip the retaining tabs -1- and -3- using the Trim Removal
Wedge - 3409- .

— Remove the seat depth adjuster -2- from the lower seat frame
upward and forward in direction of -arrows-.

— Disengage the tabs -4- from the lower seat frame while doing
this.

AT72-11504
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— Remove the seat depth adjuster from the front seat.
Installing
Install in reverse order of removal. Note the following:

— Engage the seat cover -1- in the tabs -3-.
— Engage the weather strip -2- in the rear retaining tabs -3-.

— Make sure the retainer is seated correctly.

A Caution

There is a risk of damaging the retaining tabs.
¢ Proceed very carefully when clipping and unclipping.

@ Note

& Bgth outer bolfs have a plastic guide. Refer to = page 365 .

¢ FEnsure the correct allocation.

Tightening Specifications
¢- Refer to = “2.2 Overview - Front Seat”, page 349

&= Refer to = “2.5 Overview - Seat Pan”, page 358

4> Overview - seat depth adjuster. Refer to = page 365

ATZ-114604
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2.15 Seat Angle Adjuster, Removing and In-
stalling

> “2.15.1 Seat Angle Adjuster, Removing and Installing, Standard
Seat, ergo Active Seat”, page 391

= “2.15.2 Seat Angle Adjuster, Removing and Installing, Power

Seat”, page 392

2.156.1 Seat Angle Adjuster, Removing and In-
stalling, Standard Seat, ergo Active
Seat

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on'theright side is identical.
Special tools and workshop equipment required

¢ Torque Wrehch 1783 - 2-10Nm - VAG1783-

Removing

— Move the front seat all the way to the rear and then into its
highest position.

— Remove the storage compartment, if equipped. Refer to
= “2.33 Storage Compartment, Removing and Installing”,

page 413 .

— cRemove the sill-side seat trim. Refer to
= “2.11 Sill-Side Seat Trim, Removing and Installing”,

page 379 .
— ?Remove the step pin -2- and bolt -3-.

A WARNING

Shoulder pin -2- has a left-hand threaad!

— Remoye the seat angle adjustment -1-.
Installing
Install in reverse order of removal. Note the@wing:

5
A WARNING ih'

Shoulder pin -2- has a left-hand thread!

Tightening Specifications
¢ Refer to > “2.5 Overview - Seat Pan”, page 358

¢ Overview - Seat Angle Adjuster. Refer to = page 362

iy .
AT211752
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2.15.2 Seat Angle Adjuster, Removing and In-
stalling, Power Seat
@ Note

The following describes removing and installifig on the left side of
the vehicle. Removing and installing on the right side is identical.
Special tools and workshop equipment required

¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Remove the front seat. Refer to
> “2.7 Front Seat, Removing and Installing ”, page 368 .

— Attach the front seat to the Fixture For Seat Repair . Refer to
= “1.2 Front Seat, Mounting on Fixture for Seat Repair”, page
342 .

— Remove bolt -2- for seatiangle adjustment motor (preset by
the manufacturer) adjusting spindle -1-.

e
17 e WA

ATZ-10783

A Caution

Risk of damage to the bushing -1- in the bearing area -2- (ad-
Justing spindle/seat pan bolfing).

¢ The bushing cannot be replaced with workshop materials.
¢ [fthe bushing is damaged, the corresponding assembly

parts must be replaced.

w ATZ-10782
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— Disconnect harness connector -3- at the seat angle adjust-
ment motor.

— Remove the bolts -1- and the seat angle adjustment motor
-4-,

Installing

Install in reverse order of removal.

Tightening Specifications

¢ Refer to > “2.5 Overview - Seat Pan”, page 358

¢ Overview - Seat Angle Adjuster. Refer to = page 363

2.16 Seat Height Adjuster Handle, Removing

and Installing
@ Note

The seat height adjuster handle can only be replaced with the
front seat installed.

Removing

@ Note

¢ Remove the seat height adjuster handle as described. Never
drive the seat height adjuster handle off the lever.

& [fthe tab getsc<damaged while removing the handle, then it is
not possible {0 install it again. The handle must be replaced.

— Pull the seat height adjuster handle -1- as far upward as pos-
sible and hold it in that position.

— Guide a small screwdriver up to the retainer -3- between the
seat height adjuster handle -1- and the trim -2-.

— Press thegiretaining tab -3- inward using the screwdriver.
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— At the same time, remove the seat height adjuster handle -1-
from the lever -4- in direction of the -arrow-.

Installing
Install in reverse order of removal. Note the following:

— Check for damage and proper positioning of the retainer -3-
on the lever -4-.

— Slide the seat height adjuster handle -1- onto the lever -4- until
it engages.

— Afterinstalling, make sure the retainer -4- is properly engaged.
— Pull on it to make sure it is secure.

217 Seat Height Adjuster, Removing and In-
stalling

> “2.17.1 Seat Height Adjuster, Removing and Installing, Stand-
ard Seat, ergo Active Seat”, page 394

= “2.17.2 Seat Height Adjuster, Removing and Installing, Power

Seat”, page 396

2171  Seat Height Adjuster, Removing and In-
stalling, Standard Seat, ergo Active
Seat

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm -VAG1783-
Removing

— Position the seat in the highest seat position.

— Remove the backrest adjuster. Refer to
= “2.19 Backrest Adjuster, Removing’and Installing”,

page 399 .

— Remove the seat height adjustment handle. Refer to
= “2.16 Seat Height Adjuster Handle, Remoying and Instal-
ling”, page 393 .

— Remove the sill-side seat trim. Refer to
> “2.11 Sill-Side Seat Trim, Removing and Installing™
page 379 .

MNT2-10629
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— Remove the bolts -2-.

— Remove the lever -1-.

— Remove the lock washer -1-.

— Remove the bolts -1- and -3-.
— Remove the seat height adjuster -2-.
Installing

® &(\0'
{ I Note &

The bolts -1- and the bolt -.3g%re different lengths.

&
The bolt -3- is shorter. &

A

The bolt -3- has a larger- bolt head.
Ensure the correct a//cp?az‘/’on.
=

agen
g:

* & o o

i
— Push the seat down\@rd via the backrest.

T
— Attach the seat heigk% adjuster -2-.

— Tighten the bolts -1- gnd -3-.

Tightening Speciﬁcation%

¢ Referto=“2.5 Overvi(éyv - Seat Pan”, page 358

¢ Overview - Seat Height%%djuster. Refer to = page 361

AG.Volkswagen 4

ATZ2-10671

=
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%
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=
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=
o
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2.17.2 Seat Height Adjuster, Removing and In-
stalling, Power Seat
@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

Removing

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Attach the front seat to the Fixture For SeatRepair . Refer to
= “1.2 Front Seat, Mounting on Fixture forSeat Repair’, page
342 .

— Remove the sill-side seat trim. Refer to
= “2.11 Sill-Side Seat Trim, Removing and Installing”,
page 379 .

— Disconnect harness connector -1- at seat height adjustment
motor -2-.
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A Caution

Threaded hole in the seal pan damaged or destroyed.
¢ The bolt -2- has left-hand thread.

¢ When removing or installing, the adjusting spindle/seat
pan bolting torque must be relieved. To do so, a second
fechnician must be pushing down on the seat backrest.

Risk of damage fo the bushing -3- in the bearing area (adjusting
spindle/seat pan bolfing).

¢ The bushing cannot be replaced with workshop materials.

¢ [fthe bushing is damaged, the corresponding assembly
parts must be replaced.

Remove bolt -2- on the seat height adjustment motor adjusting
spindle -1-.

Remove bolt -1- for seat angle adjustment motor adjusting
spindle (preset by the manufacturer).

Move the upper seat frame as far upward as possible and
support with a suitable wood block on the Engine/Transmis-
sion Holder - Seat Repair Fixture - VAS6136- .

Remove the bolts -2- and -3-.

Remove fixture with height adjustment motor -4- from the seat
pan.

Remove the bolts -1-.

Remove bracket -2- fftom the seat height adjustment motor
-3-.

Installing

Install in reverse order of removal.

Tightening Specifications

¢ Referto = “2.5 Overview - Seat Pan”, page 358

¢ Overview - Seat Height Adjuster. Refer to = page 361
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2.18 Lower Seat Frame with Driver/Front
Passenger Seat Forward/Back Adjust-
ment Motor -V28- / -V31- , Removing
and Installing

Removing

— Move front seat to the highest position possible to keep the
torsion bar tension as low as possible.

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Remove the front seat belt latch. Refer to
= “1.14 Front Seat Belt Latch, Removing and Installing”, page
133.

— Disconnect the connector on the seat forward/back adjust-
ment motor.

— Unclip the wire from the lower seat frame and set aside.

A Caution

Danger of damaging the threaded holes or the bushings in the
bearing area (upper/ lower frame threaded connection).

¢ The bolf -3- has left-hand thread.

¢ A second technician must be pushing down on the seat
backrest when removing the following bolfs.

— Remove the bolt -3-.
— Remove the bolts -2-.
— Removethe seat pan -1- from the lower frame -4-.

A Caution

Risk of damage fo the bushings -1- in the bearing areas -2-
(seat pan and lower frame threaded connection).

¢ The bushings cannot be replaced with workshop materi-
als.

¢ Ifthe bushings are damaged, the lower seat franig
be replaced.

Installing

Install in reverse order of removal.

Tightening Specifications

¢ Refer to = “2.5 Overview - Seat Pan”, page 358

AT2-10793
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2.19 Backrest Adjuster, Removing and Instal-
ling

> “2.19.1 Backrest Adjuster, Removing and Installing, Standard
Seat without Pass-Through, ergo Active Seat”, page 399

= “2.19.2 Backrest Adjuster, Removing and Installing, Standard
Seat with Pass-Through”, page 399

= “2.19.3 Backrest Adjuster, Removing and Installing, Power

Seat”, page 400

2.19.1  Backrest Adjuster, Removing and Instal-
ling, Standard Seat without Pass-
Through, ergo Active Seat

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.
Special tools and workshop equipment required

4 Assembly Tool - 3399-

Removing

— Turn the backrest adjuster -1- until the retainer can be seen
from the rear -arrow A-. Use a flashlight if necessary.

— Insert the Assembly Tool - 3399- and lift it in the direction of
-arrow B-.

— Turn the backrest adjuster 120° further.

— Insert the Assembly Tool - 3399- and lift it in the direction of
-arrow B-.

— Remove the backrest adjuster.

Installing

Install in reverse order of removal. Note the following:

— Note the correct installation position of the backrest adjuster.
— Pull on the backrest adjuster to make sure it is secure.

— Replace the backrest adjuster if it is too loose after assem-
bling.

2.19.2 Backrest Adjuster, Removing and Instal-
ling, Standard Seat with Pass-Through

Special tools and workshop equipment required

¢ Trim Removal Wedge - 3409-

Removing

— Unclip the cover -1- from the adjusting- and release lever -2-
using the Trim Removal Wedge - 3409- .

— Press the retaining tabs -3- on the adjusting- and release lever
-2- outward and release.

AT2-10340
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— Pull the adjusting- and release lever -2- off of the shaft -4- and
remove it.

Installing
Install in reverse order of removal. Note the following:

@ Note

Pay attention fo the installation position of the adjusting- and re-
lease lever -2-. Install the adjusting- and release lever -2- in the
shown position.

2.19.3 Backrest Adjuster, Removing and Instal-
ling, Power Seat

The Driver Backrest Adjustment Motor - V45- / Front Passenger
Backrest Adjustment Motor - V46- cannot be replaced separately.
If the backrest adjuster is faulty, the backrest frame must be re-
placed.

2.20 Lumbar Support Adjuster, Removing
and Installing

Special tools and workshop equipment required

¢ Door Trim Pliers - 3392-

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.
Removing

— Remove the lumbar support adjusting lever -1- from the shaft
-2- using the Door Trim Pliers - 3392- .

Installing
Install in reverse-order of removal. Note the following:

— Make sure the splines on the lumbar support adjusting lever
-1- align withsthe splines on the shaft -2-.

— Pull on it to make sure the lever is secure.

L)
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— Replace the adjusting lever if it is too loose after assembling.

Tightening Specifications
¢ Referto = “2.4 Overview - Front Backrest”, page 354

2.21 Headrest, Removing and Installing
Removing
@ Note
& The headrests can be removed with the front'seats installed. e
Of the passenger seat.

¢ The release butfon is located on the oufter left of the driver seat and inner /eﬁ

— Move the front seat forward into the lowest position and tilt
backrests approximately 45°.

— Push the cushion near the headrest guides slightly to the rear.

— Push the locking plate -1- all the way toward the retainer on
both headrest guides.

— Remove the headrest from the backrest.
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Installing
Install in reverse order of removal.

2.22 Headrest Guide, Removing and Instal-
ling
Removing
— Remove the backrest cover with the backrest cushion. Refer
f“1 .5 Backrest Cover and Cushion, Removing and Installing”,
page 449 .
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&

Right headrest guide

— Press retaining tabs in -arrows- and simultaneously pull the
headrest guide -1- out of the backrest frame -2-.

@ Note

lgnore -ifem 3-.

Left Headrest Guide

— Press in retaining tab -arrows- and simultaneously pull head-
rest guide -1- out of the backrest frame -2-.

Installing
Install in reverse order of removal. Note the following:

@ Note

The headrest guide can only be inserted in one position.

* The guide tab -3- on the headrest guidesmust engage in cut-
out of mount on the backrest frame.

» The tabs must engage correctly in backrest frame.

Tightening Specifications

¢ Refer to = “2.2 Overview - Front Seat’, page 349

¢ Referto > “2.4 Overview - Front Backrest”, page 354

2.23 Backrest Release Trim, Removing and
Installing

Removing

— Pull the operating lever -1- upward -arrow A-.

— Push a flat-head screwdriver between the trimcand operating
lever, as shown in the illustration.

— Release the right catches -arrow B-.
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— Hold the operating lever pushed -1-, push a flat-head screw-
driver between the trim and operating lever, as shown in the
illustration.

— Release the left catches -arrow-.

— Bring the operating lever -1- back into the resting position.

— Disengage the trim -2- by hand in the direction of the -arrow-,
and if necessary push on the opposite side.

Installing
Install in reverse order of removal. Note the following:

— Pull the operating lever slightly upward, guide the trim over the
operating lever and engage the rear tabs in the backrest re-

lease.
2.24 Backrest Release, Removing and Instal-
ling
Removing

— Remove the backrest cover with the backrest cushion. Refer
to
= “1.5 Backrest Cover and Cushion, Remaéving and Installing”,

page 449 .
— Pull the operating lever -1- upward and remove the bolt -2-.

— Push the backrest release mount -4- upward -arrow- and dis-
engage the connecting cable -3-.

— Disengage the backrest release retaining tabs -5-.
Installing

Install in reverse order of removal.

Tightening Specifications

¢ Referto
= “2.3 Overview - Backrest Release and Entry Assistance”,

page 353
¢ Refer to = “2.4 Overview - Front Backrest”, page 354

¢ Referto > “2.2 Overview - Front Seat”, page 349

2.25 Connecting Cable, Removing and In-
stalling
Removing

— Remove the backrest cover with the backrest cushion. Refer
to

\
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= “1.5 Backrest Cover and Cushion, Removing and Installing”,

page 449 .

— Pivot the backrest release bearing -1- upward -arrow- until
stop and hold in this position.

— Disengage the connecting cable -3- at the mount.
— Pivot the operating lever -2- upward until it stops.

— Disengage and remove the connecting cable from the oper-
ating lever.

Installing

Install in reverse order of removal.

Tightening Specifications

¢ Refer to > “2.4 Overview - Front Backrest”, page 354

¢ Referto = “2.2 Overview - Front Seat”, page 349

2.26 Backrest Release Mount, Removing
and Installing

Special tools and workshop equipment required

¢ Pop Rivet Pliers - VAG1753B-

¢ Drill

¢ Protective eyewear

Removing

— Remove the backrest cover with the backrest cushion. Refer
to
= “1.5 Backrest Cover and Cushion, Removing and Installing”,

page 449 :

— Remove'the connecting cable. Refer to
= “2.25'Connecting Cable, Removing and Installing”,

page 404 .

S| ATZ11T25
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A WARNING

Danger of eye injury.
¢ Wear profective eyewear.
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— Pry the release cable -1- from the backrest release bearing 7 ~
with a screwdriver in the direction of the -arrow-. ; :

— Dirill out the rivets -2- from the backrest frame.

— Remove the backrest release bearing -3- from the backrest
frame.

Installing

Install in reverse order of removal.
Tightening Specifications
¢ Refer to = “2.4 Overview - Front Backrest”, page 354

¢ Referto = “2.2 Overview - Front'Seat”, page 349

ATZ11T726

2.27 BackrestRelease Cable, Removing and

Installing
@ Note

The left and right release cables cannot be replaced separately.

Special tools and workshop-equipment required
¢ Pop Rivet Pliers - VAG1753B-

¢ Drill

¢ Protective eyewear

Removing

— Remove the backrest cover with the backrest.cushion. Refer
to
= “1.5 Backrest Cover and Cushion, Removing and Installing”,

page 449 .

@ Note

The spring mat or lumbar support does not need fo be removed
when removing and installing the release cables.
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— Using pliers, disengage the eyelet -3- from the pins -4- for the
backrest release on both sides.

A WARNING

Danger of eye injury.

¢ Wear profective eyewear.

— Remove the left and right rivet -2- and remove the bracket
-1- from the backrest frame -5-.

— Pry the release cable -1- from the backrest release bearing
-2- with a screwdriver in the direction of the -arrow-.

Unclip the cable bracket -1- from the backrest frame -2-.

Guide out the end of the release cable through the mount
opening in the backrest frame.

Separate the cable tie and remove the release cables from the
backrest frame.

Installing

Install in reverse order of removal.

Tightening Specifications

¢ Refer to > “2.4 Overview - Front Backrest”, page 354

¢ Referto = “2.2 Overview - Front Seat”, page 349

2.28 Backrest Release Cable, Adjusting

A WARNING

Make sure the backrest is locked (zero position), otherwise it
could tip forward accidentally.

AT2-11745
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— Remove the backrest cover with the backrest cushion. Refer
to
= “1.5 Backrest Cover and Cushion, Removing and Installing”,

page 449 .

The following prerequisites must be met to adjust: _
» Backrest release -2- to the lower stop (backrest locks).
) ) \1
*
w_ 2

A72-10411

— Pivot the backrest release bearing -1- upward so that a dis-
tance of -a- = 2 to 4 mm is between the backrest frame stop
sufrface -arrow A- and the bearing stop -arrow B-.

— Secure the backrest release bearing in this position, using for
example an angled metal rod.

— Adjustithe release cables on both release cable adjusters
-1 and2-.

— Toadjust,turn the upper part -3- and the lower part -4- contrary
to each other:

— Adjust the cable so it is free of play and tenait
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&

@ Note

The illustration only shows one side of the retainer.

When adjusting cables -1-, they must not be tensioned at the
backrest release -2-.

After adjusting the release cables, check the function of the
backrest release.

If it does not release or only releases partially, check the re-
lease cable routing or repeat the adjustment.

2.29 Entry Assistance Release Cable A, Re-

moving and Installing

Removing

Remove the front seat. Refer to
> “2.7 Front Seat, Removing and Installing ”, page 368 .

Attach the front seat to the Fixture For Seat Repair . Refer to
= “1.2 Front Seat, Mounting on Fixture for Seat Repair”’, page
342 .

Move the front seat all the way up.

Remove the tunnel side seat trim. Refer to
= “2.10 Tunnel-Side Seat Trim, Removing and Installing”,

page 378 .
Turn the backrest adjustment handwheel forward until stop.

Unclip the cable bracket -1- fanrelease cable A‘from the back-
rest.

Disengage the release cable A -2- from the lever on the back=
rest hinge.

Disengage the cable bracket -1- for entry assistance release
cable A from the bracket on the seat pan.

Unclip the bracket -2- for the release cable from the seat pan.

Disengage the release cable A from the seat longitudinal ad-
juster -arrow- and remove.

Installing

Install in“reverse order of removal. Note the following:

Tightening Specifications
¢ Referto = “2.2 Overtiew - Front Seat”, @49

Adjust the release cable A . Refer to
= “2.30 Entry Assistance Release Cable A, Adjusting”,

page 410 :

\
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2.30 Entry Assistance Release Cable A, Ad-
justing

Special tools and workshop equipment required

¢ Feeler Gauge - VAS5301/10-

Adjustment Conditions

* The padding must be removed from the seat pan and backrest
and they must be bolted to each other.

* The backrest adjustment hand wheel is turned forward until
stop.

* The release cable B must be engaged in the seat longitudinal
adjuster and backrest hinge.

« The adjustment is only performed on the inside of the vehicle
on the tunnel side of the seat.

A Caution

Before the adjustment of the "entry assistance” function, op-

erating the "entry assistance” is nof permitted.

Checking and Correcting

— Adjust both seat rails so that the two respective locking bolts
-2- are upward.

@ Note

Make sure that on both seat rails the idéntical locking bolts are
upward.

— Adjust the seat rails so that the twoe-respective locking bolts
-2- are upward.

@ Note

¢ /t does not matter which of the two Jocking bolts are upward.

& /gnore items -1 and 3- in the illustration.

— Push the lever -1- on the backrest hinge until stop in the di-
rection of the -arrow-.

@ Note

The cushion and cover are not shown in the illustration.

— =
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Using the feeler gauge, determine the distance between the
tabs -arrows- of the release plate -1- and the plate -2-.

The 0.1 - mm feeler gauge must be able to slide through all
tabs -arrows- of the release plate.

The 0.3 - mm feeler gauge does not have to slide through at
least one end.

If the adjustment is incorrect, proceed as follows.

Release the release cable adjuster by holding the upper sec-
tion -1- with pliers and turning the securing sleeve -2- approx-
imately 45° in the direction of -arrow A-.

Press the securing sleeve all the way down as far as the stop
to release it -arrow B-.

The lower section -3- must be able to rotate.

To adjust, turn the upper and lower sections in opposite di-
rections.

Adjust the release cable so that the release plate -1- on the
plate -2- just begins to raise.

The 0.1 - mm feeler gauge must be able to slide through all
tabs -arrows- of the release plate.

The 0.3 - mm feeler gauge does not have to slide through at
least one end.

After adjusting the'release cables, perform a function test.

If it does not release or only releases partially, check the re-
lease cable routing or repeat adjustment.

Re-engage the release cable adjuster.

2.31 Entry Assistance Cable B, Removing

and Installing

Removing

Remove the front seat. Refer to
= “2.7 FronESeat, Removing and Installing ”, page 368 .

Attach the front seat to the Fixture For Seat Repair . Refer to
= “1.2 Front Seat, Mounting on Fixture for Seat Repair”, page
342 .

Move the front seat all the way up.

Remove the tunnel-side seat trim. Refer to
= “2.10 Tunnel-Side 8eat Trim, Removing and InstaIIi

page 378 . )

m 4l
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— Turn the backrest adjustment handwheel forward untiFstop.

— Disengage the cable bracket -2- for entry assistance release
cable B from the bracket on the seat pan.

— Disengage the eyelet -1- of the entry assistance cable B from
the pins on the longitudinal adjuster.

— Disengage the cable bracket -1- of the entry assistance re-
lease cable B from the backrest hinge, to do this release the
catches -arrow-.

— Disengage the eyelet -2- of the entry assistance cable B with
a screwdriver from the backrest hinge pins and remove.

Installing

Install in reverse order of removal.

Tightening Specifications

¢ Refer to = “2.2 Overview - Front Seat”, page 349

2.32 Gliding Piece, Removing and Installing
Removing

— Move the front seat all the way to the rear and then into its
highest position.

— Unlock the backrest, fold forward and at the same time push
the front seat all the way forward.

— Remove the rear bolt from the tunnel-side seat rail. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Push the rocker switch -arrow A- from the gliding piece in the
direction of the -arrow- and pull the gliding piece rearward.

— Lightly lift the rear gliding piece -1- with a screwdriver and re-
move rearward from the seat rail -2-.
Installing

— If the gliding piece is replaced, clean the seat rail area of any
residue of the previous gliding piece.

— Place the gliding piece -2- in the seat rail -1-.
— Engage the glide piece in the back catch -arrow-.

@ Note

Adjusting the gliding piece is not necessary.

Install in reverse order of removal.

NN |
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2.33 Storage Compartment, Removing and
Installing

Special tools and workshop equipment required
¢ Torque Wrench 1783 - 2-10Nm - VAG1783-
Removing

— Loosen the front seat and tip it toward the rear. Do not com-
pletely remove the seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Remove the seat trim bracket. Refer to
> “2.12 Seat Trim Bracket, Removing and Installing”,

page 384 .

A Caution

Handle the customers property in the glove compartment with
greatl care.

¢ Store the items from the sforage compartment is a closa-
ble plastic box.

— Clean out the storage compartment -2-.
— Remove the storage compartment -2-.
— Remove the bolt -3-.

— Insert the storage compartment -2-.

— Remove the bolt -1-.

— Lower the storage compartment -1- on the front seat -2-.

— Pull the storage compartmenti1 forward in the direction of
travel.

f

— Remove the storage compar@nent -1- from the right and left
mounts -arrow-.

OSSS, I

Installing
Install in reverse order of remova Note the following:

— Make sure that the side trim panel bracket engages correctly
in the storage compartment mo&.lnt
Tightening Specifications %6

¢ Overview - storage compartment. Fégfer to = page 364

¢ Referto = “2.2 Overview - Front Seaf’?«paqe 349
//f
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2.34 Driver/Front Passenger Seat Lumbar
Support Adjustment Switch -E176- / -
E177-, Removing and Installing

@ Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Removing ~

— Remove the sill-side seat'trim. Refer to
= “2.11 Sill-Side Seat Trim, Removing and Installing”,

page 379 .
— Remove the‘bolts -1-.

— Removeithe switch -2-.

Installing V4 7~

Install irr reverse order of removal.

-

Tightening Specifications
Component Tightening specification
Screw -1- 1 Nm

2.35 Lumbar Support Adjustment Motors -
V125-/-V126- [ -V129- / -V130-, Re-
moving and Installing

Special‘tools and workshop equipment required

¢ Pop Rivet Pliers - VAG1753B-

¢ Drill

¢ Protective eyewear

Removing

— Remove the front seat.’Refer to
= “2.7 Front Seat, Removing“nd Installing ", page 368 .

— Attach the front seat to the Fixture For Seat Repair . Refer to
= “1.2 Front Seat, Mounting on Fixture for Seat Repair”, page
342.

— Remove the backrest cover with the backrest cushion. Refer
to
= “1.5 Backrest Cover and Cushion, Removing and Installing”,

page 449 .
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— Release and remove the connectors -1 and 2- from the motors.

A WARNING

Danger of eye injury.

¢ Wear profective eyewear.

— Drill out rivet -3-.
Vehicles with Entry Assistance

— Disconnect the cable tie for the backrest release cable.

Continuation for all Vehicles
— Pivot the lower lumbar support -1<forward.

— Disengage the upper lumbar support -1- at the backrest frame
-2- -arrows- and remove.

Installing
Install in reverse order of removal. Notethe following:

— Attach the upper lumbar support -1- in'the backrest frame -2-
-arrows- and move it down and to the rear.

— Rivet lumbar support to the backrest frame:
Tightening Specifications
¢ Referto = “2.4 Overview - Front Backrest”, page 354

¢ Referto = “2.2 Overview - Front Seat”, page 349

2.36 Driver/Front Passenger Seat Adjust-
ment Control Head -E470- / -E471- ,
Removing and Installing

E] Note

The following describes removing and installing on the left side of
the vehicle. Removing and installing on the right side is identical.

Special tools and workshop equipment required
¢ Window Release Tool - T10236-
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Removing

— Remove the sill-side seat trim. Refer to
= “2.11 Sill-Side Seat Trim, Removing and Installing”,

page 379 .

— Carefully pry off the buttons -3- and -4- from the retainers for
the seat adjustment control head using the Window Release
Tool - T10236- .

— Remove the bolts -2-.

— Remove the seat adjustment control head -1-.
Installing

Install in reverse order of removal.

) MN72-10658

Tightening Specifications

Component Tightening specification
Screw -1- 1 Nm

2.37 Massage Function Control Module -

J740- , Removing and Installing
Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-
Removing

— Remove the storage compartment, if equipped. Refer to
= “2.33 Storage Compartment, Removing and Installing”,

page 413 .
— Unclip the wiring harness -3- from the bracket.

— Todo so, pry out the wiring bracket -4- using the Trim Removal
Wedge - 3409- .

— Release and disconnect the connectors -2-.

— Release the Massage Function Control Module - J740- -1-
from the mounting tabs -5-.

— Pull the Massage Function Control Module - J740- -1- out of
the mounts -arrows-.

Installing

Install in reverse order of removal. Note the following:
— Replace the damaged cable ties and clips.

— Route the wires in their original locations.
Tightening Specifications

¢ Refer to = “2.2 Overview - Front Seat”, page 349

¢ Referto = “2.5 Overview - Seat Pan”, page 358

¢ Overview - storage compartment. Refer to = page 364

MNT2-10627
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3 Réér Seats ",
= “3.1 Oveﬂ?iew Seat Bench/Single Seat”, page 417
>“3.2 Oy%rwew Rear Seat Backrest”, page 419
=>“3.3 @verwew Locking Mechanism”, page 421

= “3. 4&)verwew Center Armrest”, page 422
> 3§ Overview - Side Cushion”, page 423
> “3:% Overview - Backrest Remote Release”, page 423

= “3.7 Seat Bench/Single Seat, Removing and Installing”,
pa gg424

= “3. &Rear Seat Backrest, Removing and Installing”, page 426

= “3. er.ocklnq Mechanism Trim, Removing and Installing”, page
427 %
> “3.10 Rear Seat Backrest Locking Mechanism, Removing and

Installing”’%age 428

= “3.11 Pas7§4Throuqh Cover Frame, Removing and Installing”,
page 428 fo R

= “3.12 Pass-Thrdbqh Cover, Removing and | lling” @00
page 429 K2 @
(05
430

= “3.13 Center Armrest, Reﬁﬂay@g]_nd Installing ; page*
§3)

= “3.14 Headrest, Removing and Installlnq page 431

= “3.15 Headrest Guide, Removing and Installing”, page 431

= “3.16 Side Cushion, Removing and Installing”, page 432

= “3.17 Release Cable for Backrest Remote Release, Discon-
necting and Connecting”, page 434

> “3.18 Actuator for Backrest Remote Release, Removing and
Installing”, page 435

= “3.19 Backrest Remote Release Cable, Removing and Instal-

ling”, page 436
3.1 Overview - Seat Bench/Single Seat
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&
@ Body |ntq@? Edition 07.2015
‘o

1 - Rear Beng@Seat
a Alloaa%on Refer to the
Pag‘s Catalog.

Q I%Qmovmg and instal-

ling. Refer to
@ “3.7 Seat Bench/Sin-

§ le Seat, Removing and
< Installing”, page 424 .

o)

Gui

@ For the LATCH child
s seat anchor

[0]

Cﬁ Quantity: 4
EI?L Removing and instal-
‘“Ilng Refer to

“2.1 Overview - Rear
hild Seat Anchors”,
| e 137.

[

3 - Covere,
Q For tf?’g LATCH child

seata éZc)or
Q Quantity: ff?o
U Removing an instal-
ling. Refer to O/fq
= “2.1 Overview - Rear
Ch||d Seat Anchors”,
page 137 .
4 - Hook
Q Quantity: 2
O Engages in the rear
bench seat wire frame
5 - Grommets

O Quantity: 2
For fastening the rear

seat bench
Clipped into underbody

a
a
O Replace if damaged.

41 8 Rep. Gr.72 - Seat Frames
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g\ S 88’7019
3.2 Overview - Rear-Seat Backrest e
) ®
%6%0 O%O,\

1 - Rear Seat Backrest 8’&@

Q Allocation. Refegsi% the
Parts Catalog. th

Q Removing and instal-
ling. Refer to?
= “3.8 RearSeat Back-
rest, Removing and In-
stalling”, nge 426 .

2 - Locking Mechanism
Q for the rear seat back-
rest ‘§

Q Overview.Refer to
= “3.3 Ovetview - Lock-
ing Mechanism”,
page 421 . ‘a%

3 - Outer Headrestsi’:o

Q Removing and‘instal-
ling. Referto ™,
> “3.14 Headrest“Re-
moving and Installing’,

page 431. o,
4 - Rear Center Belt Guide

U Replace the entire belt
guide if damaged.

U4 Removing and instal-
ling. Refer to
= “1.4 Overview - Rear
Center Three-Point
Seat Belt”, page 107 .

5 - Headrest in the Center
U Removing and instal-

ling. Refer to
= “3.14 Headrest, Re- —a f
maove|n2361m-d Installing”, N - . _ Loa [Wizioe |

6 - Headrest Guide
0 Removing and installing. Refer to = “3.15 Headrest Guide, Removing and Installing”, page 431 .
7 - Door
U For pass-through
Q Allocation. Refer to the Parts Catalog.
Q0 Removing and installing. Refer to = “3.12 Pass-Through Cover, Removing and Installing”, page 429 .

8 - Inner Mounting Pin
ad 13.5Nm
Q For the rear seat backrest

9 - Locking Bracket

Q For the center bracket

QO Removing and installing. Refer to = “3.8 Rear Seat Backrest, Removing and Installing”, page 426 .
10 - Bolt

Q 8Nm

11 - Cover
Q For the center bracket

3. Rear Seats 41 9
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Q Only for Sedan
O Removing and installing. Refer to = “3.8 Rear Seat Backrest,"Removing and Installing”; page 426 .

12 - Center Support
Q0 Welded to the underbody

13 - Center Armrest
Q Allocation. Refer to the Parts Catalog.
A Overview. Refer to = “3.4 Overview - Center Armrest”, page 422 .
O Removing and installing. Refer to = “3.43 Center Armrest, Removing and Installing”, page 430 .

14 - Rear Three-Point Seat Belt

O Removing and installing. Refer to
> “1.8.7 Rear Three Point Seat Belt in Center Seating Position, Removing and Installing”, page 125 .

15 - Outer Mounting Pins
Q0 Welded to the body

420 Rep. Gr.72 - Seat Frames
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3.3 i

Overview - Locking Mechanism

E] Note

The overview shows the locking mechanism on the left 1/3 section of the rear seat backrest. The locking mech-
anism on the right 2/3 section of the rear seat backrest is identical.

1 - Backrest Frame
2 - Retainer Trim

Q Removing and instal-
ling. Refer to
= “3.9 Locking Mecha-
nism Trim, Removing 1
and Installing”,
page 427 .

\\/\S\Nagen MNG.Volkswagen AGg,
\JO

3 - Rear Seat Backrest Locki ngaé
Mechanism

‘(\
QO Removing and |g£’f>al-
ling. Refer to

>3.10 Reac@eat Back-
rest Locking Mecha-

nism, Removing and In-
stalling”, cBaqe 428 .

4 - Bolt 3‘7’
<
0 23Nm
Qa Quantity 2
(U

Zz

NT2-106 4L
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3.4

1 - Center Cushion

Q Allocation. Refer to the
Parts Catalog.

0 Removing and instal-
ling. Refer to
> “2.5 Center Cushion,
Removing and Instal-
ling, Backrest with
Pass-Through”,
page 465 .

2 - Center Armrest

O Removing and instal-
ling. Refer to
> “3.13 Center Armrest,
Removing and Instal-

ling”, page 430 .
3 - Door
Q For pass-through

Q Removing and instal-
ling. Refer to
> “3.12 Pass-Through
Cover, Removing and
Installing”, page 429 .

4 - Trim

Q for the rear lid locking
mechanism

0 Removing and instal-
ling. Refer to
> “3.11 Pass-Through
Cover Frame, Remov-
ing and Installing”, page

Overview - Center Armrest

428 .

5 - Stop Strip

Q Clipped into the rear
seat backrest

Q0 Removing and installing. Refer to

00
Q)b
X

= “3.11 Pass-Through Cover Frame, Removing and Installing”, page 428 .

6 - Cover Frame
Q For pass-through

Q Clipped into the rear seat backrest

U Removing and installing. Referto =
= “3.11 Pass-Through Cover Framg&, Removing and Installing”, page 428 .

()
N
(o)
<
2
&
'
S

7 - Right 2/3 Rear Seat Backrest =

O With pass-through

1 Allocation. Refer to the Parts Cata

8 - Bolt
Q 12 Nm
O Quantity: 2
Q Self-tapping
Q Replace after removing

g

9 - Bolt 3, e
Q 8Nm KN &2
/9@-/4 0\\(\@\}
%, , . 67\\0‘\$
Slog spen
422 Rep. Gr.72 - Seat Frames ° "oV
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Q Quantity: 2

3.5 Overview - Side Cushion

1 - Side Cushion

O Allocation. Refer to the
Parts Catalog.

0 Removing and instal-
ling. Refer to
= “3.16 Side Cushion,
Removing and Instal-

ling”, page 432 .
2 - Mounting Grommet

Q Clipped into the side
cushion bracket

Q Replace if damaged.
3 - Side Cushion Bracket

#Urjo SSouj0e1100 89U} O} ¥

4 - Bolt
Q 8Nm
5 - Nut
d 8Nm
3.6 Overview - Backrest Remote Release

@ Note

The illustration shows the backrest remofe release on the left
side. The right side is a mirror image.
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1 - Actuator for Backrest Re-
mote Release

0 Removing and instal-
ling. Refer to
> “3.18 Actuator for
Backrest Remote Re-
lease, Removing and In-
stalling”, page 435 .

2 - Vehicle-Side Release Ca-
ble

Q0 Removing and instal-
ling. Refer to
> “3.19 Backrest Re-
mote Release Cable,
Removing and Instal-

ling”, page 436 .
3 - Connecting Piece

£
Q Release cable for back-
rest remote release,dis-
connecting and con=
necting. Referto ;
= “3.17 Release Cdble
for Backrest Remote.
Release, Disconnecting
and Connecting”, <

page 434 . %c
4 - Seat-Side Release Cable??;J
C

Q0 Removing and instal-
ling. Refer to
> “3.19 Backrest Re-
mote Release Cable,
Removing and Instal-

ling”, page 436 .

5 - Rear Seat Backrest Locking
Mechanism

0 Removing and instal-
ling. Refer to
> “3.10 Rear Seat Backrest Locking Mechanism, Removing and Installing”, page 428 .

=
<
%

)
g
N

NT 2-10668

3.7 Seat Bench/Single Seat, Removing and
Installing

Removing
— Move the front seats all the way forward.

— Unclip the guides -1- for the LATCH child seat anchor (quan-
tity: 4) from the anchors. Refer to
= “2.2 LATCH Child Seat Anchor Guide, Removing and In-
stalling”, page 138 .

ATZ-11652
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frame.

With both hands, grasp the rear seat bench under the seat

Pull the rear seat bench -1- up forcefully with both hands

-A arrows- so the wire hooks -2- on the rear seat bench dis-

engage from the mounting grommet -3-.

-B arrows-.

Repeat the procedure on the other side of the rear seat bench

— Gently lift the rear bench seat -1- at front and slide the wire

frame -2- out of the hook -3- toward the rear.

— Remove rear seat bench from the vehicle.

wagen AG. Vo|kswagenAG %
oxe

3 ;
o Install in reverse order of removal. Note the following:

o
§ — Check body openings -arrow- for deformations.
5 =

@ hammer.

Note

Remaining minor deformation is permissible.

($)
\8
. \Q‘b
o

2, ;
The carpet r%ﬁsgofzroz‘ cover the gromret.

S‘IOSJOJd

In the case of deformation, readjust the panel with a plastic

B
— Lift the floor covering -2- and press in new mounting grommets §
-1- until they engage audibly in body opening -arrow-.

MNT2-10636

ra )

Lo/ M raY

\\%

= 2 |
x,_“-x.._\x
)
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— Check if the wire frame is aligned in the marked area
-arrows- before installing the rear bench seat.

— If the wire frame is bent, bend it back far enough until it is re-
aligned.

— Install the rear seat bench and push-thewire hooks into the
mounting grommets.

— Make sure the wire hooks are engaged correctly in the grom-
mets.

3.8 Rear Seat Backrest, Removing and In-
stalling

Special tools and workshop equipment required
¢ Torque Wrench 1331 5-50Nm - VAG1331-
Removing

— Remove the bench seat. Refer to
= “3.7 Seat Bench/Single Seat, Removing and Installing”,

page 424 .
— Remove the seat belt latch with the right rear belt end fitting.
Refer to

= “?9.15 Rear Seat Belt Latch, Removing and Installing”, page
136 -

Sedan

— Remove the cover -1- from the center support -2-.

— Release cable for the‘left,and right backrest
necting. Refer to
> “3.17 Release Cable for Backrest Remote Release, Dis-
connecting and Connecting”, page 434 .

Wagon

release;discon-

— Carrier for center luggage compartment liner, removing. Refer
to
> “6.11 Luggage Compartment Floor Covering Bracket, Re-
moving and Installing”, page 318 .

Continuation for all Vehicles

@ Note

To improve clarity, the left rear seat backrest 1/3 is not shown.

— Remove the bolt -2-.

— Vehicles with pass-through: open the pass through door, and
fold forward.

— Fold up the rear locking bracket -1- -arrow A-, disengage it at
the front from the center support -arrow B- and remove.

@ Note

To improve clarity, the left rear seat backrest 1/3 is not shown.

— AT2-11756 ||
N

MN72-10637

—

A?2-11?58}’
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— Lift the rear seat backrest -2- out of the center support -3- and
pull it out toward the center of the vehicle out of its outer
mounts -1- -arrows-.

— Remove rear seat backrest from the vehicle:
Installing

b

. ,74 AT2-11651
- 4 =

— In avertical installation position, slide the rear seat backrest
-2- onto the outer mounting pins -1-.

— Place the rearseat backrest -2- in the center support -3-.

Install in reverse-order of removal.

Tightening Specifications
¢ Refer to = “3.2 Overview - Rear Seat Backrest”, page 419 '_"
4

3.9 Locking Mechanism Trim, Removing
and Installing

Special tools and workshop equipment required

¢ Trim Removal Wedge - 3409-

¢ Hook - T10538-

Removing

@ Note

Due to the limited amount of space near the ‘locking mechanism
trim’, it is helpful to work with a second technician.

— Remove the respective rear headrest. Refer to
> “3.14 Headrest, Removing and Installing”, page 431 .

— Using a screwdriver, unhook the side and upper backrest cov-
er molding strip near the trim from the backrest.

3. Rear Seats 427
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— Using the Trim Removal Wedge - 3409- , carefully push the
cover outward at the side of the trim -2-.

— Using a light, determine the position of the respective release
tab -1-.

— Carefully bend the respective release tab -1- outward using
the Hook - T10538- .

— After both release tabs -1- have been bent outward, pull the
trim upward -arrow- and remove.

Installing
Install in reverse order of removal and note the following:

— After installing the trim, the rear seat backrest locking mech-
anism must function easily.

MNT2-10638

3.10 Rear Seat Backrest Locking Mecha-
nism, Removing and Installing

Special tools and workshop equipment required

¢ Torque Wrench 1331 5950m0|y§§1331-

a enAg e
Removing o o™ ot

QU
- Remove (taé?ockmg mechanism trim. Refer to g
> “3.9 laocking Mechanism Trim, Removing and Installln@L : - —1

Qagg@?fZ? . O%

>
- L@Ssen the cover only in the locking mechanism area. Refer

@
Z,
-
.

<.

2

= “2.4 Rear Seat Backrest Cover and Cushion, Removing and
Instalhnq page 463 .

%agon

Remove the seat-side release cable from the locking mecha-
nism -1-. Refer to = page 436 .

Continuation for all Vehicles ' —2

Remove the bolts -2-.

rposes, inpart Orin Whe

Remove the locking mechanism -1- from the backrest frame.

calpy

Installing

e

stall in reverse order of removal.

O

Tightenlng Specifications
. f%efer to = “3.3 Overview - Locking Mechanism”, page 421

%

3.11 %% Pass-Through Coverk
ag;d Installing =

Special tools and wdﬁkggoP equipmentTec wrggw\\o‘\

"oy uo

¢ Trim Removal Wedge - 3409-

¢ Trim Release Lever - T10039-

¢ Hook Tool - T40207-

428 Rep. Gr.72 - Seat Frames
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— Fold down the center armrest and open the pass-through door.

Removing

— Unclip the trim -1- from the rear seat backrest using the Trim
Removal Wedge - 3409- -arrows-.

— Use the Hook Tool - T40207- to remove thefetaining tabs
-2- alternating between the sides.

ATZ2-11728

— Pry off the cover frame -2<using the Trim Release Lever - — =
T10039- from the rear seatbackrest -1- -arrow A-. W

— Continue prying off starting at the upper left corner in direction
of -arrow B-.

— Remove the pass-through dodr, frame.

AT2-11729

— Push the backrest cushion with backrest cover slightly aside, — ¢
and unclip the pass-through door stop strip -1- from the rear '
seat backrest -arrows-.

— Remove the stop strip for the pass-through door.
Installing

Install in reverse order of removal.

ATZ2-11758

3.12 Pass-Through Cover, Removing and In-
stalling

Special tools and workshop equipment required

¢ Torque Wrench 1410 - VAG1410-

3. Rear Seats 429
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Removing

Fold down the center armrest and open the pass-through door.
Remove the bolts -2-.

Remove the center armrest with the cover -1- for the pas
through door.

Remove the center armrest. Refer to
> “3.13 Center Armrest, Removing and Installing”,

page 430 .

Remove the lower center cushion. Refer to
= “2.5 Center Cushion, Removing and Installing, Backrest with

Pass-Through”, page 465 .

Installing

Install the pass-through door -1- and the center armrest and
tighten the bolts hand tight.

Close the pass-through door and align.

Tighten the bolts -2- on the rear seat backrest.

Install in reverse order of removal.

Tightening Specifications

¢ Referto = “3.4 Overview - Center Armrest’, page 422

3.13 Center Armrest, Removing and Instal-

ling

Special tools and workshop equipment required
¢ Torque Wrench 1410 - VAG1410-
Removing

Open the pass through door -2- with the center armrest ap-
proximately 1/3.

Remove the bolts -arrows-.

Remove the renter armrest -1- from the’ pass-through door.

Installing

Install in reverse order of removal.

Tightening Specifications

¢ Referto = “3.4 Overview - Center Armrest’, page 422

- |
C | ATZ-1MTED

E J—|

=
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&

314  Headrest, Removing and Installing ocs

94

N
Removing O{\%ed\)
™
— Pressthe height adjusw\ént release button -3- on the headrest
guide -4- in direction:of the -arrow-.
b\/

— Atthe same time,femove the headrest -1- all the way from the
rear seat backrest -2-.

Q
S

<
N2
@
8
S
IS
=
o
T
@
Q
c
«
Q
(2]
(@]
=8
>
[N
©
Q2
3
>

— Using a small f?@t-head screwdriver, press the locking spring
as far as the stopthrough the opening -arrow- in the headrest
guide -1-. %,

%

.

L . . Ac . e %\)\\OP
The position of the opening in the he%’&?fesyg ide -arrow- i
ther be in direction of travel »on the right« or »on the left side«.

— At the same time, remove the headrest -2- from the rear seat
backrest -3-.

Installing
Install in reverse order of removal.

ATZ-10655

3.15 Headrest Guide, Removing and Instal-
ling

@ Note

Two commercially available screwdrivers are required for remov-
al. Blade height: 0.4 mm, blade width: 8 mm.

3. Rear Seats 431



Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015

Removing

— Remove the rear headrest. Refer to
= “3.14 Headrest, Removing and Installing”, page 431 .

— Press the backrest cover with backrest cushion -1- slightly
downward at the outer sides;

— Insert a screwdriver on each side of the headresttybe -3- up
to the height.of'the tabs -arrows- in the backrest.

@ Note

Place the two screwdrivers next to the retaining tabs so that the
flat.side of the screwdriver blade contacts the retaining tab.

=’ Turnboth screwdrivers 90°, which releases the headrest guide
retaining tabs.

— Carefully pry the headrest guide -2- out of the backrest using
a third screwdriver.

Installing

Install in reverse order of removal.

Tightening Specifications

& Refer to = “3.2 Overview - Rear Seat Backrest”, page 419

3.16 Side Cushion, Removing and Installing
Special tools and workshop equipment required
¢ Torque Wrench 1410 - VAG1410-

Removing E
Vehicles with Side"Airbag

N

—
ATZ2-11582
|

A WARNING

Follow the General Safety Precautions when working with air-
bags, belt tensioners and battery cut-out units (pyrotechnic
components). Refer fo = “1 Safety Precautions”, page 1 .

— Disconnect the battery. Refer to > Electrical Equipment; Rep.
Gr. 27 ; Battery; Battery, Disconnecting and Connecting .

Continuation for all Vehicles

— Remove the bench seat. Refer to
= “3.7 Seat Bench/Single Seat, Removing and Installing”,

page 424 .
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2
3
— Remove the nut -1-. o%
Z
2

— Fold the rear seat backrest forward. o,

— Loosen the retaining tab -3- from the side body‘//

— Remove the side cushion with the retaining bracke“?sz,g and
-4- upward. 1%,

90
Vehicles with Side Airbag %eJon

— Disconnect the wire for the side airbag from the side cushion.
Installing

Install in reverse order of removal. Note the following:

Vehicles with Side Airbag

— Turn on the ignition.

A WARNING

Make sure that no persons are in the vehicle.

— Connect the battery. Refer to = Electrical Equipment; Rep.
Gr. 27 ; Battery; Battery, Disconnecting and Connecting .

N7 2-10647
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@ Note

If the Airbag Indicator Lamp - K75- signals a fault after installing,
check the DTC memory, erase it and check it again. Refer to Ve-
hicle Diagnostic Tester .

Tightening Specifications

¢ Referto = “3.5 Overview,=8ide Cushion”; page.423

3.17 Release Cable for Backrest Remote'Re-
lease, Disconnecting and Connecting
@ Note

The disconnecting and connecting procedure is described for the
left side of the vehicle. Disconnecting and connecting on the right
side is identical.

Disconnecting

— < Fold the rear seat backrest forward.

— % Unclip the cover -1- from the rear seat backrest.

e bracket -2-.

— Remove the release cable -1- from the -g
mount -4- in. the

— Remove the release cable pin -3- from S
connecting piece.

— Guide the release cable -1- out of the rear-seat backrest
-arrow-.

Connecting

Connecting the release cables occurs in the reverse order, while
noting the following:

@ Note

The backrest cover must be securely clamped all around the cov-
er-1-.

MNT2-10663

(i __NT2-10662

434 Rep. Gr.72 - Seat Frames




Golf 2013 > , Golf Variant 2014 > , e-Golf 2014 >
Body Interior - Edition 07.2015 -

3.18 Actuator for Backrest Remote Release, Removing and Installing

E] Note

The following describes removing and installing on the left side of the vehicle. Removing and installing on the
right side is identical.

Removing
A%e(\)‘o\}
ot
\g\‘(\
Lo
96
&Q)
&
S
g
&
§
N
N
@
s
'
N
£
i
o
= _
0
[}
3
= Pull and hold the operating lever for the backrest remote re-
Z lease -1-.
©

-2 Remove the bolt -2-.

]
D
&
Q
3
Q
3
- ??ynclip the actuator for the backrest remote release -1- from \§ ‘
the luggage compartment side trim panel and tilt it out N
-arrow A-. &
&@O

Z,
- Releoaﬁe the cable bracket from the release cable -3-
-arrow B-. " N

(07
~ Slide the rélease cable -3- out of the ¢3
backrest remdf&x(gg}ease actuator -1- 4ar

DS’IOSJOJC/
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— Disengage the release cable pin -3- from the release lever for
the backrest remote release -1-.

— Remove the actuator for backrest remote release.

Installing

Install in reverse order of removal. Note the following:

@ Note

Make sure that the release cable bracket -2- is positioned cor-
rectly in the guide tabs of the actuator for the backrest remote
release -1-.

Tightening Specifications

¢ Referto e
> “6.3 Overview - Luggage Compartment Side Trim Panel?,
page 308

3.19 Backrest Remote Release Cable, Removing and Installing

@ Note

The following describes removing-and installing on the left side of the vehicle. Removing and installing.on the
right side is identical.

Removing

Backrest-Side

— Remove the rear seat backrest. Refer to
= “3.8 Rear Seat Backrest?Removing and Installing”,

page 426 .
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Only loosen the cover and cushion near the release cable

-1-. Refer to
> “2.4 Rear Seat Backrest Cover and Cushion, Removing and

Installing”, page 463 .

Unclip the connecting piece -2- with the release cable -1- from
the backrest frame -arrow A-.

Unclip the release cable -1- from the bracket -arrow B-.

Push the release cable -1- out of the cable bracket -arrow C-
for the rear seat backrest locking mechanism -3-.

Disengage the pin for the release cable -1- from the rear seat
backrest locking mechanism -3- and remove the release cable

-1-.
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Vehicle-Side Release Cable

— Remove the luggage compartment side trim. Refer to
= “6.12 Luggage Compartment Side Trim Panel, Removing
and Installing”, page 320 .

— Remove the actuator for backrest remote release. Refer to
= “3.18 Actuator for Backrest Remote Release, Removing.and

Installing”, page 435 .

— Unclip the release cable -1- from the brackets-2- on the lug-
gage compartment side trim panel and remove.

Installing
Install in reverse order of removal.

MW7 2-10666
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4 Special Tools
Special tools and workshop equipment required
¢ Hook Tool - T40207-

T40207

W00-11555

¢ Window Release Tool - T10236-

W00-11193

¢ Torque Wrench 1331 5-50Nm - VAG1331-
V.A.G 1331

¢ Pop Rivet Pliers - VAG1753B-
VAG 1753 B
1
=
]
=1
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¢ Torque Wrench 1783 - 2-10Nm - VAG1783-

¢ Airbag Lockout/Adapter - VAS6282-

¢ Engine And Transmission Holder - VAS6095-

¢ Engine/Transmission Holder - Seat Repair Fixture - VAS6136-

V.A.G 1783

Wioo-111849

VAS 6282

]

W00-11539

VAS 6095

r

Wioo-11310

VAS 6136

0

W00-11537
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3392

¢ Door Trim Pliers - 3392-

W0O0-11558
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74 — Seat Upholstery, Covers

1 Front Seat Covers and Cushions

= “1.1 Overview - Seat Pan*Cover and Cushion”, page 442

= “1.2 Overview - Backrest Cover and Cushion”, page 445

= “1.3 Overview - Seat Heating Element”, page 446

> “1.4 Seat Pan Coverand Cushion, Removing and Installing”,
page 446

= “1.5 Backrest Cover-and Cushion, Removing and Installing”,
page 449

> “1.6 Seat Pan Coverand Cushion, Separating”, page 451

= “1.7 Backrest Cover and Cushion, Separating”, page 453

= “1.8 Driver and Front Passenger Seat Heating Element Z6 / Z8 ,
Removing and Installing”, page 458

= “1.9 Driver and Front Passenger Backrest Heating Element Z7 /
Z9 , Removing and Installing”zpage 459

1.1 Overview - SeatPan Cover and Cushion,_._

= “1.1.1 Overview - Seat Pan Cover and Cushion”, page 442 i

= “1.1.2 Overview - Seat Pat Cover and Cushion, Seat Depth
Adjuster”, page 444

1.1.1 Overview - Seat Pan Cover and Cushion
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1 - Seat Pan

Q

Overview. Refer to
= “2.5 Overview - Seat

Pan”, page 358 .

2 - Seat Cushion

Q

Q

Allocation. Refer to the
Parts Catalog.

Seat cover and cushion,
removing and installing.
Refer to

= “1.4 Seat Pan Cover
and Cushion, Removing

and Installing”,

page 446 .

Separate the seat cover
from the seat cushion.
Refer to

> “1.6 Seat Pan Cover
and Cushion, Separat-

ing”, page 451 .

3 - Cushion Clip

a

a
a

4 - Seat Cover

a

a

a

a

For attachment of seat
cover to seat cushion

Replace after removing

Install at the same Iocg-o

tion with Upholsterg ip
Pliers - VAG1634-

S
g
Different equu§>ment lev-

els

Allocation. Refer to the
Parts Catalog.

Seat coverand cushion,
removing and installing.
Referto =

>“14 Seai Pan Cover and Cushion, Removing and Installing”, page 446 .

AT4-10480

Separate I&e seat cover from the seat cushion. Refer to
= “1.6 Seaf Pan Cover and Cushion, Separating”, page 451 .

Make sure %)ere are no folds after installing

()
5 - Molding 3

Q

O For engaging sgat cover on seat pan upper frame
Q Make sure it fits c@}gectly in the upper seat frame

6 - Molding ‘//4%

. O
Sewn into seat cover

Q Sewn into seat cover

Q For engaging seat cover on sé’@i,,gan upper frame
O Make sure it fits correctly in the uppé?%eat frame

/(/@
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1.1.2

1 - Seat Pan

Q

2 - Seat Cushion

a

a

a

3 - Cushion Clip \‘\O{\cﬁ

Q

a
a

4 - Seat Co@?r

Q

Q

Q

Overview - Seat Pat Cover and Cushion, Seat Depth Adjuster

Overview. Refer to
> “2.5 Overview - Seat

Pan”, page 358 .

For seat depth adjust-
ment

Allocation. Refer to the
Parts Catalog.

Seat cover and cushion,
removing and installing.
Refer to

> “1.4 Seat Pan Cover
and Cushion, Removing
and Installing”,

page 446 .

Separate the seat cover
from the seat cushion.
Refer to

= “1.6 Seat Pan Cover
and Cushion, Separat-

ing”, page 451 .

For attachment@%eat
cover to seat ctishion
Replace afgébr removing

Install at the same loca-
tion with:Upholstery Clip
Pliers .-§/AG1634- .

3
Different equipment lev-
els ©
Allocation. Refer to the

Parts Catalog.
Seaticover and cushion,

3

[0}

(o]

e AT4-10541
@

remaving and installing. Refer to

= “1.

4 Seat Pan Cover and Cushion, Removing and Installing”, page 446 .

Q Sepa%gte the seat cover from the seat cushion. Refer to
= “1.6<Seat Pan Cover and Cushion, Separating”, page 451 .

O Make s?éie there are no folds after installing

(e]

5 - Molding %%

Q

. ¥,
O For engaging §e,pt cover on seat pan upper frame
Q Make sure it fits c%n';%:tly in the upper seat fr.

6 - Molding

a

Q For engaging seat cover on seat pan upper frame
Q Make sure it fits correctly in the upper seat frame

Sewn into S”’egt cover

Sewn into seat cover

7 - Seat Cushion

Q Allocation. Refer to the Parts Catalog.

.040,00/,’

'OG’ZOSJOJCI

0 Seat cover and cushion, removing and installing. Refer to

= “1.4 Seat Pan Cover and Cushion, Removing and Installing”, page 446 .
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O Separate the seat cover from the seat cushion. Refer to
= “1.6 Seat Pan Cover and Cushion, Separating”, page 451 .

1.2 Overview - Backrest Cover and Cushion

1 - Cushion Clip

Q< "For attachment of back-
rest cover to backrest
cushion

Q Replace after removing

Q Install at the same loca-
tion with Upholstery Clip
Pliers - VAG1634- .

2 - Molding Strip
O Sewn into backrest cov-
er

U A zipper is installed in-
stead of a molding strip
on seats with a pass-
through

Q “Zipper”. Refer to the
Parts Catalog for the al-
location.

O €heck for proper seat-
ing

3 - Backrest-Cover

Q Different equipment lev-
els

O Allocation. Refer to the
Parts Catalog.

Q1 Backrest cover and
cushion, removing and
installing. Refer to
> “1.5 Backrest Cover
and Cushion, Removing
and Installing”,
page 449 .

Q1 Backrest cover and

backrest cushion, sepa- - .
rating. Refer to 2

= “1.7 Backrest Cover
and Cushion, Separating”, page 453 .

Q Make sure there are no folds after installing

4 - Clip
Q For securing the backrest cover on the rear frame
Q Right and left

5 - Backrest Frame

6 - Backrest Cushion
O Allocation. Refer to the Parts Catalog.

O Backrest cover and cushion, removing and installing. Refer to
= “1.5 Backrest Cover and Cushion, Removing and Installing”, page 449 .

O Backrest cover and backrest cushion, separating. Refer to
= “1.7 Backrest Cover and Cushion, Separating”, page 453 .
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1.3

Overview - Seat Heating Element

1 - Seat Cushion

Q

Allocation. Refer to the
Parts Catalog.

2 - Heating Element

a

a

Driver seat Driver Seat
Heating Element - Z6-

Passenger seat Front
Passenger Seat Heat-
ing Element - Z8-

On vehicles with a pas-
senger occupant detec-
tion system, the Front
Passenger Seat Heat-
ing Element - Z8- and
the passenger occupant
detection system pres-
sure sensor are a
shared component.

On vehicles with a pas-
senger occupant detec-
tion system, the seat
heating element must
not be separated from
the front seat cushion
cover.

If the seat heating ele-
ment is separated from
the front seat cushion
cover on vehicles withia
passenger occupant de-
tection system, then
both components must
be replaced.

Allocation. Refer to the
Parts Catalog.

Replace after removing.
Refer to

AT4-10544

= “1.9 Driver and Front Passenger Backrest Heating Element Z7 / Z9 , Removing and Installing”,

page 459 .

3 - Backrest Cushion

Q Allocation. Refer to the Parts Catalog.

4 - Heating Element

Ooo00o

Driver seat Driver Backrest Heating Element - Z7-

Passenger seat Front Passenger Backrest Heating Element - Z9-
Allocation. Refer to the Parts Catalog.

Replace after removing. Refer to

= “1.9 Driver and Front Passenger Backrest Heating Element Z7 / Z9 , Removing and Installing”,

page 459 .

5 - Wire
6 - Wire

1.4

Seat Pan Cover and Cushion, Remov-
ing and Installing

Special tools and workshop equipment required
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¢ Trim Removal Wedge - 3409-
¢ T-Handle Hook - 3438-

@ Note

The following describes removing and installing components on
the left seat. Removing and installing components on the right
seat is identical.

Removing

@ Note

Ifthe seat cushion is to be replacedon a vehicle with seat heating,
always replace the corresponding seat heating element as well.

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Secure the seat on the Fixture for Seat Repair . Refer to
= “1.2 Front Seat, Mounting on Fixture for Seat Repair”, page
342 .

— Remove the tunnel side seat trim. Refer to
= “2.10 Tunnel-Side Seat Trim, Removing and Installing”,

page 378 .

— Remove the backrest adjuster. Refer to
= “2.19 Backrest Adjuster, Removing and Installing”,

page 399 .

— Remove the seat height adjustment handle. Refer to
= “2.16 Seat Height Adjuster Handle, Removing and Instal-

ling”, page 393 .

— Remove the sill-side seat trim. Refer to
> “2.11 Sill-Side Seat Trim, Removing and Installing”,

page 379 .
— Remove the sill-side seat trim bracket. Refer to

= “2.12.1 Seat Trim Bracket, Removing and Installing, ergo
Active Seat”, page 384 .

— Remove the backrest. Refer to
= “2.13 Front Backrest, Removing and Installing”, page 386 .

— Remove the storage compartment, if equipped. Refer to
= “2.33 Storage Compartment, Removing and Installing”,

page 413 .
— Release and remove the connector.

— Free up the wiring harnesses.
Vehicles with Seat Depth Adjuster
— Move the seat depth adjuster all the way forward.

— Release the tabs -arrows- on the trim -1- using a Trim Removal
Wedge - 3409- .

— Remove the trim from the seat depth adjuster.

1. Front Seat Covers and Cushions 447
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— Release the retaining tabs -arrow- on the support using the
Trim Removal Wedge - 3409- from the seat depth adjustor.

— Remove the support -1- with the seat cushion and seat cover
for the seat depth adjuster upward and toward the front.

— Disengage the tabs -arrows- at the seat depth adjuster -2-.

— Move the support with the seat cushion and seat cover up-
ward.

— To do so, remove the support -1- with seat cushion and seat
cover for the seat depth adjustor upward and forward at the
same time.

A Caution

There is a risk of damaging the retaining tabs.
¢ Proceed very carefully when clipping and unclipping.

— Lay the support -2- with the seat cushion and seat cover on
the front seat.

@ Note

The seat pan is not shown.

— Disengage the seat cover retaining strips -1- and -4-.

— Remove the seat cover molding strip -3- from the seat . depth
adjuster.

— To do so, pull the molding strip forward.

Continuation for all Vehicles

— Disengage the molding strip -1- and -2- using the T-Handle
Hook - 3438- .

— Remove the cover with the cushion from the seat pan -2-.

— Separate the cover from the cushion. Refer to
> “1.6 Seat Pan Cover and Cushion, Separating”,

page 451 .
Installing

Install in reverse order of removal.
Tightening Specifications
¢ Referto = “2.2 Overview - Front Seat”, page 349
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1.5 Backrest Cover and Cushion, Removing
and Installing

Volkswagen R GmbH optional equipment »R«

@ Note

The following describes removing and installing components on
the left seat. Removing and installing components on the right
seat is identical.

Special tools and workshop equipment required

¢ Trim Removal Wedge - 3409-

¢ Upholstery Clip Pliers - VAG1634-

¢ T-Handle Hook - 3438-

Removing

@ Note E

If the backrest cushion is fo be replaced on a vehicle with se
heating, always replace the corresponding backrest heating ele-
ment as well.

A WARNING

Follow the General Safety Precautions when working with air-
bags, belt tensioners and batfery cut-out units (pyrotechnic
components). Refer fo = “1 Safety Precautions”, page 17 .

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Secure the seat on the Fixture for Seat Repair . Refer to
= “1.2 Front Seat, Mounting on Fixture for Seat Repair”, page
342.

Only for Vehicles without Entry Assistance

— Remove the backrest. Refer to
= “2.13 Front Backrest, Removing and Installing”, page 386 .

Continuation for All Vehicles

— Remove the headrest. Refer to
> “2.21 Headrest, Removing and Installing”, page 401 .

— Unclip the headrest locking mechanism caps -item 2-
= Iltem 2 (page 354) using the Trim Removal Wedge - 3409- .

— If equipped, remove the lumbar support adjusting lever. Refer
to

= “2.20 Lumbar Support Adjuster, Removing and Installing”,
page 400 .

1. Front Seat Covers and Cushions 449
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Only for Seats without Pass-Through

— Open the molding strip -4- using the T-Handle Hook - 3438- .
Only for Seats with Pass-Through

Instead of the molding strip -4-, a zipper is installed.

— Open the zipper.

Use with the “zipper”. Refer to the Parts Catalog for the allocation.
Continuation for all Seats

— Roll the front and rear backrest cover -1- upward.

— Pull up the backrest cover -1- in order to reach the right and
left upholstery clips -5-.

— Open the upholstery clips -5- using pliers -6-.
— Pull the backrest cover -1- on the cushion -7- upward.

— Continue pulling the backrest cover -1- up in order to reach the
next upholstery clips -5-.

— Loosen the clip -3- from both sides of the back of the backrest
frame -2-.

— To do so, use the Trim Removal Wedge - 3409- .
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— Open the upholstery clips -5- on the backside.

— Continue pulling the backrest cover -1- up in order to reach the
next upholstery clips -5-.

@ Note

The ftopmost clips must not be removed.

Only for Vehicles with Entry Assistance

— Pull the backrest cover on the backside upward up to the
crossbrace -2-.

— Disengage the crossbrace on the left and right sides from the
seat frame -arrows-.

— Remove the locking mechanism trim. Refer to
= “2.23 Backrest Release Trim, Removing and Installing”,

page 403 .
Continuation for All Vehicles

— Guide out the backrest cover and cushion at the headrest
locking mechanism.

— Remove the backrest cover-and,cushion from the backrest.
— At the same time\°guide out the wiring harness!

Installing

Install inaréverse order of removal and note the following:

— If.necessary, install the backrest heating element. Refer to
2 “1.9 Driver and Front Passenger Backrest Heating Element
Z7 | Z9 , Removing and Installing”, page 459 .

< Attach the backrest cover on the cushion. Refer to
> “1.7 Backrest Cover and Cushion, Separating”, page 453 .

Tightening Specifications

4 Referto
= “1.2 Overview - Backrest Cover and Cushion”, page 445

¢ Refer to = “2.2 Overview - Front Seat”, page 349

¢ Referto = “2.4 Overview - Front Backrest”’, page 354

1.6 Seat Pan Cover and Cushion, Separat-
ing

Special tools and workshop equipment required

¢ Upholstery Clip Pliers - VAG1634-

¢ T-Handle Hook - 3438-

Removing

— Remove the cover with the cushion=Refer to
= “1.4 Seat Pan Cover#and Cushion, Rem&ving and Installing”,

page 446 .

MT74-10368
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Vehicles with Seat Depth Adjuster
— Unclip the melding strips -2- from the tabs -5-.

— Disengagé€ the seat cover from the tabs -4- on both sides using
the T-Handle Hook - 3438- .

— Remave the support -3- with the seat depth adjuster seat
cushion from the seat cover -1-.

Continuation for all Vehicles

— Remove the mounting tab -3- of the seat cover -1- in direction
of the -arrow= from the seat cushion -2-.

— Remove the seat.cover -1- from the seat ¢ on -2-.

— Cut through the upholstery clips -3- with pliers -4-.
Installing
Install in reverse order of removal and note the following:

* Replace all opened clips -item 1- = Iltem 1 (page 445) and
mount again in the same location.

AT4-10265
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o

- P@ the seat cover -1- over the cushion -4-.
<

— Secure the seat cover -1- to the mounts -3- using the uphols-
tery clips -2-.

- 'I%) do so, use the Upholstery Clip Pliers - VAG1634- .

- I\%ake sure the seat cover -1- is free of folds.

Tigh@;ning Specifications

¢ Refer to
> “%1 Overview - Seat Pan Cover and Cushion”, page 442

L Refeci’voto = “2.4 Overview - Front Backrest”, page 354
[
¢ Refer 6,= “2.2 Overview - Front Seat”, page 349
(e

1.7 Backrest Cover and Cushion, Separat-
ing™. @

1q N
Ps NS
@ Note D010,y "oy ueP?

The following describes removing and installing components on
the left seat. Removing and installing components on the right
seat is identical.

1. Front Seat Covers and Cushions 453
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Special tools and workshop equipment required
¢ Trim Removal Wedge - 3409-

¢ Upholstery Clip Pliers - VAG1634-

¢ T-Handle Hook - 3438-

Removing

— Remove the front seat. Refer to
= “2.7 Front Seat, Removing and Installing ”, page 368 .

— Secure the seat on the Fixture for Seat Repair . Refer to
= “1.2 Front Seat, Mounting on Fixture for Seat Repair”, page
342.

Only for Vehicles without Entry Assistance

— Remove the backrest. Refer to
> “2.13 Front Backrest, Removing and Installing”, page 386 ¢

Continuation for All Vehicles

— Remove the headrest. Refer to
= “2.21 Headrest, Removing and Installing”, page 401 .

— Unclip the headrest locking mechanism caps. -item 2-
= Iltem 2 (page 354) using the Trim Removal Wedge - 3409- .

— Remove;the lumbar support adjusting lever. Refer to
> “2.20% umbar Support Adjuster, Removing and Installing”,

page 400 .
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O

Only for Seats without Pass-Througb@
— Open the molding strips -4- using the %ngg}dle Hook - 3438 R
Only for Seats with Pass-Through Yo oy
Instead of the molding strips -4-, a zipper is installed.

— Open the zipper.

Use with the “zipper”. Refer to the Parts Catalog for the allocation.
Continuation for All Seats

— Roll the front and rear backrest cover -1- upward.

— Pull up the backrest cover -1- in order to reach the right and
left upholstery clips -5-.

— Open the upholstery clips -5- using pliers -6-.
— Pull the backrest cover -1- on the cushion -7- upward.

— Continue pulling the backrest cover -1- up in order to reach the
next upholstery clips -5-.

— Loosen the clip -3- from both sides of the back of the backrest
frame -2-.

— To do so, use the Trim Removal Wedge - 3409- .
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— Open the upholstery clips -5- on the backside.

— Continue pulling the backrest cover -1- up in order to reach the
remaining upholstery clips -5-.

Only for Vehicles with Entry Assistance

Pull the backrest cover on the backside upward up to the
crossbrace -2-.

Disengage the crossbrace on the left and right sides from the
seat frame -arrows-.

en AT

— Remove the locking mechanism trim. Refer to \\o\\‘\e‘wag

> “2.23 Backrest Release Trim, Removing and Ins@l?ﬁq”,

page 403 . &

(o\a
Continuation for All Vehicles {ga%%
>

— Guide out the backrest cover at the hea@best locking mecha-

nism. N

<

- Remove the backrest cover from the backrest cushion.
Z
Installing

B
2

o
. < .
Install in reverse order of removal and note the following:

* Replace all opened clips -item 1-,55 Iltem 1 (page 445) and
mount again in the same location?

in

@
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o
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Pull the backrest cover -1- over the cushion -4-.

Guide in the backrest cover -1- at the headrest guide
-item 1- = Item 1 (page 354) .

Secure the backrest cover -1- to the mounts -3- using the up-
holstery clips -2-.

To do so, use the Upholstery Clip Pliers - VAG1634- .

Make sure the backrest cover -1- is free of folds.

Tightening Specifications
¢ Referto

= “1.2 Overview - Backrest Cover and Cushion”, page 445

4 Refer to = “2.4 Overview - Front Backrest”, page 354

¢ Referto > “2.2 Overview - Front Seat”, page 349
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1.8 Driver and Front Passenger Seat Heat-
ing Element -Z6- / -Z8- , Removing and
Installing

= “1.8.1 Driver/Front Passenger Seat Heating Element Z6 / Z8 ,
Removing and Installing, Vehicles without Passenger Occupant
Detection System”, page 458

> “1.8.2 Front Passenger Seat Heating Element Z8 , Removing
and Installing, Vehicles with Passenger Occupant Detection Sys-

tem”, page 459

1.8.1 Driver/Front Passenger Seat Heating
Element -Z6- / -Z8- , Removing and In-
stalling, Vehicles without Passenger Oc-
cupant Detection System

Removing

— Separate the seat cover from the seat cushion. Refer to
= “1.6 Seat Pan Cover and Cushion, Separating”, page 451 .

— Disconnect the wire -3- directly from the old heating element

@ Note

The old heating elements remain on the cushion -1- and will be
covered over by the new heating element.

Installing

Installin reverse order of removal and note the following:

— Guide the wire -3- through the cable guide.

— Align the new heating elements on the seat cushion while not
pulling off the protective film.

— ~Remove the protective films from the heating elements in suc-
cession, taking care not to damage the heating elements.

— Glue the heating elements so that they align with the old heat-
ing elements and are free of wrinkles.

— Route the connections to the individual heating elements in
the base of the gaps.

Tightening Specifications

¢ Refer to
= “1.1 Overview - Seat Pan Cover and Cushion”, page 442

Refer to = “4%3 Overview - Seat Heating Elément”, page 446
Refer to = “2.2 OVerview - Front Seat”, p 349
Refer to = “2.4 Overview “Eront Backrest”, pade’354

*

*

*

AT4-10511
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1.8.2 Front Passenger Seat Heating Element
- Z8-, Removing and Installing, Vehicles
with Passenger Occupant Detection
System

A WARNING

The seat heating element and the passenger occupant defec-
tion system pressure sensor are a shared component.

The seat heating element is securely bonded fo the seat cush-
fon. Itis not possible fo remove and install separately. The seat
heating element must be replaced with the seat cushion.

Since the seat heating element and the passenger occupant de-
tection system pressure sensor are a shared component and can
only be replaced together, the removal and installation description
is done only for the passenger occupant detection system=pres-

sure sensor. Refer to
= “13.2 Passenger Occupant Detection System Pressure Sensor,

Removing and Installing”, page 206 .

1.9 Driver and Front Passenger Backrest
Heating Element -Z7- / -Z9- , Removing
and Installing

Removing

If the backrest cushion is to be replaced on a vehicle with seat
heating, always replace the corresponding backrest heating ele-
ment as well.

2.0
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— Separate the backrest cover and backrest cushion. Refer to
> “1.7 Backrest Cover and Cushion, Separating”, page 453 .

— Cut the wire -3- directly from the old heating element -2-.

@ Note

The old heating elements remain on the cushion -1- and will be
covered over by the new heating element.

Installing

Install in reverse order of removal and note the following:

— Guide the wire -3- through the wiring guide.

— Align the new heating elements on the backrest cushion while
not pulling off the protective film.

— Remove protective films from the heating elements in succes-
sion, taking care not to damage the heating elements.

AT4-10507

— Glue the heating elements so that they align with the old heat-
ing elements and are free of wrinkles.

— Route the connections to the individual heating elements in
the base of the gaps.

Tightening Specifications

¢ Referto
= “1.2 Overview - Backrest Cover and Cushion”, page 445

¢ Referto = “1.3 Overview - Seat Heating Element”, page‘446

¢ Referto = “2.4 Overview - Front Backrest”, page®354

¢ Refer to = “2.2 Overview - Front Seat”, page 349
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2 Rear Seat Covers and Cushions

= “2.1 Overview - Bench Seat Cover and Cushion”, page 461

= “2.2 Overview - Rear Seat Backrest Cover and Cushion”, page
462

= “2.3 Bench Seat Cover and Cushion, Removing and Installing”,
page 463

> “2.4 Rear Seat Backrest Cover and Cushion, Removing and
Installing”, page 463

= “2.5 Center Cushion, Removing and Installing, Backrest with
Pass-Through”, page 465

> “2.6 Bench Seat Cover and Cushion, Separating”, page 466

= “2.7 Rear Seat Backrest Cover and Cushion, Separating”, page
466

2.1 Overview - Bench Seat Cover and Cushion

1 - Seat Frame

2 - Seat Cushion

O Allocation. Refer to the
Parts Catalog.

O Seat cover and cushion,
removing and installing.
Refer to
= “2.3 Bench Seat Cov-
er and Cushion, Remov-
ing and Installing”, page
463 .

O Separate the seat cover
from the seat cushion!
Refer to
> “2.6 Bench’Seat Cov-
er and Cugishion, Sepa-
rating’s’page 466 .

3 - Cushion Clip

Q Eor attachment of seat
cover to seat cushion

Q% Replace after removing

Q Install at the same loca-
tion with Upholstery Clip
Pliers - VAG1634- .

4 £ Seat cover

O Different equipment lev-
els

1 Allocation. Refer to the
Parts Catalog .

@ Seat cover and cushion,
removing and installing.
Refer to
© “2.3 Bench Seat Cov-
etand Cushion, Remov-

AT4-10473

ingaand Installing”, page

463 -

Q Separate the seat cover from the se@shion. Refer to
= “2.6 Beneh Seat Cover and Cushi eparating”, page 466 .

O Make sure there:are no folds after installing
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age" AG. VOIKSWagen A o

. . \KS 8sp,
5 - Molding 86@!\10 of %,
Q  Sewn into seat cover Ple
N
U For engaging ng@ seat cover in the seat frame O*@o
N4 15
o)

2.2

S
@
RN

\Q\@/erview - Rear Seat Backrest Cover and Cushioé 3

9
IS
2

1- Backreg)\"Cover

Q

Q

Q

Q

Diffé:rent equipment lev-
els:

Allocation. Refer to the
Parts Catalog.

Bac¢krest cover and
cushion, removing and
installing. Refer to

= “2.4 Rear Seat Back-
rest€over and Cushion,
Removing and Instal-
ling”, @ge 463 .

Backrest cover and
backrestcushion, sepa-
rating. Refer to

> “2.7 Rear-Seat Back-
rest Cover and“Cushion,
Separating”, page 466 .

7
Make sure there are o,
folds after installing

2 - Cushion Clip

a

a
a

For attachment of back-
rest cover to backrest
cushion

Replace after removing

Install at the same loca-
tion with Upholstery Clip
Pliers - VAG1634- .

3 - Backrest Cushion

Q

Q

Q

Allocation. Refer to the
Parts Catalog.

Backrest cover and
cushion, removing and
installing. Refer to

= “2.4 Rear Seat Back-
rest Cover and Cushion,

Removing and Installing”,

Z.
2
Z
2,
2
>

page 463 .

Backrest cover and backrest cushion, separating. Refer to
= “2.7 Rear Seat Backrest Cover and Cushion, Separating”, page 466 .

4 - Backrest Frame
5 - Weather Strips

1 Sewn into backrest cover

Q For attaching the backrest cover on the backrest frame
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2.3 Bench Seat Cover and Cushion, Re-
moving and Installing

Removing

— Remove the rear bench seat. Refer to
> “3.7 Seat Bench/Single Seat, Removing and Installing”,

page 424 .

— Disengage the molding -3- of seat cover around the seat
frame.

— Disengage the molding -1- of seat cover at the seat belt latch
openings.

— Remove the seat cover -2- with the seat cushion from the seat
frame.

A Caution

Do not damage the seat cover.
¢ Do not pull on the seat cover. The seat cover can rip.

Installing
Install in reverse order of removal. Note the following:
— After installing, make sure the seat cover is free of folds.

24 Rear Seat Backrest Cover and Cushion,
Removing and Installing

Special tools and workshop equipment required

¢ Trim Removal Wedge - 3409-

¢ Wedge Set - T10383-

Removing

— Remove the rear seat backrest. Refer to
> “3.8 Rear Seat Backrest, Removing and Installing”,

page 426 .

— Remove the rear headrest. Refer to
= “3.14 Headrest, Removing and Installing”, page 431 .

— Remove the locking mechanism trim. Refer to
= “3.9 Locking MechanismaTrim, Removing and Installing”,

page 427 .
Wagon

— Remove the partition net mounts on the right 2/3 rear seat
backrest. Refer to
= “2.5 Screen Separator Mount, Removing and Installing”,

page 41 .

AT74-10498
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Continuation for all Vehicles

Loosen the clips -2- from the backrest cover -1- near thelinner
mounting pins.

Left 1/3 Rear Seat Backrest

Starting at the locking mechanism, pry off the weather strip
-2- for the backrest cover using a‘screwdriver all around the
backrest frame -3- -arrow-.

Remove the rear headrest guides. ‘Refer to
= “3.15 Headrest Guide, Removingzand Installing”,

page 431 .

Remove the backrest cover -1- and backrest cushion from the
backrest frame.

Right 2/3 Rear Seat Backrest without Pass-Through

Remove the rear center belt guide. Refer to
= “1.4 Overview - Rear Center Three-Point Seat Belt”,

page 107 .
Starting at the locking mechanism, pry off the weather strip

-2- for the backrest cover using a screwdriver all around the
backrest frame -3- -arrow-.

Remove the rear headrest guides. Refer to
> “3.15 Headrest Guide, Removing and Installing”,

page 431 .

Remove the backrest cover -1- and backrest cushion from the
backrest frame.

ATA-10418
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Right 2/3 Rear Seat Backrest with Pass-Through

Remove the rear center belt guide. Refer to
= “1.4 Overview - Rear Center Three-Point Seat Belt”,

page 107 .

Remove the rear pass-through door with the rear center arm
rest. Refer to

= “3.12 Pass-Through Cover, Removing and Installing”, page
429 .

Remove the pass-through door frame. Refer to
= “3.11 Pass-Through Cover Frame, Removing and Instal-

ling”, page 428 .
Starting at the locking mechanism, pry off the weather strip

-2- for the backrest cover using a screwdriver all around the
backrest frame -3- -arrow-.

Pry off the weather strip -4- for the backrest cover all around
the pass-through using a screwdriver.

Remove the rear headrest guides. Refer to
= “3.15 Headrest Guide, Removing and Installing”,

page 431 .

Remove the backrest cover -1- and backrest cushion from the
backrest frame.

Installing

Install in reverse order of removal. Note the following:

Fold the weather strip -1- 90° inward in directionf -arrow A-.

Engage the weather strips at the sides-into the grooves on the
backrest frame in direction of -arrow B-.

Engage the frame on the backréest frame in the headrest area.

25 Center Cushion, Removing and Instal-

ling, Backrest with Pass-Through

Removing

Fold the pass-through door forward.

Release the tabs -1- with ascrewdriver and push the center
cushion -2- until stop downward at the same time -arrow A-.

I A74-10421
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— Slightly lift the upper center cushion -arrow B- and at the same
time disengage downward from the pass-through door
-arrow C-.

Installing

Install in reverse order of removal.

ATZ11730

2.6 Bench Seat Cover and Cushion, Sepa-
rating

Special tools and workshop equipment required

¢ Upholstery Clip Pliers - VAG1634-

Removing

— Remove the bench seat cover and cushion. Refer to
= “2.3 Bench Seat Cover and Cushion, Removing and Instal-

ling”, page 463 .

— Remove the seat cover -3- as far as possible from the seat
cushion -2-.

— Cut through the cushion clips -1- with pliers.

— Separate the seat cover and the seat cushion.
Installing
Install in reverse order of removal. Note the following:

— After installing, make sure the seat cover'is free of folds.

AT4-10500

2.7 Rear Seat Backrest Cover and Cushion,
Separating

Special tools and workshop equipment required

¢ Upholstery Clip Pliers - VAG1634-
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— Remove the backrest cover and backrest cushion from the
rear seat backrest. Refer to
> “2.4 Rear Seat Backrest Cover and Cushion, Removing and
Installing”, page 463 .

Removing

— Remove the backrest cover -2- as far as possible from the
backrest cushion -3-.

— Cut through the cushion clips -1- with pliers.
Installing
Install in reverse order of removal. Note the following:

— After installing, make sure the seat cover is free of folds.

A74-10482
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3 Special Tools

Special tools and workshop-equipment required
¢ Upholstery Clip Pliers = VAG1634-

VAG 1634

¢ Backrest Panel Tool - 3370-

3370
¢ Trim Removal Wedge - 3409-

3409

Wioo-11118
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Cautions & Warnings

Please read these WARNINGS and CAUTIONS before proceeding with maintenance
and repair work. You must answer that you have read and you understand these
WARNINGS and CAUTIONS before you will be allowed to view this information.

o If you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we
suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge
you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered
wholly or in part by any of the extensive warranties issued by Volkswagen.

e Disconnect the battery negative terminal (ground strap) whenever you work on the fuel system or the electrical
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy.

¢ Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications,
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always
check with your authorized Volkswagen retailer parts department for the latest information.

e Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to
reestablish Transmission Control Module (TCM) basic settings using the VAG 1551 Scan Tool (ST).

e Never work under a lifted vehicle unless it is solidly supported on stands designed for the purpose. Do not support
a vehicle on cinder blocks, hollow tiles or.other props that'may-crumble under continuous load. Never work under a
vehicle that is supported solely by a;jack. Never work under the vehicle,while the engine is running.

e For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting the
battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock up and
become inoperable, even if the correct code is used in a later attempt.

e If you are going to work under a vehicle on the ground, make sure that the ground is level. Block the wheels to
keep the vehicle from rolling. Disconnect the battery negative terminal (ground strap) to prevent others from
starting the vehicle while you are under it.

e Do not attempt 4o work on your vehicle if you do not feel well. You increase the danger of injury to yourself and
others if you are tired, upset or have taken medicine or any other substances that may impair you or keep you from
being fully alert;

¢ Never run the engine unless the work area is well ventilated. Carbon monoxide (CO) kills.

e Always observe.good workshop practices. Wear goggles when you operate machine tools or work with acid. Wear
goggles, glovestand other protective clothing whenever the job requires working with harmful substances.

e Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work near
machine tools or rupning engines. If your hair, clothing, or jewelry were to get caught in.the machinery, severe
injury could result.

e Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used
only once and are unreliable;and may fail if used a secong-time. This includes, but is not limited to, nuts, bolts,
washers, circlips and cotter pins. Always follow the recommendations in thisismanual - replace these fasteners with
new parts where indicated, and any.other time it is deem:g;. ecessary by inspection.
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Cautions & Warnings

¢ llluminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle.
Make sure the bulb is enclosed by a wire cage. Fhe hot filament of an accidentally broken bulb can ignite spilled
fuel or ail.

e Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust.
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death.

e Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be
crushed by heavy parts.

o Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good
repairs.

e Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills at
once, but do not store the oily rags, which canignite and burn spontaneously.

e Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten
fasteners, especially on light alloy parts. Always use aiorque wrench to tighten fastghers to the tightening torque
listed. -

F

ey
o Keep sparks, lighted matches, and open flame away from the top ofithg battery. If escaping'hydrogen gas is
ignited, it will ignite gas trapped in the cells and cause the battery to explode.

e Be mindful of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose of
the oil. Do not pour oil onto the ground, down a drain, or into a stream, pond, or lake. Consult local ordinances that
govern the disposal of wastes.

e The air-conditioning (A/C) system is filled with a chemical refrigerant that is hazardous. The A/C system should be
serviced only by trained automotive service technicians using approved refrigerant recovery/recycling equipment,
trained in related safety precautions, and familiar with regulations governing the discharging and disposal of
automotive chemical refrigerants.

e Before doing any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the battery
negative terminal (ground strap) and the ABS control module connector.

e Do not expose any part of the A/C system to high temperatures such as open flame. Excessive heat will increase
system pressure and may cause the system to burst.

¢ When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission
Control Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these
components is not separately fused, disconnect the control module connector(s).

e Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device.
Handled improperly or without adequate safeguards, it can be accidentally activated and cause serious personal
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians
should test, disassemble or service the airbag system.
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Cautions & Warnings

e Do not quick-charge the battery (for boost starting) for longer than one minute, and do not exceed 16.5 volts at the
battery with the boosting cables attached. Wait at least one minute before boosting the battery a second time.

¢ Never use a test light to conduct electrical tests of the airbag system. The system must only be tested by trained
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or an approved equivalent. The airbag unit
must never be electrically tested while it is not installed in the vehicle.

e Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have been
inflated using an aerosol tire inflator. Keep sparks, open flame or other sources of ignition away from the tire repair
area. Inflate and deflate the tire at least four times before breaking the bead from the rim. Completely remove the
tire from the rim before attempting any repair.

® When driving or riding in an airbag-equipped vehicle, never hold test equipment in your hands or lap while the
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident.

| have read and | understand these Cautions and Warnings.

o
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