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List of Workshop Manual Repair Groups

Repai r  Group
00 - General, Technical Data
30 - Clutch
34 - Controls, Housing
35 - Gears, Shafts
39 - Final Drive, Differential

Technical information should always be available to the foremen and mechanics, because their
careful and constant adherence to the instructions is essential to ensure vehicle road-worthiness and
safety. In addition, the normal basic safety precautions for working on motor vehicles must, as a
matter of course, be observed.
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00 – General, Technical Data
1 Safety Precautions
(Edition 03.2015)
⇒ “1.1 General Safety Precautions”, page 1
⇒ “1.2 Start/Stop System Safety Precautions”, page 1
⇒ “1.3 Towing Notes”, page 2
⇒ “1.4 Road Test with Testing Equipment Safety Precautions”,
page 2

1.1 General Safety Precautions
Observe the Following to Avoid Personal Injury and Vehicle Dam‐
age:

WARNING

There is a risk of injury and accident from accidentally engag‐
ing a gear when the engine is running.
♦ Move the selector lever into “P” and set the parking brake

before working on a running engine.

To Prevent Personal Injury and Damage to Electrical and Elec‐
tronic Components. Note the Following:
♦ Connect and disconnect test equipment only when the ignition

is off.

Caution

There is a risk of destroying the electronic components when
disconnecting the battery.
♦ Complete the steps for disconnecting the battery.
♦ Always turn off the ignition before disconnecting the bat‐

tery.

– Disconnect the battery. Refer to ⇒  Electrical Equipment; Rep.
Gr.  27 ; Battery; Battery, Disconnecting and Connecting .

1.2 Start/Stop System Safety Precautions
When Working on Vehicles with Start/Stop, Note the Following:

WARNING

There is a risk of injury if the engine starts automatically in ve‐
hicles with the Start/Stop System.
♦ For vehicles with an activated Start/Stop System (recog‐

nizable from a notification in the instrument cluster), the
motor can be started automatically if needed.

♦ Always make sure the Start/Stop System is disabled when
working on the vehicle (turn off ignition, if needed, turn the
ignition back on).
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1.3 Towing Notes

Caution

Risk of destroying the transmission.
♦ When towing the vehicle, the selector lever must be in “N”

and the vehicle must not be towed further than 50 km (31
miles) and not faster than 50 km/h (31 mph).

Note

The engine cannot be tow started, for example, if the battery is
too weak or if the starter is not working.

1.4 Road Test with Testing Equipment
Safety Precautions

If Testers and Measuring Equipment Must Be Used During a Test
Drive, Follow the Points Below:

WARNING

Distraction and testing equipment that is not secured properly
can cause accidents.
The front passenger airbag could pose a risk if it deploys in a
collision.
• Operating testing equipment while driving is a distraction.
• There is an increased risk of personal injury from unse‐

cured testing equipment.
♦ Always secure testing equipment on the rear seat using a

strap and have a second person in the rear seat operate
it.

Observe the Following to Prevent Personal Injury and Damage to
the Electrical/Electronic Components:
♦ Connect and disconnect test equipment only when the ignition

is off.

Caution

There is a risk of destroying the electronic components when
disconnecting the battery.
♦ Complete the steps for disconnecting the battery.
♦ Always turn off the ignition before disconnecting the bat‐

tery.

– Disconnect the battery. Refer to ⇒  Electrical Equipment; Rep.
Gr.  27 ; Battery; Battery, Disconnecting and Connecting .

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

2     Rep. Gr.00 - General, Technical Data



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

2 Identification
⇒ “2.1 Transmission Identification”, page 3

2.1 Transmission Identification
⇒ “2.1.1 Identification on Transmission”, page 3
⇒ “2.1.2 Transmission Code Letters, Reading”, page 4

2.1.1 Identification on Transmission
Example -arrow-

GKF - Transmission Code
10.05.2 - May 10, 2002
14 - Plant Code
14 15 - Time
001 - Serial Number

The transmission code is also listed on the vehicle data plate.
If the vehicle data label is not available, a different transmission
was accidentally installed or there is no definite way to identify the
installed transmission then:
Read the code directly off the transmission. Refer to
⇒ “2.1.2 Transmission Code Letters, Reading”, page 4 .
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2.1.2 Transmission Code Letters, Reading
The transmission code letters are on the transmission at least in
two different locations.
One is located on the transmission near the selector lever cable
-arrows-.
If it is not legible or if it is upside down, then it is also possible to
read the transmission code under the transmission bracket.

To read the transmission code letters under the console directly
from the transmission, the engine and transmission must be sup‐
ported. The left subframe mount bracket -A- must be removed.
Lower the engine/transmission just enough until it is possible to
slide the bracket toward the rear. Do not lower any further other‐
wise the pendulum support will get damaged. After being assem‐
bled, the selector lever cable must be adjusted. Refer to
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73 .
Remove the Transmission Bracket
– Remove the air filter housing.

– Remove the battery and the battery tray. Refer to ⇒  Electrical
Equipment; Rep. Gr.  27 ; Battery; Battery, Removing and In‐
stalling .

– Mount the Engine Support Bridge - 10-222A- and support en‐
gine/transmission. Do not lift up yet.

– Remove the bolts -1 and 2- from the bracket -A-.
The bolts must be replaced.
– Then lower the engine/transmission using the spindles from

the Engine Support Bridge - 10-222A- until the transmission
bracket can be removed.

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015
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In most cases two turns on the spindle are enough to remove the
bracket in direction of -arrow-.

Note

Installation is performed in reverse order of removal.

– Make sure to follow all instructions.
– Replace all the bolts from the left subframe mount.
– First install all new bolts by hand.
– How to install the transmission bracket on the transmission.

Refer to ⇒ “5 Subframe Mount”, page 86 .
– After installing the bracket, always adjust the selector lever

cable. Refer to
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73 .

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
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3 Repair Information
⇒ “3.1 General Repair Information”, page 6
⇒ “3.2 Seals, Sealing Rings”, page 7
⇒ “3.3 Bolts and Nuts”, page 7

3.1 General Repair Information
Carefulness, cleanliness and the correct tools are required for
transmission repairs to be successful. The usual basic safety pre‐
cautions also apply when carrying out vehicle repairs.
General information that applies to various different repair proce‐
dures is listed here instead of repeating it multiple times through‐
out the manual. The notes apply to this repair manual.
Guided Fault Finding, OBD and Test Instruments
♦ Determine the cause of the malfunction as accurately as pos‐

sible via Guided Fault Finding , OBD  and Test Instru-
ments  before starting any repairs on the transmission using
the Vehicle Diagnostic Tester .

Transmission
Always make sure that no dirt enters an open transmission. Dirt
entering can cause the transmission to malfunction especially if
the DSG Transmission Mechatronic - J743- and/or the oil pump
are open.
♦ Do not run the engine and do not tow the vehicle if the trans‐

mission cover is removed or if there is no transmission fluid
inside the transmission.

♦ Always clean the connection points and the area around them
first, and then loosen them.

♦ When installing the transmission, make sure the centering
sleeves are seated correctly between the engine and the
transmission.

♦ Place removed parts on a clean surface and cover them so
that they do not become dirty. Use film and paper. Only use
lint-free cloths.

♦ Only install clean components. Install replacement parts im‐
mediately after removing them from their packaging.

Fasteners
♦ Do not overstretch the circlips.
♦ Replace damaged or stretched circlips.
♦ The circlips must fit completely inside the groove.

DSG® Transmission Fluid
The oil quality is of vital importance for transmission function.
Shake before opening.
Do not mix additives into the oil. Do not fill with a different fluid.
The drained transmission fluid must not be used again.

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
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Fluid Drain and Check Plug
A plastic overflow tube is located behind this bolt -arrow- (with 8
mm hex socket head). Its length determines the oil level in the
transmission.

3.2 Seals, Sealing Rings
♦ Replace the O-rings, seals and gaskets.
♦ After removing seal rings and seals, always inspect the con‐

tact surfaces at housing or shaft for burrs resulting from re‐
moval, or for other signs of damage.

♦ Before installing the seal rings, lightly oil the outer circumfer‐
ence and fill the space between the sealing lips -arrow- half‐
way with Grease - G 052 128 A1- .

♦ The open side of the seals point toward the fluid to be sealed
in.

♦ Only use DSG® transmission fluid. Other lubricants cause
malfunctions.

♦ After replacing the seals, O-rings and sealing rings, check the
transmission fluid level and fill if necessary. Refer to
⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .

3.3 Bolts and Nuts
♦ Loosen or tighten bolts and nuts on the covers or housings

diagonally.
♦ The tightening specifications stated apply to non-oiled nuts

and bolts.
♦ Use a wire brush to clean the threads of bolts that were in‐

stalled with locking compound. Install the bolts with Locking
Fluid - AMV 185 101 A1- .

♦ Clean the threaded holes for the self-locking bolts or for the
bolts coated with locking fluid. Otherwise there is a risk that
the bolts will shear the next time they are removed.

♦ Always replace self-locking nuts and bolts.

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
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4 Technical Data
⇒ “4.1 Capacities”, page 8
⇒ “4.2 Transmission/Engine Allocation”, page 8
⇒ “4.3 Gear Ratio Calculation”, page 8

4.1 Capacities
– Refer to ⇒ Maintenance ; Booklet  36.1
– Check transmission fluid level. Refer to

⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .
– Transmission fluid, draining and filling. Refer to

⇒ “10.2 Transmission Fluid, Draining and Filling”, page 104 .
– Check the gear oil level. Refer to

⇒ “2.10 Axle Oil in Bevel Box, Installing”, page 49 .
– Fill with gear oil. Refer to

⇒ “2.11 Gear Oil in Bevel Box, Filling”, page 50 .

Caution

There is a risk of damaging the transmission.
♦ Only the transmission fluid available as a replacement part

may be used in the 6-gear DSG® transmission 0D9. Refer
to the Parts Catalog.

♦ Only the gear oil available as a replacement part may be
used in the bevel box. Refer to the Parts Catalog.

♦ Using other fluids can cause malfunctions or transmission
failure.

♦ Under filling or overfilling both fluid systems will impair the
function of the transmission.

4.2 Transmission/Engine Allocation
Always use the transmission code letters if a repair requires Orig‐
inal Parts.

DSG® Transmission 0D9 »AWD«
Codes PUR QSP   
Engine 2.0L TFSI 221 kW 2.0L TSI 215 kW   

4.3 Gear Ratio Calculation
Example
 6th Gear Final Drive
Drive gear ZG1 = 44 ZA1 = 17
Driven gear ZG2 = 35 ZA2 = 71

i = Z2 : Z1 (Z1 = number of teeth drive gear, Z2 = number of teeth
driven gear)
iG = gear ratio = ZG2 : ZG1 = 35 : 44 = 0.795

iA = axle ratio = ZA2 : ZA1 = 71 : 17 = 4.176

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
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itotal = total ratio = iG x iA = 0.795 x 4.176 = 3.320
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5 Electrical Components
⇒ “5.1 Component Location Overview - Transmission Control
Module”, page 10

5.1 Component Location Overview - Transmission Control Module

1 - DSG Transmission Mecha‐
tronic - J743-

❑ Fastened to the front of
the transmission hous‐
ing.

❑ Removing and instal‐
ling. Refer to
⇒ “1.3 Mechatronic, Re‐
moving and Installing”,
page 29 .

2 - Selector Lever - E313-
❑ With Selector Lever

Sensor System Control
Module - J587- , Shift
Lock Solenoid - N110-
and Selector Lever Park
Position Lock Switch -
F319- .

❑ The components are in‐
tegrated in the circuit
board for the shift mech‐
anism function unit and
cannot be replaced indi‐
vidually.

❑ Checking. Refer to the
Vehicle Diagnostic
Tester .

❑ Gearshift mechanism,
removing and installing.
Refer to
⇒ “3.5 Selector Mecha‐
nism, Removing and In‐
stalling”, page 62 .

3 - Transmission

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015
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30 – Clutch
1 Clutch
⇒ “1.1 Overview - Dual Clutch”, page 11
⇒ “1.2 Clutch End Cover, Removing and Installing”, page 13
⇒ “1.3 Dual Clutch, Removing”, page 17
⇒ “1.4 Dual Clutch, Installing”, page 19

1.1 Overview - Dual Clutch
Short Description
♦ The clutch has two disc packs. The outer, larger disc pack is

called “K 1 (clutch 1)”. The “K 1” shifts reverse gear and »1st«,
»3rd« and »5th« gears. The inner, smaller “K 2” (clutch 2)
shifts the gears »2«, »4« and »6«.

♦ Assembling the DSG® clutch requires special care, because
all of the components were balanced to each other at the
manufacturer. If the parts are rotated from their original posi‐
tion during assembly, imbalances will occur, reducing the shift
comfort and the life span.

Replacement Part Package

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
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1 - DSG® Clutch and Locking
Ring

Caution
♦The drive plate (upper
part of the DSG® clutch)
of a new clutch is not se‐
cured with the circlip, it
only sits taut in the clutch.
♦The drive plate must be
engaged between the
teeth of the exterior
clutch pack.
♦If the drive plate is loos‐
ened, clutch discs in the
DSG® clutch can slip out
of place. The DSG®
clutch may not be cor‐
rectly set during installa‐
tion under certain circum‐
stances.

2 - Circlip
❑ When installing the

clutch, the thickness of
the circlip must be de‐
termined. Refer to
⇒ page 21 .

❑ Quantity: 10, with vari‐
ous thicknesses for ad‐
justing

3 - Clutch End Cover
4 - Clutch End Cover Circlip

Individual Parts of the Disassembled DSG® Clutch

Caution

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

12     Rep. Gr.30 - Clutch



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

1 - DSG® Clutch/Clutch Hous‐
ing

❑ Outer clutch pack carri‐
er

2 - Seals
❑ Quantity: 4

3 - Inner Clutch Pack Carrier
❑ Do not remove

Caution
Do not lift or remove the
inner clutch pack carrier,
under any circumstan‐
ces. The clutch discs
could rotate themselves.

4 - Outer Discs
❑ Quantity: 4

5 - Inner Discs
❑ Quantity: 4

6 - Thrust Washer
7 - Circlip

❑ In the event the circlip
was removed in order to
reinsert discs, it should
be replaced with a new
ring of the same thick‐
ness.

8 - Circlip
❑ Reset after installing a

new clutch thickness.
Refer to ⇒ page 21

9 - Drive Plate
10 - Circlip

❑ Replacing

1.2 Clutch End Cover, Removing and Instal‐
ling

Special tools and workshop equipment required
♦ Clutch Cover Plate Guide Sleeve - T10302-

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
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Short Description
The cover seals the transmission toward the outside. It is held in
place by a circlip. Remove the locking ring and pry out the cover.
Always replace the cover and the locking ring. Never use a ham‐
mer to install the cover and never lubricate the center seal or
touch it. If this should occur, the cover will certainly leak!
To remove and install the cover, the transmission must be se‐
cured in a vertical position on the assembly stand. Refer to
⇒ “8 Securing on Engine and Transmission Holder”, page 93 .
Removing
– Drain the transmission fluid. Refer to

⇒ “10.2 Transmission Fluid, Draining and Filling”, page 104 .
– Remove the transmission. Refer to

⇒ “4.1 Transmission, Removing”, page 77 .
– Secure the transmission on the assembly stand. Refer to

⇒ “6 Transmission, Transporting”, page 89 .
– If necessary change the transmission fluid filter. Refer to

⇒ “9.4 Transmission Fluid Filter, Removing and Installing”,
page 99 .

– Pry out and remove the locking ring -2- for the clutch cover
with a screwdriver -1- in direction of -arrow-.

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
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– Lift the clutch cover -2- through the opening in the starter with
a screwdriver -1- or a pry bar in direction of -arrow- and then
remove it.

Note

The cover that was removed cannot be installed again.

Installing

Install in reverse order of removal. Note the following:

Caution

Always replace the cover and the locking ring. Never use a
hammer to install the cover and never lubricate the center seal
or touch it. Leaks will develop.

– Only hold the cover as illustrated.
Note the Following Before Installing the Cover
The new cover must not have any oil in the around the center seal
and it must be dry.

– If necessary, clean the sealing surface on the drive plate
-arrow- thoroughly.

Do not apply adhesive to inside of cover.
– If there is, carefully remove the sticker.
Only coat outer edge of seal with oil.

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
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– Clean the Clutch Cover Plate Guide Sleeve - T10302- before
using, and do not use any scratched sleeves

– Place the sleeve on a level surface.
Center seal on new cover must now be pre-formed:

– Guide the cover horizontally and evenly over the whole sleeve.
This bring the sealing lip into its installed position.

– Remove the sleeve upward out of the cover and place it on the
end of the clutch shaft.

– Guide the cover horizontally over the sleeve and press it even‐
ly onto its seat.

Caution

The clutch end cover may not be exposed to direct hammer
hits. If the cover is hit in any way, leakage will definitely occur.

The cover can be pried out of its seat using a screwdriver to install
the new locking clip.
– Install the new circlip.
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– Only remove bushing once circlip is installed.
– Install the transmission. Refer to

⇒ “4.2 Transmission, Installing”, page 82 .
– Fill with transmission fluid. Refer to

⇒ “10.2 Transmission Fluid, Draining and Filling”, page 104 .

WARNING

Do not start the engine if there is no transmission fluid in the
transmission.

– After installing the transmission, perform the basic set-
ting  using the Guided Functions . Refer to Vehicle Diag‐
nostic Tester .

1.3 Dual Clutch, Removing
Short Description
• Adjust the clutch axial play when installing.
• Secure the transmission to the assembly stand so that it is

vertical when removing and installing the clutch. Refer to
⇒ “8 Securing on Engine and Transmission Holder”,
page 93 . This is the only position in which the clutch axial
play can later be adjusted without complications.

• The large lamella carrier is inserted in all clutch discs in the
clutch. The large lamella carrier must not slipped out of the
lowest clutch disc.

• Oil pump shaft is removed.
• Do not install any wavy circlips
Removing
– Remove the clutch end cover. Refer to

⇒ “1.2 Clutch End Cover, Removing and Installing”, page 13 .
– Remove the locking ring -2- from the drive plate with a screw‐

driver -1- in direction of -arrow- and dispose of it.
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Important! Installed Position of the Drive Plate
– Verify that the protruding tab -arrow- of the drive plate is posi‐

tioned between the color-marked teeth of the outer clutch pack
carrier.

If no marking is available:
– Mark the location of the tab to the outer clutch pack carrier

circumference with a waterproof marker as shown in the illus‐
tration.

• When installing, the drive plate tab must be placed back on
this marked location.

– Remove the drive plate in direction of -arrows-.

– Remove the locking ring -arrow- and dispose of it.

Note

This circlip must be replaced and re-measured during installation.

Caution

Carefully remove the DSG® clutch. Pay attention that the com‐
ponents do not fall out. Never rotate the clutch under any
circumstances!

– Remove the DSG® clutch.
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– Remove the pump shaft -A-.
– The pump shaft will first be used after the installation of the

new clutch. Lay the shaft down until then.
– Install the dual clutch. Refer to

⇒ “1.4 Dual Clutch, Installing”, page 19 .

1.4 Dual Clutch, Installing
Special tools and workshop equipment required
♦ Clutch Retaining Bar - T10303-

Caution

♦ The drive plate of a new clutch is not secured with a circlip.
It only sits taut in the clutch.

♦ Thus, press the drive plate into the outer clutch pack car‐
rier with both thumbs during the following steps.

♦ The drive plate must be engaged between the teeth of the
exterior clutch pack.

♦ If drive plate is loosened, the clutch discs in the DSG®

clutch can slip out of place and the DSG® clutch may not
be correctly set during installation under certain circum‐
stances.

Installing
Install in reverse order of removal. Note the following:
– Take the DSG® clutch out of the packaging by pressing the

drive plate into the outer clutch pack carrier with both thumbs.
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– Check the bottom side of the multi-plate clutch to see if the 4
hub sealing rings are seated correctly. Engage the seals in
one another if necessary.

• The ends of the rings should not stand over one another.
– Turn the rings one time. They must move freely and must not

stick.

Important! Installed Position of the Drive Plate
– Verify that the protruding tab -arrow- of the drive plate is posi‐

tioned between the color-marked teeth of the outer clutch pack
carrier.

If no marking is available:
– Mark the location of the tab to the outer clutch pack carrier

circumference with a waterproof marker as shown in the illus‐
tration.

• When installing, the drive plate tab must be placed back on
this marked location.

– Insert the Clutch Retaining Bar - T10303- in the positions on
the clutch cover as shown in the illustration.

– Set the DSG® clutch using rotating and hub movements into
the clutch housing, but do not let it fall in. Press the drive plate
into the outer clutch pack carrier with both thumbs in direction
of -arrows- to install.
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• A second technician should hold the Clutch Retaining Bar -
T10303- .

Note

♦ Retaining pin remains there until clutch end cover is installed.
♦ The dual clutch must not be turned any more now, otherwise

the Clutch Retaining Bar - T10303- could be twisted in its po‐
sition.

– Remove the drive plate from the installed clutch in direction of
-arrows-, if necessary, use a screwdriver to carefully pry it out
of the teeth of the outer clutch pack carrier.

– Move the drive plate to the side.

Caution

Do not remove or lift the inner clutch pack carrier, under any
circumstances. The clutch discs could rotate themselves.

Identify the Locking Ring for the DSG® Clutch
– Select the 2 mm thick ring from the circlips delivered and install

it -arrow-.

Note

This circlip is temporary installed for the measurement of the axial
play.

First Measurement
• The Clutch Retaining Bar - T10303- remains in its position.
– Install the Dial Gauge Holder - VW387- on the transmission

flange.

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

1. Clutch    21



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

– Place the dial gauge button on the input shaft.
– Adjust the dial gauge pretension to »0«.
– Raise the clutch up as far as the stop and note the measure‐

ment
Second Measurement
• The Clutch Retaining Bar - T10303- remains in its position.

– Place the gauge button on the hub of the large clutch pack
carrier.

• The tip of the dial may not be placed on the circlip.
– Adjust dial gauge pretension again to »0«.
– Raise the clutch up as far as the stop again and note this

measurement as well
Now the Calculation Will Be Made to Determine Which of the Re‐
maining Nine Circlets Will Be Finally Installed:
The new circlip will be determined according to the following for‐
mula:

2. Measurement – 1. Measurement + 1.85 mm = Thickness of
the circlip to be installed.

– Write down the result.
The remaining nine circlips are staggered in 0.1 mm increments.
– Measure all the circlips and determine the one that is the clos‐

est match to the result

Determined Measurement for
the New Circlip

New Circlip

2.27 mm 2.3 mm
2.24 mm 2.2 mm

– Remove the 2 mm circlip and replace it with the circlip that was
measured.

– Dispose of all other rings remaining and the 2 millimeter thick
ring.

Note

Circlips must only be installed one time.
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– Insert the pump shaft.

Note

The pump shaft must be slightly lifted and rotated -arrow- in order
for it to completely slide into the splines.

– Insert the drive plate into the DSG® clutch.
• The protruding tab of the drive plate must be positioned be‐

tween the color-marked teeth of the outer clutch pack carrier.
Make note of markings that have been changed retrospec‐
tively.

– Install the new drive plate locking ring.
• The circlip must be installed so that the tab of the drive plate

-arrow- and the color-marked teeth of the outer clutch pack
carrier are positioned between both ends of the circlip.

• The circlip must be completely engaged.
– Check the exact installation position of the locking ring and

that the locking ring is engaged using a screwdriver.
– Now remove the Clutch Retaining Bar - T10303- between the

DSG® clutch and the housing.
– Install the clutch end cover. Refer to

⇒ “1.2 Clutch End Cover, Removing and Installing”, page 13 .
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2 Special Tools
Special tools and workshop equipment required
♦ Clutch Cover Plate Guide Sleeve - T10302-

♦ Clutch Retaining Bar - T10303-
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34 – Controls, Housing
1 Mechatronic
⇒ “1.1 Overview - Mechatronic”, page 25
⇒ “1.2 Oil Pan, Removing and Installing”, page 27
⇒ “1.3 Mechatronic, Removing and Installing”, page 29

1.1 Overview - Mechatronic

1 - Fluid Drain and Check Plug
❑ 45 Nm
❑ There is an overflow

pipe with a 8 mm inner
hex behind this bolt
-item 3-
⇒ Item 3 (page 25)

❑ Drain the transmission
fluid via the drain- and
check plug and re‐
moved overflow pipe.

2 - Seal
❑ Always replace after re‐

moving
3 - Overflow Pipe

❑ 3 Nm
❑ Plastic
❑ To drain the transmis‐

sion fluid, remove the
drain and check plug
-item 1-
⇒ Item 1 (page 25) and
remove the overflow
pipe.

❑ The length of the over‐
flow pipe determines the
fluid level inside the
transmission.

❑ Allocation. Refer to the
Parts Catalog.

4 - Bolt
❑ Tightening specification

and sequence. Refer to
⇒ Fig. ““Tightening
Specification and Se‐
quence DSG Transmission Mechatronic -J743- .”“ , page 27 .

❑ Always replace after removing
❑ Quantity 10

5 - Oil Pan
❑ Removing and installing. Refer to ⇒ “1.2 Oil Pan, Removing and Installing”, page 27 .

6 - Bolt
❑ Quantity: 5
❑ Always replace after removing
❑ Tightening specification and sequence. Refer to

⇒ Fig. ““Tightening Specification and Tightening Sequence of the Oil Pan -A-.”“ , page 26 .
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7 - Seal
❑ Always replace after removing

8 - DSG Transmission Mechatronic - J743-
❑ With O-rings on connector
❑ Always replace the O-ring after removing.
❑ Removing and installing. Refer to ⇒ “1.3 Mechatronic, Removing and Installing”, page 29 .

9 - Bleed Cap
❑ Placed on bleed pipe

10 - Bleed Pipe
❑ Pressed into transmission
❑ Always replace after removing

11 - Transmission Oil Pump
❑ Insert with new seal
❑ Removing and installing. Refer to

⇒ “9.3 Transmission Fluid Pump, Removing and Installing”, page 98 .
12 - Transmission Oil Pump Cover

❑ With seal
❑ Always replace after removing
❑ Removing and installing. Refer to

⇒ “9.2 Transmission Fluid Pump Cover, Removing and Installing”, page 96 .
13 - Bolt

❑ Quantity: 4
❑ Always replace after removing
❑ Tightening specification and sequence. Refer to

⇒ Fig. ““Tightening Specification and Sequence of the Transmission Fluid Pump Cover -A-.”“ ,
page 27 .

14 - Bolt
❑ Quantity: 4
❑ Different versions. For the correct allocation. Refer to the Vehicle Diagnostic Tester .
❑ Always replace after removing
❑ There are different bolts for the transmission fluid pump. Refer to. Refer to ⇒ page 99

15 - Seal
❑ Always replace after removing

Tightening Specification and Tightening Sequence of the Oil Pan
-A-.
– Tighten the bolts -arrows- diagonally and in steps.
Tightening Specifications

Component Tightening Specification
Oil pan bolt In steps to 16 Nm.
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Tightening Specification and Sequence DSG Transmission Me‐
chatronic - J743- .

Note

Always replace bolts that were tightened with an additional turn.

– Tighten the bolts in steps in the sequence shown:
Tightening Specifications

Component Tightening Specification
Mechatronic bolts -1 to 10-. All bolts with 5 Nm, then

all bolts 90° additional
turn

Tightening Specification and Sequence of the Transmission Fluid
Pump Cover -A-.
– Tighten the bolts -arrows- diagonally and in steps.
Tightening Specifications

Component Tightening Specification
Transmission oil pump cover In steps to 8 Nm.

1.2 Oil Pan, Removing and Installing
Special tools and workshop equipment required
♦ Used Oil Collection and Extraction Unit - SMN372500-
Removing

Caution

There is a risk of damaging the transmission.
♦ Do not run engine with transmission fluid pan removed or

without transmission fluid. Do not tow the vehicle.

Note

Follow the general repair instructions. Refer to
⇒ “3.1 General Repair Information”, page 6 .

– Move the selector lever into “P”.
– Remove the noise insulation. Refer to ⇒  Body Exterior; Rep.

Gr.  66 ; Noise Insulation; Overview - Noise Insulation .
– Drain the transmission fluid. Refer to

⇒ “10.2 Transmission Fluid, Draining and Filling”, page 104 .
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Caution

There is a risk of destroying the Mechatronic with static elec‐
tricity.
♦ Do not touch contacts in the Mechatronic connector with

hands.

– To discharge any static electricity, touch vehicle ground with
hand (without wearing a glove).

– Disconnect the connector -1- for the DSG Transmission Me‐
chatronic - J743- . To do so turn the twist lock counter-clock‐
wise in direction of -arrow-.

– Remove the hose clamps -1 and 2-.
– Remove the air guide hose.
– Tie up the coolant hoses from the auxiliary cooler.

– Remove the wire and bracket from the front oil pan -arrows-.
– Route the wires near the oil pan upward and tie them secure.
– Place the Used Oil Collection and Extraction Unit -

SMN372500- under the transmission near the oil pan.

Caution

Gear oil will leak out of the cover when the bolts are removed.
There is a risk of burns from the hot transmission fluid.
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– Loosen the bolts -arrows- diagonally.
– Remove the oil pan -A- with the oil pan gasket. While doing so

drain the ATF remaining in the oil pan in the Used Oil Collec‐
tion and Extraction Unit - SMN372500- .

Note

Always replace the bolts on the oil pan.

Installing

Install in reverse order of removal. Note the following:

Note

♦ Replace the oil pan seals and bolts.
♦ Replace the O-rings -arrows- on the DSG Transmission Me‐

chatronic - J743- connector.

– Clean any oil or grease off the sealing surfaces.
– Coat the O-rings on the DSG Transmission Mechatronic -

J743- connector with transmission fluid.
– Fill with transmission fluid. Refer to

⇒ “10.2 Transmission Fluid, Draining and Filling”, page 104 .
Tightening Specifications
♦ Refer to ⇒ “1.1 Overview - Mechatronic”, page 25
♦ Refer to

⇒ “4.3 Transmission Tightening Specifications”, page 85 .

1.3 Mechatronic, Removing and Installing
Special tools and workshop equipment required
♦ Used Oil Collection and Extraction Unit - SMN372500-
♦ Tools without illustration:
♦ Torque Wrench 1331 5-50Nm - VAG1331-
Removing
Always make sure that no dirt enters an open transmission.
Dirt entering can cause a transmission malfunction especially with
open Direct Shift Gearbox (DSG®) Mechatronic and/or oil pump.
The Mechatronic can get stuck on the alignment pins when the
transmission is very warm. Let the transmission cold down.
– Move the selector lever into “P”.
– Remove the noise insulation. Refer to ⇒  Body Exterior; Rep.

Gr.  66 ; Noise Insulation; Overview - Noise Insulation .
– Remove the lower left front wheel housing liner. Refer to ⇒ 

Body Exterior; Rep. Gr.  66 ; Wheel Housing Liner; Front
Wheel Housing Liner, Removing and Installing .

– Drain the transmission fluid. Refer to
⇒ “10.2 Transmission Fluid, Draining and Filling”, page 104 .
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– Remove the fan shroud. Refer to ⇒  Rep. Gr.  19 ; Radiator/
Radiator Fan; Fan Shroud, Removing and Installing .

– Remove the radiator. Refer to ⇒  Rep. Gr.  19 ; Radiator/Ra‐
diator Fan; Radiator, Removing and Installing .

Caution

There is a risk of destroying the mechatronic with static elec‐
tricity.
♦ Do not touch contacts in the Mechatronic connector with

hands.

– To discharge any static electricity, touch vehicle ground with
hand (without wearing a glove).

– Disconnect the connector -1- for the DSG Transmission Me‐
chatronic - J743- . To do so turn the twist lock counter-clock‐
wise in direction of -arrow-.

– Remove the hose clamps -1 and 2-.
– Remove the air guide hose.
– Tie up the coolant hoses from the auxiliary cooler.

– Remove the wire and bracket from the front oil pan -arrows-.
– Route the wires near the oil pan upward and tie them secure.
– Place the Used Oil Collection and Extraction Unit -

SMN372500- under the transmission near the oil pan.

Caution

Gear oil will leak out of the cover when the bolts are removed.
There is a risk of burns from the hot transmission fluid.
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– Loosen the bolts -arrows- diagonally.
– Remove the oil pan -A- with the oil pan gasket. While doing so

drain the ATF remaining in the oil pan in the Used Oil Collec‐
tion and Extraction Unit - SMN372500- .

Note

Always replace the bolts on the oil pan.

– If necessary change the transmission fluid filter. Refer to
⇒ “9.4 Transmission Fluid Filter, Removing and Installing”,
page 99 .

– Remove the bolts -arrows- from the oil pump cover and re‐
move the cover -A-.

Caution

There is a risk of destroying the Mechatronic.
♦ If the transmission fluid pump cover is not removed, the

long sensor arm will be damaged when removing the Me‐
chatronic.

Note

Always replace the cover and the oil pump bolts.

– Loosen and remove the bolts in the following sequence:
-1 to 10-.

– To discharge any static electricity, touch vehicle ground with
hand (without wearing a glove).

Caution

There is a risk of damaging the DSG Transmission Mecha‐
tronic - J743- with electrostatic electricity.
♦ Do not touch the contacts in the connector on the DSG

Transmission Mechatronic - J743- .
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– Carefully pull the Mechatronic out of the transmission housing
until the long sensor arm is no longer located within the trans‐
mission housing.

When working with the Mechatronic, be especially careful of the
long sensor arm.
– Carefully move the DSG Transmission Mechatronic - J743-

downward.

Store Mechatronic Properly

Caution

Never lift the Mechatronic by the sensor arm and never let it
rest on the arm.
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The Mechatronic Unit Must Be Replaced if the Sensor Arm Is
Damaged.
Installing
Install in reverse order of removal. Note the following:

Note

♦ Replace the bolts that were tightened with an additional turn.
♦ Replace the transmission fluid pump cover.
♦ Replace the O-rings -arrows- on the DSG Transmission Me‐

chatronic - J743- connector.
♦ If DSG Transmission Mechatronic - J743- is replaced, O-rings

are contained in replacement part delivery package.

Note

♦ The DSG Transmission Mechatronic - J743- and the trans‐
mission must be the same temperature. The alignment pins
will not clamp during installation.

♦ Do not pinch line.

– Carefully install the DSG Transmission Mechatronic - J743-
into the transmission.
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– Make sure the Mechatronic touches correctly before installing
the bolts.
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– Tighten the new bolts -1 through 10- hand-tight.
– Tighten the DSG Transmission Mechatronic - J743- bolts. Re‐

fer to
⇒ Fig. ““Tightening Specification and Sequence DSG Trans‐
mission Mechatronic -J743- .”“ , page 27 .

– Install the oil pan. Refer to
⇒ “1.2 Oil Pan, Removing and Installing”, page 27 .

– Install the transmission fluid pump cover. Refer to
⇒ “9.2 Transmission Fluid Pump Cover, Removing and Instal‐
ling”, page 96 .

Caution

There is a risk of damaging the engine by overheating.
♦ Since the coolant was drained, only fill up the transmission

fluid and do not start the engine yet.
♦ First start the motor when the coolant is filled for the map-

controlled engine cooling.

Note

If the transmission fluid is dirty, change it.

– Fill with transmission fluid. Refer to
⇒ “10.2 Transmission Fluid, Draining and Filling”, page 104 .

– Check transmission fluid level. Refer to
⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .

– Perform a basic setting. Refer to Vehicle Diagnostic Tester .
Tightening Specifications
♦ Refer to ⇒ “1.1 Overview - Mechatronic”, page 25
♦ Refer to

⇒ “4.3 Transmission Tightening Specifications”, page 85 .
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2 Bevel Box
⇒ “2.1 Overview - Flange Shafts and Seals on Bevel Box”,
page 36
⇒ “2.2 Bevel Box, Removing”, page 38
⇒ “2.3 Bevel Box, Installing”, page 40
⇒ “2.4 Right Seal, Replacing, for Flange Shaft on the Bevel Box”,
page 41
⇒ “2.5 Seal, Replacing, between the Transmission and Bevel Box,
on Bevel Box”, page 42
⇒ “2.6 Seal, Replacing for Driveshaft Output Flange on Bevel
Box”, page 43
⇒ “2.7 Right Flange Shaft, Removing and Installing”, page 46
⇒ “2.8 Flange Shaft, Disassembling and Assembling”,
page 47
⇒ “2.9 Right Flange Shaft Needle Bearing (Polygon Bearing), Re‐
moving and Installing”, page 49
⇒ “2.10 Axle Oil in Bevel Box, Installing”, page 49
⇒ “2.11 Gear Oil in Bevel Box, Filling”, page 50

2.1 Overview - Flange Shafts and Seals on Bevel Box
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1 - Nut
❑ 480 Nm
❑ Replace after removing

2 - Bevel Box Output Flange
3 - Output Flange Cover Cap

❑ Only replace if damaged
4 - Seal

❑ Replacing. Refer to
⇒ “2.6 Seal, Replacing
for Driveshaft Output
Flange on Bevel Box”,
page 43 .

5 - Seal
❑ Replacing. Refer to

⇒ “1.2 Left Flange Shaft
Seal on Transmission”,
page 120 .

6 - Bevel Box
❑ Removing and instal‐

ling. Refer to
⇒ “2 Bevel Box”,
page 36 .

7 - Oil Drain Plug
❑ M20 bolt; 60 Nm
❑ M10 x 1 bolt; 15 Nm
❑ Replace after removal.

Refer to the Parts Cata‐
log.

❑ For bevel box
8 - Seal

❑ Replace. Refer to
⇒ “1.3 Right Seal be‐
tween Transmission and Bevel Box on Transmission, Replacing, AWD”, page 122 .

9 - Fill and Check Plug
❑ 15 Nm
❑ Replace after removing
❑ For bevel box

10 - Bolt
❑ 40 Nm + 45° additional turn
❑ Replace after removing
❑ Bevel box to transmission

11 - Bleed Pipe
12 - Bleed Cap
13 - Bolt

❑ 30 Nm
❑ Replace after removing
❑ Do not remove the bolts on both sides at the same time.

14 - Right Flange Shaft
❑ Removing and installing. Refer to ⇒ “2.7 Right Flange Shaft, Removing and Installing”, page 46 .

15 - Seal
❑ Always replace after removing the right flange shaft
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16 - Bearings
❑ The needle bearings (polygon bearings) are difficult to move when the flange shaft is removed. Difficulty

in movement is not an indication of faulty bearings. A test for noisy bearings can only be performed with
the bearings installed.

❑ Check for damage to the bearing, for example, cracks on the outer race, and replace if necessary
❑ Replacing. Refer to

⇒ “2.9 Right Flange Shaft Needle Bearing (Polygon Bearing), Removing and Installing”, page 49 .
17 - Bearings

❑ The needle bearings (polygon bearings) are difficult to move when the flange shaft is removed. Difficulty
in movement is not an indication of faulty bearings. A test for noisy bearings can only be performed with
the bearings installed.

❑ Check for damage to the bearing, for example, cracks on the outer race, and replace if necessary
❑ Replace. Refer to

⇒ “2.9 Right Flange Shaft Needle Bearing (Polygon Bearing), Removing and Installing”, page 49 .
18 - Circlip

❑ Replace after removing

2.2 Bevel Box, Removing
Special tools and workshop equipment required
♦ Used Oil Collection and Extraction Unit - SMN372500-
♦ Socket And Extended Bit - T10107-
Removing
– Remove the noise insulation. Refer to ⇒  Body Exterior; Rep.

Gr.  66 ; Noise Insulation .
– Remove the front exhaust pipe and catalytic converter. Refer

to ⇒  Rep. Gr.  26 .
– Remove the subframe and steering gear. Refer to ⇒  Suspen‐

sion, Wheels, Steering; Rep. Gr.  40 ; Subframe; Subframe
without Steering Gear, Removing and Installing .

– Remove the heat shield above the right drive axle -arrows-.
– Remove the right drive axle. Refer to ⇒  Suspension, Wheels,

Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .
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– Remove the bolts -A and B- from the bevel box and remove
heat shield -1-.

– Also mark the position of the driveshaft with respect to the
flange on the bevel gear.

– Remove the bevel box on the driveshaft. Refer to ⇒  Rep. Gr. 
39 ; Driveshaft; Driveshaft, Removing and Installing .

– Push the front driveshaft all the way back and tie it up.

– Disconnect the connector -1- on the Oil Level Thermal Sensor
- G266- .

– Remove bolts -1 and 2- and bevel box transmission support.
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– Remove the right flange shaft bolt -arrow 1- using the Socket
And Extended Bit - T10107A- .

– Remove the bevel box bolts -arrows- on the transmission.
– Remove bevel box from transmission together with flange

shaft toward the right.

2.3 Bevel Box, Installing
Install in reverse order of removal. Note the following:
– Rotate the flange shaft and attach the bevel box with the flange

shaft to the transmission at the same time.
– Attach the bevel box to the transmission with 4 new bolts.

Tightening specification. Refer to ⇒ page 41 .
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– Install the bolts -1 and 2- for securing the bevel box bracket
hand-tight.

– Follow the tightening sequence:
1 - Tighten the bolts -2-.
2 - Tighten the bolts -1-.
– Install the right drive axle. Refer to ⇒  Suspension, Wheels,

Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .

– Install the bevel box on the driveshaft. Refer to ⇒  Rep. Gr. 
39 ; Driveshaft; Driveshaft, Removing and Installing .

– Install the front exhaust pipe and catalytic converter. Refer to
⇒  Rep. Gr.  26 .

– Install the subframe and steering gear. Refer to ⇒  Suspen‐
sion, Wheels, Steering; Rep. Gr.  40 ; Subframe; Subframe
without Steering Gear, Removing and Installing .

– Check oil level in bevel box and fill. Refer to
⇒ “2.10 Axle Oil in Bevel Box, Installing”, page 49 .

– Install the noise insulation. Refer to ⇒  Body Exterior; Rep. Gr. 
66 ; Noise Insulation .

Tightening Specifications

Component Tightening Specification
Heat shield/drive axle to bevel box 25 Nm
Bevel box to transmission 40 Nm + 45° additional

turn
Bolts for securing the bevel box
bracket

40 Nm

2.4 Right Seal, Replacing, for Flange Shaft
on the Bevel Box

Special tools and workshop equipment required
♦ Puller - Flanged Shaft - T10037-
♦ Seal Installer - Flange Shaft - T10049-
♦ Torque Wrench 1331 5-50Nm - VAG1331-
♦ Torque Wrench 1332 40-200Nm - VAG1332-
♦ Long Hex Socket - VAG1669- or Socket and Extended Bit -

T10107-
Removing
• Transmission is installed.

WARNING

Follow these instructions exactly to avoid damaging flange
shaft polygon bearing.

– Remove the right drive axle. Refer to ⇒  Suspension, Wheels,
Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .

– Place the drip tray under the transmission.
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– Remove the right flange shaft bolt with the Long Hex Socket -
VAG1669- or Socket and Extended Bit - T10107- .

– Install Puller - Flanged Shaft - T10037- on right flange shaft.
– Align the pull with the Puller - Flanged Shaft - Knurled Nut -

T10037/1- and the lower support -A- parallel to the flange.
– Remove the flange shaft.
– Pry out the sealing ring using the assembly lever.
Installing
Install in reverse order of removal. Note the following:
– Fill the space between the sealing and dust lip halfway with

Sealing Grease - G 052 128- .

– Install the new seal all the way. Do not bend the seal when
installing it.

– Carefully install the flange shaft. Rotate the flange shaft at the
same time.

– Tighten the flange shaft with a bolt.
– Install the right drive axle. Refer to ⇒  Suspension, Wheels,

Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .

– Attach the drive axle heat shield to the bevel box.
– Check oil level in bevel box. Refer to

⇒ “2.10 Axle Oil in Bevel Box, Installing”, page 49 .
– Install the noise insulation, if equipped.
Tightening Specifications

Component Tightening Specification
Flange shaft bolt 30 Nm
Heat shield/drive axle to bevel box 25 Nm

2.5 Seal, Replacing, between the Transmis‐
sion and Bevel Box, on Bevel Box

Special tools and workshop equipment required
♦ Puller - Crankshaft/Power Steering Seal - T20143-
♦ Seal Installer - Bevel Box - T10298-
Removing
– Remove the bevel box. Refer to

⇒ “2.2 Bevel Box, Removing”, page 38 .
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– Pry out the sealing ring on bevel box using the Puller 1 -
Crankshaft/Power Steering Seal - T20143/1- or Puller 2 -
Crankshaft/Power Steering Seal - T20143/2- .

Installing
Install in reverse order of removal. Note the following:

– Fill the space between the sealing and dust lip -arrow- halfway
with Sealing Grease - G 052 128 A1- .

– Lightly lubricate the outer circumference of the sealing ring.

– Install the seal all the way using the Seal Installer - Bevel Box
- T10298- .

– Install the bevel box. Refer to ⇒ “2 Bevel Box”, page 36 .

2.6 Seal, Replacing for Driveshaft Output
Flange on Bevel Box

Special tools and workshop equipment required
♦ Holding Fixture - VW313-
♦ Press Piece - 42mm - VW516-
♦ Press Piece - Multiple Use - 40-105-
♦ Seal Installer - Flange Shaft - T10049-
♦ Gearbox Support - T10108-
♦ Gearbox Support - Component 1 - T10108/1-
♦ Puller - Taper Roller Bearing - VAG1582-
♦ Puller - Taper Roller Bearing - Adapter 6A - VAG1582/6A-
♦ Torque Wrench 1601 - VAG1601-
♦ Puller - Kukko 2-Arm - 70-180mm - 20/10-
♦ Kukko 45-2 three arm puller
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♦ Slide Hammer Set - VW771-
♦ Slide Hammer Set - Hook - VW771/37-
♦ Used Oil Collection and Extraction Unit - SMN372500-
♦ Sealing Grease - G 052 128 A1-
♦ Two M10 x 30 bolts
♦ Four M12 x 10 nuts
Procedure

Note

Bevel box output flange seal can only be replaced with bevel box
removed.

– Remove the bevel box. Refer to
⇒ “2.2 Bevel Box, Removing”, page 38 .

– Mount the bevel gear on the hole marked with the number
-4- -arrow- in the Gearbox Support - T10108- .

A - Place the M12 x 10 nut (quantity: 4) between bevel box and
transmission holder.
– Then align bevel box to the remaining 3 holes and secure.
– Place the Used Oil Collection and Extraction Unit -

SMN372500- underneath.
– Drain the gear oil out of the bevel box.

– Secure the bevel box output flange using the Gearbox Support
- Component 1 - T10108/1- . To do so install the M10 x 30 bolts
-arrows-.

– Remove the hex nut for the output flange.
A - 36 mm hex socket for drive 3/4 inch
– Pivot bevel box so that output shaft faces upward.
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– Remove the output flange from the bevel box shaft bevel gear.
A - Three-arm puller, for example, Kukko 45-2

Note

The inner race/tapered roller bearing remains on the output flange
when the flange is being removed. This must be removed from it.
Refer to ⇒ page 45 .

– Place the Press Piece - Multiple Use - 40-105- on the output
flange.

– Remove the inner race/tapered roller bearing from output
flange with the tapered roller bearing puller.

Note

Instead of the Puller - Taper Roller Bearing - Adapter 6 -
VAG1582/6- , the Puller - Taper Roller Bearing - Adapter 6A -
VAG1582/6A- can also be used.

– Remove output shaft seal -A-.
– Clean any remaining locking fluid from the thread on the shaft

bevel gear.

• Previous shim -2- for shaft beveled gear preload -1- must be
installed.

– Place the tapered bearing/inner race -3- into the outer race
inside the bevel box.

– Lightly coat the outer circumference of the new seal -4- with
oil.
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– Drive the new seal in all the way using the Seal Installer -
Flange Shaft - T10049- .

– Fill the space between the sealing and dust lip halfway with
Sealing Grease - G 052 128 A1- .

– Install the output flange using the two-arm puller -A-.
A - Two-arm puller, for example, Puller - Kukko 2-Arm -
70-180mm - 20/10-
– When doing this mount the pulling hooks at the bottom of the

drive pinion housing.
– Coat the threads of the new hex nut with Locking Compound

- D 000 600- .

– Tighten new output flange hex nut.
A - Socket attachment SW 36 for 3/4 inch drive
– Install the bevel box. Refer to

⇒ “2.3 Bevel Box, Installing”, page 40 .
– Add gear oil to the bevel box. Refer to

⇒ “2.11 Gear Oil in Bevel Box, Filling”, page 50 .

2.7 Right Flange Shaft, Removing and In‐
stalling

Special tools and workshop equipment required
♦ Used Oil Collection and Extraction Unit - SMN372500-
♦ Puller - Flanged Shaft - T10037-
♦ Socket And Extended Bit - T10107-
Removing
– Remove the right drive axle. Refer to ⇒  Suspension, Wheels,

Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .
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– Remove the right drive axle heat shield from bevel box
-arrows-.

– Place the Used Oil Collection and Extraction Unit -
SMN372500- under the transmission.

– Remove the right flange shaft bolt with Socket And Extended
Bit - T10107- . Insert two bolts in the flange and counterhold
the flange shaft with the extractor lever.

– Remove the flange shaft using the Puller - Flanged Shaft -
T10037- .

Installing
Install in reverse order of removal. Note the following:

Note

Replace flange shaft countersunk bolt.

– Remove the sealing ring -A- from the groove -arrow- and re‐
place it.

– Carefully install the flange shaft while rotating it at the same
time.

– Secure flange shaft with new countersunk screw.
– Install the right drive axle. Refer to ⇒  Suspension, Wheels,

Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .

– Check oil level in bevel box and fill. Refer to
⇒ “2.10 Axle Oil in Bevel Box, Installing”, page 49 .

Tightening Specifications

Component Tightening Specification
Heat shield/drive axle to bevel box 25 Nm

2.8 Flange Shaft, Disassembling and As‐
sembling

The flange shaft is disassembled only for cleaning.
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1 - Bolt
❑ 30 Nm
❑ Replace after removing
❑ Do not remove the bolts

on both sides at the
same time.

2 - Flange Shaft
3 - Circlip

❑ Removing and instal‐
ling. Refer to
⇒ Fig. ““Flange Shaft
Circlip, Removing and
Installing”“ , page 48

4 - Pressure Spring
5 - Thrust Washer
6 - Tapered Ring
7 - Circlip

Flange Shaft Circlip, Removing and Installing
– Install the circlip by hand all the way.
Tightening Specifications

Component Tightening Specification
Heat shield/drive axle to bevel box 25 Nm
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2.9 Right Flange Shaft Needle Bearing (Pol‐
ygon Bearing), Removing and Installing

Special tools and workshop equipment required
♦ Press Plate - VW401-
♦ Press Plate - VW402-
♦ Press Piece - Rod - VW407-
♦ Press Piece - Multiple Use - VW412-
♦ Bearing Installer - Rear Wheel Bearing Kit - VAS3253-
♦ Bearing Installer - Needle Bearing - T10047-
Procedure
– Remove the right flange shaft. Refer to

⇒ “2.7 Right Flange Shaft, Removing and Installing”,
page 46 .

– Install the Bearing Installer - Needle Bearing - T10047- so that
the “B” lettering on both tool parts face each other.

• The depressions -arrows- must be under the bearing.
– Bolt the parts together until stop.

– Remove the bearing locking ring -A-.

– Turn the shaft while installing -arrow-. This way the bearing
running surface on the shaft will not get damaged.

– Secure the bearing with a new circlip.
– Install the right flange shaft. Refer to

⇒ “2.7 Right Flange Shaft, Removing and Installing”,
page 46 .

2.10 Axle Oil in Bevel Box, Installing
Special tools and workshop equipment required
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♦ Torque Wrench 1331 5-50Nm - VAG1331-

Note

The bevel box is attached to the side of the transmission and has
its own oil system.

Bevel box gear oil specification. Refer to the Parts Catalog.
Requirements
• Bevel box must be in installation location.
– Remove the noise insulation. Refer to ⇒  Body Exterior; Rep.

Gr.  66 ; Noise Insulation .
– Place the Shop Crane - Drip Tray - VAS6208- underneath.

Note

Cover the area under the drain plug -arrow- with a cloth.

– Remove the transmission fluid filler plug -arrow- from the bevel
box.

It is necessary to replace the transmission fluid filler plug
-arrow-.
Oil level is correct if bevel box is filled with oil as far as bottom
edge of the oil fill hole.
If oil comes in contact with bevel box, remove the bevel box care‐
fully.
– Fill with gear oil. Refer to

⇒ “2.11 Gear Oil in Bevel Box, Filling”, page 50 .
– Insert new oil filler plug -arrow- and tighten.
Tightening Specifications

Component Tightening Specification
Transmission fluid filler plug 15 Nm

2.11 Gear Oil in Bevel Box, Filling
Special tools and workshop equipment required
♦ Torque Wrench 1331 5-50Nm - VAG1331-
♦ Also for filling:
♦ Charging Device For Haldex Coupling 2 - VAS6291A-
♦ Charging Device For Haldex Coupling 2 - Adapter 2 -

VAS6291/2-

Note

The bevel box is attached to the side of the transmission and has
its own oil system.

Bevel box gear oil specification. Refer to the Parts Catalog.
Requirements
• The vehicle must be on a level surface.
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– Use the Charging Device For Haldex Coupling 2 - VAS6291A-
to fill:

– Route the Charging Device For Haldex Coupling 2 -
VAS6291A- hose behind the right drive axle and out through
the right wheel housing.

Note

Cover the area under the drain plug -arrow- with a cloth.

– Remove the transmission fluid filler plug -arrow- from the bevel
box.

– Install the adapter -A- with Charging Device For Haldex Cou‐
pling 2 - Adapter 2 - VAS6291/2- until stop.

– Use an internal socket wrench.

-arrow- = 5 mm socket wrench, commercially available
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– Lock the elbow -B- with the adapter -A-.
• The hose must not hang through.

– Close the valve -arrow-.
– Attach the oil container -A- to the Charging Device For Haldex

Coupling 2 - VAS6291A- .
– Open the valve -arrow- and hold the oil container as illustrated.
The bevel box is now filled.

Note

♦ When bevel box is filled correctly, oil leaks out at adapter -A-.
♦ If the oil still does not leak out, repeat the filling procedure.

– If the oil leaks out at the adapter -A-, hold the oil container in
such a way so that any excess oil flows back into the container.

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

52     Rep. Gr.34 - Controls, Housing



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

– When the oil stops flowing, disconnect the Charging Devise
For The Haldex 2 Coupling - VAS6291/2- by pressing the tab
in direction of -arrow-.

– Remove the Charging Device For Haldex Coupling 2 - Adapter
2 - VAS6291/2- .

– Install the old drain plug and lightly tighten it.
– Start the engine, engage a gear and let the transmission turn

for approximately 2 minutes.
– Switch off engine and remove oil filler plug.
– Check the oil level and fill again with oil up to lower edge of

filler hole.
– Insert new oil filler plug -arrow- and tighten.
If oil comes in contact with bevel box, remove the bevel box care‐
fully.
– Install the noise insulation. Refer to ⇒  Body Exterior; Rep. Gr. 

66 ; Noise Insulation .
Tightening Specifications

Component Tightening Specification
Transmission fluid filler plug 15 Nm
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3 Selector Mechanism
⇒ “3.1 Overview - Selector Mechanism”, page 54
⇒ “3.2 Emergency Release from P”, page 57
⇒ “3.3 Selector Lever Handle, Removing and Installing”,
page 58
⇒ “3.4 Button in Handle, Moving Into Installation Position”,
page 60
⇒ “3.5 Selector Mechanism, Removing and Installing”,
page 62
⇒ “3.6 Selector Lever Cable, Removing and Installing”,
page 68
⇒ “3.7 Selector Mechanism, Checking”, page 72
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73
⇒ “3.9 Selector Shaft Seal, Replacing”, page 74

3.1 Overview - Selector Mechanism
⇒ “3.1.1 Overview - Selector Mechanism, ZF”, page 54
⇒ “3.1.2 Overview - Selector Mechanism, ECS”, page 56

3.1.1 Overview - Selector Mechanism, ZF
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1 - Handle With Shift Cover
❑ Do not remove the han‐

dle unnecessarily. For
emergency release, on‐
ly cover must be re‐
moved. Refer to
⇒ “3.2 Emergency Re‐
lease from P”,
page 57 .

❑ Removing and instal‐
ling. Refer to
⇒ “3.3 Selector Lever
Handle, Removing and
Installing”, page 58 .

2 - Selector Mechanism
❑ With integrated Selector

Lever Sensor System
Control Module - J587-
with Selector Lever -
E313- , Tiptronic Switch
- F189- , Selector Lever
Park Position Lock
Switch - F319- and Shift
Lock Solenoid - N110-

❑ Removing and instal‐
ling. Refer to
⇒ “3.5 Selector Mecha‐
nism, Removing and In‐
stalling”, page 62 .

3 - Bolt
❑ 8 Nm
❑ Quantity: 4

4 - Plugs
5 - Nut with Collar

❑ 8 Nm
❑ Quantity: 4

6 - Selector Housing
❑ Available only together with the selector mechanism. Refer to the Parts Catalog.

7 - Transmission
8 - Bolt

❑ 20 Nm + 90° (1/4 additional turn)
❑ Always replace after removing
❑ Quantity: 2
❑ For attaching the cable bracket to the transmission

9 - Lock Washer
❑ Always replace after removing

10 - Lock Washer
❑ Always replace after removing
❑ Installed location: the offset side faces forward, toward the front of the vehicle.

11 - Lock Washer
❑ Always replace after removing

12 - Selector Lever Cable
❑ Do not grease the selector lever cable.
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❑ Removing and installing. Refer to
⇒ “3.6.1 Selector Lever Cable, Removing and Installing, ZF”, page 68 .

❑ Checking. Refer to ⇒ “3.8 Selector Lever Cable, Checking and Adjusting”, page 73 .
❑ Adjusting. Refer to ⇒ “3.8 Selector Lever Cable, Checking and Adjusting”, page 73 .

3.1.2 Overview - Selector Mechanism, ECS

1 - Handle with Shift Cover
❑ Do not remove the han‐

dle unnecessarily. For
emergency release, on‐
ly cover must be re‐
moved. Refer to
⇒ “3.2 Emergency Re‐
lease from P”,
page 57 .

❑ Removing and instal‐
ling. Refer to
⇒ “3.3 Selector Lever
Handle, Removing and
Installing”, page 58 .

2 - Bolt
❑ 8 Nm
❑ Quantity: 4

3 - Selector Mechanism
❑ With integrated Selector

Lever Sensor System
Control Module - J587-
with Selector Lever -
E313- , Tiptronic Switch
- F189- , Selector Lever
Park Position Lock
Switch - F319- and Shift
Lock Solenoid - N110-

❑ Removing and instal‐
ling. Refer to
⇒ “3.5 Selector Mecha‐
nism, Removing and In‐
stalling”, page 62 .

4 - Selector Lever Cable
❑ Do not grease the selec‐

tor lever cable.
❑ Removing and instal‐

ling. Refer to ⇒ “3.6.2 Selector Lever Cable, Removing and Installing, ECS”, page 70 .
❑ Checking. Refer to ⇒ “3.8 Selector Lever Cable, Checking and Adjusting”, page 73 .
❑ Adjusting. Refer to ⇒ “3.8 Selector Lever Cable, Checking and Adjusting”, page 73 .

5 - Lock Washer
❑ Always replace after removing

6 - Nut with Collar
❑ 8 Nm
❑ Quantity: 4

7 - Selector Housing
❑ Available only together with the selector mechanism. Refer to the Parts Catalog.

8 - Cover
❑ Always replace after removing
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9 - Bolt
❑ 20 Nm + 90° (1/4 additional turn)
❑ Always replace after removing
❑ For attaching the cable bracket to the transmission
❑ Quantity: 2

10 - Transmission
11 - Lock Washer

❑ Always replace after removing
❑ Installed location: the offset side faces forward, toward the front of the vehicle.

12 - Bolt
❑ 13 Nm
❑ Selector lever cable adjusting screw

13 - Lock Washer
❑ Always replace after removing

3.2 Emergency Release from P
⇒ “3.2.1 Emergency Release from P, ZF”, page 57
⇒ “3.2.2 Emergency Release from P, ECS”, page 58

3.2.1 Emergency Release from P, ZF

Note

Do not remove the handle.

– Press the brake or set the parking brake.
– Open the storage compartment door.
– Grab under the shift cover by hand and by pulling upward un‐

clip the cover.
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– Hold the shift cover to the side, from above push the yellow
plastic part and hold it in this position.

The selector lever cannot be moved out of »P«.

3.2.2 Emergency Release from P, ECS

Note

Do not remove the handle.

– Press the brake or set the parking brake.
– Open the storage compartment door.
– Grab under the shift cover by hand and by pulling upward un‐

clip the cover and hold it to the side.

– With a screwdriver push the plastic part on the side from the
right and hold it in this position

The selector lever cannot be moved out of »P«.

3.3 Selector Lever Handle, Removing and
Installing

Special tools and workshop equipment required

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

58     Rep. Gr.34 - Controls, Housing



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

♦ Hose Clip Pliers - VAG1275A-
Short Description
The handle is removed together with the shift cover.
Removing
– Move the selector lever into “D”.
It is not necessary to pull out the button -arrow- manually. The
push button locks in the installation position by itself when the
handle is removed.
– Open the storage compartment door.

– Grab under the shift cover by hand and by pulling upward un‐
clip the cover.

– Disconnect the connector.

– Cut the clamp under the boot -arrow- with a side cutter.
– Pull the knob up without pressing the button.

Note

Do not push the button once the handle has been removed oth‐
erwise it will not be possible to remove the handle again.

Installing
Install in reverse order of removal. Note the following:
• The selector lever is in the “D” position.
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Note

♦ It is possible that the button could be pressed into the handle.
Never install the handle when the button is pressed in.

♦ Move the button into the installation position. Refer to
⇒ “3.4 Button in Handle, Moving Into Installation Position”,
page 60 .

♦ A new handle is delivered with an assembly fastener. Pull out
the safety catch in the direction of -arrow- just before installing
the new knob.

– Install the handle with a new clamp -arrow-. Do not clamp the
clamps yet.

– Press the button after installation.

Note

If the button stays in the handle after being pressed, this means
it was installed incorrectly. If this happens, remove the handle
again and move the button in the installation position again. Refer
to
⇒ “3.4 Button in Handle, Moving Into Installation Position”,
page 60 . Install the handle again.

– If the button after being pressed returns to its starting position,
the clamp can be clamped off using Hose Clamp Pliers -
VAG1275- .

– Connect the connector.
– Clip on the cover.

3.4 Button in Handle, Moving Into Installa‐
tion Position

If the button was pushed in by mistake, the installed position can
be set again.
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There are two ways to move the button into the installation posi‐
tion, with or without assembly fastener. The following describes
both ways.
Moving the Handle with an Assembly Fastener into the Installation
Position:
Make sure the assembly fastener has an eye -arrow- at the front.
Other assembly fasteners cannot be used.

– Press the button and push the assembly fastener (with the
eye) -arrow- all the way in until it latches into place. Release
the button. The button locks into the installation position when
the assembly fastener is pulled out.

Moving the Handle without an Assembly Fastener into the Instal‐
lation Position:

– Remove the trim -A- from the handle.
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– Push the small lever -1- into the groove -2- with a screwdriver.
This pushes the button -3- into the installation position.
-I- the button is in the pressed position
-II- the button is in the installation position

Note

♦ Push the lever into the groove and no further.
♦ Install the trim back onto the selector mechanism only after the

handle is installed. This way it is possible to see if the small
lever fits into the pull rod when the button is operated.

3.5 Selector Mechanism, Removing and In‐
stalling

⇒ “3.5.1 Shift Mechanism with Selector Lever Cable, Removing
and Installing”, page 62
⇒ “3.5.2 Gearshift Mechanism without Selector Lever Cable, Re‐
moving and Installing, ZF”, page 64
⇒ “3.5.3 Gearshift Mechanism without Selector Lever Cable, Re‐
moving and Installing, ECS”, page 66

3.5.1 Shift Mechanism with Selector Lever
Cable, Removing and Installing

Short Description
Remove the center console inside the passenger compartment.
It is necessary to remove the heat shield under the vehicle.
Removing
– Remove the selector lever handle. Refer to

⇒ “3.3 Selector Lever Handle, Removing and Installing”, page
58 .

– Remove the center console. Refer to ⇒  Body Interior; Rep.
Gr.  68 ; Center Console; Center Console, Removing and In‐
stalling .

– Remove the air guide channel from the center console. Refer
to ⇒  Heating, Ventilation and Air Conditioning; Rep. Gr.  87 ;
Air Routing; Overview - Air Routing and Air Distribution in Pas‐
senger Compartment .

– Remove the bracket -2-. To do so remove the left and right
bolts -1-.

– Disconnect the connector from the selector mechanism to the
vehicle wiring harness.

– Remove the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air
Filter; Air Filter Housing, Removing and Installing
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Loosen the adjusting screw -arrow-.
– Remove the lock washers -A and B-. The lock washers must

later be replaced when adjusting selector lever cable.
Use pliers to remove the lock washer -B- from the cable bracket.
Do not use a sharp-edged lever. Otherwise the selector lever ca‐
ble could get damaged.
– Remove the center tunnel heat shield under the selector

mechanism. Refer to ⇒  Body Exterior; Rep. Gr.  66 ; Under‐
body Trim Panel; Overview - Underbody Panels .

– Remove the bracket -A-, if equipped.
– Remove the nuts -arrows- in the vehicle interior.

– Remove the selector mechanism -B- with the selector lever
cable and selector housing downward.

Installing
Install in reverse order of removal. Note the following:

Note

♦ Do not bend or kink the selector lever cable.
♦ Do not lubricate the selector lever cable.
♦ After installation, the selector lever cable movement must be

checked and adjusted.

– Install the heat shield under the selector mechanism. Refer to
⇒  Body Exterior; Rep. Gr.  66 ; Underbody Trim Panel; Over‐
view - Underbody Panels .

– Install the bracket -2-. Refer to ⇒  Body Interior; Rep. Gr.  68 ;
Center Console; Center Console, Removing and Installing .

– Install the air guide channel from the center console. Refer to
⇒  Heating, Ventilation and Air Conditioning; Rep. Gr.  87 ; Air
Routing; Overview - Air Routing and Air Distribution in Pas‐
senger Compartment .

– Install the center console. Refer to ⇒  Body Interior; Rep. Gr. 
68 ; Center Console; Center Console, Removing and Instal‐
ling .

– Install the selector lever handle. Refer to
⇒ “3.3 Selector Lever Handle, Removing and Installing”, page
58 .

– Adjust the selector lever cable. Refer to
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73 .

– Check the selector mechanism. Refer to
⇒ “3.7 Selector Mechanism, Checking”, page 72 .

– Install the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air Filter;
Air Filter Housing, Removing and Installing .

Tightening Specifications
♦ Refer to ⇒ “3.1 Overview - Selector Mechanism”, page 54 .
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3.5.2 Gearshift Mechanism without Selector
Lever Cable, Removing and Installing,
ZF

Short Description
Remove the center console inside the passenger compartment.
It is necessary to remove the heat shield under the vehicle.
Removing
– Remove the selector lever handle. Refer to

⇒ “3.3 Selector Lever Handle, Removing and Installing”, page
58 .

– Remove the center console. Refer to ⇒  Body Interior; Rep.
Gr.  68 ; Center Console; Center Console, Removing and In‐
stalling .

– Remove the air guide channel from the center console. Refer
to ⇒  Heating, Ventilation and Air Conditioning; Rep. Gr.  87 ;
Air Routing; Overview - Air Routing and Air Distribution in Pas‐
senger Compartment .

– Remove the bracket -2-. To do so remove the left and right
bolts -1-.

– Disconnect the connector from the selector mechanism to the
vehicle wiring harness.

– Position the selector lever on the selector mechanism in the
“N” position. The cable can only be loosened in this position.

– Remove the center tunnel heat shield under the selector
mechanism. Refer to ⇒  Body Exterior; Rep. Gr.  66 ; Under‐
body Trim Panel; Overview - Underbody Panels .

– Remove the plugs, and remove the lock washer -arrow-.
Always replace the lock washer.

– Insert a large screwdriver in the groove on the locking mech‐
anism and turn 90° in the direction of the -arrow-.

– Remove the cable from the selector mechanism.
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– Remove the bracket -A-, if equipped.
– Remove the nuts -arrows- in the vehicle interior.
– Remove the selector mechanism -B- with the gearshift hous‐

ing downward.
Installing
Install in reverse order of removal. Note the following:

Note

♦ Do not bend or kink the selector lever cable.
♦ Do not lubricate the selector lever cable.
♦ After installation, the selector lever cable movement must be

checked and adjusted.

• The selector mechanism selector lever is in the “N” position.
The cable can only be locked in this position.

– Guide the cable in the selector mechanism until the locking
mechanism in direction of -arrow- is visible.

– Turn the locking mechanism in the direction of the -arrow- 90°
with a large screwdriver.

– The cable is correctly locked when the grooves on the locking
mechanism are at a right angle to the cable.
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– Install new lock washer -arrow- and replace the plugs.
– Install the heat shield under the selector mechanism. Refer to

⇒  Body Exterior; Rep. Gr.  66 ; Underbody Trim Panel; Over‐
view - Underbody Panels .

– Install the bracket -2-. Refer to ⇒  Body Interior; Rep. Gr.  68 ;
Center Console; Center Console, Removing and Installing .

– Install the air guide channel from the center console. Refer to
⇒  Heating, Ventilation and Air Conditioning; Rep. Gr.  87 ; Air
Routing; Overview - Air Routing and Air Distribution in Pas‐
senger Compartment .

– Install the center console. Refer to ⇒  Body Interior; Rep. Gr. 
68 ; Center Console; Center Console, Removing and Instal‐
ling .

– Install the selector lever handle. Refer to
⇒ “3.3 Selector Lever Handle, Removing and Installing”, page
58 .

– Adjust the selector lever cable. Refer to
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73 .

– Check the selector mechanism. Refer to
⇒ “3.7 Selector Mechanism, Checking”, page 72 .

Tightening Specifications
♦ Refer to ⇒ “3.1 Overview - Selector Mechanism”, page 54 .

3.5.3 Gearshift Mechanism without Selector
Lever Cable, Removing and Installing,
ECS

Short Description
Remove the center console inside the passenger compartment.
It is necessary to remove the heat shield under the vehicle.
Removing
– Remove the selector lever handle. Refer to

⇒ “3.3 Selector Lever Handle, Removing and Installing”, page
58 .

– Remove the center console. Refer to ⇒  Body Interior; Rep.
Gr.  68 ; Center Console; Center Console, Removing and In‐
stalling .

– Remove the air guide channel from the center console. Refer
to ⇒  Heating, Ventilation and Air Conditioning; Rep. Gr.  87 ;
Air Routing; Overview - Air Routing and Air Distribution in Pas‐
senger Compartment .
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– Remove the bracket -2-. To do so remove the left and right
bolts -1-.

– Disconnect the connector from the selector mechanism to the
vehicle wiring harness.

– Position the selector lever on the selector mechanism in the
“N” position.

– Remove the center tunnel heat shield under the selector
mechanism. Refer to ⇒  Body Exterior; Rep. Gr.  66 ; Under‐
body Trim Panel; Overview - Underbody Panels .

– Pry up the lower cover from the selector mechanism in direc‐
tion of -arrow- and remove.

Note

Do not use the cover. Always replace after removing.

– Release the cable as shown with a screwdriver and remove
from the selector lever in direction of -arrows-.

– Remove the lock washer in direction of -arrow-.
Always replace the lock washer.
– Remove the cable from the selector mechanism.
– Remove the bracket -A-, if equipped.
– Remove the nuts -arrows- in the vehicle interior.
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– Remove the selector mechanism -B- with the gearshift hous‐
ing downward.

Installing
Install in reverse order of removal. Note the following:

Note

♦ Do not bend or kink the selector lever cable.
♦ Do not lubricate the selector lever cable.
♦ After installation, the selector lever cable movement must be

checked and adjusted.

• The selector mechanism selector lever is in the “N” position.
– Guide the cable on the selector mechanism, insert in the se‐

lector lever and install the new lock washer.
– Install the heat shield under the selector mechanism. Refer to

⇒  Body Exterior; Rep. Gr.  66 ; Underbody Trim Panel; Over‐
view - Underbody Panels .

– Install the bracket -2-. Refer to ⇒  Body Interior; Rep. Gr.  68 ;
Center Console; Center Console, Removing and Installing .

– Install the air guide channel from the center console. Refer to
⇒  Heating, Ventilation and Air Conditioning; Rep. Gr.  87 ; Air
Routing; Overview - Air Routing and Air Distribution in Pas‐
senger Compartment .

– Install the center console. Refer to ⇒  Body Interior; Rep. Gr. 
68 ; Center Console; Center Console, Removing and Instal‐
ling .

– Install the selector lever handle. Refer to
⇒ “3.3 Selector Lever Handle, Removing and Installing”, page
58 .

– Adjust the selector lever cable. Refer to
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73 .

– Check the selector mechanism. Refer to
⇒ “3.7 Selector Mechanism, Checking”, page 72 .

Tightening Specifications
♦ Refer to ⇒ “3.1 Overview - Selector Mechanism”, page 54 .

3.6 Selector Lever Cable, Removing and In‐
stalling

⇒ “3.6.1 Selector Lever Cable, Removing and Installing, ZF”,
page 68
⇒ “3.6.2 Selector Lever Cable, Removing and Installing, ECS”,
page 70

3.6.1 Selector Lever Cable, Removing and In‐
stalling, ZF

Removing
– Remove the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air

Filter; Air Filter Housing, Removing and Installing
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Loosen the adjusting screw -arrow-.
– Remove the lock washers -A and B-. The lock washers must

later be replaced when adjusting selector lever cable.
Use pliers to remove the lock washer -B- from the cable bracket.
Do not use a sharp-edged lever. Otherwise the selector lever ca‐
ble could get damaged.
– Position the selector lever on the selector mechanism in the

“N” position. The cable can only be loosened in this position.
– Remove the center tunnel heat shield under the selector

mechanism. Refer to ⇒  Body Exterior; Rep. Gr.  66 ; Under‐
body Trim Panel; Overview - Underbody Panels .

– Remove the plugs, and remove the lock washer -arrow-.
Always replace the lock washer.

– Insert a large screwdriver in the groove on the locking mech‐
anism and turn 90° in the direction of the -arrow-.

– Pull the cable from the selector mechanism and remove.
Installing
Install in reverse order of removal. Note the following:

Note

♦ Do not bend or kink the selector lever cable.
♦ Do not lubricate the selector lever cable.
♦ After installing check the selector lever cable for ease of move‐

ment.

• The selector mechanism selector lever is in the “N” position.
The cable can only be locked in this position.

– Guide the cable in the selector mechanism until the locking
mechanism in direction of -arrow- is visible.
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– Turn the locking mechanism in the direction of the -arrow- 90°
with a large screwdriver.

– The cable is correctly locked when the grooves on the locking
mechanism are at a right angle to the cable.

– Install new lock washer -arrow- and replace the plugs.

– Remove the cable from the transmission and secure using a
new lock washer -B-. Do not install the lock washer -A- yet. It
is first installed, after having checked and adjusted the cable.

– Install the heat shield under the selector mechanism. Refer to
⇒  Body Exterior; Rep. Gr.  66 ; Underbody Trim Panel; Over‐
view - Underbody Panels .

– Adjust the selector lever cable. Refer to
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73 .

– Check the selector mechanism. Refer to
⇒ “3.7 Selector Mechanism, Checking”, page 72 .

– Install the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air Filter;
Air Filter Housing, Removing and Installing .

3.6.2 Selector Lever Cable, Removing and In‐
stalling, ECS

Removing
– Remove the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air

Filter; Air Filter Housing, Removing and Installing
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Loosen the adjusting screw -arrow-.
– Remove the lock washers -A and B-. The lock washers must

later be replaced when adjusting selector lever cable.
Use pliers to remove the lock washer -B- from the cable bracket.
Do not use a sharp-edged lever. Otherwise the selector lever ca‐
ble could get damaged.
– Position the selector lever on the selector mechanism in the

“N” position. The cable can only be loosened in this position.
– Remove the center tunnel heat shield under the selector

mechanism. Refer to ⇒  Body Exterior; Rep. Gr.  66 ; Under‐
body Trim Panel; Overview - Underbody Panels .

– Pry up the lower cover from the selector mechanism in direc‐
tion of -arrow- and remove.

Note

Do not use the cover. Always replace after removing.

– Release the cable as shown with a screwdriver and remove
from the selector lever in direction of -arrows-.

– Remove the lock washer in direction of -arrow-.
Always replace the lock washer.
– Pull the cable from the selector mechanism and remove.
Installing
Install in reverse order of removal. Note the following:

Note

♦ Do not bend or kink the selector lever cable.
♦ Do not lubricate the selector lever cable.
♦ After installation, the selector lever cable movement must be

checked and adjusted.

• The selector mechanism selector lever is in the “N” position.
– Guide the cable on the selector mechanism, insert in the se‐

lector lever and install the new lock washer.
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– Remove the cable from the transmission and secure using a
new lock washer -B-. Do not install the lock washer -A- yet. It
is first installed, after having checked and adjusted the cable.

– Install the heat shield under the selector mechanism. Refer to
⇒  Body Exterior; Rep. Gr.  66 ; Underbody Trim Panel; Over‐
view - Underbody Panels .

– Adjust the selector lever cable. Refer to
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73 .

– Check the selector mechanism. Refer to
⇒ “3.7 Selector Mechanism, Checking”, page 72 .

– Install the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air Filter;
Air Filter Housing, Removing and Installing .

3.7 Selector Mechanism, Checking
The starter does not work when the selector lever is in “R”, “D”
and “S” or in the tiptronic gate.
Over 5 km/h (3.1 mph):
The shift lock solenoid must not block the selector lever when the
lever is in “N”. The selector lever can be moved back into a an‐
other gear.
Below 5 km/h (3.1 mph):
The shift lock solenoid will block the selector lever approximately
1 second after the lever is moved into “N”. The selector lever can
be moved out of “N” only when the brake pedal is pressed.
Selector Lever In “P” and the Ignition Turned On:

• If the brake pedal is not depressed:
The selector lever is locked and cannot be moved out of “P” when
the locking button is pressed. The shift lock solenoid blocks the
selector lever.
• If the brake pedal is depressed:
The shift lock solenoid releases the selector lever. It is possible
to shift into a gear. Slowly move the selector lever slowly from “P”
through “S”; while doing this, check whether the display of selec‐
tor lever position in instrument panel insert matches actual se‐
lector lever position.
Selector Lever in “N” and Ignition Switched On
• If the brake pedal is not depressed:
The selector lever is locked and cannot be moved out of “N” when
the button is pressed. The shift lock solenoid blocks the selector
lever.
• If the brake pedal is depressed:
The shift lock solenoid releases the selector lever. It is possible
to shift into a gear.
Selector Level in the “tiptronic” Position
• Move the selector lever into the tiptronic gate:
The illuminated “D” in the cover must turn off. The “+” and “-” must
turn on.
The transmission range display in the instrument cluster must
change from “P R N D S” to “6 5 4 3 2 1” when the selector lever
is moved into the Tiptronic gate.
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Ignition and Lights Switched On
The appropriate symbol is being lit up in shift mechanism cover.
Transmission Range Display
Simultaneous lighting of all segments of transmission range se‐
lector lever display indicates transmission is in emergency run‐
ning mode.

3.8 Selector Lever Cable, Checking and Ad‐
justing

Short Description
The selector lever cable must be disconnected from the trans‐
mission in order to check it for ease of movement. Lay the
removed end down so that it does not touch anything.
Then selector lever is moved and installed again on the trans‐
mission.
Do not lubricate the cable connections.
Adjust the selector lever after that.
Always Adjust the Selector Lever Cable If
♦ The selector lever cable was removed from the transmission.
♦ The engine and/or transmission were removed and installed.
♦ Parts of subframe mount were removed and installed.
♦ The cable itself or the selector mechanism was removed and

installed.
♦ Engine/transmission positions changes, for example, were in‐

stalled free of tension.
Special tools and workshop equipment required
♦ Torque Wrench 1331 5-50Nm - VAG1331-
Checking
– Move the selector lever into »P«.
– Remove the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air

Filter; Air Filter Housing, Removing and Installing
– Remove the selector lever cable from the transmission.
– Move the selector lever from »P« to »S« and back to »P« sev‐

eral times.
• The selector lever must move easily.
– Then adjust the selector lever.
Adjusting
– Move the selector lever into “P”.
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Shift the Transmission Gearshift Lever Into “P”.
The transmission gearshift lever must be pushed all the way back.
– Pull the transmission gearshift lever forward.

– Push the transmission gearshift lever to the rear -arrow-.
“P” Is In the Second Detent.

Note

♦ Make sure the transmission is in the “P” position (parking lock
is engaged) if raising the vehicle. It must not be possible to
turn the front wheels.

♦ The transmission is also in “P” position if the vehicle does not
move with wheels spinning freely.

– Install the cable with the loose adjusting screw -arrow- and the
new lock washer -A and B-, if they were removed earlier.

– Tap the handle on the selector lever back and forth gently but
do not move it out of “P” under any circumstances.

– Tighten adjustment screw -arrow- to 13 Nm.
This ends the adjustment.

3.9 Selector Shaft Seal, Replacing
Short Description
The seal can be replaced only when the transmission is removed.
Special tools and workshop equipment required
♦ Press Piece - Shift Rod/Alternator - VW423-
♦ Puller - Crankshaft/Power Steering Seal - T20143-
♦ Torque Wrench 1331 5-50Nm - VAG1331-
– Remove the transmission. Refer to

⇒ “4.1 Transmission, Removing”, page 77 .
– Remove the selector lever cable from the transmission. Refer

to
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⇒ “3.5 Selector Mechanism, Removing and Installing”,
page 62 .

– Remove nut -arrow- and remove transmission gearshift lever
-A- from the gearshift shaft.

– Pry out the seal in direction of -arrow-.
– Lightly oil new seal on outer circumference.

– Fill the space between the sealing and dust lip in direction of
-arrow- halfway with Sealing Grease - G 052 128 A1- .

– Install the new seal all the way. Do not bend the seal when
installing it.

• The closed side of the seal -arrow- points to the Press Piece
- Shift Rod/Alternator - VW423- .
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– Position the selector lever -A- and tighten the nut -arrow-.
Tightening specification. Refer to
⇒ “7.1 Overview - Transmission”, page 90 .

Note

The transmission selector lever only fits to the splines in one po‐
sition.

– Install the transmission. Refer to
⇒ “4.2 Transmission, Installing”, page 82 .

– Attach the selector lever cable to the transmission. Refer to
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73 .
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4 Transmission, Removing and Instal‐
ling

⇒ “4.1 Transmission, Removing”, page 77
⇒ “4.2 Transmission, Installing”, page 82
⇒ “4.3 Transmission Tightening Specifications”, page 85

4.1 Transmission, Removing
Special tools and workshop equipment required
♦ Hose Clamps - Up To 25 mm - 3094-
♦ Tensioning Strap - T10038-
♦ Engine Bung Set - VAS6122-
♦ Insert Tool - 18mm - T10179-
♦ Socket - Xzn 14 - T10061-
Short Description
The transmission is removed downward separately.
From above:
The battery, air filter and starter are removed. Engine and trans‐
mission are supported before left subframe mounting is removed.
From underneath:
The subframe is removed together with pendulum support and
both control arms. The steering gear remains in the vehicle.
Both drive axles are disconnected from the transmission and re‐
main inside the wheel bearing housings. Occasionally they will be
moved to the side, but they still remain on the vehicle.
The driveshaft is pushed forward until it stops and tied up.
Removing
– Lift the vehicle, all four take-up points of lifting platform at same

height.
– Move the selector lever into »P«.
– Remove the engine cover. Refer to ⇒  Rep. Gr.  10 ; Engine

Cover; Engine Cover, Removing and Installing .
– Remove the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air

Filter; Air Filter Housing, Removing and Installing
– Remove the battery and the battery tray. Refer to ⇒  Electrical

Equipment; Rep. Gr.  27 ; Battery; Battery, Removing and In‐
stalling .
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– Remove the selector lever cable from the transmission
-arrows-.

Use pliers to remove the lock washer. Do not use a sharp-edged
lever. This could damage the rubber grommet.
– Remove the cable from the transmission cable mounting

bracket. Do not bend the cable.
The cable can be removed later when the transmission is low‐
ered. Pay attention to cable while the transmission is being low‐
ered.
After installing later, install the small lock washer only after having
checked and adjusted the cable. Refer to
⇒ “3.8 Selector Lever Cable, Checking and Adjusting”, page 73 .
– Remove the charge air pipe. Refer to ⇒  Engine Mechanical,

Fuel Injection and Ignition; Rep. Gr.  21 ; Charge Air System;
Overview - Charge Air System .

– Place lint-free cloth on to transmission fluid cooler and trans‐
mission to absorb exiting coolant.

Note

♦ The coolant system is under pressure when the engine is
warm.

♦ Cover the cap on the reservoir with a cloth and open it carefully
before removing the coolant hoses.

– Clamp the coolant hose with the Hose Clamps - Up To 25mm
- 3094- .

– Loosen the hose clamps -arrows-, remove the coolant hoses
from the transmission fluid cooler.

– Remove the bolts -1- and set aside the Transmission Coolant
Valve - N488- . Tightening specification. Refer to
⇒ “4.3 Transmission Tightening Specifications”, page 85 .

– Seal the transmission fluid cooler connections with plugs tak‐
en from Engine Bung Set - VAS6122- .

– Disconnect the connector -1- for the DSG Transmission Me‐
chatronic - J743- . To do so turn the twist lock counter-clock‐
wise in direction of -arrow-.

– Remove the starter -A-. Refer to ⇒  Electrical Equipment; Rep.
Gr.  27 ; Starter; Starter, Removing and Installing .

Remove the lower bolt first.
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– Remove all the upper bolts from the engine/transmission.

One bolt is located inside the hole for the starter -arrow-. Use
Socket - Xzn 14 - T10061- to remove the bolt.
– Mount the Engine Support Bridge - 10-222 A- as follows. Refer

to ⇒  Rep. Gr.  10 ; Subframe Mount; Engine, Supporting in
Installation Position .

Note

Disconnect any hose- and cable connections near the engine lift‐
ing eyes for the Engine Support Bridge - 10-222A- .

– Remove the noise insulation. Refer to ⇒  Body Exterior; Rep.
Gr.  66 ; Noise Insulation; Overview - Noise Insulation .

– Remove the lower section of the left front wheel housing liner.
Refer to ⇒  Body Exterior; Rep. Gr.  66 ; Wheel Housing Liner;
Front Wheel Housing Liner, Removing and Installing .

– Remove the hose clamps -1 and 2-.
– Remove the air guide hose.
– Tie up the coolant hoses from the auxiliary cooler.

– Remove the wire and bracket from the front oil pan -arrows-.
– Route the wires near the oil pan upward and tie them secure.
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– If equipped, disconnect the connector -1- from the Oil Level
Thermal Sensor - G266- .

– Remove the subframe and steering gear. Refer to ⇒  Suspen‐
sion, Wheels, Steering; Rep. Gr.  40 ; Subframe; Subframe
without Steering Gear, Removing and Installing .

– Remove both drive axles from the transmission. Refer to ⇒ 
Suspension, Wheels, Steering; Rep. Gr.  40 ; Drive Axle; Drive
Axle, Removing and Installing .

– Secure the drive axles to the suspension strut using a Ten‐
sioning Strap - T10038- .

Do not damage the surface of the shafts.

– Remove bolts -1 and 2- and bevel box transmission support.

– Remove the bolts -A and B- from the bevel box and remove
heat shield -1-.
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– Also mark the position of the driveshaft with respect to the
flange on the bevel gear.

– Remove the bevel box on the driveshaft. Refer to ⇒  Rep. Gr. 
39 ; Driveshaft; Driveshaft, Removing and Installing .

– Push the front driveshaft all the way back and tie it up.

– Remove the bolts -1 and 2- from the bracket -A-.
Always replace the bolts.

– Lower the engine/transmission approximately to the dimen‐
sion -a- using the spindles on the Engine Support Bridge -
10-222A- .

Dimension -a- = approximately 50 mm

– Remove the transmission bracket in direction of -arrow-.
– Align the Transmission Support - 3282- with the Transmission

Support - Mounting Plate 42A - 3282/42A- .
– Place the Engine and Gearbox Jack - VAS6931- under the

transmission. Support the transmission but do not lift it.
The transmission is disconnected from the engine in this position.
– Remove all remaining engine/transmission bolts.
– Remove the transmission from the engine, while being careful

of selector lever cable. Slightly tip the transmission outward
over the Transmission Support - 3282- spindle.
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– Slightly turn and lower the transmission. Pay attention, that the
flange -1- is guided past when lowering on the intermediate
plate -arrow-.

Note

Pay attention to the lines when lowering the transmission.

Transmission, transporting. Refer to
⇒ “6 Transmission, Transporting”, page 89 .
Secure the transmission on the assembly stand. Refer to
⇒ “8 Securing on Engine and Transmission Holder”, page 93 .
Install the transmission. Refer to
⇒ “4.2 Transmission, Installing”, page 82 .

4.2 Transmission, Installing
Install in reverse order of removal. Note the following:

Note

After installing a new transmission, readapt the immobilizer.

– Check the needle bearing -arrow- inside the crankshaft. If it is
damaged or has blue tarnish, it must be replaced.

♦ Refer to ⇒  Engine Mechanical, Fuel Injection and Ignition;
Rep. Gr.  13 ; Crankshaft; Crankshaft Needle Bearing, Re‐
placing

– If it is not damaged, coat it lightly with High Temperature
Grease . Refer to the Parts Catalog.

– Transmission pins (not splines) must also be lightly lubricated.
– Make sure both alignment sleeves between the engine and

the transmission fit correctly.
– Make sure the intermediate plate fits correctly.

Note

Pay attention to the selector lever cable when lifting the trans‐
mission. Guide the cable into the cable bracket as early as
possible.

The cable is not lubricated.
Guide the Engine and Transmission Together by Hand Until the
Entire Surface of Both Flanges Come into Contact with One An‐
other.
– Adjust the transmission mount until the engine and transmis‐

sion are aligned.
– Turn the crankshaft slightly if necessary.
When inserting the transmission do not pinch any lines.
– Attach the transmission to the engine.
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Install the left subframe mount as follows:
– Replace all the bolts -1 and 2-.
– Install the new bolt first hand-tight.
– Install the bolts -1- in the transmission bracket -A-.
– Pry the transmission bracket -A- into the seat using a screw‐

driver while tightening the bolts -2-.
– Remove the Engine Support Bridge - 10-222A- .

– Install starter -A-. Refer to ⇒  Electrical Equipment; Rep. Gr. 
27 ; Starter; Starter, Removing and Installing .

Connect the connector -1- to the DSG Transmission Mechatronic
- J743- and turn it all the way to lock it in place.
– Attach the drive axles to the transmission. Refer to ⇒  Sus‐

pension, Wheels, Steering; Rep. Gr.  40 ; Drive Axle; Drive
Axle, Removing and Installing .

– Install the bolts -1 and 2- on the bevel box bracket.
– Install the driveshaft on the bevel box.
– Install the bevel box on the driveshaft. Refer to ⇒  Rep. Gr. 

39 ; Driveshaft; Driveshaft, Removing and Installing .

– Insert the heat shield -1- and attach the bolts -A and B- on the
bevel box.

– Install the heat shield (if equipped) over the right drive axle.
Refer to ⇒  Suspension, Wheels, Steering; Rep. Gr.  40 ; Drive
Axle; Drive Axle, Removing and Installing .

– Install the subframe with the steering gear. Refer to ⇒  Sus‐
pension, Wheels, Steering; Rep. Gr.  40 ; Subframe; Subframe
with Steering Gear, Removing and Installing .
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– Selector lever cable lock washers -arrows- must be replaced.
– Adjust the selector lever cable. Refer to

⇒ “3.8 Selector Lever Cable, Checking and Adjusting”,
page 73 .

– Install the charge air pipe. Refer to ⇒  Engine Mechanical, Fuel
Injection and Ignition; Rep. Gr.  21 ; Charge Air System; Over‐
view - Charge Air System .

– Attach the coolant hoses to the transmission fluid cooler.
– Install the wiring bracket on the oil pan.
– Install the battery tray and the battery. Refer to ⇒  Electrical

Equipment; Rep. Gr.  27 ; Battery; Battery, Removing and In‐
stalling .

– Install the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air Filter;
Air Filter Housing, Removing and Installing .

– Install the engine cover. Refer to ⇒  Rep. Gr.  10 ; Engine
Cover; Engine Cover, Removing and Installing .

– Check the coolant level and fill if necessary. Refer to ⇒  Rep.
Gr.  19 ; Coolant System/Coolant; Coolant, Draining and Fill‐
ing .

– Check the fluid level and fill if necessary. Refer to
⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .

– Install the lower section of the left front wheel housing liner.
Refer to ⇒  Body Exterior; Rep. Gr.  66 ; Wheel Housing Liner;
Front Wheel Housing Liner, Removing and Installing .

– Install the air guide hose. Refer to ⇒  Engine Mechanical, Fuel
Injection and Ignition; Rep. Gr.  21 ; Charge Air System; Over‐
view - Charge Air System .

– Install the noise insulation. Refer to ⇒  Body Exterior; Rep. Gr. 
66 ; Noise Insulation; Overview - Noise Insulation .

Tightening Specifications
♦ Refer to

⇒ “4.3 Transmission Tightening Specifications”, page 85 .
♦ Refer to ⇒ “5 Subframe Mount”, page 86 .
♦ Refer to

⇒ “4.3 Transmission Tightening Specifications”, page 85 .
♦ Refer to ⇒  Rep. Gr.  10 ; Subframe Mount; Overview - Sub‐

frame Mount .
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4.3 Transmission Tightening Specifications
Transmission to Engine

Item Bolt Nm
1 M12 x 55 80

• With Insert Tool -
18mm -

T10179- : 65 Nm

2 M10 x 45
♦ Starter to trans‐

mission

40

3 M12 x 55
♦ Is accessible on‐

ly through the
opening in the

removed starter

80

4 M10 x 45
or M10 x 40

♦ Starter to trans‐
mission

40

5 M12 x 65
or M12 x 70

80

6 M10 x 50 40
7 M10 x 50 40
8 M10 x 50 40
9 M12 x 65

or M12 x 70
or M12 x 80

80

10 M12 x 55 80
• With Insert Tool -

18mm -
T10179- : 65 Nm

A Alignment sleeves for centering

Component Tightening Specification
Wiring bracket on the oil pan. 10 Nm
Transmission Coolant Valve -
N488- bolts

9 Nm
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5 Subframe Mount
⇒ “5.1 Overview - Subframe Mount”, page 86

5.1 Overview - Subframe Mount

1 - Bolt
❑ Tightening specifica‐

tion. Refer to ⇒  Rep.
Gr.  10 ; Subframe
Mount; Overview - Sub‐
frame Mount .

2 - Engine Support
❑ Refer to ⇒  Rep. Gr.  10 ;

Subframe Mount; Over‐
view - Subframe Mount .

3 - Engine Mount
❑ Refer to ⇒  Rep. Gr.  10 ;

Subframe Mount; Over‐
view - Subframe Mount .

4 - Bolt
❑ Tightening specifica‐

tion. Refer to ⇒  Rep.
Gr.  10 ; Subframe
Mount; Overview - Sub‐
frame Mount .

5 - Bolt
❑ Tightening specifica‐

tion. Refer to ⇒  Rep.
Gr.  10 ; Subframe
Mount; Overview - Sub‐
frame Mount .

6 - Bolt
❑ Tightening specifica‐

tion. Refer to ⇒  Rep.
Gr.  10 ; Subframe
Mount; Overview - Sub‐
frame Mount .

7 - Bolt
❑ Tightening specifica‐

tion. Refer to ⇒  Rep. Gr.  10 ; Subframe Mount; Overview - Subframe Mount .
8 - Pendulum Support
9 - Bolt

❑ Tightening specification. Refer to ⇒  Rep. Gr.  10 ; Subframe Mount; Overview - Subframe Mount .
❑ For pendulum support to subframe

10 - Bolt
❑ Tightening specification. Refer to ⇒  Rep. Gr.  10 ; Subframe Mount; Overview - Subframe Mount .
❑ For pendulum support to transmission
❑ Transmission with threaded insert. Refer to

⇒ Fig. ““Transmission with Threaded Insert (For Example Heli Coil) for Attaching the Pendulum Sup‐
port”“ , page 87

11 - Bolt
❑ For pendulum support to transmission
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❑ Transmission with threaded insert. Refer to
⇒ Fig. ““Transmission with Threaded Insert (For Example Heli Coil) for Attaching the Pendulum Sup‐
port”“ , page 87

❑ Tightening specification. Refer to ⇒  Rep. Gr.  10 ; Subframe Mount; Overview - Subframe Mount .
12 - Bolt

❑ For transmission mount to transmission bracket
❑ Replace after removing
❑ Tightening sequence. Refer to ⇒ page 88
❑ Tightening specification. Refer to ⇒  Rep. Gr.  10 ; Subframe Mount; Overview - Subframe Mount .

13 - Bolt
❑ Tightening specification. Refer to ⇒  Rep. Gr.  10 ; Subframe Mount; Overview - Subframe Mount .
❑ Tightening sequence. Refer to ⇒ page 88
❑ Replace after removing
❑ For transmission mount to transmission bracket
❑ Quantity: 2

14 - Transmission Mount
15 - Bolt

❑ Tightening specification. Refer to ⇒  Rep. Gr.  10 ; Subframe Mount; Overview - Subframe Mount .
16 - Bolt

❑ 40 Nm + 90° turn
❑ Replace after removing
❑ Tightening sequence. Refer to ⇒ page 88
❑ For transmission bracket to transmission
❑ Quantity: 2

17 - Transmission Bracket
❑ Illustration does not correspond to version in vehicle

18 - Bolt
❑ 40 Nm + 90° turn
❑ Tightening sequence. Refer to ⇒ page 88
❑ Replace after removing
❑ For transmission bracket to transmission
❑ Quantity: 2

Transmission with Threaded Insert (For Example “Heli Coil”) for
Attaching the Pendulum Support

Note

There are threaded inserts (for example “Heli Coil”) in the pen‐
dulum support fastening holes. How to recognize: there is a collar
on the first thread -arrow-.
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Install the Left Subframe Mount as Follows:
– Replace all the bolts -1 and 2-.
– Install the new bolt first hand-tight.
– Install the bolts -1- in the transmission bracket -A-.
– Pry the transmission bracket -A- into the seat using a screw‐

driver while tightening the bolts -2-.
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6 Transmission, Transporting
⇒ “6.1 Transmission, Transporting”, page 89

6.1 Transmission, Transporting
Always secure heavy parts when transporting them.
Remember there is oil in the transmission. Do not turn the trans‐
mission with the vents facing downward when transporting or
when it is on the assembly stand. The oil will leak out.

Note

Remove the bleed cap if necessary and use oil-tight plugs.

Transmission, Transporting
– Use appropriate lifting tools, for example part of Engine Sling

- 2024A- and the Engine/Gearbox Support Shackle - 10-222A/
12- (not illustrated).

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

6. Transmission, Transporting    89



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

7 Transmission, Disassembling and
Assembling

⇒ “7.1 Overview - Transmission”, page 90

7.1 Overview - Transmission

1 - Oil Pan
❑ Removing and instal‐

ling. Refer to
⇒ “1.2 Oil Pan, Remov‐
ing and Installing”, page
27 .

2 - Seal
❑ Always replace after re‐

moving
3 - Bolt

❑ Tightening specification
and sequence. Refer to
⇒ Fig. ““Tightening
Specification and Se‐
quence DSG Transmis‐
sion Mechatronic -
J743- .”“ , page 27 .

❑ Always replace after re‐
moving

❑ For attaching the DSG
Transmission Mecha‐
tronic - J743- to the
transmission housing

4 - DSG Transmission Mecha‐
tronic - J743-

❑ Allocate using the trans‐
mission code letters.
Refer to the Parts Cata‐
log.

❑ Removing and instal‐
ling. Refer to
⇒ “1.3 Mechatronic, Re‐
moving and Installing”,
page 29 .

5 - Bolt
❑ Tightening specification and sequence. Refer to

⇒ Fig. ““Tightening Specification and Tightening Sequence of the Oil Pan -A-.”“ , page 26 .
❑ Always replace after removing.
❑ Quantity: 5

6 - Clutch Cover for the DSG®

❑ Removing and installing. Refer to ⇒ “1.2 Clutch End Cover, Removing and Installing”, page 13 .
7 - Dual Clutch

❑ Clutch information. Refer to ⇒ “1 Clutch”, page 11 .
❑ Removing and installing. Refer to ⇒ G r.30 “Clutch”, page 11 .

8 - Bleed Pipe
❑ Always replace after removing
❑ Pressed into the transmission housing
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9 - Bleed Cap
❑ Placed on bleed pipe

10 - Nut
❑ 20 Nm

11 - Gearshift Lever
❑ Insert so that master spline aligns with shift rod.

12 - Seal
❑ For the selector shaft
❑ Replacing. Refer to ⇒ “3.9 Selector Shaft Seal, Replacing”, page 74 .

13 - Bolt
❑ 20 Nm + 90° additional turn
❑ Always replace after removing

14 - Transmission Oil Cooler
❑ Removing and installing. Refer to

⇒ “9.1 Transmission Fluid Cooler, Removing and Installing”, page 94 .
15 - O-Rings

❑ Always replace after removing
16 - Cable Mounting Bracket

❑ For selector lever cable
17 - Bolt

❑ 20 Nm + 90° additional turn
❑ Always replace after removing
❑ Quantity: 2

18 - Filter Housing
❑ 20 Nm

19 - O-Ring
❑ Always replace after removing

20 - Oil Filter
❑ Information on changing filter. Refer to

⇒ “9.4 Transmission Fluid Filter, Removing and Installing”, page 99
❑ Replacing. Refer to ⇒ “10 Transmission Fluid”, page 102 .

21 - Ignore, Discontinued
22 - Ignore, Discontinued
23 - Alignment Pin

❑ Quantity: 2
❑ For centering the transmission fluid pump to the transmission housing

24 - Seal
❑ Always replace after removing

25 - Transmission Oil Pump
❑ Removing and installing. Refer to

⇒ “9.3 Transmission Fluid Pump, Removing and Installing”, page 98 .
26 - Transmission Oil Pump Cover

❑ Always replace after removing
❑ With seal
❑ Removing and installing. Refer to

⇒ “9.2 Transmission Fluid Pump Cover, Removing and Installing”, page 96 .
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27 - Bolt
❑ Tightening specification and sequence. Refer to

⇒ Fig. ““Tightening Specification and Sequence of the Transmission Fluid Pump Cover -A-.”“ ,
page 27 .

❑ Always replace after removing
28 - Bolt

❑ Always replace after removing
❑ There are different bolts for the transmission fluid pump. Refer to ⇒ page 99
❑ Quantity: 4

29 - Overflow Pipe
❑ 3 Nm
❑ Plastic
❑ To drain the transmission fluid, remove the drain and check plug -item 31- ⇒ Item 31 (page 92) and

remove the overflow pipe.
❑ The length of the overflow pipe determines the fluid level inside the transmission.
❑ Allocation. Refer to the Parts Catalog.

30 - Seal
❑ Always replace after removing

31 - Fluid Drain and Check Plug
❑ 45 Nm
❑ There is an overflow pipe with a 8 mm inner hex behind this bolt -item 29- ⇒ Item 29 (page 92)
❑ Drain the transmission fluid via the drain- and check plug and removed overflow pipe.
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8 Securing on Engine and Transmis‐
sion Holder

⇒ “8.1 Securing on Engine and Transmission Holder”,
page 93

8.1 Securing on Engine and Transmission
Holder

Remember there is oil in the transmission. Do not turn the trans‐
mission with the vents facing downward when transporting or
when it is on the assembly stand. The oil will leak out.

Note

Remove the bleed cap if necessary and use oil-tight plugs.

Secure the Transmission On the Transmission Support -
VW353- .
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9 Transmission Fluid Circuit
⇒ “9.1 Transmission Fluid Cooler, Removing and Installing”, page
94
⇒ “9.2 Transmission Fluid Pump Cover, Removing and Installing”,
page 96
⇒ “9.3 Transmission Fluid Pump, Removing and Installing”, page
98
⇒ “9.4 Transmission Fluid Filter, Removing and Installing”,
page 99

9.1 Transmission Fluid Cooler, Removing
and Installing

Special tools and workshop equipment required
♦ Hose Clamps - Up To 25 mm - 3094-
♦ Torque Wrench 1331 5-50Nm - VAG1331-
♦ Engine Bung Set - VAS6122-
Removing
– Move the selector lever into “P”.
– Remove the air filter housing. Refer to ⇒  Rep. Gr.  24 ; Air

Filter; Air Filter Housing, Removing and Installing
– Place lint-free cloth on to transmission fluid cooler and trans‐

mission to absorb exiting coolant.

Note

♦ The coolant system is under pressure when the engine is
warm.

♦ Cover the cap on the reservoir with a cloth and open it carefully
before removing the coolant hoses.

– Clamp the coolant hoses with Hose Clamps - Up To 25mm -
3094- and remove them from the transmission fluid cooler.
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– Remove the bolts -A- and the transmission fluid cooler -B-.

Caution

Coolant must not drip into transmission!

Installing
– Replace the O-rings -C- on the transmission fluid cooler -B-.
– Position the transmission fluid cooler -B-. While doing so pay

attention to the O-ring -C-.
– Install and tighten the new bolts -arrows-.

– Install the coolant hoses on the transmission fluid cooler and
remove the Hose Clamps - Up To 25mm - 3094- .

– Install the air filter housing:
♦ Refer to ⇒  Rep. Gr.  24 ; Air Filter; Air Filter Housing, Remov‐

ing and Installing .
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– Check the coolant level and add if necessary. Refer to ⇒  Rep.
Gr.  19 ; Coolant System/Coolant; Coolant, Draining and Fill‐
ing .

– After repairing, check the transmission fluid level and fill. Refer
to ⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .

Caution

Do not start engine during coolant level test if the transmission
fluid has not been filled yet.

Tightening Specifications
♦ Refer to ⇒ “7.1 Overview - Transmission”, page 90 .

9.2 Transmission Fluid Pump Cover, Re‐
moving and Installing

Special tools and workshop equipment required
♦ Torque Wrench 1331 5-50Nm - VAG1331-
♦ Used Oil Collection and Extraction Unit - SMN372500-
Removing
– Loosen the left front wheel bolts.
– Raise the vehicle and remove the left front wheel.
– Remove the noise insulation. Refer to ⇒  Body Exterior; Rep.

Gr.  66 ; Noise Insulation; Overview - Noise Insulation .
– Remove the left front wheel housing liner. Refer to ⇒  Body

Exterior; Rep. Gr.  66 ; Wheel Housing Liner; Front Wheel
Housing Liner, Removing and Installing .

– Place the Used Oil Collection and Extraction Unit -
SMN372500- under the transmission.

WARNING

Do not start the engine if there is no transmission fluid in the
transmission.
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– Remove the transmission fluid drain- and check plugs
-arrow- and drain the transmission fluid.

A plastic overflow pipe is located in this hole (with 8 mm hex
socket head). Its length determines the oil level in the transmis‐
sion.
– Remove this overflow pipe and drain the rest of the transmis‐

sion fluid.
– Reinstall the overflow pipe.

– Replace the seal -arrow-.
– If necessary change the transmission fluid filter. Refer to

⇒ “9.4 Transmission Fluid Filter, Removing and Installing”,
page 99 .

– The Used Oil Collection and Extraction Unit - SMN372500-
remains under the transmission.

Caution

Gear oil will leak out of the cover when the bolts are removed.
There is a risk of burns from the hot transmission fluid.

– The bolts -arrows- and remove the cover -A-.

Note

Always replace the bolts for the oil pump cover and the cover after
removing.

Installing
Install in reverse order of removal. Note the following:
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– Set new oil pump cover -A- in place. Install the new bolts
-arrows- and tighten in a diagonal sequence in stages.

– Fill with transmission fluid. Refer to
⇒ “10.2 Transmission Fluid, Draining and Filling”, page 104 .

– Install left front wheel housing liner. Refer to ⇒  Body Exterior;
Rep. Gr.  66 ; Wheel Housing Liner; Front Wheel Housing Lin‐
er, Removing and Installing .

– Install the noise insulation. Refer to ⇒  Body Exterior; Rep. Gr. 
66 ; Noise Insulation; Overview - Noise Insulation .

– Install the wheel. Refer to ⇒  Suspension, Wheels, Steering;
Rep. Gr.  44 ; Wheels and Tires; Wheel Bolt Tightening Spec‐
ifications .

Tightening Specifications
♦ Refer to ⇒ “1.1 Overview - Mechatronic”, page 25

9.3 Transmission Fluid Pump, Removing
and Installing

Special tools and workshop equipment required
♦ Torque Wrench 1331 5-50Nm - VAG1331-
♦ Wrench - Pump/Injector Long Reach - T10054- .
Short Description
Oil pump can be replaced without removing transmission. Vehicle
must be raised and any covers installed on bottom of front end
must be removed. Control arm to suspension strut connection
does not need to be separated. Drive axle also does not have to
be removed. It is not necessary to perform a basic setting. Only
the DSG® transmission fluid and pump cover have to be replaced.
Removing
– Remove the transmission fluid pump cover. Refer to

⇒ “9.2 Transmission Fluid Pump Cover, Removing and Instal‐
ling”, page 96 .

– Remove the bolts -arrows-. Remove the oil pump -1- from the
alignment pin and the drive axle.

Remove the top bolt with the Wrench - Pump/Injector Long Reach
- T10054- .
Installing
Install in reverse order of removal. Note the following:
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– Install the input shaft -A- all the way into the transmission. Turn
the input shaft while doing this.

– Always use a new metal seal -B-.
• Both alignment pins -C- must be inside the transmission hous‐

ing.
– When positioning oil pump, pay attention to input shaft splines

-A- and correct seating on alignment pins -C-.

Different Oil Pump Bolts -1- .
All Four Bolts -arrows- with Flat Heads
Always replace the bolts after removing.

3 Bolts with Flat Head, Top Bolt -arrow- with Countersunk Head
Always replace the bolts after removing.
– Tighten the bolt using the Hose Clamps - Up To 25mm - 3094- .
– Install the transmission fluid pump cover. Refer to

⇒ “9.2 Transmission Fluid Pump Cover, Removing and Instal‐
ling”, page 96 .

Tightening Specifications

Component Tightening Specification
Four screws with flat head 5 Nm + 90° (1/4 turn)
Four bolts have a flat head and the
upper bolt is counter sunk
♦ Bolt
♦ Flat head bolts

Tightening specification
♦ 8 Nm
♦ 5 Nm + 90° (1/4 turn)

9.4 Transmission Fluid Filter, Removing
and Installing

When to Change the Oil Filter
The oil filter does not need to be changed in every case.
Do Not Replace the Filter If:
♦ The transmission oil cooler or its O-rings were replaced and

no coolants has gotten into the oil.
♦ The selector shaft sealing ring was replaced.
♦ The flange seal was replaced.
♦ Leaking Mechatronic covers, DSG® clutch or oil pump were

replaced.
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♦ The Transmission Input Speed Sensor - G182- with Clutch Oil
Temperature Sensor - G509- was replaced.

The Filter Must Be Replaced If:
♦ The 60,000 km maintenance interval was reached.
♦ Coolant has entered the oil.
♦ Metal shavings were found in the oil.
♦ The clutch is burned or has a mechanical fault.

Note

Follow the general repair instructions. Refer to
⇒ “3 Repair Information”, page 6 .

Removing
– Move the selector lever into »P«.
– Remove the complete air filter housing:
♦ Refer to ⇒  Rep. Gr.  24 ; Air Filter; Air Filter Housing, Remov‐

ing and Installing .
– Remove the battery with the battery tray. Refer to ⇒  Electrical

Equipment; Rep. Gr.  27 ; Battery; Battery, Removing and In‐
stalling .

Note

♦ A little bit of fluid remains inside the filter. This will drain out
once the filter is removed.

♦ Lay some cloths down near the filter before removing it.

– Loosen the filter housing -arrow- approximately 7 turns.
– Wait 10 seconds.
This way the fluid can flow from the filter housing back into the
transmission.

– Remove the filter housing and filter.
Installing
Install in reverse order of removal. Note the following:
– Clean thoroughly any areas on the transmission that get

stained with transmission fluid.
– Install the transmission fluid filter with the collar on the bottom

-arrow-.
– Install and tighten the filter housing.
Install in reverse order of removal.
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– Check the fluid level and fill if necessary. Refer to
⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .

Tightening Specifications
♦ Refer to ⇒ “7.1 Overview - Transmission”, page 90 .
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10 Transmission Fluid
⇒ “10.1 Transmission Fluid Level, Checking”, page 102
⇒ “10.2 Transmission Fluid, Draining and Filling”, page 104

10.1 Transmission Fluid Level, Checking
Special tools and workshop equipment required
♦ Torque Wrench 1331 5-50Nm - VAG1331-
♦ Used Oil Collection and Extraction Unit - SMN372500-
♦ Vehicle Diagnostic Tester
♦ Shop Crane - Drip Tray - VAS6208-
♦ Oil Filler - VAS6262A-
♦ Oil Filler - Adapter 2 - VAS6262/2-
♦ Also for some oil containers Oil Filler - Adapter 6 - VAS6262/6-
Note the following information:
♦ Use only the DSG® transmission fluid available as a replace‐

ment part to fill. Refer to the Parts Catalog.
♦ It is necessary to use the Oil Filler - Adapter 6 - VAS6262/6-

on some oil containers.
♦ It may be necessary to shorten the bleed pipe on the Adapter

For Oil Filling - VAS6262A- . Refer to ⇒ page 102 .

Shorten the Bleed Pipe On the Adapter For Oil Filling -
VAS6262A- As Follows:
– Shorten the pipe to dimension -a-. This assures the pipe on

the Adapter For Oil Filling - VAS6262A- will not touch the bot‐
tom on some oil containers.

Dimension -a- = 210 mm

Note

Dimension -a- is measured starting from the shaft (the green sur‐
face) on the Adapter For Oil Filling - VAS6262A- .

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

102     Rep. Gr.34 - Controls, Housing



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

– Shorten bleed pipe the with for example the Brake Line Tool
Kit - Pipe Cutter - VAS6056/2- .

Requirements
♦ The vehicle is on a level surface. All hoist mounts are at the

same height.
♦ The noise insulation is removed.
♦ The Vehicle Diagnostic Tester is connected.
♦ To begin working, the oil temperature should not be higher

than 45 °C (113 °F).
♦ Test temperature: 35-45 °C (95 ° to 113 °F)
Checking
– Refer to Vehicle Diagnostic Tester connect and identify the

vehicle in Guided Functions .

– Select DSG transmission .

– Select Check Fluid Level .

Note

Let the transmission cool down if the oil temperature is higher than
45 °C (113 °F).

The engine is idling and the selector lever is in “P”.
– Move the Drip Tray For Workshop Cranes or Used Oil Collec‐

tion and Extraction Unit - SMN372500- under the transmission
near the transmission fluid drain and check plugs.

– Remove the transmission fluid drain- and check plug -arrow-.
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– Always replace the seal for the drain plug -arrow-.

Note

Even if the level of transmission fluid is too low, first a small
amount of transmission fluid will flow out of the overflow tube,
because it fills during operation.

– Let the excess oil drain.
– Install the drain plug with a new seal as soon as all the fluid

has drained out (it starts to drip).
– If no transmission fluid comes out, then fill.
Adding
– Install the Oil Filler - VAS6262A- into the check hole hand-

tight.
– Shake before opening.
– Place the Oil Filler - VAS6262A- on the oil bottle. While doing

so pay attention to the notes. Refer to ⇒ page 102 .
– Fill 1.0 liters (1.05 quarts) of transmission fluid.

– Remove the Adapter for Oil Filling - VAS6262A- at the quick-
release coupling and check it.

If ATF Flows Out of Adapter Hole
Oil must not be topped off.
– Let the excess oil drain.
– As soon as the oil has run out (it begins to drip), remove the

Oil Filler - VAS6262A- and install bolt with new seal.
If No Oil Flows Out of Hole
– Add another liter (1.05 quarts). Refer to

⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .

WARNING

Too little or too much ATF will impair the transmission.

Insert the fluid drain plug and check plug with a new seal and
tighten them.
Tightening Specifications
♦ Refer to ⇒ “7.1 Overview - Transmission”, page 90 .

10.2 Transmission Fluid, Draining and Filling

Note

Use only the DSG® transmission fluid available as a replacement
part to fill. Refer to the Parts Catalog.

Short Description
First, oil temperature is read out. If it is higher than 50 °C (122 °
F), then let the transmission to cool down.

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

104     Rep. Gr.34 - Controls, Housing



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

Turn off the engine, remove the overflow pipe and drain any ATF.
Install the overflow pipe and overfill the ATF.
Start the engine and drain any excess oil until the oil level has
reached the overflow tube.
Special tools and workshop equipment required
♦ Vehicle Diagnostic Tester
♦ Used Oil Collection and Extraction Unit - SMN372500-
♦ Oil Filler - VAS6262A-
Requirements
♦ The engine is off.
♦ The vehicle is level and all hoist supports are the same height.
♦ If equipped, the noise insulation is removed.
♦ The selector lever is in the “P” position.
♦ The Vehicle Diagnostic Tester is connected.
♦ To begin working, the oil temperature should not be higher

than 45 °C (113 °F).
– Follow the rules for clean working conditions when working on

the transmission.
– Only use the ATF for the DSG® transmission available as a

replacement part. Other oils can cause malfunctions or trans‐
mission failure.

WARNING

Risk of injury due to hot gear oil.

– Refer to Vehicle Diagnostic Tester Connect and identify the
vehicle in Guided Functions .

– Select DSG transmission .

– Select Check Fluid Level .

Note

Let the transmission cool down if the oil temperature is higher than
45 °C (113 °F).

WARNING

Do not start the engine if there is no transmission fluid in the
transmission.

– Engine off - do not start!
• Place the Drip Tray For Workshop Crane or Used Oil Collec‐

tion and Extraction Unit - SMN372500- under the transmis‐
sion.
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– Remove the transmission fluid drain- and check plug -arrow-.
A black plastic overflow tube is located in this hole (with 8 mm hex
socket head). Its length determines the oil level in the transmis‐
sion.

– Remove the overflow pipe -arrow- and let the ATF drain.
About 5 liters (5.28 quarts) of oil will drain.
– Install the overflow pipe and tighten.
– If necessary change the transmission fluid filter. Refer to

⇒ “9.4 Transmission Fluid Filter, Removing and Installing”,
page 99 .

– Install the Oil Filler - VAS6262A- into the check hole hand-
tight.

– Shake before opening.
– Place the Oil Filler - VAS6262A- on the oil bottle. While doing

so pay attention to the notes. Refer to ⇒ page 102 .
– Fill 5.5 liters (5.8 quarts) oil.
– To change containers, close the shut-off valve or hold the Oil

Filler - VAS6262A- higher than the transmission.
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– Tighten the transmission fluid drain- and check plug -arrow-
hand-tight only.

– Start the engine.
– Press the brake pedal and move the selector lever through

each gear for approximately 3 seconds. The position the se‐
lector lever back in »P«.

– Do not turn off the engine.
– Check the ATF level and fill if necessary. Refer to

⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .
Tightening Specifications
♦ Refer to ⇒ “7.1 Overview - Transmission”, page 90 .
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11 Special Tools

Special tools and workshop
equipment required
♦ Used Oil Collection and Ex‐

traction Unit - SMN372500-
♦ Puller - Flanged Shaft -

T10037-
♦ Socket And Extended Bit -

T10107-
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♦ Press Plate - VW401-
♦ Press Plate - VW402-
♦ Press Piece - Rod -

VW407-
♦ Press Piece - Multiple Use

- VW412-
♦ Bearing Installer - Rear

Wheel Bearing Kit -
VAS3253-

♦ Bearing Installer - Needle
Bearing - T10047-
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♦ Torque Wrench 1331
5-50Nm - VAG1331-

♦ Used Oil Collection and Ex‐
traction Unit - SMN372500-

♦ Vehicle Diagnostic Tester
♦ Shop Crane - Drip Tray -

VAS6208-
♦ Oil Filler - VAS6262A-
♦ Oil Filler - Adapter 2 -

VAS6262/2-
♦ Also for some oil containers

Oil Filler - Adapter 6 -
VAS6262/6-
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♦ Puller - Taper Roller Bear‐
ing - VAG1582-

♦ Puller - Taper Roller Bear‐
ing - Adapter 6A -
VAG1582/6A-

♦ Torque Wrench 1601 -
VAG1601-

♦ -1- Puller - Kukko 2-Arm -
70-180mm - 20/10-

♦ Kukko 45-2 three arm puller
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♦ Puller - Flanged Shaft -
T10037-

♦ Seal Installer - Flange Shaft
- T10049-

♦ Torque Wrench 1331
5-50Nm - VAG1331-

♦ Torque Wrench 1332
40-200Nm - VAG1332-

♦ Long Hex Socket -
VAG1669- or Socket and
Extended Bit - T10107-
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♦ Holding Fixture - VW313-
♦ Press Piece - 42mm -

VW516-
♦ Press Piece - Multiple Use

- 40-105-
♦ Seal Installer - Flange Shaft

- T10049-
♦ Gearbox Support - T10108-
♦ Gearbox Support - Compo‐

nent 1 - T10108/1-

♦ Wrench - Pump/Injector Long Reach - T10054- .
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♦ Socket - Xzn 14 - T10061-

♦ Socket And Extended Bit - T10107-

♦ Puller - Crankshaft/Power Steering Seal - T20143-

♦ Seal Installer - Bevel Box - T10298-

♦ Engine Support - Basic Set Movable Joint - T40091/3- (quan‐
tity 2)
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♦ Tensioning Strap - T10038-

♦ Insert Tool - 18mm - T10179-

♦ Hose Clip Pliers - VAG1275A-

♦ Engine Bung Set - VAS6122-
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♦ Oil Filler - VAS6262A-

♦ Charging Device For Haldex Coupling 2 - VAS6291A-

♦ Charging Device For Haldex Coupling 2 - Adapter 2 -
VAS6291/2-

♦ Press Piece - Shift Rod/Alternator - VW423-

♦ Slide Hammer Set - VW771-

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

116     Rep. Gr.34 - Controls, Housing



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

♦ Slide Hammer Set - Hook - VW771/37-

♦ Hose Clamps - Up To 25 mm - 3094-

Golf 2013 ➤ , Golf 2015 ➤ , Golf Variant 2014 ➤
Direct Shift Gearbox - Edition 03.2015

11. Special Tools    117



Protected by copyrig
ht. C

opy
ing

 fo
r p

riv
at

e 
or

 co
m

m
er

ci
al

 p
ur

po
se

s,
 in

 p
ar

t o
r i

n 
w

ho
le

, i
s 

no
t p

er
m

itt
ed

 un
les

s a
uthorise

d by Volkswagen AG. Volkswagen AG does not guarantee or accept any liability w
ith respect to the correctness ofinform

ation in this docum
ent.Copyright by Volkswagen AG.

35 – Gears, Shafts
1 No Repairs to Gears and Shafts
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39 – Final Drive, Differential
1 Seals
⇒ “1.1 Component Location Overview - Seals”, page 119
⇒ “1.2 Left Flange Shaft Seal on Transmission”, page 120
⇒ “1.3 Right Seal between Transmission and Bevel Box on Trans‐
mission, Replacing, AWD”, page 122

1.1 Component Location Overview - Seals

Note

Do not remove all the bolts in the left and right flange shafts at the same time. If the differential bevel gears
inside the differential rotate, it will be difficult to install the bolts.

1 - Fill and Check Plug
❑ Only for AWD
❑ Check the fluid level in

bevel box.
2 - Driveshaft Seal

❑ Replacing. Refer to
⇒ “2.6 Seal, Replacing
for Driveshaft Output
Flange on Bevel Box”,
page 43 .

3 - Selector Shaft Seal
❑ Replacing. Refer to

⇒ “3.9 Selector Shaft
Seal, Replacing”,
page 74 .

4 - Left Seal
❑ In the transmission
❑ Replacing. Refer to

⇒ “1.2 Left Flange Shaft
Seal on Transmission”,
page 120 .

5 - Right Seal
❑ In the transmission
❑ Replacing. Refer to

⇒ “1.3 Right Seal be‐
tween Transmission
and Bevel Box on
Transmission, Replac‐
ing, AWD”, page 122 .

6 - Bevel Box Seal
❑ Replacing. Refer to

⇒ “2.5 Seal, Replacing,
between the Transmis‐
sion and Bevel Box, on
Bevel Box”, page 42 .

7 - Right Seal
❑ In the bevel box, only on AWD
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❑ Replacing. Refer to
⇒ “1.3 Right Seal between Transmission and Bevel Box on Transmission, Replacing, AWD”,
page 122 .

1.2 Left Flange Shaft Seal on Transmission
Special tools and workshop equipment required
♦ Slide Hammer Set - VW771-
♦ Seal Installer - Flange Shaft - 3305-
♦ Socket And Extended Bit - T10107A-
♦ Used Oil Collection and Extraction Unit - SMN372500-
♦ Sealing grease. Refer to the Parts Catalog.
Removing
• The transmission is installed.

Note

Pay attention to. Refer to ⇒ “3 Repair Information”, page 6 .

– Lift the vehicle, all four take-up points of lifting platform at same
height.

– Move the selector lever into »P«.

Note

Do not lower the vehicle onto the floor after loosening central
screw.

– Press the brake and loosen the left drive axle bolt -arrow- (a
second technician is needed).

– Remove the noise insulation. Refer to ⇒  Body Exterior; Rep.
Gr.  66 ; Noise Insulation; Overview - Noise Insulation .

– Remove the lower section of the left front wheel housing liner.
Refer to ⇒  Body Exterior; Rep. Gr.  66 ; Wheel Housing Liner;
Front Wheel Housing Liner, Removing and Installing .

– Remove the left drive axle. Refer to ⇒  Suspension, Wheels,
Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .
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– Remove the left transmission flange shaft using the Socket
And Extended Bit - T10107A- .

The bolt has a 6 mm inner hex socket. The bolt can also be re‐
moved and installed using the Long Hex Socket - VAG1669- .

– To remove and install the flange shaft, install two bolts into the
flange and counterhold it using a pry bar.

– Remove the flange shaft.
– Place the Used Oil Collection and Extraction Unit -

SMN372500- or Drip Tray under the transmission.

– Remove seal with Slide Hammer Set - VW771- and Slide
Hammer Set - Hook - VW771/37- .

Installing
Install in reverse order of removal. Note the following:
– Lightly oil new seal on outer circumference.

– Fill the space between the sealing and dust lip -arrow- halfway
with Sealing Grease - G 052 128- .
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– Install the new seal all the way. Do not bend the seal when
installing it.

Note

Press the flange shaft against the transmission so that the bolt in
the threaded piece of the differential touches.

– Insert the flange shaft and secure it with bolts.
– Install the left drive axle. Refer to ⇒  Suspension, Wheels,

Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .

– Install the left front wheel housing liner. Refer to ⇒  Body Ex‐
terior; Rep. Gr.  66 ; Wheel Housing Liner; Front Wheel Hous‐
ing Liner, Removing and Installing .

– Attach the left front wheel. Refer to ⇒  Suspension, Wheels,
Steering; Rep. Gr.  44 ; Wheels and Tires; Wheel Bolt Tight‐
ening Specifications .

– Check the fluid level and fill if necessary. Refer to
⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .

– Install the noise insulation. Refer to ⇒  Body Exterior; Rep. Gr. 
66 ; Noise Insulation; Overview - Noise Insulation .

Tightening Specifications
♦ Refer to

⇒ “1.1 Component Location Overview - Seals”, page 119 .

1.3 Right Seal between Transmission and
Bevel Box on Transmission, Replacing,
AWD

Special tools and workshop equipment required
♦ Puller - Crankshaft/Power Steering Seal - T20143-
♦ Seal Installer - Bevel Box - T10243-
♦ Used Oil Collection and Extraction Unit - SMN372500-
♦ Sealing grease. Refer to the Parts Catalog.
Removing
• Transmission is installed.

Note

Follow the general repair instructions. Refer to
⇒ “3 Repair Information”, page 6 .

– Remove the noise insulation. Refer to ⇒  Body Exterior; Rep.
Gr.  66 ; Noise Insulation; Overview - Noise Insulation .

– Remove the right drive axle. Refer to ⇒  Suspension, Wheels,
Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .

– Remove the bevel box. Refer to ⇒ “2 Bevel Box”, page 36 .
– Place the Used Oil Collection and Extraction Unit -

SMN372500- or Drip Tray under the transmission.
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– Pry out the seal on the transmission using the Puller - Crank‐
shaft/Power Steering Seal - T20143/1- or -T20143/2- .

Installing
Install in reverse order of removal. Note the following:
– Lightly oil new seal on outer circumference.
– Fill the space between the sealing and dust lip halfway with

Sealing Grease - G 052 128- .

– Carefully install the new seal all the way using the Seal Instal‐
ler - Bevel Box - T10243- .

– Install the bevel box. Refer to ⇒ “2 Bevel Box”, page 36 .
– Install the right drive axle. Refer to ⇒  Suspension, Wheels,

Steering; Rep. Gr.  40 ; Drive Axle; Drive Axle, Removing and
Installing .

– Check the fluid level and fill if necessary. Refer to
⇒ “10.1 Transmission Fluid Level, Checking”, page 102 .

– Install the noise insulation. Refer to ⇒  Body Exterior; Rep. Gr. 
66 ; Noise Insulation; Overview - Noise Insulation .
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2 Haldex Clutch, Checking Function
Refer to ⇒  Rear Final Drive; Rep. Gr.  39 ; Haldex Clutch; Func‐
tion, Checking .
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3 Driveshaft and Rear Final Drive
Refer to ⇒  Rear Final Drive; Rep. Gr.  39 ; Driveshaft; Overview
- Driveshaft .
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4 Special Tools
Special tools and workshop equipment required
♦ Used Oil Collection and Extraction Unit - SMN372500-

♦ Socket And Extended Bit - T10107A-

♦ Seal Installer - Bevel Box - T10243-

♦ Puller - Crankshaft/Power Steering Seal - T20143-
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♦ Slide Hammer Set - VW771-

♦ Seal Installer - Flange Shaft - 3305-

♦ Sealing grease. Refer to the Parts Catalog.
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5 Revision History
DRUCK NUMBER: K0059212921

Fac‐
tory
Edi‐
tion

Edit
Edi‐
tion

Job
Type

Feed
back

Notes Quality
Checke
d By

      
03.2
015

07/2
1/20
15

Cor‐
rec‐
tion

N/A Remove AU1 from meta‐
data, not for NAR

Eric P.

03.2
015

04/2
8/20
15

Cor‐
rec‐
tion

N/A Add CYFB to Metadat Eric P.

03.2
015

4/23/
2015

Fac‐
tory
Up‐
date

N/A BA5 not for US market Jim H.

11.2
014

01/1
4/20
15

Lo‐
cal
Feed
back

N/A Fixed various typos found
by translation team.

Tom P.

11.2
014

12/1
5/20
14

Fac‐
tory
Up‐
date

N/A  Tom P.

11.2
014

111/
18/2
014

Link
Chec
king

N/A  Jim H.

11.2
014

11/1
1/20
14

Fac‐
tory
New

N/A  Eric P.
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Cautions & Warnings 

Page 1 of 3 
© 2002 Volkswagen of America, Inc. 
All rights reserved.  Information contained in this document is based on the latest information available at the time of printing and is subject to the copyright and other intellectual property rights of 
Volkswagen of America, Inc., its affiliated companies and its licensors. All rights are reserved to make changes at any time without notice.  No part of this document may be reproduced, stored in a 
retrieval system, or transmitted in any form or by any means, electronic, mechanical, photocopying, recording, or otherwise, nor may these materials be modified or reposted to other sites, without 
the prior expressed written permission of the publisher. 
Version 1.0 

Please read these WARNINGS and CAUTIONS before proceeding with maintenance 
and repair work.  You must answer that you have read and you understand these 
WARNINGS and CAUTIONS before you will be allowed to view this information. 
 
•= If you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we 

suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge 
you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered 
wholly or in part by any of the extensive warranties issued by Volkswagen. 
   

•= Disconnect the battery negative terminal (ground strap) whenever you work on the fuel system or the electrical 
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy.  
   

•= Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications, 
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always 
check with your authorized Volkswagen retailer parts department for the latest information.  
   

•= Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish Transmission Control Module (TCM) basic settings using the VAG 1551 Scan Tool (ST).  
   

•= Never work under a lifted vehicle unless it is solidly supported on stands designed for the purpose. Do not support 
a vehicle on cinder blocks, hollow tiles or other props that may crumble under continuous load. Never work under a 
vehicle that is supported solely by a jack. Never work under the vehicle while the engine is running.  
   

•= For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting the 
battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock up and 
become inoperable, even if the correct code is used in a later attempt.  
   

•= If you are going to work under a vehicle on the ground, make sure that the ground is level. Block the wheels to 
keep the vehicle from rolling. Disconnect the battery negative terminal (ground strap) to prevent others from 
starting the vehicle while you are under it.  
   

•= Do not attempt to work on your vehicle if you do not feel well. You increase the danger of injury to yourself and 
others if you are tired, upset or have taken medicine or any other substances that may impair you or keep you from 
being fully alert.  
   

•= Never run the engine unless the work area is well ventilated. Carbon monoxide (CO) kills.  
 
•= Always observe good workshop practices. Wear goggles when you operate machine tools or work with acid. Wear 

goggles, gloves and other protective clothing whenever the job requires working with harmful substances.  
   

•= Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work near 
machine tools or running engines. If your hair, clothing, or jewelry were to get caught in the machinery, severe 
injury could result.  
   

•= Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips and cotter pins. Always follow the recommendations in this manual - replace these fasteners with 
new parts where indicated, and any other time it is deemed necessary by inspection.  
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•= Illuminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle. 
Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can ignite spilled 
fuel or oil.  
   

•= Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by 
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death.  
   

•= Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be 
crushed by heavy parts.  
   

•= Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the 
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only 
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good 
repairs.  
   

•= Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills at 
once, but do not store the oily rags, which can ignite and burn spontaneously.  
   

•= Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten 
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening torque 
listed.  
   

•= Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignite gas trapped in the cells and cause the battery to explode.  

 
•= Be mindful of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose of 

the oil. Do not pour oil onto the ground, down a drain, or into a stream, pond, or lake. Consult local ordinances that 
govern the disposal of wastes.  
   

•= The air-conditioning (A/C) system is filled with a chemical refrigerant that is hazardous. The A/C system should be 
serviced only by trained automotive service technicians using approved refrigerant recovery/recycling equipment, 
trained in related safety precautions, and familiar with regulations governing the discharging and disposal of 
automotive chemical refrigerants.  
   

•= Before doing any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the battery 
negative terminal (ground strap) and the ABS control module connector.  
   

•= Do not expose any part of the A/C system to high temperatures such as open flame. Excessive heat will increase 
system pressure and may cause the system to burst.  
   

•= When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Control Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these 
components is not separately fused, disconnect the control module connector(s).  
   

•= Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device. 
Handled improperly or without adequate safeguards, it can be accidentally activated and cause serious personal 
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians 
should test, disassemble or service the airbag system.  
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•= Do not quick-charge the battery (for boost starting) for longer than one minute, and do not exceed 16.5 volts at the 
battery with the boosting cables attached. Wait at least one minute before boosting the battery a second time.  
   

•= Never use a test light to conduct electrical tests of the airbag system. The system must only be tested by trained 
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or an approved equivalent. The airbag unit 
must never be electrically tested while it is not installed in the vehicle.  
   

•= Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have been 
inflated using an aerosol tire inflator. Keep sparks, open flame or other sources of ignition away from the tire repair 
area. Inflate and deflate the tire at least four times before breaking the bead from the rim. Completely remove the 
tire from the rim before attempting any repair.  
   

•= When driving or riding in an airbag-equipped vehicle, never hold test equipment in your hands or lap while the 
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident. 

 

I have read and I understand these Cautions and Warnings. 
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